
3GPP TSG-RAN WG4 Meeting #47 















R4-08xxxx
Kansas City, USA, May 5th – 9th, 2008
Source: 
Nokia





Title: 
TS36.101 TP for clause 5
Agenda Item:
6.1.2.1
Document for:
Approval
1. Introduction

A text proposal for TS36.101 section 5 is presented. The baseline for the proposal is TS36.101 V8.1.0 [1] and the relevant text proposals are collected in references from [2] to [6].
2. References
[1] 3GPP TS 36.101 V8.1.0 (2008-03), “User Equipment (UE) radio transmission and reception”
[2] R4-080927: Cleanup and alignment of "Frequency band and channel alignment" chapter, Ericsson
[3] R4-081109: TS36.101: TP for E-UTRA UE normal / additional channel bandwidth, Motorola

[4] R4-081058: Band 12, 13 and 14 additions for TS 36.101, Nokia

[5] R4-080694: TP 36.101: channel bandwidth, Ericsson

[6] R4-080692: Performance requirements on Self interference due to transmitter noise, NTT DoCoMo, Fujitsu, Panasonic
3. Text Proposal for 36.101
------------------- START OF TEXT PROPOSAL ------------------------

5
Frequency bands and channel arrangement

5.1
General

The channel arrangements presented in this clause are based on the frequency bands and channel bandwidths defined in the present release of specifications.

NOTE:
Other frequency bands and channel bandwidths may be considered in future releases.
5.2
Frequency bands

E-UTRA is designed to operate in the frequency bands defined in Table 5.2-1.
Table 5.2-1 E-UTRA frequency bands

	E-UTRA Band
	Uplink (UL)
eNode B receive
UE transmit
	Downlink (DL)
eNode B transmit 
UE receive
	
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	
	

	1
	1920 MHz 
	–
	1980 MHz 
	2110 MHz  
	–
	2170 MHz
	
	FDD

	2
	1850 MHz 
	–
	1910  MHz
	1930 MHz 
	–
	1990 MHz
	
	FDD

	3
	1710 MHz 
	–
	1785 MHz
	1805 MHz 
	–
	1880 MHz
	
	FDD

	4
	1710 MHz
	–
	1755 MHz 
	2110 MHz 
	–
	2155 MHz
	
	FDD

	5
	824 MHz
	–
	849 MHz
	869 MHz 
	–
	894MHz
	
	FDD

	6
	830 MHz
	–
	840  MHz
	875 MHz 
	–
	885 MHz
	
	FDD

	7
	2500 MHz
	–
	2570 MHz
	2620 MHz 
	–
	2690 MHz
	
	FDD

	8
	880 MHz
	–
	915 MHz
	925 MHz  
	–
	960 MHz
	
	FDD

	9
	1749.9 MHz
	–
	1784.9 MHz
	1844.9 MHz  
	–
	1879.9 MHz
	
	FDD

	10
	1710 MHz
	–
	1770 MHz
	2110 MHz 
	–
	2170 MHz
	
	FDD

	11
	1427.9 MHz 
	–
	1452.9 MHz
	1475.9 MHz  
	–
	1500.9 MHz
	
	FDD

	12
	[TBD]
	–
	[TBD]
	[TBD]
	–
	[TBD]
	
	FDD

	13
	777 MHz
	–
	787 MHz
	746 MHz
	–
	756 MHz
	
	FDD

	14
	788 MHz
	–
	798 MHz
	758 MHz
	–
	768 MHz
	
	FDD

	...
	
	
	
	
	
	
	
	

	33
	1900 MHz
	–
	1920 MHz
	1900 MHz
	–
	1920 MHz
	
	TDD

	34
	2010  MHz
	–
	2025 MHz 
	2010 MHz 
	–
	2025 MHz
	
	TDD

	35
	1850 MHz 
	–
	1910 MHz
	1850 MHz 
	–
	1910 MHz
	
	TDD

	36
	1930 MHz 
	–
	1990 MHz
	1930 MHz 
	–
	1990 MHz
	
	TDD

	37
	1910 MHz 
	–
	1930 MHz
	1910 MHz 
	–
	1930 MHz
	
	TDD

	38
	2570 MHz 
	–
	2620 MHz
	2570 MHz 
	–
	2620 MHz
	
	TDD

	39
	1880 MHz
	-
	1920 MHz
	1880 MHz
	-
	1920 MHz
	
	TDD

	40
	2300 MHz
	-
	2400 MHz
	2300 MHz
	-
	2400 MHz
	
	TDD


5.3
TX–RX frequency separation

5.4
Channel arrangement

5.4.1
Channel spacing

The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent E-UTRA carriers is defined as following:


Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2 
where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective E-UTRA carriers. The channel spacing can be adjusted to optimize performance in a particular deployment scenario.
5.4.2
Channel bandwidth

Requirements in present document are specified for the channel bandwidths listed in Table 5.4.2-1.

Table 5.4.2-1 Transmission bandwidth configuration NRB in E-UTRA channel bandwidths

	Channel bandwidth BWChannel [MHz]
	1.4
	3 
	5
	10
	15
	20

	Transmission bandwidth configuration NRB
	6
	15 
	25
	50
	75
	100


Figure 5.4.2-1 shows the relation between the Channel bandwidth (BWChannel) and the Transmission bandwidth configuration (NRB). The channel edges are defined as the lowest and highest frequencies of the carrier separated by the channel bandwidth, i.e. at FC +/- BWChannel /2.
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Figure 5.4.2-1 Definition of Channel Bandwidth and Transmission Bandwidth Configuration for one E‑UTRA carrier
5.4.2.1 
Nominal channel bandwidth

Table 5.4.2.1-1 specifies the channel bandwidth that shall be supported per E-UTRA operating band for which all general and additional minimum performance requirements shall be met. The corresponding transmission bandwidth configuration in Table 5.4.2.1-1 shall be supported for each supported channel bandwidth. 

Table 5.4.2.1-1: E-UTRA channel bandwidth
	E-UTRA band / channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz
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1.  


5.4.2.2
Additional channel bandwidth
Table 5.4.2.2-1 specifies the additional channel bandwidths that shall be supported per E-UTRA operating band for which certain relaxations of the UE performance are allowed. The transmission bandwidth configuration in Table 5.4.2.2-1 shall be supported for each supported channel bandwidth.
Table 5.4.2.2-1: Additional E-UTRA channel bandwidth

	E-UTRA Band
	1.4 MHz
	3 MHz
	5 MHz
	10  MHz
	15 MHz
	20  MHz
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5.4.3
Channel raster

The channel raster is 100 kHz for all bands, which means that the carrier centre frequency must be an integer multiple of 100 kHz.
5.4.4
Carrier frequency and EARFCN
The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN). The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 5.4.4-1 and NDL is the downlink EARFCN.


FDL = FDL_low + 0.1(NDL – NOffs-DL)

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 5.4.4-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)

Table 5.4.4-1 E-UTRA channel numbers

	Band
	Downlink
	Uplink

	
	FDL_low  (MHz)
	NOffs-DL
	Range of NDL
	FUL_low (MHz)
	NOffs-UL
	Range of NUL

	1
	2110
	0
	0 – 599
	1920
	13000
	13000 – 13599

	2
	1930
	600
	6001199
	1850
	13600
	13600 – 14199

	3
	1805
	1200
	1200 – 1949
	1710
	14200
	14200 – 14949

	4
	2110
	1950
	1950 – 2399
	1710
	14950
	14950 – 15399

	5
	869
	2400
	2400 – 2649
	824
	15400
	15400 – 15649

	6
	875
	2650
	2650 – 2749
	830
	15650
	15650 – 15749

	7
	2620
	2750
	2750 – 3449
	2500
	15750
	15750 – 16449

	8
	925
	3450
	3450 – 3799
	880
	16450
	16450 – 16799

	9
	1844.9
	3800
	3800 – 4149
	1749.9
	16800
	16800 – 17149

	10
	2110
	4150
	4150 – 4749
	1710
	17150
	17150 – 17749

	11
	1475.9
	4750
	4750 – 4999
	1427.9
	17750
	17750 – 17999

	12
	
	
	
	
	
	

	13
	746
	5180
	5180 – 5279
	777
	18180
	18180 – 18279

	14
	758
	5280
	5280 – 5379
	788
	18280
	18280 – 18379

	…
	
	
	
	
	
	

	33
	1900
	26000
	26000 – 26199 
	1900
	26000
	26000 – 26199 

	34
	2010
	26200
	26200 – 26349
	2010
	26200
	26200 – 26349 

	35
	1850
	26350
	26350 – 26949
	1850
	26350
	26350 – 26949

	36
	1930
	26950
	26950 – 27549
	1930
	26950
	26950 – 27549

	37
	1910
	27550
	27550 – 27749
	1910
	27550
	27550 – 27749

	38
	2570
	27750
	27750 – 28249
	2570
	27750
	27750 – 28249

	39
	1880
	28250
	28250-28649
	1880
	28250
	28250-28649

	40
	2300
	28650
	28650-29649
	2300
	28650
	28650-29649


5.4.5 Void
--------------- END OF TEXT PROPOSAL ------------
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