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1. Introduction
In RAN#50bis meeting, some considerations on Multi Standard Radio (MSR) category 3 (TD-SCDMA and E-UTRA TDD MSR) deployment scenario were agreed. It is concluded that the UL and DL alignment of TD-SCDMA and E-UTRA TDD with 5ms periodicity shall be assumed for minimizing the interference between the TD-SCDMA and LTE TDD. This document is based on above conclusion and focus on spurious emission requirement of transmitter of MSR category 3.
2   Discussion 

As we known, to spurious emission of transmitter, there are 3 kinds of requirement, mandatory requirements, requirement of coexistence in same geographical area and co-location requirement. 
To mandatory requirement, only category B requirement is recommended. Because of flexible LTE band, the following category B requirement is shown in table 6.6.2.3.1-1.
Table 6.6.2.3.1-1: MSR category 3 BS Spurious emissions limits, Category B

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [6], s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [6], s4.1. Upper frequency as in ITU-R SM.329 [6] , s2.5 table 1


To requirement of coexistence in same geographical area with other system, GSM system, UTRA system and LTE system are considered need FFS via harmonized 36.104 and 25.105 for E-UTRA and 1.28Mcps TDD.
To requirement of co-location with other system, GSM system, UTRA system and LTE system need FFS via harmonized 36.104 and 25.105 for E-UTRA and 1.28Mcps TDD. 
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TEXT PROPOSAL
6.6.2.3 Band Category 3
6.6.2.3.1
Mandatory requirements
1.28Mcps TDD and E-UTRA TDD have identical requirements based on recommendations in ITU-R SM.329, both for Category A and Category B limits. The Category B limits for MSR category 3 is recommended for considering more stricter requirement. 
The requirements of Table 6.6.2.1.1-1 (Category B limits) shall apply. 
Table 6.6.2.3.1-2: MSR Category 3 BS Spurious emissions limits, Category B

	Frequency range
	Maximum Level
	Measurement Bandwidth
	Note

	9 kHz ( 150 kHz
	-36 dBm
	1 kHz 
	Note 1 

	150 kHz ( 30 MHz
	-36 dBm
	10 kHz 
	Note 1

	30 MHz ( 1 GHz
	-36 dBm
	100 kHz
	Note 1

	1 GHz ( 12.75 GHz
	-30 dBm
	1 MHz
	Note 2

	NOTE 1:
Bandwidth as in ITU-R SM.329 [6], s4.1

NOTE 2:
Bandwidth as in ITU-R SM.329 [6], s4.1. Upper frequency as in ITU-R SM.329 [6] , s2.5 table 1


6.6.2.3.2
Co-existence in the same geographical area

6.6.2.3.3
Co-location













































































































