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1. Overall Description:

RAN WG1 would like to thank RAN WG2 for the LS on Power Headroom Reporting in R2-110665/R1-110612.
RAN WG1 would like to clarify RAN WG1 understanding on Power Headroom Reporting.

For type 1 PHR reporting:

- When UE transmits PUSCH, MPR, A-MPR and the power management related back-off factor are assumed to be the value corresponding to the current PUSCH transmission.
- When UE does not transmit PUSCH regardless of PUCCH transmission MPR, A-MPR and the power management related back-off factor are assumed to be zero.
For type 2 PHR reporting:
- When UE transmits both PUSCH and PUCCH, MPR, A-MPR and the power management related back-off factor are assumed to the value corresponding to the current PUSCH and PUCCH transmission.
- When UE transmits PUSCH without PUCCH, MPR, A-MPR and the power management related back-off factor are assumed to the value corresponding to the current PUSCH transmission.
- When UE transmit PUCCH without PUSCH, MPR, A-MPR and the power management related back-off factor are assumed to the value corresponding to the current PUCCH transmission.

- When UE does not transmit PUCCH or PUSCH, MPR, A-MPR and the power management related back-off factor are assumed to be zero.

In the PCell, Pcmax,c can be different between the type 1 and type 2 PHR reportings depending on whether PUCCH/PUSCH is transmitted.
2. Actions: 
To RAN WG2:  RAN WG1 kindly asks RAN WG2 to take into account above content.
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