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1
Background
The power management factor P-MPR was included in the specification of Pcmax,c to account for in the PH reporting any additional UE power back-off required to meet EMC requirements [1], and thus to avoid overestimating the PH when power management is applied by the UE. The P-MPR should be used for this purpose only, but the configured output power is still not necessarily bounded by the P-MPR in the present version of 36.101.
The current bounds for Pcmax are, for non-CA operation, 

PCMAX_L ≤  PCMAX  ≤  PCMAX_H 

where

-
PCMAX_L = MIN { PEMAX – TC,  PPowerClass – MAX(MPR + A-MPR, P-MPR) – TC}

-
PCMAX_H = MIN {PEMAX,  PPowerClass}

with the P-MPR included in the lower bound applied like the A-MPR. The P-MPR is unspecified (not limited) like the other factors in the bounds above, which means that it is possible to configure the maximum output power to anything between minimum output power and the power class rating

 PMIN_POWER ≤  PCMAX  ≤  PCMAX_H 
and still be compliant with the core specifications, and use any value in this range for Pcmax reporting or PHR regardless of the actual power management applied by the UE:
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using one example for PUSCH. This can be remedied by including P-MPR into PCMAX_H as proposed in [2] so that the Pcmax is necessarily upper-bounded (hard limited) by the P-MPR applied if the intent is to cap the E-UTRA maximum power just like with PEMAX. 
In the conformance tests specification 36.521-1, the power-tolerance requirements assume that P-MPR = 0 dB. For conformance testing the UE is connected to the test system via a cable and using a cable connector that is provided by the UE manufacturer. It is not impossible to detect that a conductive conformance test is ongoing (the 3GPP requirements do not account for e.g. SAR requirements, although the upper limit of the conformance test requirement for maximum power is often constrained by SAR in practice). The limits in 36.101 are core requirements: including the P-MPR into PCMAX_H would not limit the back-off applied in live operation since P-MPR is unspecified, but only ensure that the reduced power is properly captured in the PHR as intended. However, verification of this, or any possible limitation of the P-MPR, is not straightforward. We save this beauty for last.
3
Changes needed to include P-MPR in the upper bound
For CA the P-MPR is applied per component carrier. It may be useful to maintain this flexibility for power management since the PEMAX can be different per component carrier. The upper limit for carrier aggregation in the uplink then becomes

PCMAX_H_CA  = MIN{10 log10 ∑ pEMAX,c , PPowerClass  - 10log10∑ 1/pmprc }
with 10log10∑ 1/pmprc the total power reduction. The changes needed are shown below for both non-CA and CA operation and are implemented in a CR [3].
6.2.5
Configured transmitted Power

The UE is allowed to set its configured maximum output power PCMAX. The configured maximum output power PCMAX is set within the following bounds:

PCMAX_L ≤  PCMAX  ≤  PCMAX_H 

Where

-
PCMAX_L = MIN { PEMAX – TC,  PPowerClass – MAX(MPR + A-MPR, P-MPR) – TC}

-
PCMAX_H = MIN {PEMAX,  PPowerClass – P-MPR}

-
PEMAX is the value given to IE P-Max, defined in [7] 

-
PPowerClass is the maximum UE power specified in Table 6.2.2-1 without taking into account the tolerance specified in the Table 6.2.2-1

-
MPR and A-MPR are specified in Section 6.2.3 and Section 6.2.4, respectively

-
P-MPR is the power management term

-
TC = 1.5 dB when Note 2 in Table 6.2.2-1 applies

-
TC = 0 dB when Note 2 in Table 6.2.2-1 does not apply

The measured configured maximum output power PUMAX shall be within the following bounds:

PCMAX_L  –  T(PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H  +  T(PCMAX_H) 

Where T(PCMAX) is defined by the tolerance table below and applies to PCMAX_L and PCMAX_H separately

Table 6.2.5-1: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   (dB)

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	2.5

	19 ≤ PCMAX < 20
	3.5

	18 ≤ PCMAX < 19
	4.0

	13 ≤ PCMAX < 18
	5.0

	8 ≤ PCMAX < 13
	6.0

	-40 ≤ PCMAX < 8
	7.0


6.2.5A
Configured transmitted Power for CA

For carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c  on serving cell c and its total configured maximum output power PCMAX. 

The configured maximum output power on serving cell c shall be set within the following bounds:

PCMAX_L,c ≤  PCMAX,c  ≤  PCMAX_H,c
For intra-band contiguous carrier aggregation:

-
PCMAX_L,c = MIN { PEMAX,c – TC,c,  PPowerClass – MAX(MPR c + A-MPR c, P-MPR c) – TC, c }

For inter-band non-contiguous carrier aggregation:

-
-
PCMAX_L,c = MIN { PEMAX,c – TC,c,  PPowerClass – MAX(MPR c + A-MPR c + TIB,c, P-MPR c) – TC, c }

-
-
PCMAX_H,c = MIN {PEMAX,c, PPowerClass – P-MPR c}

-
-
PEMAX, c is the value given by IE P-Max for serving cell c in [7].

-
-
PPowerClass is the maximum UE power specified in Table 6.2.2-1 without taking into account the tolerance specified in the Table 6.2.2-1. 
-
TIB,c is the additional tolerance for serving cell c as specified in Table 6.2.5A-3. 

For inter-band CA, MPR c and A-MPR c apply per serving cell c and are specified in Section 6.2.3 and Section 6.2.4, respectively. For intra-band contiguous CA, MPR c = MPR and A-MPR c = A-MPR with MPR and A-MPR specified in Section 6.2.3A and Section 6.2.4A respectively. 

-
P-MPR c accounts for power management for serving cell c. For intra-band CA, there is one power management term for the UE, P-MPR, and P-MPR c = P-MPR.

-
TC,c = 1.5 dB when Note 2 in Table 6.2.2-1 applies to the serving cell c. 

-
TC,c = 0 dB when Note 2 in Table 6.2.2-1 does not apply to the serving cell c.
For inter-band carrier aggregation with one UL serving cell the total configured maximum output power PCMAX shall be set within the following bounds:

PCMAX_L ≤  PCMAX  ≤  PCMAX_H
where 

-
PCMAX_L   = PCMAX_L,c
-
PCMAX_H   = PCMAX_H,c
The measured maximum output power PUMAX shall be within the following bounds:
PCMAX_L  –  T(PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H  +  T(PCMAX_H)

T(PCMAX) is defined by the table below and applies to PCMAX_L and PCMAX_H separately. 

Table 6.2.5A-1: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   (dB)

	21 ≤ PCMAX ≤ 23
	2.0

	20 ≤ PCMAX < 21
	[2.5]

	19 ≤ PCMAX < 20
	[3.5]


	18 ≤ PCMAX < 19
	[4.0]

	13 ≤ PCMAX < 18
	[5.0]

	8 ≤ PCMAX < 13
	[6.0]

	-40 ≤ PCMAX < 8
	[7.0]


For carrier aggregation with two UL serving cells, the total configured maximum output power PCMAX shall be set within the following bounds:

PCMAX_L_CA ≤  PCMAX  ≤  PCMAX_H_CA
For intra-band contiguous carrier aggregation, 
-
PCMAX_L _CA = MIN{10 log10 ∑ pEMAX,c  - TC , PPowerClass – MAX(MPR + A-MPR, P-MPR ) – TC}
-
PCMAX_H_CA  = MIN{10 log10 ∑ pEMAX,c , PPowerClass - P-MPR }
where 
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [7].

-
PPowerClass is the maximum UE power specified in Table 6.2.2A-1 without taking into account the tolerance specified in the Table 6.2.2A-1.
-
MPR and A-MPR specified in Section 6.2.3A and Section 6.2.4A respectively.
-
P-MPR is the power management term for the UE. 
-
TC is the highest value TC,c among all serving cells c in the subframe over both timeslots. TC,c = 1.5 dB when Note 2 in Table 6.2.2A-1 applies to the serving cell c. TC,c = 0 dB when Note 2 in Table 6.2.2A-1 does not apply to the serving cell c. 

For inter-band carrier aggregation with up to one serving cell c per operating band: 
PCMAX_L_CA  = MIN {10log10∑ MIN [ pEMAX,c/ (tC,c),  pPowerClass/(mprc·a-mprc·tC,c ·tIB,c) ,

pPowerClass/(pmprc·tC,c) ], PPowerClass}
PCMAX_H_CA  = MIN{10 log10 ∑ pEMAX,c , PPowerClass  - 10log10∑ 1/pmprc }
where
-
pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [7].
-
PPowerClass is the maximum UE power specified in Table 6.2.2A-1 without taking into account the tolerance specified in the Table 6.2.2A-1. pPowerClass is the linear value of PPowerClass.

-
MPR c and A-MPR c apply per serving cell c and are specified in Section 6.2.3 and Section 6.2.4, respectively. mpr c is the linear value of MPR c. a-mpr c is the linear value of A-MPR c. 
-
P-MPR c accounts for power management for serving cell c. pmprc is the linear value of P-MPR c. 
-
tC,c = 1.41 when Note 2 in Table 6.2.2-1 applies for a serving cell c
-
tC,c = 1 when Note 2 in Table 6.2.2-1 does not apply for a serving cell c

-
tIB,c  is the linear value of the inter-band relaxation term of the serving cell c TIB,c. tIB,cwhen no inter-band relaxation is allowed.

The measured maximum output power PUMAX over all serving cells shall be within the following range:

PCMAX_L_CA  –  T(PCMAX_L_CA)  ≤  PUMAX  ≤  PCMAX_H_CA  +  T(PCMAX_H_CA) 

PUMAX = 10 log10 ∑ pUMAX,c  
where pUMAX,c  denotes the measured maximum output power for serving cell c expressed in linear scale. 

The tolerance T(PCMAX) is defined by the table below and applies to PCMAX_L_CA and PCMAX_H_CA separately.

Table 6.2.5A-2: PCMAX tolerance 

	PCMAX             (dBm)
	Tolerance T(PCMAX)   Intra-band with two active UL serving cells

(dB)
	Tolerance T(PCMAX)   Inter-band with two active UL serving cells

 (dB)

	21 ≤ PCMAX ≤ 23
	2.0
	2.0

	20 ≤ PCMAX < 21
	[2.5]
	TBD

	19 ≤ PCMAX < 20
	[3.5]
	TBD

	18 ≤ PCMAX < 19
	[4.0]
	TBD

	13 ≤ PCMAX < 18
	[5.0]
	TBD

	8 ≤ PCMAX < 13
	[6.0]
	TBD

	-40 ≤ PCMAX < 8
	[7.0]
	TBD


3
But how to verify P-MPR?
For compliance with EMC limits, the P-MPR should be allowed either when simultaneous multiple-RAT transmission occurs or in general, if required to meet these limits in the presence of the user. 
In the absence of an OTA test for TRP one could perhaps configure simultaneous transmission on multiple RATs (for UEs supporting this), send UP commands on all RATs, and require that the total power does not exceed +25 dBm. The test configuration should be such that A-MPR is not allowed for E-UTRA, nor any TC. The use of power management should then be indicated by the UE (by a bit in the extended-PHR). 
Verification of the limits in the presence of a user, e.g. when indicated by a sensor, would require an OTA test. The application of P-MPR is in fact also relevant for some of the existing OTA tests, e.g. for the speech mode. The use of power management in the presence of a scattering object would by the UE in the extended-PHR. 
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