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4.9
Applicability of requirements

For BS that is E-UTRA (single-RAT) capable only, the requirements in the present document are applicable and additional conformance to TS 37.141 [18] is optional. For a BS additionally conforming to TS 37.141 [18], conformance to some of the RF requirements in the present document can be demonstrated through the corresponding requirements in TS 37.141 [18] as listed in Table 4.9-1
Table 4.9-1: Alternative RF test requirements for a BS additionally conforming to TS 37.141 [18]

	RF requirement
	Clause in the present document
	Alternative clause in TS 37.141 [18]

	Base station output power
	6.2.5
	6.2.1.5

	Transmit ON/OFF power
	6.4
	6.4

	Unwanted emissions
	

	
Transmitter spurious emissions
	6.6.4.5
	6.6.1.5 (except for 6.6.1.5.3)

	Operating band unwanted emissions
	6.6.3.5.1, 6.6.3.5.2

(NOTE 1)
	6.6.2.5 (except for 6.6.2.5.3 and 6.6.2.5.4)

	Transmitter intermodulation
	6.7.5
	6.7.5.1

	Narrowband blocking
	7.5.5
	7.4.5.2

	Blocking
	7.6.5.1
	7.4.5.1

	Out-of-band blocking
	7.6.5.1
	7.5.5.1

	Co-location with other base stations
	7.6.5.2
	7.5.5.2

	Receiver spurious emissions
	7.7.5
	7.6.5.1

	Intermodulation
	7.8.5
	7.7.5.1

	Narrowband intermodulation
	7.8.5
	7.7.5.2

	NOTE 1:
This does not apply when the lowest or highest carrier frequency is configured as 1.4 or 3 MHz carrier in bands of Band Category 1 or 3 according to clause 4.4 in TS 37.141 [18].


4.10
Test configuration for non-single carrier operations
For a BS declared to be capable of contiguous spectrum operation only, contiguous spectrum operation test configuration shall be used for testing.
For a BS declared to be capable of contiguous and non-contiguous spectrum operation and where the parameters in the manufacture’s declaration according to subclause 4.6.8 are not identical for contiguous and non-contiguous spectrum operation, both contiguous and non-contiguous spectrum operation test configurations shall be used for testing.
For a BS declared to be capable of contiguous and non-contiguous spectrum operation and where the parameters in the manufacture’s declaration according to subclause 4.6.8 are identical for contiguous and non-contiguous spectrum operation, the test configuration in table 4.10-1 shall be used for testing.
Table 4.10-1: Test configuration for a BS capable of contiguous and non-contiguous spectrum operation and where the parameters declared by manufacture are identical
	BS test case
	Test configuration

	6.2 Base station output power
	4.10.1

	6.4
Transmit ON/OFF power (only applied for E-UTRA TDD BS)
	4.10.1

	6.5 Transmitted signal quality
	

	6.5.1
Frequency error
	4.10.1

	6.5.2
Error Vector Magnitude
	4.10.1

	6.5.3 Time alignment between transmitter branches
	4.10.1

	6.6 Unwanted emissions
	

	6.6.1 Occupied bandwidth
	4.10.2 (Note)

	6.6.2 Adjacent Channel Leakage power Ratio (ACLR)
	4.10.1

4.10.3

	6.6.2.2 Cumulative ACLR requirement in non-contiguous spectrum
	4.10.3

	6.6.3 Operating band unwanted emissions
	4.10.1

4.10.1.3

	6.6.4 Transmitter spurious emissions
	4.10.3

	6.7 Transmitter intermodulation
	Same TC as used in 6.6

	7.5 Adjacent Channel Selectivity(ACS) and narrow-band blocking
	4.10.3

	7.6 Blocking
	4.10.3

	7.7 Receiver spurious emissions
	4.10.3

	7.8 Receiver intermodulation
	4.10.3

	NOTE:
For a BS operating in non-contiguous spectrum operation, the sum of channel bandwidth of component carrier CC is calculated per sub-block.


4.10
Test configuration for non-single carrier operations 
4.10.1 
General test configuration
The purpose of the general multi-carrier test configuration is to test all BS requirements excluding CA occupied bandwidth. 
For test configurations used in receiver tests only the two outermost carriers within each supported operating band need to be generated by the test equipment.
{Unchanged clauses omitted}

6.6.2.5
Test Requirement

The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centered on the assigned channel frequency and a filter centered on the adjacent channel frequency according to the tables below. 

For Category A Wide Area BS, either the ACLR limits in the tables below or the absolute limit of -13 dBm/MHz apply, whichever is less stringent.

For Category B Wide Area BS, either the ACLR limits in the tables below or the absolute limit of -15 dBm/MHz apply, whichever is less stringent. 

For Local Area BS, either the ACLR limits in the tables below or the absolute limit of -32dBm/MHz shall apply, whichever is less stringent.

For Home BS, either the ACLR limits in the tables below or the absolute limit of -50dBm/MHz apply, whichever is less stringent.

For operation in paired spectrum, the ACLR shall be higher than the value specified in Table 6.6.2‑1.

Table 6.6.2-1: Base Station ACLR in paired spectrum

	Channel bandwidth of E-UTRA lowest (highest) carrier transmitted BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	1.4, 3.0, 5, 10, 15, 20
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	BWChannel /2 + 2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2  dB

	
	BWChannel /2 + 7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2  dB

	NOTE 1:
BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the E-UTRA lowest (highest) carrier transmitted on the assigned channel frequency.

NOTE 2:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in [15], with a chip rate as defined in this table.


For operation in unpaired spectrum, the ACLR shall be higher than the value specified in Table 6.6.2‑2.

Table 6.6.2-2: Base Station ACLR in unpaired spectrum with synchronized operation

	Channel bandwidth of E-UTRA lowest (highest) carrier transmitted BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	1.4, 3.0
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	BWChannel /2 + 0.8 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	44.2 dB

	
	BWChannel /2 + 2.4 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	44.2 dB

	5, 10, 15, 20
	BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	2 x BWChannel
	E-UTRA of same BW
	Square (BWConfig)
	44.2 dB

	
	BWChannel /2 + 0.8 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	44.2 dB

	
	BWChannel /2 + 2.4 MHz
	1.28 Mcps UTRA
	RRC (1.28 Mcps)
	44.2 dB

	
	BWChannel /2 + 2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	
	BWChannel /2 + 7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	
	BWChannel /2 + 5 MHz
	7.68 Mcps UTRA
	RRC (7.68 Mcps)
	44.2 dB

	
	BWChannel /2 + 15 MHz
	7.68 Mcps UTRA
	RRC (7.68 Mcps)
	44.2 dB

	NOTE 1:
BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the E-UTRA lowest (highest) carrier transmitted on the assigned channel frequency.

NOTE 2:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in [15], with a chip rate as defined in this table.


For operation in non-contiguous paired spectrum, the ACLR shall be higher than the value specified in Table 6.6.2‑3.
Table 6.6.2-3: Base Station ACLR in non-contiguous paired spectrum
	Sub-block gap size (Wgap) where the limit applies
	BS adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	Wgap ≥ 15 MHz
	2.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	Wgap ≥ 20 MHz
	7.5 MHz
	3.84 Mcps UTRA
	RRC (3.84 Mcps)
	44.2 dB

	NOTE:
The RRC filter shall be equivalent to the transmit pulse shape filter defined in TS 25.104 [15], with a chip rate as defined in this table.


For operation in non-contiguous unpaired spectrum, the ACLR shall be higher than the value specified in Table 6.6.2‑4.
Table 6.6.2-4: Base Station ACLR in non-contiguous unpaired spectrum
	Sub-block gap size (Wgap) where the limit applies
	BS adjacent channel centre frequency offset below or above the sub-block edge (inside the gap)
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	Wgap ≥ 15 MHz
	2.5 MHz
	5MHz E-UTRA
	Square (BWConfig)
	44.2 dB

	Wgap ≥ 20 MHz
	7.5 MHz
	5MHz E-UTRA
	Square (BWConfig)
	44.2 dB


{End of Changes} 
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