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1 Introduction
In last RAN4 meeting, a WF [1] was approved and the link level simulation campaign was encouraged to be performed for wider BW RSTD accuracy evaluation,
-  Review and discussion on bandwidth related link level simulation results for OTDOA based on the approved simulation assumptions for larger bandwidths
The simulation assumption was approved also in last meeting [2], and is attached in the annex A of this paper. In this contribution, we provide the simulation results and propose the possible update to current requirement.
2 Discussion
In this section, we detail some points of assumption based on the approved methodology in R9 discussion to facilitate the simulation.
· Cell layout
3 cells are deployed at distinct locations and the distances between each cell and target UE are identical. The ISD between cells are also same. Cell layout is shown as below,
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Figure 1. Cell layout for simulation

· Synchronous and Asynchronous with partial alignment
In [3][4] for R9 discussion, this scenarios was assumed as below,

· Synchronous with time shifts <0, 0, CP/2>
· Asynchronous with time shifts <0, 250us, 450us>
· Duplex modes 

FDD and TDD mode has the similar RSTD measurement performance, and therefore only FDD performance is provided in this paper.
· UE speed
In [3][4], for the final requirement decision, the 3km/h case was considered as baseline one, thus in this paper we evaluate 3km/h also for baseline.
3 Simulation results

Based on the analysis on assumptions, the simulation results are summarized as following table and the graphs are attached in Annex B. 

Table 1 summary of simulation results
	Time alignment
	BW[MHz]
	Cell IDs
	SINRs [dB]
	Cell 2
	Cell 3

	
	
	
	
	RSTD error, [Ts]
	RSTD error, [Ts]

	
	
	
	
	AWGN
	EPA
	ETU
	AWGN
	EPA
	ETU

	Synchronous with time shifts <0, 0, CP/2>
	10
	<0,6,12>
	<-6,-13,-13>
	0.6
	2.0
	5.8
	0.6
	1.9
	5.1

	
	
	<0,1,2>
	<-6,-13,-13>
	0.7
	2.1
	5.1
	0.6
	2.2
	5.3

	
	15
	<0,6,12>
	<-6,-13,-13>
	0.2
	1.5
	3.7
	0.2
	1.5
	3.9

	
	
	<0,1,2>
	<-6,-13,-13>
	0.2
	1.5
	3.7
	0.1
	1.5
	4.0

	
	20
	<0,6,12>
	<-6,-13,-13>
	0.2
	1.2
	3.0
	0.2
	1.1
	3.0

	
	
	<0,1,2>
	<-6,-13,-13>
	0.2
	1.2
	3.2
	0.1
	1.1
	2.8

	Asynchronous with time shifts <0, 250us, 450us>

	10
	<0,6,12>
	<-6,-13,-13>
	2.3
	3.7
	5.3
	2.4
	3.5
	5.8

	
	
	<0,1,2>
	<-6,-13,-13>
	2.3
	3.7
	5.8
	2.3
	3.8
	6.2

	
	15
	<0,6,12>
	<-6,-13,-13>
	1.0
	1.9
	3.9
	1.0
	2.0 
	3.7

	
	
	<0,1,2>
	<-6,-13,-13>
	1.0
	2.1
	3.8
	1.0
	1.9
	4.0

	
	20
	<0,6,12>
	<-6,-13,-13>
	1.0
	1.8
	2.8
	1.0
	1.8
	2.9

	
	
	<0,1,2>
	<-6,-13,-13>
	1.0
	1.8
	3.2
	1.0
	1.7
	3.1


The observation can be achieved,

Observation: using the wider bandwidth PRS (15MHz and 20MHz) can bring more gain on RSTD measurement performance.

So our proposal is:

Proposal: It is desirable to introduced wider BW RSTD measurement (15MHz and 20MHz) from RSTD measurement performance perspective.
4 Possible update to current requirement
Based on the simulation results in the section 3, the possible update to the current accuracy requirement can be drawn as,
Table 2 RSTD measurement accuracy
	Accuracy
	Conditions

	
	PRS Ês/Iot
	Minimum PRS
bandwidth, which is minimum of serving cell channel bandwidth and the PRS bandwidths of the reference cell and the measured neighbour cell i Note 6
	Minimum number of available measurement subframes among the reference cell and the measured neighbour cell i
	Io Note 9 range

	
	
	
	
	E-UTRA operating bands
	Minimum
Io Note 1
	Maximum
Io

	Ts Note 2
	dB
	RB
	
	
	dBm/15kHz Note 8
	dBm/BWChannel

	(15
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	≥ 6
	6
	1, 4, 6, 10, 11, 18, 19, 21, 23, 24, 33, 34, 35, 36, 37, 38, 39, 40
	-121
	-50

	
	
	
	
	9, 30, 42, 43
	-120
	-50

	
	
	
	
	28
	-119.5
	-50

	
	
	
	
	2, 5, 7, 27, 41, 44
	-119
	-50

	
	
	
	
	26
	-118.5 Note 4
	-50

	
	
	
	
	3, 8, 12, 13, 14, 17, 20, 22, 29 Note 7
	-118
	-50

	
	
	
	
	25
	-117.5
	-50

	(6
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 25
	≥ 2
	Note 5
	Note 5
	Note 5

	(5
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 50
	≥ 1
	Note 5
	Note 5
	Note 5

	(3
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 75
	≥ 1
	Note 5
	Note 5
	Note 5

	(2
	(PRS Ês/Iot)ref ≥-6dB

and

(PRS Ês/Iot)i ≥-13dB
	( 100
	≥ 1
	Note 5
	Note 5
	Note 5


5 Conclusion
In this contribution, we provide the simulation results and the proposal is drawn as,
Proposal: It is desirable to introduced wider BW RSTD measurement (15MHz and 20MHz) from RSTD measurement performance perspective.
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Annex A: Simulation assumptions for RSTD measurement performance simulation
Table 3. Simulation assumptions
	Parameter
	Value

	Cell layout
	· 3 cells at distinct locations

·  the distances between each cell and target UE are identical

· Same ISD between cells

	Cell ID scenarios
	(0, 1, 2), 

(0, 6, 12) (baseline)

	Network synchronization
	· Synchronous

· Asynchronous with partial alignment

	Duplex modes
	FDD and TDD

	TDD specific parameters
	Uplink-downlink configuration
	1

	
	Special subframe configuration
	6

	Data and CCH load
	100%

	Cyclic prefix
	Normal

	DRX
	OFF

	Carrier frequency 
	2 GHz

	UE speed
	· 3 km/h

· 30 km/h

	Carrier bandwidth
	· 15 MHz, 20 MHz

· 10 MHz (baseline for benchmarking with Rel-9)

	Channel model
	ETU, EPA, AWGN

	Noc (does not include received powers of the three simulated cells), [dBm/15kHz]
	AWGN,  values are TBD

	Ês/Noc for three cells, [dB]
	(Reference cell, neighbour cell 1, neighbour cell 2) =

(-6,-13,-13)

	Number of transmit antennas
	PRS
	1

	
	CRS
	1

	Number of receive antennas
	2 equal-gain uncorrelated antennas

	Positioning subframes
	LIS (no presence of PDSCH in PRBs containing PRS),

full or partial alignment

	Number of consecutive positioning subframes
	1

non-coherent accumulation across positioning occasions

	Number of positioning occasions for a positioning fix
	1

	PRS pattern
	6-reuse in frequency, vshift = mod(PCI,6)

	PRS transmission bandwidth
	Full carrier bandwidth

	Measurement bandwidth
	Full carrier bandwidth


Annex B: Simulation results
Table 4. Simulation result graphs
	Synchronous with time shifts <0, 0, CP/2>

	
	Cell ID =(0, 6, 12)
	Cell ID =(0, 1, 2)

	10MHz
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	15MHz
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	20MHz
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	Asynchronous with time shifts <0, 250us, 450us>

	
	Cell ID =(0, 6, 12)
	Cell ID =(0, 1, 2)

	10MHz
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	15MHz
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