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1 Introduction

The work item of intra-band carrier aggregation on Band 3 was approved in RAN#57 in Chicago [1]. This WI was finished in RAN#61 in Porto. But it is missing UE to UE co-existence requirement and need correction to SEM. The corresponding text proposal for the work item TR is provided.
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6.1.3 Spectrum emission mask minimum requirement
For CA Bandwidth Class C, the power of any UE emission shall not exceed the levels specified in Table 6.1.2-1 for the specified aggregated channel bandwidth. For frequencies greater than FOOB as specified in Table 6.1.2-1 the spurious requirements in clause 6.1.2 are applicable.
Table 6.1.3: General E-UTRA CA spectrum emission mask for Bandwidth Class C
	
	Spectrum emission limit [dBm]/BWChannel_CA

	ΔfOOB
(MHz)
	25RB+100RB

(24.95MHz)
	50RB+100RB

(29.9MHz)
	75RB+75RB
(30MHz)
	75RB+100RB

(34.85MHz)
	100RB+100RB

(39.8MHz)
	Measurement bandwidth

	( 0-1
	-22
	-22.5
	-22.5
	-23.5
	-24
	30 kHz

	( 1-5
	-10
	-10
	-10
	-10
	-10
	1 MHz

	( 5-24.95
	-13
	-13
	-13
	-13
	-13
	1 MHz

	( 24.95-29.9
	-25
	-13
	-13
	-13
	-13
	1 MHz

	( 29.9-29.95
	-25
	-25
	-13
	-13
	-13
	1 MHz

	( 29.95-30
	
	-25
	-13
	-13
	-13
	1 MHz

	( 30-34.85
	
	-25
	-25
	-13
	-13
	1 MHz

	( 34.85-34.9
	
	-25
	-25
	-25
	-13
	1 MHz

	( 34.9-35
	
	
	-25
	-25
	-13
	1 MHz

	( 35-39.8
	
	
	
	-25
	-13
	1 MHz

	( 39.8-39.85
	
	
	
	-25
	-25
	1 MHz

	( 39.85-44.8
	
	
	
	
	-25
	1 MHz


6.1.4 Spurious emission band UE co-existence for CA

The spurious emission requirements for bandwidth class C in Band 3 CA should not exceed the requirements defined in Table 6.1.4 for coexistence with the protected bands.
Table 6.1.4: Requirements

	E-UTRA CA Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)

	CA_3C
	E-UTRA Band 1, 7, 8, 20, 26, 27, 28, 31, 33, 34, 38, 41, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1

	
	E-UTRA Band 22, 42
	FDL_low
	- 
	FDL_high
	-50
	1
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