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Foreword

This Technical Report has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document is a technical report for the L-band for supplemental downlink (SDL) for 1452-1492MHz. It is intended to be specified for both UTRA and E-UTRA for operations in Region 1. The band is to be used in CA or DB-DC-HSDPA/DB-4C-HSDPA configuration in E-UTRA and UTRA, respectively. 
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".

[2]
3GPP TR 41.001: "GSM Release specifications".

[3]
3GPP TR 21 912 (V3.1.0): "Example 2, using fixed text".

[4]
3GPP TR 30.007: “Guideline on WI/SI for new Operating Bands”

[5]

ECC(12)052, Minutes of the 32nd ECC Meeting, October 30-November 2nd , 2012

[6]




ECC Report 202, “Out-of-Band limits for Mobile/Fixed Communication Networks (MFCN) 






Supplemental Downlink (SDL) operating in the 1452 – 1492 MHz band.”  











http://www.cept.org/Documents/wg-se/13145/SE(13)Temp046R4_ECC-Report-202
[7]




ECC Report 121, “Compatiblity Studies Between Professional Wireless Microphone (PWMS) and 





Other Services/Systems in the Bands 1452 – 1492 MHz, 1492 – 1530 MHz, 1533 – 1559 MHz 






also Considering the Services/Systems in the Adjacent Bands (Below 1452 MHz and Above 1559 





MHz,” Vilnius, September 2008.  























http://www.erodocdb.dk/docs/doc98/official/pdf/ECCRep121.pdf 
…

[x]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

It is preferred that the reference to 21.905 be the first in the list.

3
Definitions, symbols and abbreviations
Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
Background

CEPT decided in October 2012, to harmonize the frequency band 1452-1492 MHz (L-band) for mobile communications Supplemental Downlink (SDL), [5].  The L-band (1452- 1492 MHz) has earlier been a broadcasting band (terrestrial and satellite DAB) in Europe, and in order to allow countries wishing to continue terrestrial DAB operation in part of the band, a solution that avoids having mobile devices transmitting in the band was required.

The decision by CEPT is as follows: 

· The purpose of the ECC Decision is to harmonize the use of the band 1452-1492 MHz for terrestrial mobile/fixed communications networks supplemental downlink (MFCN SDL);
· CEPT administrations shall designate the frequency band 1452-1492 MHz to MFCN SDL, taking into account that the designation of the frequency band 1452-1492 MHz to mobile/fixed communications networks (MFCN) SDL does not prevent administrations from using parts of the band for terrestrial broadcasting, aeronautical telemetry, MFCN other than SDL or other terrestrial applications to adapt to national circumstances;
The objective of the WI is to:

· Specify the band numbering and RF characteristics of the L-band for UTRA, E-UTRA and MSR. 

· E-UTRA channel bandwidths 5, 10, 15 and 20 MHz. 

· The L-band is restricted to be used on CA configuration for E-UTRA or dual band configuration for UTRA
· Specify the RF requirements for the support of E-UTRA Carrier Aggregation between Band 20 + L-band (1452- 1492 MHz):

	E-UTRA band / channel bandwidth

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz

	CA_20A-xA
	20
	 
	 
	Yes
	Yes
	 
	 

	
	X
	 
	 
	 Yes
	Yes
	Yes
	Yes


The requirements should be based on the functionality currently defined for DL-only carrier Aggregation.

· Specify the RF requirements for the support of UTRA dual band for the band combinations of Band I (2.1 GHz) + L-band (1452- 1492 MHz).

The requirements should be based on the functionality currently defined for DB-DC HSDPA and 4C-HSDPA:

	UTRA SDL
	Anchor Band (DL and UL)
	Supplemental Band (DL only)

	Configuration
	Band
	Bandwidth
	Band
	Bandwidth

	1a
	I (2.1 GHz)


	5MHz
	L-band 
(1452- 1492 MHz)


	5MHz

	1b
	
	5MHz
	
	10MHz

	1c
	
	10 MHz
	
	5 MHz


5
Frequency band arrangements and regulatory background

5.1
Coexistence scenarios for the basestation as aggressor

The coexistence scenarios studied in SE7 were first identified in ECC Report 121 [7] and coexistence with those in closest proximity to the proposed MFCN SDL band were further studied in [6].  These include Fixed Service, Mobile Service, and aeronautical telemetry below the band from 1429 – 1452 MHz and above the band from 1492 – 1518 MHz.  

The agreed L-band frequency arrangement is based on a block size of 5 MHz resulting in the following 8 frequency blocks in 1452 – 1492 MHz as shown in 5.1-1.

Table 5.1-1.  Frequency arrangment for L-band SDL.

	1452 -1457
	1457 - 1462
	1462 - 1467
	1467 - 1472
	1472 - 1477
	1477 -1482
	1482 - 1487
	1487 - 1492

	Downlink (base station transmit)

	40 MHz (8 blocks of 5 MHz)


5.1.1
Fixed Service

Fixed services are mainly located in rural areas providing highly directional point-to-point service between specified fixed points.  Since these services are fixed, it is possible to coordinate the deployment of new MFCN SDL Base Stations with existing Fixed Link stations.  In this scenario where coordination is possible, a coordination distance is derived based on transmitter and receiver performance parameters.  In other countries and administrations, however, Fixed Links may operate in an uncoordinated manner indicating that these links do not have specific operation locations.  In those cases, the study considers a worst case scenario where, for example, the main beams of the antennas are coincident.

For coordinated fixed links, the analysis approach is to start with assumptions on the MFCN SDL basestation in-band Tx power and out-of-block emissions and compute the minimum coupling loss taking into account the fixed link receiver blocking performance as well as its noise level and target interference-to-noise ratio.  It was found that Fixed Link deployment in the first MHz outside of the band required significantly larger separation between aggressor and victim due to the blocking selectivity of the Fixed Link receiver.  When coordination is possible so that main-beam to main-beam interference can be avoided, the recommended coordination pathloss was determined to be 130 dB, corresponding to an 8 km coordination distance.  The transmitter characteristics of the MCFN SDL basestation assumed in this analysis are shown in Table 5.1.1-1 with an assumption of maximum in-block EIRP of 68 dBm/5 MHz.

Table 5.1.1-1.  Out-of-block emission performance assumed for the SDL basestation.

	Frequency range of 

out-of-block emissions
	Maximum mean 

out-of-block EIRP

[dBm]
	Measurement 

Bandwidth

[MHz]

	–10 to –5 MHz from lower block edge
	11 dBm 
	5 MHz

	–5 to 0 MHz from lower block edge
	 16.3dBm 
	5 MHz

	0 to +5 MHz from upper block edge
	16.3 dBm 
	5 MHz

	+5 to +10 MHz from upper block edge
	11 dBm 
	5 MHz

	Remaining MFCN SDL frequencies
	 9 dBm 
	5 MHz


For uncoordinated fixed links, the objective is to define the out-of-band emissions to ensure compatibility under the worst case placement condition, i.e., main beam to main beam scenario with 250 meter separation distance.  Based on this, the following basestation emission limits were derived.  Note that these limits are much more stringent than those assumed for the case of coordinated links.  It is therefore recommended that these limits could only be applicable in those countries where uncoordinated deployment is considered.

Table 5.1.1-2.  Specific MFCN SDL Base station power limits for countries deploying uncoordinated Fixed Links in adjacent bands
	Parameter
	Value 

	Maximum OoB e.i.r.p.
	-38.5 dBm/MHz

	Maximum In-Band e.i.r.p.
1452-1457 MHz and 1487-1492 MHz
	11.8 dBm 

	Maximum In-Band e.i.r.p.
1457-1487 MHz
	20.2 dBm


5.1.2
Mobile Service

The mobile service operating in this frequency range from 1429 – 1452 MHz and 1492 – 1518 MHz has been identified to be used for tactical radio relay (TRR) operations.  The approach is to derive the necessarily out-of-band emission requirements on the MFCN SDL basestation in order to maintain compatibility with existing mobile services.  The compatibility studies indicate that the most appropriate frequency plan is to establish a 3 MHz separation between the channel edge of the MFCN SDL and the mobile services TRR.  Operation within 3 MHz may require additional consideration and coordination.  The principle behind the study was to determine the out-of-band emissions from the MFCN SDL basestation in such a way that the contribution of out-of-band interference is insignificant; instead, coexistence is dominated by the blocking performance of the TRR receiver.

The recommended out-of-band emissions for the MFCN SDL basestation are provided in Table 5.1.2-1.

Table 5.1.2-1.  Out-of-band emission limits for the L-band SDL basestation for coexistence with mobile service (TRR).

	Frequency range of 

out-of-band emissions
	Maximum mean 

out-of-band e.i.r.p.
	Measurement 

Bandwidth

	Below 1449 MHz
	-20 dBm 
	1 MHz

	1449-1452 MHz
	14 dBm
	3 MHz

	1492-1495 MHz
	14 dBm
	3 MHz

	Above 1495 MHz
	-20 dBm 
	1 MHz


5.1.3
Aeronautical telemetry

The coordination distance between MFCN SDL and aeronautical telemetry systems was evaluated using the same MFCN out-of-band emissions as derived for TRR.  It was determined that coordination  path loss of 150 dB, equivalent to up to 117 km for 10% of time and 50% of locations, is needed for coexistence with ground based aeronautical telemetry systems within 3 MHz of the MFCN SDL channel edge; that is, from 1449 – 1452 MHz and from 1492 – 1495 MHz.  Outside of this frequency range, the coordination path loss is 121 dB corresponding to a distance of 28 km for 10% of time and 50% of locations.  Additional interference mitigation techniques may be required for distances less than the coordination distances computed.  The study did not include the impact of blocking tolerance in the aeronautical telemetry receiver.

5.2
Summary of regulatory requirements

Report 202 summarizes the result of studies conducted within the spectrum engineering working group of ECC.  However, the regulatory requirements based on these studies are provided in the ECC Decision 13(CC).  These include limits of the basestation transmission block edge mask for out-of-block EIRP in within the band and OOB EIRP limits out-of-band.

Table 5.2-1.  Basestation BEM out-of-block EIRP limits within the band 1452 - 1492 MHz per antenna

	Frequency range of 

out-of-block emissions
	Maximum mean 

out-of-block e.i.r.p.

[dBm]
	Measurement 

Bandwidth

[MHz]

	–10 to –5 MHz from lower block edge
	11 dBm 
	5 MHz

	–5 to 0 MHz from lower block edge
	16.3 dBm 
	5 MHz

	0 to +5 MHz from upper block edge
	16.3 dBm 
	5 MHz

	+5 to +10 MHz from upper block edge
	11 dBm 
	5 MHz

	Remaining MFCN SDL frequencies
	9 dBm 
	5 MHz


Table 5.2-2.  Basestation OOB EIRP limits out of the band 1452 - 1492 MHz

	Frequency range of 

out-of-band emissions
	Maximum mean 

out-of-band e.i.r.p.

[dBm]
	Measurement 

Bandwidth

[MHz]

	Below 1449 MHz
	-20 dBm 
	1 MHz

	1449-1452 MHz
	14 dBm
	3 MHz

	1492-1495 MHz
	14 dBm
	3 MHz

	Above 1495 MHz
	-20 dBm 
	1 MHz


6
List of band specific issues for the L-band for Supplemental DL
·  General

· Co-existence with other systems around/within the band;

· Co-existence with other 3GPP bands in Region 1;

· Specific E-UTRA: Band 20+L-band

· UE REFSENS;

· UE MOP;

· Specific UTRA: Band I+L-band

· UE REFSENS;

· UE MOP;

· UE In band blocking;

· UE Intermodulation;

· UE Reference input power adjustment for a dual band device
7
General issues

7.1 
Co-existence with other systems around/within the band 
<text to be added>

7.2 
Co-existence with other 3GPP bands in Region 1

The bands allocated in Europe are Band 1/I, 3/III, 7/VII, 8/VIII, 20/XX, 22/XXII, 33, 34, 38, 40, 42, 43. A SI to introduce the spectrum 1980-2010/2170-2200MHz in Region 1 is also on going. 

There is not any co-existence issue between any of the bands above and the L-band. The frequency separation is large enough for the L-band BS to protect Band 1/I, 3/III, 7/VII, 8/VIII, 20/XX, 22/XXII, 33, 34, 38, 40, 42, 43 and the band including 1980-2010/2170-2200MHz according to the standard BS requirements for spurious emissions for co-existence/co-location. The standard UE protection from these bands towards the L-band is also feasible. In addition, there are no UE harmonic products towards the L-band.

Chapters  8.3 and 9.3 include the updates required for UTRA and E-UTRA UE emissions for co-existence.

8
Study of UTRA specific issues, Band I + L-band
Recognizing that at 1452 – 1492 MHz, the L-band is a mid-frequency band, we can take advantage of the extensive study already conducted for carrier aggregation with mid-bands. 

UTRA supplemental downlink (Band I + L-band combination) is similar to the combination of E-UTRA Band 1 with Band 21 (1447.9 MHz – 1510.9 MHz). The diplexer data is provided in [6] and reproduced in Table 8-1 where it can be seen that the average insertion loss is approximately 0.5 – 0.6 dB.
Table 8-1: Summary of diplexer insertion loss data (Table 3-1 from reference [2])
	　
	Vendors
	　

Average

	
	1
	2
	3
	4
	5
	

	
	Min
	Max
	removed
	Min
	Max
	Min
	Max
	Min
	Max
	 (dB)

	
	(dB)
	(dB)
	
	(dB)
	(dB)
	(dB)
	(dB)
	(dB)
	(dB)
	　

	IL
	B21 Tx
	-
	0.43
	
	-
	0.64
	-
	0.3
	-
	0.59
	0.5 

	
	B21 Rx
	-
	0.45
	
	-
	0.64
	-
	0.3
	-
	0.62
	0.5 

	
	B1 Tx
	-
	0.65
	
	-
	0.76
	-
	0.5
	-
	0.49
	0.6 

	
	B1 Rx
	-
	0.5
	
	-
	0.76
	-
	0.5
	-
	0.52
	0.6 


Furthermore, it is observed that for this CA configuration for E-UTRA, the allocation of insertion loss to reference sensitivity and maximum output power relaxations are such that RIB = 0 and TIB = 0.3.
On the other hand, a similar band combination was also considered for DB-DC-HSDPA. DB-DC-HSDPA configuration 4, which consists of UTRA Band I and Band XI (1427.9 MHz – 1495.9 MHz), assumes the insertion loss of 1 dB for both Band I and Band XI based on the typical insertion loss (0.8 dB for Band XI and 0.9 dB for Band I) identified in [7]. For this DB-DC-HSDPA configuration, 1 dB MOP and REFSENS relaxation was used.

It is expected that the additional insertion loss for a diplexer for UTRA supplemental downlink (Band I and L-band) would not be worse than either option (E-UTRA Band 1+21 or UTRA Band I+XI). Therefore, 0.6 dB of additional insertion loss will be assumed for the analysis for UE core requirements analysis for UTRA supplemental downlink (Band I + L-Band) .

8.1 
UE MOP 



The same values of relaxation for the lower tolerance of maximum output power shown in Table 8.1-1 are adopted as used in E-UTRA Band 1+21 for the corresponding DB-DC-HSDPA and dual band 4C-HSDPA combinations between Band I and L-Band.
Table 8.1-1: Allowed adjustment to maximum output power lower tolerance for UTRA Band I + L-Band
	UTRA SDL Configuration


	Anchor Band (DL and UL)
	Supplemental Band (DL only)
	Maximum allowed adjustment in lower side of tolerance (dB)

	
	Band
	Bandwidth
	Band
	Bandwidth
	

	1a
	I (2.1 GHz)
	5 MHz
	L-band
	5 MHz
	-0.3

	1b
	I (2.1 GHz)
	5 MHz
	L-band
	10 MHz
	-0.3

	1c
	I (2.1 GHz)
	10 MHz
	L-band
	5 MHz
	-0.3

	NOTE: The maximum allowed adjustment in lower side tolerance of maximum output power is only applicable for the anchor band.


8.2
UE REFSENS 

The same values of relaxation for the reference sensitivity shown in Rable 8.2-1 are adopted as used in E-UTRA Band 1+21 for the corresponding DB-DC-HSDPA and dual band 4C-HSDPA combinations between Band I and L-Band.
Table 8.2-1: Allowed desense for UTRA Band I + L-Band

	UTRA SDL Configuration


	Anchor Band (DL and UL)
	Supplemental Band (DL only)
	Allowed de-sensitization (dB)

	
	Band
	Bandwidth
	Band
	Bandwidth
	

	1a
	I (2.1 GHz)
	5 MHz
	L-band
	5 MHz
	0

	1b
	I (2.1 GHz)
	5 MHz
	L-band
	10 MHz
	0

	1c
	I (2.1 GHz)
	10 MHz
	L-band
	5 MHz
	0


8.3
UE emissions for co-existence

Table 8.3-1 contains the updates required in the Additional spurious emissions for co-existence table in TS25.101. This is needed for SC and DC-HSUPA.

Table 8.3-1: Additional spurious emissions requirements for UTRA

	Operating Band
	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	I
	462.5 MHz ( f ( 467.5 MHz
	1 MHz
	-50 dBm

	
	703 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84MHz
	-67 dBm *
-60 dBm 

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1452 MHz < f  1492 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	1839.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz <f< 1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2496 MHz  f  2570 MHz
	1 MHz
	-50 dBm

	
	2570 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm

	II
	717 MHz ( f ( 728 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 758 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	768 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm


	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2350 MHz ( f ( 2360 MHz
	1 MHz
	-50 dBm

	
	2496 MHz  f  2690 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm**

	III
	462.5 MHz ( f ( 467.5 MHz
	1 MHz
	-50 dBm

	
	703 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	860 MHz  f  890 MHz
	3.84 MHz
	-60 dBm *****

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
- 60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1452 MHz < f  1492 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm *****

	
	1805 MHz ( f ( 1880 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f  1915.7 MHz
	300 kHz
	-41 dBm *****

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm 

	
	2496 MHz  f  2570 MHz
	1 MHz
	-50 dBm

	
	2570 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm **

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	IV
	717 MHz ( f ( 728 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	768 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2350 MHz ( f ( 2360 MHz
	1 MHz
	-50 dBm

	
	2496 MHz  f  2690 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm**

	V
	462.5 MHz ( f ( 467.5 MHz
	1 MHz
	-50 dBm

	
	717 MHz ( f ( 728 MHz
	1 MHz
	-50 dBm

	
	703 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	859 MHz ( f ( 869 MHz
	1 MHz
	-27 dBm

	
	869 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2350 MHz ( f ( 2360 MHz
	1 MHz
	-50 dBm

	
	2496 MHz  f  2690 MHz
	1 MHz
	-50 dBm**

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm

	VI
	758 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  890 MHz
	3.84 MHz
	-60 dBm

	
	945 MHz  f  960 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1839.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f  1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2545 MHz  f  2575 MHz
	1 MHz
	-50 dBm

	VII
	462.5 MHz ( f ( 467.5 MHz
	1 MHz
	-50 dBm

	
	717 MHz ( f ( 728 MHz
	1 MHz
	-50 dBm

	
	758 MHz ( f ( 791 MHz
	1 MHz
	-50 dBm

	
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 869 MHz
	1 MHz
	-50 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1452 MHz < f  1492 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2350 MHz ( f ( 2360 MHz
	1 MHz
	-50 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2590 MHz  f  2620 MHz
	3.84 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm

	VIII
	462.5 MHz ( f ( 467.5 MHz
	1 MHz
	-50 dBm

	
	703 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	860 MHz ( f ( 890 MHz
	1 MHz
	-37 dBm ****

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *

-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
3.84 MHz
	-79 dBm *

-60 dBm

	
	1452 MHz < f  1492 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm ****

	
	1805 MHz < f  1830 MHz
	100 kHz
3.84 MHz
	-71 dBm ** & *

-60 dBm **

	
	1830 MHz < f  1880 MHz
	100 kHz
3.84 MHz
	-71 dBm *

-60 dBm

	
	1884.5 MHz f 1915.7 MHz
	300 kHz
	-41 dBm ****

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2496 MHz  f  2570 MHz
	1 MHz
	-50 dBm

	
	2570 MHz  f  2640 MHz
	3.84 MHz
	-60 dBm

	
	2640 MHz < f  2690 MHz
	3.84 MHz
	-60 dBm **

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm **

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	IX
	758 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	860 MHz  f  890 MHz
	3.84 MHz
	-60 dBm

	
	945 MHz  f  960 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1839.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f  1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2545 MHz  f  2575 MHz
	1 MHz
	-50 dBm

	X
	717 MHz ( f ( 728 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	768 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm **

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	XI
	758 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	860 MHz  f  890 MHz
	3.84 MHz
	-60 dBm

	
	945 MHz  f  960 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1839.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f  1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2545 MHz  f  2575 MHz
	1 MHz
	-50 dBm

	XII
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2350 MHz ( f ( 2360 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	XIII
	717 MHz ( f ( 728 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	763 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm***

	
	793 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm***

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm**

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2350 MHz ( f ( 2360 MHz
	1 MHz
	-50 dBm**

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	XIV
	717 MHz ( f ( 728 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	769 MHz ( f ( 775 MHz
	6.25 kHz
	[TBD] dBm ***

	
	799 MHz ( f ( 805 MHz
	6.25 kHz
	[TBD] dBm ***

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2350 MHz ( f ( 2360 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	XIX
	758 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	860 MHz  f < 875 MHz
	1 MHz
	-37 dBm

	
	875 MHz  f  890 MHz
	3.84 MHz
	-60 dBm

	
	945 MHz  f  960 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1839.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f  1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2545 MHz  f  2575 MHz
	1 MHz
	-50 dBm

	XX
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1452 MHz < f  1492 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2570 MHz  f  2620 MHz
	3.84 MHz
	-60 dBm**


	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz  f  3800 MHz
	1 MHz
	-50 dBm **

	XXI
	758 MHz ( f ( 803 MHz
	1 MHz
	-50 dBm

	
	860 MHz  f  890 MHz
	3.84 MHz
	-60 dBm

	
	945 MHz  f  960 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz  f  1510.9 MHz
	1 MHz
	-35 dBm

	
	1839.9 MHz  f  1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f  1915.7 MHz
	300 kHz
	-41 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2545 MHz  f  2575 MHz
	1 MHz
	-50 dBm

	XXII
	758 MHz ( f ( 791 MHz
	1 MHz
	-50 dBm

	
	791 MHz ( f ( 821 MHz
	3.84 MHz
	-60 dBm


	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	921 MHz  f < 925 MHz
	100 kHz
	-60 dBm *

	
	925 MHz f 935 MHz
	100 kHz
3.84 MHz
	-67 dBm *
-60 dBm

	
	935 MHz < f  960 MHz
	100 kHz
	-79 dBm *

	
	1452 MHz < f  1492 MHz
	3.84 MHz
	-60 dBm

	
	1805 MHz  f  1880 MHz
	100 kHz
	-71 dBm *

	
	1880 MHz  f  1920 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz  f  2025 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz  f  2170 MHz
	3.84 MHz
	-60 dBm

	
	2300 MHz  f  2400 MHz
	3.84 MHz
	-60 dBm

	
	2620 MHz  f  2690 MHz
	3.84 MHz
	-60 dBm

	
	2570 MHz  f  2620 MHz
	3.84 MHz
	-60 dBm

	
	3510 MHz  f  3525 MHz
	1 MHz
	-40 dBm

	
	3525 MHz  f  3590 MHz
	1 MHz
	-50 dBm

	
	3600 MHz  f  3800 MHz
	3.84 MHz
	-50 dBm

	XXV
	462.5 MHz ( f ( 467.5 MHz
	1 MHz
	-50 dBm

	
	717 MHz ( f ( 728 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 746 MHz
	3.84 MHz
	-60 dBm

	
	746 MHz ( f ( 756 MHz
	3.84 MHz
	-60 dBm

	
	758 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	852 MHz ( f ( 859 MHz
	1 MHz
	-50 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	3.84 MHz
	-60 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2350 MHz ( f ( 2360 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz
	1 MHz
	-50 dBm

	
	3510 MHz  f  3590 MHz
	3.84 MHz
	-60 dBm

	
	3400 MHz ( f ( 3800 MHz
	1 MHz
	-50 dBm **

	XXVI
	717 MHz ( f ( 728 MHz
	1 MHz
	-50 dBm

	
	729 MHz ( f ( 768 MHz
	3.84 MHz
	-60 dBm

	
	768 MHz ( f ( 799 MHz
	1 MHz
	-50 dBm

	
	799 MHz ( f ( 803 MHz
	1 MHz
	-40 dBm

	
	859 MHz ( f ( 894 MHz
	3.84 MHz
	-60 dBm

	
	945 MHz  f  960 MHz
	3.84 MHz
	-60 dBm

	
	1475.9 MHz ( f ( 1510.9 MHz
	3.84 MHz
	-60 dBm

	
	1525 MHz ( f ( 1559 MHz
	1 MHz
	-50 dBm

	
	1839.9 MHz ( f ( 1879.9 MHz
	3.84 MHz
	-60 dBm

	
	1884.5 MHz f  1915.7 MHz
	300 kHz
	-41 dBm

	
	1930 MHz ( f ( 1995 MHz
	3.84 MHz
	-60 dBm

	
	2010 MHz ( f ( 2025 MHz
	1 MHz
	-50 dBm

	
	2110 MHz ( f ( 2170 MHz
	3.84 MHz
	-60 dBm

	
	2180 MHz ( f ( 2200 MHz
	1 MHz
	-50 dBm

	
	2300 MHz ( f ( 2400 MHz
	1 MHz
	-50 dBm

	
	2496 MHz ( f ( 2690 MHz 
	1 MHz
	-50 dBm **

	
	3400 MHz ( f (3800 MHz
	1 MHz
	-50 dBm

	Note *
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement

Note **
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, measurements with a level up to the applicable requirements defined in Table 6.12 are permitted for each UARFCN used in the measurement due to 2nd, 3rd and 4th harmonic spurious emissions 

Note ***
This requirement is applicable also for frequencies, which are between 2.5 MHz and 12.5 MHz away from the UE centre carrier frequency. 
Note  ****
This requirement is applicable only when transmission is made between 900MHz to 915MHz.

Note *****
This requirement is applicable only when transmission is made between 1744.9 MHz to 1784.9 MHz


8.4


UE In band blocking
<text to be added>

8.5


UE Intermodulation
<text to be added>

8.6

UE Reference input power adjustment for a dual band device
<text to be added>

9
Study of E-UTRA specific issues, Band 20 + L-band
9.1 
UE MOP 
<text to be added>

9.2
UE REFSENS 
<text to be added>
9.3
UE emissions for co-existence 

Table 9.3-1 contains the updates required in the Additional spurious emissions for co-existence table in TS36.101.

Table 9.3-1: E-UTRA spurious emissions for co-existence

	E-UTRA Band
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	Note

	1
	E-UTRA Band 1, 7, 8, 11, 18, 19, 20, 21, 22, 26, 27, 28, 31, [32], 38, 40, 41, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	Frequency range
	1880
	
	1895
	-40
	1
	15,27

	
	Frequency range
	1895
	
	1915
	-15.5
	5
	15, 26, 27

	
	Frequency range
	1915
	
	1920
	+1.6
	5
	15, 26, 27

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	6, 8, 15

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	15

	2
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 26, 27, 28, 29, 30, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2, 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	3
	E-UTRA Band 1, 7, 8, 20, 26, 27, 28, 31,[32], 33, 34, 38, 41, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 11, 18, 19, 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	13

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	13

	4
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	5
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 22, 23, 24, 25, 28, 29, 30, 31, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 26
	859
	-
	869
	-27
	1
	

	6
	E-UTRA Band 1, 9, 11, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	875
	-37
	1
	

	
	Frequency range
	875
	-
	895
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1919.6
	-41
	0.3
	7

	
	
	1884.5
	-
	1915.7
	
	
	8

	7
	E-UTRA Band 1, 3, 7, 8, 20, 22, 27, 28, 29, 30, 31, [32], 33, 34, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2570 
	- 
	2575
	+1.6
	5
	15, 21, 26

	
	Frequency range
	2575
	-
	2595
	-15.5
	5
	15, 21, 26

	
	Frequency range
	2595
	-
	2620
	-40
	1
	15, 21

	8
	E-UTRA Band 1, 20, 28, 31, [32], 33, 34, 38, 39, 40
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA band 7
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 8
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 22, 41, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	23

	
	Frequency range
	860
	-
	890
	-40
	1
	15, 23

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 23

	9
	E-UTRA Band 1, 11, 18, 19, 21, 26, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	10
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 41, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 22, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	11
	E-UTRA Band 1, 11, 18, 19, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	12
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	13
	E-UTRA Band 2, 4, 5, 10, 12, 13, 17, 23, 25, 26, 27, 29, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 15

	
	E-UTRA Band 14
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 24, 30
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	14

 
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	769
	-
	775
	-35
	0.00625
	12, 15

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	11, 12, 15

	17
	E-UTRA Band 2, 5, 13, 14, 17, 23, 24, 25, 26, 27, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 4, 10
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 12
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	18
	E-UTRA Band 1, 11, 21, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	758
	-
	799
	-50
	1
	

	
	Frequency range
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	19
	E-UTRA Band 1, 11, 21, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	860
	-
	890
	-40
	1
	9, 15

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	20
	E-UTRA Band 1, 3, 7, 8, 20, 22, [32], 33, 34, 43
	FDL_low
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 20
	FDL_low
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 38, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	21
	E-UTRA Band 11
	FDL_low 
	- 
	FDL_high
	-35
	1
	10, 15

	
	E-UTRA Band 1, 18, 19, 28, 34
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 21
	FDL_low 
	- 
	FDL_high
	-50
	1
	10

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	
	Frequency range
	2545
	-
	2575
	-50
	1
	

	22
	E-UTRA Band 1, 3, 7, 8, 20, 26, 27, 28, [32], 33, 34, 38, 39, 40, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	3510
	- 
	3525
	-40
	1
	15

	
	Frequency range
	3525
	- 
	3590
	-50
	1
	

	23
	E-UTRA Band 4, 5, 10, 12, 13, 14, 17, 23, 24, 26, 27, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	- 
	FDL_high
	-50
	1
	14, 15

	
	Frequency range
	1998
	-
	1999
	-21
	1
	14, 15

	
	Frequency range
	1997
	-
	1998
	-27
	1
	14, 15

	
	Frequency range
	1996
	-
	1997
	-32
	1
	14, 15

	
	Frequency range
	1995
	-
	1996
	-37
	1
	14, 15

	
	Frequency range
	1990
	-
	1995
	-40
	1
	14, 15

	
	Frequency range
	1990
	
	1999
	-40
	1
	15, 28

	
	Frequency range
	1999
	
	2000
	-40
	Note 29
	15, 28

	24
	E-UTRA Band 2, 4, 5, 10, 12, 13, 14, 17, 23, 24, 25, 26, 29, 30, 41
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	25
	E-UTRA Band 4, 5, 10,12, 13, 14, 17, 22, 23, 24, 26, 27, 28, 29, 30, 41, 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 2
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 25
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	2

	26
	E-UTRA Band 1, 2, 3, 4, 5, 10, 11, 12, 13, 14, 17, 18,19, 21, 22, 23, 24, 25, 26, 29, 30, 31, 34, 40, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	703
	-
	799
	-50
	1
	

	
	
	799
	-
	803
	-40
	1
	15

	
	Frequency range
	851
	-
	859
	-53
	0.00625
	20

	
	E-UTRA Band 27
	FDL_low
	-
	859
	-32
	1
	20

	
	Frequency range
	945
	-
	960
	-50
	1
	

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	27
	E-UTRA Band 1, 2, 3, 4, 5, 7, 10, 12, 13, 14, 17, 22, 23, 25, 26, 27, 29, 30, 31, 38, 41, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	799
	-
	805
	-35
	0.00625
	

	
	E-UTRA Band 28
	790
	-
	FDL_high
	-32
	1
	16

	
	
	FDL_low
	-
	790
	-50
	1
	

	28
	E-UTRA Band 2, 3, 5, 7, 8, 18, 19, 25, 26, 27, 31, 34, 38, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 1, 4, 10, 22, 42, 43
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	19, 24

	
	E-UTRA Band 1
	FDL_low
	-
	FDL_high
	-50
	1
	19, 25

	
	Frequency range
	758
	-
	773
	-32
	1
	15

	
	Frequency range
	773
	-
	803
	-50
	1
	

	
	Frequency range
	662
	-
	694
	-26.2
	6
	15

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	8, 19

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	

	30
	E-UTRA Band 2, 4, 5, 7, 10, 12, 13, 14, 17, 23, 24, 25, 26, 27, 29, 30, 38, 41
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range 
	2200
	-
	2288 
	-40
	1
	15, 31

	
	Frequency range
	2288
	-
	2292
	-37
	1
	15, 31

	
	Frequency range
	2292
	-
	2296
	-31
	1
	15, 31

	
	Frequency range
	2296
	-
	2300
	-25
	1
	15, 31

	
	Frequency range
	2320
	-
	2324
	-25
	1
	15, 31

	
	Frequency range
	2324
	-
	2328
	-31
	1
	15, 31

	
	Frequency range
	2328
	-
	2332
	-37
	1
	15, 31

	
	Frequency range
	2332
	-
	2395
	-40
	1
	15, 31

	31
	E-UTRA Band 1, 5, 7, 8, 26, 27, 28, 38, 42
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3
	FDL_low
	-
	FDL_high
	-50
	1
	2

	…
	
	
	
	
	
	
	

	33
	E-UTRA Band 1, 7, 8, 20, 22, [32], 34, 38, 39, 40, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	E-UTRA Band 3
	FDL_low 
	- 
	FDL_high
	-50
	1
	15

	34
	E-UTRA Band 1, 3, 7, 8, 11, 18, 19, 20, 21, 22, 26, 28, [32], 33, 38,39, 40, 41, 42, 43, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	5

	
	Frequency range 
	1884.5
	-
	1915.7
	-41
	0.3
	8

	
	Frequency range
	1839.9
	-
	1879.9
	-50
	1
	5

	35
	
	
	
	
	
	
	

	36
	
	
	
	
	
	
	

	37
	
	
	-
	
	
	
	

	38
	E-UTRA Band 1,3, 8, 20, 22, 27, 28, 29, 30, 31, [32], 33, 34, 42, 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	Frequency range
	2620
	- 
	2645
	-15.5
	5
	15, 22, 26

	
	Frequency range
	2645
	-
	2690
	-40
	1
	15, 22

	39
	E-UTRA Band 22, 34, 40, 41, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	40
	E-UTRA Band 1, 3, 22, 26, 27, [32], 33, 34, 39, 41, 42, 43, 44 
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	41
	E-UTRA Band 1, 2, 3, 4, 5, 8, 10, 12, 13 , 14, 17, 23, 24, 25, 26, 27, 28, 29, 30, 34, 39, 40, 42, 44
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 9, 11, 18, 19, 21
	FDL_low
	-
	FDL_high
	-50
	1
	30

	
	Frequency range
	1839.9
	
	1879.9
	-50
	1
	30

	
	Frequency range
	1884.5
	
	1915.7
	-41
	0.3
	8, 30

	42
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, 31, [32], 33, 34, 38, 40, 41, 44


	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 43
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	43
	E-UTRA Band 1, 2, 3, 4, 5, 7, 8, 10, 20, 25, 26, 27, 28, [32], 33, 34, 38, 40
	FDL_low 
	- 
	FDL_high
	-50
	1
	

	
	E-UTRA Band 42
	FDL_low 
	- 
	FDL_high
	-50
	1
	3

	
	E-UTRA Band 22
	FDL_low 
	- 
	FDL_high
	[-50]
	[1]
	3

	44
	E-UTRA Band 3, 5, 8, 34, 39, 41
	FDL_low 
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 1, 40, 42
	FDL_low
	-
	FDL_high
	
	-50
	2

	NOTE 1:
FDL_low and FDL_high refer to each E-UTRA frequency band specified in Table 5.5-1

NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th [or 5th] harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd, 3rd or 4th harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 3:
To meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 4:
N/A

NOTE 5:
For non synchronised TDD operation to meet these requirements some restriction will be needed for either the operating band or protected band

NOTE 6:
Applicable when NS_05 in section 6.6.3.3.1 is signalled by the network.

NOTE 7:
Applicable when co-existence with PHS system operating in 1884.5
-1919.6MHz. 

NOTE 8:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 9:
Applicable when NS_08 in subclause 6.6.3.3.3 is signalled by the network

NOTE 10:
Applicable when NS_09 in subclause 6.6.3.3.4 is signalled by the network

NOTE 11:
Whether the applicable frequency range should be 793-805MHz instead of 799-805MHz is TBD 

NOTE 12:
The emissions measurement shall be sufficiently power averaged to ensure a standard deviation < 0.5 dB 

NOTE 13:
This requirement applies for 5, 10, 15 and 20 MHz E-UTRA channel bandwidth allocated within 1744.9MHz and 1784.9MHz.
NOTE 14:
To meet this requirement NS_11 value shall be signalled when operating in 2000-2020 MHz

NOTE 15:
These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.6.3.1-1 and Table 6.6.3.1A-1 from the edge of the channel bandwidth.

NOTE 16:
Applicable when NS_16 in subclause 6.6.3.3.9 is signalled by the network.

NOTE 17:
N/A

NOTE 18:
N/A
NOTE 19:
Applicable when the assigned E-UTRA carrier is confined within 718 MHz and 748 MHz and when the channel bandwidth used is 5 or 10 MHz.

NOTE 20:
Applicable when NS_15 in subclause 6.6.3.3.8 is signalled by the network.

NOTE 21:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is within the range 2560.5 - 2562.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 2552 - 2560 MHz. No other restrictions apply for carriers with bandwidths confined in 2500-2570 MHz.

NOTE 22:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is within the range 2605.5 - 2607.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 2597 – 2605 MHz. No other restrictions apply for carriers with bandwidths confined in 2570-2615 MHz. For assigned carriers with bandwidths overlapping the frequency range 2615-2620 MHz the requirements apply with the maximum output power configured to +20 dBm in the IE P-Max.

NOTE 23
For carriers of 5 MHz channel bandwidth with carrier center frequencies (Fc) in the range 902.5MHz ≤ Fc < 907.5 MHz, the requirement applies for uplink transmission bandwidths less than or equal to 20 RB. No restrictions apply in the range 907.5 MHz ≤ Fc ≤ 912.5 MHz. For carriers of 10 MHz channel bandwidth, the requirement only applies for Fc = 910 MHz and uplink transmission bandwidths less than or equal to 32 RB with RBstart > 3.
NOTE 24:
As exceptions, measurements with a level up to the applicable requirement of -38 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 2nd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 2nd harmonic totally or partially overlaps the measurement bandwidth (MBW).
NOTE 25:
As exceptions, measurements with a level up to the applicable requirement of -36 dBm/MHz is permitted for each assigned E-UTRA carrier used in the measurement due to 3rd harmonic spurious emissions. An exception is allowed if there is at least one individual RB within the transmission bandwidth (see Figure 5.6-1) for which the 3rd harmonic totally or partially overlaps the measurement bandwidth (MBW).

NOTE 26: For these adjacent bands, the emission limit could imply risk of harmful interference to UE(s) operating in the protected operating band.

NOTE 27:
This requirement is applicable for an uplink transmission bandwidth less than or equal to 54 RB for carriers of 15 MHz bandwidth when carrier center frequency is within the range 1927.5 - 1929.5 MHz and for carriers of 20 MHz bandwidth when carrier center frequency is within the range 1930 - 1938 MHz. This requirement is applicable without any other uplink transmission bandwidth restriction for channel bandwidths within the range 1920 - 1980 MHz.

NOTE 28:
Applicable when NS_20 is signalled by the network.

NOTE 29:
The measurement bandwidth is 1% of the applicable E-UTRA channel bandwidth (Table 5.6-1).

NOTE 30: This requirement applies when the E-UTRA carrier is confined within 2545-2575 MHz and the channel bandwidth is 10 or 20 MHz

NOTE 31:
Applicable when NS_21 is signalled by the network.


9.4
Co-existence studies for 1 UL/2 DL
The 2nd and 3rd order harmonics and IMD products caused in the BS by transmitting of Band 20 and L-band DL carriers can be calculated as shown in Table 9.3-1 below:

Table 9.3-1: Band 20 and L-band DL harmonics and IMD products

	BS DL carriers
	f1-low
	f1-high
	f2-low
	f2-high

	DL frequency (MHz)
	791
	821
	1452
	1492

	
	
	
	
	

	2nd harmonics frequency limits (MHz)
	1582
	1642
	2904
	2984

	3rd harmonics frequency limits (MHz)
	2373
	2463
	4356
	4476

	
	
	
	
	

	2nd order IMD products 
	(f2-low – f1-high)
	(f2-high – f1-low)
	(f2-low + f1-low)
	(f2-high + f1-high)

	IMD frequency limits (MHz)
	631
	701
	2243
	2313

	
	
	
	
	

	3rd order IMD products 
	(2*f1-low – f2-high)
	(2*f1-high – f2-low)
	(2*f2-low – f1-high)
	(2*f2-high – f1-low)

	IMD frequency limits (MHz)
	90
	190
	2083
	2193

	
	
	
	
	

	3rd order IMD products 
	(2*f1-low + f2-low)
	(2*f1-high + f2-high)
	(2*f2-low + f1-low)
	(2*f2-high + f1-high)

	IMD frequency limits (MHz)
	3034
	3134
	3695
	3805

	
	
	
	
	

	3rd order IMD products 
	(f1-low – f2-high + f2-low)
	(f1-high + f2-high – f2-low)
	(f2-low – f1-high + f1-low)
	(f2-high + f1-high – f1-low)

	IMD frequency limits (MHz)
	751
	861
	1422
	1522

	
	
	
	
	

	3rd order IMD products (with maximum channel bandwidth)
	(f1-low – f2-BWmax)
	(f1-high + f2- BWmax)
	(f2-low – f1- BWmax)
	(f2-high + f1- BWmax)

	IMD frequency limits (MHz)
	771
	841
	1442
	1502


It can be seen from Table 9.X-1 that the 2nd and 3rd harmonics of BS transmitting in Band 20 may fall into the BS receive band of Band 24 and Band 40, respectively, while the 2nd IMD products of BS supporting CA of Band 20 and L-band may fall into the BS receive band of Bands 12, 30 and 40, and the 3rd IMD products may fall into the BS receive band of Bands 5, 6, 11, 13, 14, 18, 19, 20, 21, 26, 27, 43 and 44. Note that the calculation in Table 9.X-1 (except the last row) assumes the BS is transmitting with the whole 30 MHz DL frequency of Band 20 and the whole 40 MHz DL frequency of L-band. However, even if the BS is only transmitting an up to 10 MHz DL in Band 20 and an up to 20 MHz DL in L-band as stated in the WIDS, the 3rd IMD products may still fall into the BS receive band of Bands 5, 6, 11, 13, 14, 18, 19, 20, 21, 26, 27, 43 and 44 as shown in the last row in Table 9.X-1, but the 3rd IMD products will not fall into the BS own (up to 10 MHz) receive block within Band 20, and may only fall into the BS receive band of certain frequency range within Band 20 under the transmit configurations shown in Table 9.4-2 below.

Table 9.4-2: Band (20 + L) BS transmit configurations with 3rd IMD within Band 20 BS receive band
	Band 20 DL channel bandwidth (MHz)
	Band 20 DL frequency block (MHz)
	L-band DL channel bandwidth (MHz)
	IMD frequency limits (MHz)

	5
	816 – 821
	15
	801 – 836

	5
	816 – 821
	20
	796 – 841

	10
	811 – 821
	15
	796 – 836

	10
	811 – 821
	20
	791 – 841

	5
	811 – 816
	20
	791 – 836

	10
	806 – 816
	20
	786 – 836


It should be noted that Bands 5, 6, 11, 12, 13, 14, 18, 19, 21, 24, 26, 27, 30, 40 and 44 are not intended for use in the same geographical area as Band 20 and L-band. Therefore, the focus here will be on the harmonics and IMD falling into Bands 20 and 43.

With the performances of the current BS antenna system, transmit and receive path components, amplifiers, pre-distortion algorithms and filters, it is expected that the IMD interference generated within the Band 43 receiver would be well below the receiver noise floor eliminating the possibility of receiver desensitization, provided that Bands 20 and L BS transmitters do not share the same antenna with Band 43 BS receiver. And as discussed above, the 3rd IMD products will not fall into the Band 20 UL if the BS can avoid the transmit configurations shown in Table 9.X-2.

On the other hand, it is recommended Band 20 and L-band BS transmitters should not share the same antenna with Band 43 BS receiver, or Band 20 BS receiver for the affected frequency ranges if the BS transmit configurations shown in Table 9.X-2 are used, to prevent BS receiver desensitization, unless the antenna path meets very stringent 3rd order PIM specification so that the PIM will not cause Band 20 or 43 BS receiver desensitization.
10
Study of MSR specific issues

10.1 
<Issue 4>

<text to be added>

10.2 
…

11
Channel numbering for E-UTRA, UTRA, MSR

<text to be added>

12
Required changes to E-UTRA, UTRA and MSR specifications
The required changes to the 3GPP specifications for the new band are summarised in a Table 12-1.

Table 12-1: Overview of 3GPP specifications with required changes

	3GPP specification
	Clause in TR 30.007 [4] where the required changes are given
	Clause in the present document identifying additional changes

	TS 36.101
	8.2.1.1
	

	TS 36.104
	8.2.1.2
	

	TS 36.106
	8.2.1.3
	

	TS 36.113
	8.2.1.4
	

	TS 36.124
	8.2.1.5
	

	TS 36.133
	8.2.1.6
	

	TS 36.141
	8.2.1.7
	

	TS 36.143
	8.2.1.8
	

	TS 36.307
	8.2.1.9
	

	TS 25.101
	8.2.2.1
	

	TS 25.102
	8.2.2.2
	

	TS 25.104
	8.2.2.3
	

	TS 25.105
	8.2.2.4
	

	TS 25.106
	8.2.2.5
	

	TS 25.113
	8.2.2.6
	

	TS 25.123
	8.2.2.7
	

	TS 34.124
	8.2.2.8
	

	TS 25.133
	8.2.2.9
	

	TS 25.141
	8.2.2.10
	

	TS 25.142
	8.2.2.11
	

	TS 25.143
	8.2.2.12
	

	TS 25.307
	8.2.2.13
	

	TS 25.331
	8.2.2.14
	

	TS 25.461
	8.2.2.15
	

	TS 25.466
	8.2.2.16
	

	TS 37.104
	8.2.3.1
	

	TS 37.113
	8.2.2.2
	

	TS 37.141
	8.2.2.3
	


<12.X
Additional changes in TS XX.YYY>

(Modify title as applicable.)

In order to implement the new band into the <TS XX.YYY>, the required changes in addition to those identified in TR 30.007 are shown in Table 12.1-1.
Table 12.1-1: Required additional changes for <TS XX.YYY>
	Section
	Requirement
	Description of changes in TS XX.YYY

	
	
	


If the additional change identified is related to any study of General, UTRA, E-UTRA and/or MSR specific issues, a reference should be given to the corresponding subclause(s) in clause 7 to 12.
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