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1 Introduction
In RAN4#68, the following Way Forward [1] was agreed on the applicability of TDD UL/DL subframe configurations in RRM requirements:
· Rel-10 RRM requirements: apply for the same TDD UL/DL subframe configurations

· Agreed CR is in R4-134121 for TS 36.133 Rel-10

· Rel-11 RRM requirements: TDD UL/DL subframe configuration applicability shall be clarified in TS 36.133

· RAN4 to investigate and agree on the applicability in RAN4#68bis

· Rel-12 TDD UL/DL configurations in RRM requirements: FFS
In this contribution, we discuss the issue for the requirements in TS 36.133, Rel-11 and Rel-12 versions of the specification.
2 Discussion
For Rel-12, there is currently on-going WI [2] on investigating the necessary mechanisms and interference mitigation schemes to support TDD UL-DL reconfiguration based on traffic adaptation. Based on the findings during this WI, RAN4 may be asked to specify, if necessary, corresponding core and performance requirements.
However, all the relevant requirements in the current TS 36.133 have been specified under the assumption that TDD UL/DL subframe configurations and special subframe configurations are the same for the PCell and SCell in CA-related requirements and for the serving and inter-frequency carriers in inter-frequency requirements.
Therefore, to avoid ambiguity in the requirements in TS 36.133 from Rel-11, the following is proposed.
· Proposal: Clarify in TS 36.133 that all the relevant inter-frequency and CA Rel-11 requirements in Rel-11 and Rel-12 versions of the specification, apply when 
· UL/DL subframe configurations and special subframe configurations are the same on PCell and SCell, in CA requirements
· UL/DL subframe configurations and special subframe configurations are the same on the serving and inter-frequency carrier, in inter-frequency requirements
Based on the proposal above, draft CRs are provided in [3,4].
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