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Introduction

The attached TP to TR 37.977 v1.2.0 adds some editorial changes to Annex F.4 Calibration procedure for the two-stage method.

********************** Start of text  proposal for TR 37.977 ****************************
F.4
Calibration Procedure – 2-stage method

For the radiated 2-stage method, only the DUT reporting RSAP calibration is to perform. Two-stage method depends on reported RSAP to do the antenna pattern measurement, and the power calibration for radiated second-stage throughput test. Since these reported readings do not come from a calibrated measurement instrument, their accuracies are often subject to questioning.  Below procedure provides method for proper calibration to validate the reported RSAP accuracy.
· DUT reporting RSAP calibration calibration:
With proper spherical coordinate definition of mobile terminal setup, the receive antenna pattern at any coordinate (θi, ϕi) can be expressed as:



P(θi, ϕi)= RSi  (1)

The test point (θi, ϕi) can be at any point on the 4π solid angle of the coordinate. More precisely, the reported RS of the UE can be expressed as:



RSi (x)= m(x)*x+c  (2)

where m(x) and c is a function of signal strength independent of testing point angular coordinates. x is the actual incident field power density that can be derived from the signal power and test range loss.  The above equation (2) assumes that the signal variables in both sides of the equation are expressed in decibels or dB's. When m(x)=1 and c=g0, where g0 is the received antenna gain at the test point, we would have declared that the RS report is a true reading of the signal strength.  But in reality, m(x) can be biased by either the signal level relative to the receiver's detector operating condition, or by application software programming errors. Meanwhile, the offset constant c can also be biased by either the noise floor of the receiver and/or other artificial factors in the UE RS reporting. Therefore, a Taylor's series can be introduced to have a better representation of the RS report value:

 
  RSi (x)= c +ax+ bx2 +dx3 + ex4 + .... (3)

In theory, equation (3) may require many terms to represent the RS report accurately.  However, since the reported RS reading in the receive antenna pattern in (1) has a limited signal dynamic range, the following  three term expression is enough to correct for the reporting errors:


  RSi (x)= c +ax+ bx2 +o(x3)  (4)
The third order term o(x3) is ignored since it is not significant for limited signal dynamic range.                    

The RS pattern in (1) will need to be calibrated for its possible reporting errors.  One practical method is to introduce signal correction terms in equation (4) to enhance the accuracy.  This process is also referred to as the linearization.  The following steps describe what is needed to linearize the RS report and the RS antenna pattern in (1):

1). Find the maximum RS reading in the pattern obtained in (1) from all angular test points, and at all polarizations.  Set this point as the reference point and record signal generator power P0 and let x0 =P0-Test Range Path Loss (in dB), and note the maximum RS reading as r0.

2). At the reference test point, decrease the signal generator's output power Pi, and let xi = Pi-Test Range Path Loss (in dB), starting from P0 with a step size (1.0 dB by default) to a power range so as to obtain the full RS reading range while searching from the reference point r0 when the test system dynamic range allows, or to 20 dB by default when the system dynamic range is known to be limited, whichever is lower in range. Record the corresponding RS reading of the UE as ri. Repeat this process until all angular test points are completed as required.

3). Use those pairs of data obtained in Step 2) (ri, xi) as the input of the quadratic fitting curve in (4) to formulate the Algorithm LSF (Least Square Fit) to calculate the three coefficients (a,b, and c) in:


Err(a,b,c)= Σ(c + axi + bxi - ri)2  (5)

Please note that the power range of the linearization can be limited to 20 dB as stated in Step 2) since the lower RS readings than the processed range do not contribute to the overall receive antenna pattern as much.  

Once the three coefficients (a,b, and c) are obtained in LSF of (5), the use of the inverse function of Equation (4) to convert RS pattern in (1) into the normalized incident power pattern.  This process completes the error correction for both constant biased and the non-linearity in the RS report from the UE within the limited signal dynamic range as tested in (1) and Step 1. Similar steps can be applied for error corrections if multiple receiver RS are involved in the testing.

Of course, the reference test point can also be further tested for the threshold of the receiver sensitivity and/or throughput knee-point for the required calibrated reference power level.
********************** End of text  proposal ****************************
3GPP


