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1 Introduction
In RAN#66, a work item on LTE Advanced 3 Band Carrier Aggregation (3DL/1UL) of Band 7, Band 40 and Band 40[1] was approved. This contribution provides a text proposal on ∆TIB and ∆RIB values for CA 7 + 40 + 40 with 1UL/3DL for TR36.852-13[2] base on companion contribution [3] submitted in this meeting.
2 Reference
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3 Text Proposal

----- Start of TP -----
6.8.4
 ΔTIB,c and ΔRIB,c values
For three simultaneous DL and one UL, the (TIB,c and (RIB,c values are shown in Table 6.8.4-1 and Table 6.8.4-2 respectively.

Table 6.8.4-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_7A-40C
	7
	0.5

	
	40
	[0.6]


Table 6.8.4-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_7A-40C
	7
	0

	
	40
	0.5


For the REFSENS of Band 7 and Band 40 for 1UL/3DL CA_7A-40C, the requirements are FFS.
----- End of TP -----
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