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	Reason for change:
	In the current specification the ACLR requirements apply at all power levels. It should be clarified that similar to E-UTRA and NR FR1 the ACLR requirements do not apply for adjacent channel powers below the Off power.

	
	

	Summary of change:
	Added wording to ACLR requirements analogous to FR1 requirements, that ACLR requirements do not apply at power levels below of power.
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< Unchanged sections omitted >

6.5.2.3
Adjacent Channel Leakage Ratio

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. ACLR requirement is specified for a scenario in which adjacent carrier is another NR channel.

NR Adjacent Channel Leakage power Ratio (NRACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency at nominal channel spacing. The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.6.2.3-1. 
If the measured adjacent channel power is greater than [–35dBm] then the NRACLR shall be higher than the value specified in Table 6.5.2.3-1.
Table 6.5.2.3-1: General requirements for NRACLR
	
	Channel bandwidth / NRACLR / Measurement bandwidth

	
	50
MHz
	100
MHz
	200
MHz
	400

MHz

	NRACLR for band n257, n258
	17 dB
	17 dB
	17 dB
	17 dB

	NRACLR for band n260
	16 dB
	16 dB
	16 dB
	16 dB

	NR channel Measurement bandwidth
	TBD MHz
	TBD MHz
	TBD MHz
	TBD MHz

	Adjacent channel centre frequency offset [MHz]
	+50
/

-50
	+100.0

/

-100.0
	+200
/

-200
	+400

/

-400
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