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1 Introduction

This contribution is a text proposal for TR 36.715-03-01 to create CA_1A-3A-18A_BCS0.
2 Text Proposal
<Start of TP>
----- Unchanged sections omitted -----
5.X
CA_1A-3A-18A _BCS0
5.X.1
Channel bandwidths per operating band for CA

Table 5.X.1-1: Inter-band CA operating bands
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) operating band
	Downlink (DL) operating band
	Duplex Mode

	
	
	BS receive / UE transmit
	BS transmit / UE receive 
	

	
	
	FUL_low – FUL_high
	FDL_low – FDL_high
	

	CA_1-3-18
	1
	1920 MHz
	–
	1980 MHz
	2110 MHz
	–
	2170 MHz
	FDD

	
	3
	1710 MHz
	–
	1785 MHz
	1805 MHz
	–
	1880 MHz
	FDD

	
	18
	815 MHz
	–
	830 MHz
	860 MHz
	–
	875 MHz
	FDD


Table 5.X.1-2: Supported E-UTRA bandwidths per CA configuration for inter-band CA
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA Configuration
	Uplink CA configurations
	E-UTRA Bands
	1.4
MHz
	3
MHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-3A-18A
	-
	1
	
	
	Yes
	Yes
	Yes
	Yes
	55
	0

	
	
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	
	18
	
	
	Yes
	Yes
	Yes
	
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [6] when operating in single carrier mode.

5.X.2
UE Co-existence studies
Table 5.X.2-1 gives the 2nd and 3rd harmonic for CA with B1+ B3 + B18. None of the products falls into the B1, B3 or B18 UE receiving bands. For UE coexistence the single UL is already considered for these bands in TS 36.101.

Table 5.X.2-1: UE harmonic table for 3DLs/1UL

	
	
	
	
	
	2nd  Harmonic
	3rd  Harmonic

	Band
	UL Low Band Edge
	UL High Band Edge
	DL Low Band Edge
	DL High Band Edge
	UL Low Band Edge
	UL High Band Edge
	UL Low Band Edge
	UL High Band Edge

	1
	1920
	1980
	2110
	2170
	3840
	3960
	5760
	5940

	3
	1710
	1785
	1805
	1880
	3420
	3570
	5130
	5355

	18
	815
	830
	860
	875
	1630
	1660
	2445
	2490


5.X.3
∆TIB and ∆RIB values
For CA_1A_3A-18A_BCS0, the same requirements on ∆TIB and ∆RIB of CA_1A_3A-19A_BCS0 case can apply. Therefore, the (TIB,c and (RIB,c values are shown in table 5.X.3-1 and in table 5.X.3-2.
Table 5.X.3-1: TIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB] 



	CA_1A-3A-18A
	1
	0.3

	
	3
	0.3

	
	18
	0.3


Table 5.X.3-2: RIB,c
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB] 



	CA_1A-3A-18A
	1
	0

	
	3
	0

	
	18
	0


5.X.4
REFSENS requirements

----- Unchanged sections omitted -----
<End of TP>
