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1. Introduction
In the RAN4 AH#1801 meeting, there are some further discussion on the coding rate for REFSENS, ICS and dynamic range FRC and some updates are made for BS RF FRC after discussion. In this contribution, we want to share some simulation results for FR1 dynamic range requirement.
2. Discussion 
Based on the agreed the FRC assumption in Table1 and DMRS pattern during the e-mail discussion after Reno meeting, some updated simulation results are shown in the Annex, the simulation results are summarized in the Table2.
Table1. FRC table for dynamic range requirement
	
	CBW (MHz)
	SCS (KHz)
	TBS (Bits)

	G-FR1-A2-1
	5
	15
	9224

	G-FR1-A2-2
	5
	30
	4032

	G-FR1-A2-3
	10
	60
	4032

	G-FR1-A2-4
	20
	15
	38936

	G-FR1-A2-5
	20
	30
	18960

	G-FR1-A2-6
	20
	60
	8968


Table2. Summarized simulation results for FR1 dynamic range requirement
	
	CBW (MHz)
	SCS (KHz)
	SNR [dB]@95% throughput 

	G-FR1-A2-1
	5
	15
	9.07

	G-FR1-A2-2
	5
	30
	8.98

	G-FR1-A2-3
	10
	60
	8.98

	G-FR1-A2-4
	20
	15
	8.95

	G-FR1-A2-5
	20
	30
	9.07

	G-FR1-A2-6
	20
	60
	9.18


3. Conclusions
In this proposal, we shared some updated simulation results and further considerations for dynamic range requirement of FR1 NR BS and the proposals are made as following:
Observation: the updated simulation results for dynamic range requirement is shown as following table: 
	
	CBW (MHz)
	SCS (KHz)
	SNR [dB]@95% throughput 

	G-FR1-A2-1
	5
	15
	9.07

	G-FR1-A2-2
	5
	30
	8.98

	G-FR1-A2-3
	10
	60
	8.98

	G-FR1-A2-4
	20
	15
	8.95

	G-FR1-A2-5
	20
	30
	9.07

	G-FR1-A2-6
	20
	60
	9.18
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Fiure1. Simulation results for G-FR1-A2-1 [9.0dB]
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Fiure2. Simulation results for G-FR1-A2-2/3 [8.98dB]
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Fiure3. Simulation results for G-FR1-A2-4 [8.95dB]
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Fiure4. Simulation results for G-FR1-A2-5 [9.07dB]
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Fiure5. Simulation results for G-FR1-A2-6 [9.18dB]
