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------------------------------ Modified section ------------------------------
[bookmark: _Toc503257284]3.2	Symbols
For the purposes of the present document, the following symbols apply:
β	Bandwidth
BWChannel	Channel bandwidth
ΔfOBUE 	Maximum offset of the operating band unwanted emissions mask from the operating band edge 
ΔfOOB	Maximum offset of the out-of-band boundary from the uplink operating band edge
FDL_high	The highest frequency of the downlink operating band

FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band

------------------------------ Next modified section ------------------------------
[bookmark: _Toc503257285]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
AC	Alternating Current
AMN	Artificial Mains Network
BC	Band Category
CDN	Coupling/Decoupling Network
CS	Capability Set
DC	Direct Current
EMC	Electromagnetic Compatibility
ESD	Electrostatic Discharge
EUT	Equipment Under Test
FRC	Fixed Reference Channel
NTC	Test Configuration for Non-contiguous operation
RAT	Radio Access Technology
RF	Radio Frequency
rms	root mean square
SDL	Supplementary Downlink
TC	Test Configuration
------------------------------ Next modified section ------------------------------
[bookmark: _Toc503257290]4.4	Exclusion bands
[bookmark: _Toc503257291][bookmark: _Hlk494715706]4.4.1	Transmitter exclusion band
[bookmark: _Hlk494715590]For testing of radiated immunity there is no transmitter exclusion band.
[bookmark: _Toc503257292]4.4.2	Receiver exclusion band

The receiver exclusion band for Base Stations is the band of frequencies over which no tests of radiated immunity of a receiver are made. 

The receiver exclusion band for BS extends from FUL_low - ΔfOOB to FUL_high + ΔfOOB. The ΔfOOB is defined in 3GPP TS 38.104 [2]. 
For BS capable of multi-band operation, the total receiver exclusion band shall be the combination of the exclusion bands for each operating band supported by BS.
NOTE:	The receiver exclusion bands do not apply for SDL bands.
The range of the exclusion band shall be:
FUL_low  – ΔfOOB<f < FUL_high + ΔfOOB

Where: 
The value of FUL_low and FUL_high are defined for each operating band in TS 38.104 [2]. 
The value of ΔfOOB is derived considering the width of the operating band, and according to values defined in TS 38.104 [2]. 

------------------------------ End of modified sections ------------------------------
