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	Reason for change:
	TS 38.104 v15.0.0 in clause 6.5.3.2 include minimum requirements for TAE which are in brackets.

This CR introduce minimum requirements for TAE for BS type 1-C and 1-H and remove brackets.

For intra-band non-contiguous carrier aggregation and inter-band carrier aggregation it is proposed to remove brackets for 3µs requirements, which come from endorsed by RAN4 R4-1801016 [1].
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Draft CR on BS TAE, Huawei, HiSilicon

	
	

	Summary of change:
	· Removal of brackets for TAE for intra-band contiguous CA

· Removal of brackets for TAE for intra-band non-contiguous CA
· Removal of brackets for TAE for inter-band CA
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	Other comments:
	


<Start of modified section>
6.5.3.2
Minimum requirement for BS type 1-C and 1-H
For MIMO or TX diversity transmissions, at each carrier frequency, TAE shall not exceed 65 ns.

For intra-band contiguous carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed the values in table 6.5.3.2-1.
Table 6.5.3.2-1: TAE for intra-band contiguous carrier aggregation

	SCS for data [kHz]
	TAE (ns)

	15
	260

	30
	260

	60
	130

	NOTE: 
Different SCS for aggregated carriers is FFS.


For intra-band non-contiguous carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed 3µs. 

	
	

	
	

	
	

	
	


For inter-band carrier aggregation, with or without MIMO or TX diversity, TAE shall not exceed 3µs. 

	
	

	
	

	
	

	
	


<End of modified section>

