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<< Start of Change >>
8.2.2.2.4
Interruptions at UL carrier RRC reconfiguration
The requirements in this clause shall apply when a supplementary UL carrier or an UL carrier is configured or de-configured in NR standalone carrier aggregation as defined in [2]. 
When an UL carrier or supplementary UL carrier is configured or deconfigured, an interruption on PCell and all activated SCells within the same FR as the reconfigured uplink carrier of up to [1] slot, is allowed immediately after the RRC reconfiguration procedure [2]. The interruption is for both uplink and downlink of PCell and all the activated SCells within the same FR as the configured or de-configured UL.
<< End of Change >>
<< Start of Change >>
8.2.1.2.6
Interruptions at UL carrier RRC reconfiguration
The requirements in this clause shall apply when a supplementary UL carrier or an UL carrier is configured or de-configured in NR non-standalone operation as defined in [2]. 
When an UL carrier or supplementary UL carrier is configured or deconfigured, an interruption on LTE PCell, all activated LTE SCells, PSCell and all activated SCells within the same FR as the reconfigured uplink carrier of up to [1] slot, is allowed immediately after the RRC reconfiguration procedure [2]. The interruption is for both uplink and downlink of LTE PCell, all LTE activated SCells, PSCell and all activated SCells within the same FR as the configured or de-configured UL.
<< End of Change >>
