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6.6.3
Adjacent Channel Leakage Power Ratio 

6.6.3.1
General

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency.

The requirements shall apply outside the Base Station RF Bandwidth or Radio Bandwidth whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer’s specification.

For a BS operating in non-contiguous spectrum, the ACLR also applies for the first adjacent channel inside any sub-block gap with a gap size Wgap ≥ 15MHz for BS channel bandwidth ≤20 MHz or Wgap ≥ 60MHz for BS channel bandwidth > 20 MHz. The ACLR requirement for the second adjacent channel applies inside any sub-block gap with a gap size Wgap ≥ 20 MHz for BS channel bandwidth ≤ 20 MHz or Wgap  ≥ 80MHz for BS channel bandwidth > 20 MHz. The CACLR requirement in subclause 6.6.3.2 applies in sub block gaps for the frequency ranges defined in table 6.6.3.2-1.

For a multi-band connector, where multiple bands are mapped onto the same antenna connector, the ACLR also applies for the first adjacent channel inside any Inter RF Bandwidth gap with a gap size Wgap ≥ 15MHz for BS channel bandwidth ≤ 20 MHz or Wgap ≥ 60MHz for BS channel bandwidth >20 MHz. The ACLR requirement for the second adjacent channel applies inside any Inter RF Bandwidth gap with a gap size Wgap ≥ 20 MHz for BS channel bandwidth ≤20 MHz or Wgap ≥ 80MHz for BS channel bandwidth > 20 MHz. The CACLR requirement in subclause 6.6.3.2 applies in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-3.
The requirement applies during the transmitter ON period.
6.6.3.2
Basic limits

The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below. 

For operation in paired and unpaired spectrum, the ACLR shall be higher than the value specified in table 6.6.3.2‑1.

Table 6.6.3.2-1: Base station ACLR limit
	CBS channel bandwidth of lowest/highest carrier transmitted BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20, [25, 30, 40, 50, 60, 70, 80,90, 100] 
	BWChannel
	NR of same BW with SCS that provides largest transmission bandwidth configuration (BWConfig)
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	NR of same BW with SCS that provides largest transmission bandwidth configuration (BWConfig)
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 2)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 2)

	NOTE 1:
BWChannel and BWConfig are the BS channel bandwidth and transmission bandwidth configuration of the NR lowest/highest carrier transmitted on the assigned channel frequency.

NOTE 2:
The requirements are applicable when the band is also defined for E-UTRA or UTRA.


The ACLR absolute value shall be lower than the value specified in table 6.6.3.2‑2.

Table 6.6.3.2-2: Base station ACLR absolute limit
	BS category / BS class
	ACLR absolute limit

	Category A Wide Area BS
	-13 dBm/MHz

	Category B Wide Area BS
	-15 dBm/MHz

	Medium Range BS
	-25 dBm/MHz

	Local Area BS
	-32 dBm/MHz


The Cumulative Adjacent Channel Leakage power Ratio (CACLR) in a sub-block gap or the Inter RF Bandwidth gap is the ratio of:

a)
the sum of the filtered mean power centred on the assigned channel frequencies for the two carriers adjacent to each side of the sub-block gap or the Inter RF Bandwidth gap, and

b)
the filtered mean power centred on a frequency channel adjacent to one of the respective sub-block edges or Base Station RF Bandwidth edges.

The assumed filter for the adjacent channel frequency is defined in table 6.6.3.2-3 and the filters on the assigned channels are defined in table 6.6.3.2-4. 

For operation in non-contiguous spectrum or multiple bands, the CACLR for NR carriers located on either side of the sub-block gap or the Inter RF Bandwidth gap shall be higher than the value specified in table 6.6.3.2-3.
Table 6.6.3.2-3: Base Station CACLR in FR1

	CBS channel bandwidth of NR lowest/highest carrier transmitted BWChannel [MHz] 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies
	BS adjacent channel centre frequency offset below the lowest or above the sub-block edge or the Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	5 MHz ≤ Wgap < 15 MHz
	2.5 MHz
	5 MHz NR with SCS that provides largest transmission bandwidth configuration (BWConfig)
	Square (BWConfig)
	45 dB

	
	10 MHz < Wgap < 20 MHz
	7.5 MHz
	5 MHz NR with SCS that provides largest transmission bandwidth configuration (BWConfig)
	Square (BWConfig)
	45 dB

	[25, 30, 40, 50, 60, 70, 80,90, 100]
	20 MHz ≤ Wgap < 60 MHz


	10 MHz
	20 MHz NR with SCS that provides largest transmission bandwidth configuration (BWConfig)
	Square (BWConfig)
	45 dB

	
	40 MHz < Wgap < 80 MHz
	30 MHz
	20 MHz NR with SCS that provides largest transmission bandwidth configuration (BWConfig)
	Square (BWConfig)
	45 dB

	NOTE:
BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.


Table 6.6.3.2-4: Filter parameters for the assigned channel

	RAT of the carrier adjacent to the sub-block or Inter RF Bandwidth gap 
	Filter on the assigned channel frequency and corresponding filter bandwidth

	NR
	NR of same BW with SCS that provides largest transmission bandwidth configuration



6.6.3.3
Minimum requirement for BS type 1-C
Minimum conducted requirement for BS type 1-C is defined as either ACLR (CACLR) basic limit or the ACLR absolute basic limit, whichever is less stringent.

6.6.3.4
Minimum requirement for BS type 1-H
Minimum conducted requirement for BS type 1-H is defined as either the ACLR (CACLR) basic limit or the ACLR absolute basic limit + X (where X = 10log10(NTXU,countedpercell), unless stated differently in regional regulation), whichever is less stringent. 

NOTE:
Conformance to the BS type 1-H ACLR requirement can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:

1)
The ratio of the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the assigned channel frequency to the sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be greater than or equal to the ACLR basic limit of the BS. This applies for each TAB connector TX min cell group.

Or

2)
The ratio of the filtered mean power at the TAB connector centred on the assigned channel frequency to the filtered mean power at this TAB connector centred on the adjacent channel frequency shall be greater than or equal to the ACLR basic limit of the BS for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group.


In case the ACLR absolute limit of BS type 1-H is applied, the conformance can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:

1)
The sum of the filtered mean power measured on each TAB connector in the TAB connector TX min cell group at the adjacent channel frequency shall be less than or equal to the ACLR absolute basic limit of the BS. This applies to each TAB connector TX min cell group.
Or

2)
The filtered mean power at each TAB connector centred on the adjacent channel frequency shall be less than or equal to the ACLR absolute basic limit of the BS scaled by -10log10(n) for every TAB connector in the TAB connector TX min cell group, for each TAB connector TX min cell group, where n is the number of TAB connectors in the TAB connector TX min cell group.
6.6.4
Operating band unwanted emissions


6.6.4.1
General

Unless otherwise stated, the operating band unwanted emission (OBUE) limits in FR1 are defined from ΔfOBUE below the lowest frequency of each supported downlink operating band up to ΔfOBUE above the highest frequency of each supported downlink operating band. The values of ΔfOBUE are defined in table 6.6.1‑1 for the NR operating bands. 
The requirements shall apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer’s specification. In addition, for a BS operating in non-contiguous spectrum, the requirements apply inside any sub-block gap. In addition, for a BS operating in multiple bands, the requirements apply inside any Inter RF Bandwidth gap.
For a multi-band connector operation where multiple bands are mapped on separate antenna connectors, the single-band requirements apply and the cumulative evaluation of the emission limit in the Inter RF Bandwidth gap are not applicable.
Emissions shall not exceed the maximum levels specified as basic limits in the tables below, where:

-
(f is the separation between the channel edge frequency and the nominal -3dB point of the measuring filter closest to the carrier frequency.

-
f_offset is the separation between the channel edge frequency and the centre of the measuring filter.

-
f_offsetmax is the offset to the frequency ΔfOBUE outside the downlink operating band, where ΔfOBUE is defined in table 6.6.1-1.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a multi-band connector inside any Inter RF Bandwidth gaps with Wgap < 20 MHz, emissions shall not exceed the cumulative sum of the basic limits specified at the Base Station RF Bandwidth edges on each side of the Inter RF Bandwidth gap. The basic limit for Base Station RF Bandwidth edge is specified in the tables subclause 6.6.4.2.1 to 6.6.4.2.4 below, where in this case:

-
(f is the separation between the Base Station RF Bandwidth edge frequency and the nominal -3 dB point of the measuring filter closest to the Base Station RF Bandwidth edge.

-
f_offset is the separation between the Base Station RF Bandwidth edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the Inter RF Bandwidth gap minus half of the bandwidth of the measuring filter.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.

For a multi-band connector, the operating band unwanted emission limits apply also in a supported operating band without any carrier transmitted, in the case where there are carrier(s) transmitted in another supported operating band. In this case, no cumulative limit is applied in the inter-band gap between a supported downlink operating band with carrier(s) transmitted and a supported downlink operating band without any carrier transmitted and

-
In case the inter-band gap between a supported downlink operating band with carrier(s) transmitted and a supported downlink operating band without any carrier transmitted is less than 20MHz, f_offsetmax shall be the offset to the frequency ΔfOBUE MHz outside the outermost edges of the two supported downlink operating bands and the operating band unwanted emission limit of the band where there are carriers transmitted, as defined in the tables of the present subclause, shall apply across both downlink bands. 

-
In other cases, the operating band unwanted emission limit of the band where there are carriers transmitted, as defined in the tables of the present subclause for the largest frequency offset ((fmax), shall apply from ΔfOBUE MHz below the lowest frequency, up to ΔfOBUE MHz above the highest frequency of the supported downlink operating band without any carrier transmitted.

For a multicarrier TAB connector or a TAB connector configured for intra-band contiguous or non-contiguous carrier aggregation the definitions above apply to the lower edge of the carrier transmitted at the lowest carrier frequency and the upper edge of the carrier transmitted at the highest carrier frequency within a specified frequency band. 

In addition inside any sub-block gap for a TAB connector operating in non-contiguous spectrum, emissions shall not exceed the cumulative sum of the basic limits specified for the adjacent sub blocks on each side of the sub block gap. The basic limit for each sub block is specified in the tables subcluase 6.6.4.2.1 to 6.6.4.2.4 below, where in this case:

-
(f is the separation between the sub block edge frequency and the nominal -3 dB point of the measuring filter closest to the sub block edge.

-
f_offset is the separation between the sub block edge frequency and the centre of the measuring filter.

-
f_offsetmax is equal to the sub block gap bandwidth minus half of the bandwidth of the measuring filter.

-
(fmax is equal to f_offsetmax minus half of the bandwidth of the measuring filter.
For Wide Area BS, the requirements of either subclause 6.6.4.2.1 (Category A limits) or subclause 6.6.4.2.2 (Category B limits) shall apply. 
For Medium Range BS, the requirements in subclause 6.6.4.2.3 shall apply (Category A and B).

For Local Area BS, the requirements of subclause 6.6.4.2.4 shall apply (Category A and B).

The application of either Category A or Category B limits shall be the same as for Transmitter spurious emissions in subclause 6.6.5.

6.6.4.2
Basic limits

6.6.4.2.1
Basic limits for Wide Area BS (Category A)
For BS operating in Bands n5, n8, n28, n71, emissions shall not exceed the maximum levels specified in table 6.6.4.2.1‑1.
Table 6.6.4.2.1-1: Wide Area BS operating band unwanted emission limits 
(NR bands below 1 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Emission limits (Note 1, 2)
	Measurement bandwidth

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 

min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 3)
	100 kHz 

	NOTE 1:
For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -13 dBm/100 kHz.
NOTE 2:
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:
The requirement is not applicable when (fmax < 10 MHz.


For BS operating in Bands n1, n2, n3, n7, n38, n41, n50, n66, n70, n74, n75, n77, n78, n79, emissions shall not exceed the maximum levels specified in table 6.6.4.2.1-2:

Table 6.6.4.2.1-2: Wide Area BS operating band unwanted emission limits 
(NR bands above 1 GHz) for Category A
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Emission limits (Note 1, 2)
	Measurement bandwidth

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 

min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-13 dBm (Note 3)
	1MHz 

	NOTE 1:
For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑13 dBm/1 MHz.
NOTE 2:
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:
The requirement is not applicable when (fmax < 10 MHz.


6.6.4.2.2
Basic limits for Wide Area BS (Category B)

For BS operating in Bands n5, n8, n20, n28, n71, emissions shall not exceed the maximum levels specified in tables 6.6.4.2.2-1:

Table 6.6.4.2.2-1: Wide Area BS operating band unwanted emission limits 
(NR bands below 1 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Emission limits (Note 1, 2)
	Measurement bandwidth

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 

min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-16 dBm (Note 3)
	100 kHz 

	NOTE 1:
For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑16 dBm/100 kHz.
NOTE 2:
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth.
NOTE 3:
The requirement is not applicable when (fmax < 10 MHz.


For BS operating in Bands n1, n2, n3, n7, n38, n41, n50, n66, n70, n75, n77, n78, emissions shall not exceed the maximum levels specified in tables 6.6.4.2.2-2:

Table 6.6.4.2.2-2: Wide Area BS operating band unwanted emission limits 
(NR bands above 1 GHz) for Category B
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Emission limit (Note 1, 2)
	Measurement bandwidth

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < 

min(10 MHz, (fmax)
	5.05 MHz ( f_offset < 

min(10.05 MHz, f_offsetmax)
	-14 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.5 MHz ( f_offset < f_offsetmax 
	-15 dBm (Note 3)
	1MHz 

	NOTE 1:
For a BS supporting non-contiguous spectrum operation within any operating band, the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap, where the contribution from the far-end sub-block shall be scaled according to the measurement bandwidth of the near-end sub-block. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be ‑15 dBm/1 MHz.
NOTE 2:
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap, where the contribution from the far-end sub-block or RF Bandwidth shall be scaled according to the measurement bandwidth of the near-end sub-block or RF Bandwidth. 

NOTE 3:
The requirement is not applicable when (fmax < 10 MHz.


6.6.4.2.3
Basic limits for Medium Range BS (Category A and B)

For Medium Range BS, emissions shall not exceed the maximum levels specified in table 6.6.4.2.3-1 and table 6.6.4.2.3-2.

For the tables in this sub-clause for BS type 1-C Pmax,x = Pmax,c,AC, and for BS type 1-H Pmax,x = Pmax,c,cell – 10*log10(NTXU,countedpercell), and for BS type 1-O Pmax,x = Pmax,c,TRP – 9 dB.
Table 6.6.4.2.3-1: Medium Range BS operating band unwanted emission limits, 31< Pmax,x ( 38 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Emission limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < min(10 MHz, Δfmax)
	5.05 MHz ( f_offset < min(10.05 MHz, f_offsetmax)
	Pmax,x-60dB
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax
	Min(Pmax,xc-60dB, -25dBm) (Note 3)
	100 kHz

	NOTE 1:
For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be Min(Pmax,x-60dB, ‑25dBm)/100kHz.
NOTE 2:
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:
The requirement is not applicable when (fmax < 10 MHz.


Table 6.6.4.2.3-2: Medium Range BS operating band unwanted emission limits, Pmax,x ( 31 dBm
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Emission limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < min(10 MHz, Δfmax)
	5.05 MHz ( f_offset < min(10.05 MHz, f_offsetmax)
	-29 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax
	-29 dBm (Note 3)
	100 kHz

	NOTE 1:
For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -29dBm/100kHz.
NOTE 2:
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:
The requirement is not applicable when (fmax < 10 MHz.


6.6.4.2.4
Basic limits for Local Area BS (Category A and B)
For Local Area BS, emissions shall not exceed the maximum levels specified in table 6.6.4.2.4-1.

Table 6.6.4.2.4-1: Local Area BS operating band unwanted emission limits 
	Frequency offset of measurement filter ‑3dB point, (f
	Frequency offset of measurement filter centre frequency, f_offset
	Emission limit (Note 1, 2)
	Measurement bandwidth 

	0 MHz ( (f < 5 MHz
	0.05 MHz ( f_offset < 5.05 MHz
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	100 kHz 

	5 MHz ( (f < min(10 MHz, Δfmax)
	5.05 MHz ( f_offset < min(10.05 MHz, f_offsetmax)
	-37 dBm
	100 kHz 

	10 MHz ( (f ( (fmax
	10.05 MHz ( f_offset < f_offsetmax 
	-37 dBm (Note 10)
	100 kHz 

	NOTE 1:
For a BS supporting non-contiguous spectrum operation within any operating band the emission limits within sub-block gaps is calculated as a cumulative sum of contributions from adjacent sub blocks on each side of the sub block gap. Exception is f ≥ 10MHz from both adjacent sub blocks on each side of the sub-block gap, where the emission limits within sub-block gaps shall be -37dBm/100kHz.
NOTE 2:
For BS supporting multi-band operation with Inter RF Bandwidth gap < 20MHz the emission limits within the Inter RF Bandwidth gaps is calculated as a cumulative sum of contributions from adjacent sub-blocks or RF Bandwidth on each side of the Inter RF Bandwidth gap.
NOTE 3:
The requirement is not applicable when (fmax < 10 MHz.


6.6.4.2.5
Basic limits for additional requirements

6.6.4.2.5.1
Limits in FCC Title 47

In addition to the requirements in subclauses 6.6.4.2.1, 6.6.4.2.2, 6.6.4.2.3 and 6.6.4.2.4, the BS may have to comply with the applicable emission limits established by FCC Title 47 [8], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer. 

6.6.4.3
Minimum requirements for BS type 1-C
The operating band unwanted emissions for BS type 1-C for each antenna connector shall be below the applicable basic limits defined in subclause 6.6.4.2.

6.6.4.4
Minimum requirements for BS type 1-H
The operating band unwanted emissions requirements for BS type 1-H are that for each TAB connector TX min cell group and each applicable basic limit in subclause 6.6.4.2, the power summation emissions at the TAB connectors of the TAB connector TX min cell group shall not exceed a BS limit specified as the basic limit + X, where X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.

NOTE:
Conformance to the BS type 1-H spurious emission requirement can be demonstrated by meeting at least one of the following criteria as determined by the manufacturer:


1)
The sum of the emissions power measured on each TAB connector in the TAB connector TX min cell group shall be less than or equal to the limit as defined in this subclause for the respective frequency span. 


Or


2)
The unwanted emissions power at each TAB connector shall be less than or equal to the BS type 1-H limit as defined in this subclause for the respective frequency span, scaled by -10log10(n), where n is the number of TAB connectors in the TAB connector TX min cell group.

6.6.5
Transmitter spurious emissions

6.6.5.1
General

The transmitter spurious emission limits shall apply from 9 kHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in table 6.6.1. For some operating bands, the upper limit is higher than 12.75 GHz in order to comply with the 5th harmonic limit of the downlink operating band, as specified in ITU-R recommendation SM.329 [2].

For a multi-band connector operation, this exclusion applies for each supported operating band. For a multi-band connector operation where multiple bands are mapped on separate antenna connectors, the single-band requirements apply and the multi-band exclusions and provisions are not applicable.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer’s specification. 
Unless otherwise stated, all requirements are measured as mean power (RMS).

---------------------------------Next section----------------------------------------
6.7.2
Minimum requirements for BS type 1-C
6.7.2.1
Co-location minimum requirements

For BS type 1-C, the wanted signal and interfering signal centre frequency is specified in table 6.7.2.1‑1, where interfering signal level is Rated total output power (Prated,t,AC) at antenna connector in the operating band – 30 dB.

The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For a BS operating in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.

For a multi-band connector operation, the requirement applies relative to the Base Station RF Bandwidth edges of each supported operating band. In case the Inter RF Bandwidth gap is less than 3*Bi MHz (where Bi is the minimal BS channel bandwidth of the band), the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the Inter RF Bandwidth gap.
The transmitter intermodulation level shall not exceed the unwanted emission limits in subclauses 6.6.3, 6.6.4 and 6.6.5 in the presence of an NR interfering signal according to table 6.7.2.1-1.
Table 6.7.2.1-1: Interfering and wanted signals for the co-location transmitter intermodulation requirement
	Parameter
	Value

	Wanted signal type
	NR single carrier,[or multi-carrier, or multiple intra-band contiguously or non-contiguously aggregated carriers]

	Interfering signal type
	NR signal, the supported minimum BS channel bandwidth (BWChannel) with 15 kHz SCS of the band

	Interfering signal level
	Rated total output power (Prated,t,AC) in the operating band – 30 dB

	Interfering signal centre frequency offset from the lower/upper edge of the wanted signal or edge of sub-block inside a sub-block gap
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	NOTE:
Interfering signal positions that are partially or completely outside of any downlink operating band of the base station are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area. In case that none of the interfering signal positions fall completely within the frequency range of the downlink operating band, 3GPP TS 38.141-1 [5] provides further guidance regarding appropriate test requirements.



6.7.2.2
Additional requirements

TBD

6.7.3
Minimum requirements for BS type 1-H
6.7.3.1
Co-location minimum requirements
The transmitter intermodulation level shall not exceed the unwanted emission limits in subclauses 6.6.3, 6.6.4 and 6.6.5 in the presence of an NR interfering signal according to table 6.7.3.1-1 

The requirement is applicable outside the Base Station RF Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.

For TAB connectors supporting operation in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.

For a multi-band connector operation in multiple operating bands, the requirement applies relative to the Base Station RF Bandwidth edges of each operating band. In case the inter Base Station RF Bandwidth gap is less than 3*Bi MHz(where Bi is the minimal BS channel bandwidth of the band) , the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the inter Base Station RF Bandwidth gap.
Table 6.7.3.1-1: Interfering and wanted signals for the co-location transmitter intermodulation requirement
	Parameter
	Value

	Wanted signal type
	NR single carrier, [or multi-carrier, or multiple intra-band contiguously or non-contiguously aggregated carriers]

	Interfering signal type
	NR signal, the minimum supported BS channel bandwidth (BWChannel) with 15 kHz SCS of the band

	Interfering signal level
	Rated total output power per TAB connector (Prated,t,TABC) in the operating band – 30 dB

	Interfering signal centre frequency offset from the lower/upper edge of the wanted signal or edge of sub-block inside a gap
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	NOTE:
Interfering signal positions that are partially or completely outside of any downlink operating band of the TAB connector are excluded from the requirement, unless the interfering signal positions fall within the frequency range of adjacent downlink operating bands in the same geographical area. In case that none of the interfering signal positions fall completely within the frequency range of the downlink operating band, 3GPP TS 38.141-1 [5] provides further guidance regarding appropriate test requirements.



6.7.3.2
Intra-system minimum requirements

The transmitter intermodulation level shall not exceed the unwanted emission limits in subclauses 6.6.3 and 6.6.4 in the presence of an NR interfering signal according to table 6.7.3.2-1.
Table 6.7.3.2-1: Interfering and wanted signals for
intra-system transmitter intermodulation requirement

	Parameter
	Value

	Wanted signal type
	NR signal

	Interfering signal type
	NR signal of the same BS channel bandwidth and SCS as the wanted signal (Note 1).

	Interfering signal level
	Power level declared by the base station manufacturer (Note 2).

	Frequency offset between interfering signal and wanted signal
	0 MHz

	NOTE 1:
The interfering signal shall be incoherent with the wanted signal.

NOTE 2:
The declared interfering signal power level at each TAB connector is the sum of the co-channel leakage power coupled via the combined RDN and Antenna Array from all the other TAB connectors, but does not comprise power radiated from the Antenna Array and reflected back from the environment. The power at each of the interfering TAB connectors is Prated,c,TABC.



6.7.3.3
Additional requirements

TBD
---------------------------------Next section----------------------------------------

9.5.2
OTA transmitter OFF power

9.5.2.1
General

OTA transmitter OFF power is defined as the mean power measured over 70/N µs filtered with a square filter of bandwidth equal to the transmission bandwidth configuration of the BS (BWConfig) centred on the assigned channel frequency during the transmitter OFF period. N = SCS/15, where SCS is Sub Carrier Spacing in kHz. For BS type 1-O, the transmitter OFF power is defined as the output power at the co-location reference antenna conducted output(s). For BS type 2-O the transmitter OFF power is defined as TRP.

 For a multi-band connection operation, the requirement is only applicable during the transmitter OFF period in all supported operating bands.
---------------------------------Next section----------------------------------------

9.7.3
OTA Adjacent Channel Leakage Power Ratio (ACLR) 

9.7.3.1
General

OTA Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. The measured power is TRP.

The requirement applies during the transmitter ON period.

9.7.3.2
Minimum requirement for BS type 1-O
Minimum OTA requirement for BS type 1-O is defined as either the ACLR (CACLR) basic limit in subclause 6.6.3.2 or the ACLR absolute basic limit + X (where X = 9 dB, unless stated differently in regional regulation), whichever is less stringent. 






For a multi-band RIB, the OTA ACLR requirement applies for the first adjacent channel inside any Inter RF Bandwidth gap with a gap size Wgap ≥ 15MHz. The OTA ACLR requirement for the second adjacent channel applies inside any Inter RF Bandwidth gap with a gap size Wgap ≥ 20 MHz.

---------------------------------Next section----------------------------------------

9.7.4.3
Minimum requirement for BS type 2-O
9.7.4.3.1
General

Out-of-band emissions in FR2 are limited by a spectrum emission mask. Unless otherwise stated, the spectrum emission mask limits in FR2 are defined from [TBD]. 
Editor’s note: How to account for the “OOB boundary” in expressing the detailed requirement is ffs. 

The requirements shall apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer's specification. In addition, for a BS operating in non-contiguous spectrum, the requirements apply inside any sub-block gap. In addition, for a BS operating in multiple bands, the requirements apply inside any Inter RF Bandwidth gap.

Emissions shall not exceed the maximum levels specified in the tables below, where:

Editor’s note: The mask levels shown under the “Minimum requirements” below are documented in TR 38.817-02 as shown. How to account for the “total transmission boundary” and the “OOB boundary” in expressing the detailed requirement is ffs. 

Editor’s note: The draft requirement for BS type 2-O is a carrier centric spectrum emissions mask and relies on the present levels of spurious emission limits documented in 9.7.5. The type of emission mask and the frequency range it covers may need to be revised in case other emission limits are changed. This also means that the emission limits and corresponding power levels may need to be revised. 

---------------------------------Next section----------------------------------------

9.7.5
OTA transmitter spurious emissions

9.7.5.1
General

Unless otherwise stated, all requirements are measured as mean power.

The OTA spurious emissions limits are specified as TRP per RIB unless otherwise stated.

9.7.5.2
Minimum requirement for BS type 1-O
9.7.5.2.1
General 

The OTA transmitter spurious emission limits for FR1 shall apply from 30 MHz to 12.75 GHz, excluding the frequency range from ΔfOBUE below the lowest frequency of each supported downlink operating band, up to ΔfOBUE above the highest frequency of each supported downlink operating band, where the ΔfOBUE is defined in subclause 6.6.1. For some FR1 operating bands, the upper limit is higher than 12.75 GHz in order to comply with the 5th harmonic limit of the downlink operating band, as specified in ITU-R recommendation SM.329 [2].

 For multi-band RIB this exclusion applies for each supported operating band.
The requirements shall apply whatever the type of transmitter considered (single carrier or multi-carrier). It applies for all transmission modes foreseen by the manufacturer’s specification. 

BS type 1-O requirements consists of OTA transmitter spurious emission requirements based on TRP and co-location requirements not based on TRP.
9.7.5.2.2
Tx spurious emissions

BS type 1-O are that for each applicable basic limit in subclause 6.6.5.2.1, the TRP of any spurious emission shall not exceed an OTA limit specified as the basic limit + X, where X = 9 dB, unless stated differently in regional regulation.

9.7.5.2.3
Protection of the BS receiver of own or different BS 

This requirement shall be applied for NR FDD operation in order to prevent the receivers of own or a different BS of the same band being desensitised by emissions from a type 1-O BS. 

This requirement is a co-location requirement as defined in subclause 4.9, the power levels are specified at the co-location reference antenna output.

The total power of any spurious emission from both polarizations of the co-location reference antenna connector output shall not exceed the basic limits in subclause 6.6.5.2.2 + X dB, where X = -21 dB.

9.7.5.2.4
Additional spurious emissions requirements

These requirements may be applied for the protection of systems operating in frequency ranges other than the BS downlink operating band. The limits may apply as an optional protection of such systems that are deployed in the same geographical area as the BS, or they may be set by local or regional regulation as a mandatory requirement for an NR operating band. It is in some cases not stated in the present document whether a requirement is mandatory or under what exact circumstances that a limit applies, since this is set by local or regional regulation. An overview of regional requirements in the present document is given in subclause 4.5. 

Some requirements may apply for the protection of specific equipment (UE, MS and/or BS) or equipment operating in specific systems (GSM, CDMA, UTRA, E-UTRA, NR, etc.). The Tx additional spurious emissions requirements for BS type 1-O are that for each applicable basic limit in subclause 6.6.5.2.3, the TRP of any spurious emission shall not exceed an OTA limit specified as the basic limit + X, where X = 9 dB.

9.7.5.2.5
Co-location with other base stations

These requirements may be applied for the protection of other BS receivers when GSM900, DCS1800, PCS1900, GSM850, CDMA850, UTRA FDD, UTRA TDD, E-UTRA and/or NR BS are co-located with a BS.

The requirements assume co-location with base stations of the same class.

NOTE:
For co-location with UTRA, the requirements are based on co-location with UTRA FDD or TDD base stations.

This requirement is a co-location requirement as defined in subclause 4.9, the power levels are specified at the co-location reference antenna output.

The output of the co-location reference antenna of any spurious emission shall not exceed the limits basic limits in subclause 6.6.5.2.4 + X dB, where X = -21 dB.

For a multi-band RIB, the exclusions and conditions in the notes column of table 6.6.5.2.4-1 apply for each supported operating band.
---------------------------------Next section----------------------------------------

9.8
OTA transmitter intermodulation

9.8.1
General

The OTA transmitter intermodulation requirement is a measure of the capability of the transmitter unit to inhibit the generation of signals in its non-linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter unit via the RDN and antenna array from a co-located base station. The requirement applies during the transmitter ON period and the transmitter transient period.

The requirement applies at each RIB supporting transmission in the operating band.

The transmitter intermodulation level is the total radiated power of the intermodulation products when an interfering signal is injected into the co-location reference antenna.

The OTA transmitter intermodulation requirement is not applicable for BS type 2-O.

9.8.2
Minimum requirement for BS type 1-O
For BS type 1-O the transmitter intermodulation level shall not exceed the TRP unwanted emission limits specified for OTA transmitter spurious emission in subclause 9.7.5.2, OTA out-of-band emissions in subclause 9.7.4.2 and OTA ACLR in subclause 9.7.3.2 in the presence of a wanted signal and an interfering signal, defined in table 9.8.2-1.

The requirement is applicable outside the Base Station RF Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.

For RIBs supporting operation in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.

For RIBs supporting operation in multiple operating bands, the requirement applies relative to the Base Station RF Bandwidth edges of each operating band. In case the inter Base Station RF Bandwidth gap is less than [15 MHz], the requirement in the gap applies only for interfering signal offsets where the interfering signal falls completely within the inter Base Station RF Bandwidth gap.

Table 9.8.2-1: Interfering and wanted signals for
the OTA transmitter intermodulation requirement

	Parameter
	Value

	Wanted signal
	NR signal

	Interfering signal type
	NR signal of minimum supported BS channel bandwidth (BWChannel) and SCS set to 15 kHz

	Interfering signal level
	The interfering signal level is the same power level as the BS (Prated,t,TRP) fed into a co-location reference antenna.

	Interfering signal centre frequency offset from the lower (upper) edge of the wanted signal
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	NOTE:
The Prated,t,TRP is split between polarizations at the co-location reference antenna.
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