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---------------------------------------Start of Change 1-------------------------------
[bookmark: _Toc518915349]6.2.2	UE maximum output power reduction
UE is allowed to reduce the maximum output power due to higher order modulations and transmit bandwidth configurations. For UE Power Class [2] and 3, the allowed maximum power reduction (MPR) is defined in Table 6.2.2-2 and Table 6.2.2-1, respectively for channel bandwidths that meets both following criteria:
Channel bandwidth ≤ 100MHz.
Relative channel bandwidth ≤ 4% for TDD bands and ≤ 3% for FDD bands
Where relative channel bandwith = 2*BWChannel / (FUL_low  + FUL_high)  
Table 6.2.2-1 Maximum power reduction (MPR) for power class 3
	Modulation
	MPR (dB)

	
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM PI/2 BPSK
	≤ 0.5
	0

	DFT-s-OFDM QPSK
	≤ 1
	0

	DFT-s-OFDM 16 QAM
	≤ 2
	≤ 1

	DFT-s-OFDM 64 QAM
	≤ 2.5

	DFT-s-OFDM 256 QAM
	4.5

	CP-OFDM QPSK
	≤ 3
	≤ 1.5

	CP-OFDM 16 QAM
	≤ 3
	≤ 2

	CP-OFDM 64 QAM
	≤ 3.5

	CP-OFDM 256 QAM
	≤ 6.5



Table 6.2.2-2 Maximum power reduction (MPR) for power class 2
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM PI/2 BPSK
	≤ 3.5
	≤ 0.5
	0

	DFT-s-OFDM QPSK
	≤ 3.5
	≤ 1
	0

	DFT-s-OFDM 16 QAM
	≤ 3.5
	≤ 2
	≤ 1

	DFT-s-OFDM 64 QAM
	≤ 3.5
	≤ 2.5

	DFT-s-OFDM 256 QAM
	≤ 4.5

	CP-OFDM QPSK
	≤ 3.5
	≤ 3
	≤ 1.5

	CP-OFDM 16 QAM
	≤ 3.5
	≤ 3
	≤ 2

	CP-OFDM 64 QAM
	≤ 3.5

	CP-OFDM 256 QAM
	≤ 6.5



Where the following parameters are defined to specify valid RB allocation ranges for Outer and Inner RB allocations:
NRBis the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1. 
	RBStart,Low = max(1, floor(LCRB/2))
where max() indicates the largest value of all arguments and floor(x) is the greatest integer less than or equal to x.
	RBStart,High = LRB – RBStart,Low – LCRB
The RB allocation is an Inner RB allocation if the following conditions are met
	RBStart,Low  ≤  RBStart  ≤  RBStart,High, and
	LCRB  ≤  ceil(NRB/2)
where ceil(x) is the smallest integer greater than or equal to x.
For UE Power Class 2, an Edge RB allocation is one for which the RB’s are allocated at the lowermost or uppermost edge of the channel with LCRB ≤ 2 RB’s.
The RB allocation is an Outer RB allocation for all other allocations which are not an Inner RB allocation or Edge RB allocation.
When multiple transmissions are scheduled and time multiplexed in a slot, the MPR is evaluated for each type and the maximum value over the transmissions is then applicable for the entire slot.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.5 4 apply.
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