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Introduction
In this contribution we propose new additional manufacturer declarations for TS 38.141-1, which were identified during the analysis of the NR test configurations.
Discussion
Based on the review of the test configurations in TS 38.141-1, it was identified, that the declaration of the “maximum Base Station RF Bandwidth in multi-band operation” and the “maximum number of supported carriers in multi-band operation” is referred, which are not existing in subclause 4.6 (Manufacturer declarations), e.g. for the NRTC4 generation: 
	[bookmark: _Toc503972147][bookmark: _Toc519006034]4.7.6.1	NRTC4 generation
NRTC4 is based on re-using the previously specified test configurations (NRTC1, NRTC2 and NRTC3) applicable per band involved in multi-band operation. It is constructed using the following method:
-	The Base Station RF Bandwidth of each supported operating band shall be the declared maximum Base Station RF Bandwidth in multi-band operation.
-	The number of carriers of each supported operating band shall be the declared maximum number of supported carriers in multi-band operation. Carriers shall be selected according to 4.7.2 and shall first be placed at the outermost edges of the declared maximum Radio Bandwidth. Additional carriers shall next be placed at the Base Station RF Bandwidths edges, if possible.
-	The allocated Base Station RF Bandwidth of the outermost bands shall be located at the outermost edges of the declared maximum Radio Bandwidth.
-	Each concerned band shall be considered as an independent band and the carrier placement in each band shall be according to NRTC1, where the declared parameters for multi-band operation shall apply. The mirror image of the single-band test configuration shall be used in each alternate band(s) and in the highest band being.
-- 	If only three carriers are supported, two carriers shall be placed in one band according to the relevant test configuration while the remaining carrier shall be placed at the edge of the maximum Radio Bandwidth in the other band.
-	If the sum of the maximum Base Station RF Bandwidths of each supported operating bands is larger than the declared Total RF Bandwidth of transmitter and receiver for the declared band combinations of the BS, repeat the steps above for test configurations where the Base Station RF Bandwidth of one of the operating band shall be reduced so that the Total RF Bandwidth BWtot of transmitter and receiver is not exceeded and vice versa.
-	If the sum of the maximum number of supported carrier of each supported operating bands in multi-band operation is larger than the declared total number of supported carriers for the declared band combinations of the BS, repeat the steps above for test configurations where in each test configuration the number of carriers of one of the operating band shall be reduced so that the total number of supported carriers is not exceeded and vice versa.



Therefore new declaration is proposed for the “Maximum Base Station RF Bandwidth for multi-band operation”: 
Table 1
	Declaration identifier
	Declaration
	Description
	Applicability

	
	
	
	BS type 1-C
	BS type 1-H

	
	Maximum Base Station RF Bandwidth for multi-band operation
	Maximum Base Station RF Bandwidth for multi-band operation. Declared per supported operating band, per antenna connector for BS type 1-C, or TAB connector for BS type 1-H.
	x
	x

	
	Maximum number of supported carriers in multi-band operation
	Maximum number of supported carriers in multi-band operation. 
	x
	x

	
	Total RF Bandwidth
	Total RF Bandwidth of transmitter and receiver, declared per the band combinations (D6.xx). 
	x
	x



Conclusions
Based on the above discussion, the following is proposed: 
Proposal 1: Agree on the introduction of new manufacturer declarations to TS 38.141-1, as listed in table 1. 
Once the above discussion points are settled and the final list of conducted NR BS declaration is fixed, the re-numbering of declarations can be performed. A placeholder for the TS 38.141-1 manufacturer declarations re-numbering was submitted in [2]. Separate contribution for that purposes is motivated by multiple cross-references existing in the TS38.141-1 requirement’s bodies, which cannot be updated until the declaration’s set is fixed. 
Once approved, relevant corrections can be also implemented in the AAS BS specification.
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