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	Reason for change:
	In this Cat. F DraftCR, clarification notes on the NR operating band declarations are added, with references to the conducted and radiated RF test specifications. 

	
	

	Summary of change:
	· 4.1: clarification notes on the NR operating band declarations added

	
	

	Consequences if not approved:
	Information on the source of the NR operating bands to be tested would be missing.
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------------------------------ Modified section ------------------------------
[bookmark: _Toc518665968]4	Test conditions
[bookmark: _Toc518665969]4.1	General
The equipment shall be tested in normal test environment defined in BS conformance testing specification 3GPP TS 38.141-1 [3]. The test conditions shall be recorded in the test report.
For BS capable of multi-band operation, the requirements in the present document apply for each supported operating band unless otherwise stated. Operating bands shall be activated according to the test configuration in subclause 4.5. Tests shall be performed relating to each type of port and all bands shall be assessed during the tests.
The manufacturer shall declare the supported operating band(s) according to the list of NR operating bands defined in 3GPP TS 38.104 [2].
NOTE 1: NR operating bands for conducted RF testing purposes for BS type 1-C and BS type 1-H, are declared by the manufacturer according to the declarations specified in TS 38.141-1 [3], subclause 4.6.
NOTE 2: NR operating bands for radiated RF testing purposes for BS type 1-H, BS type 1-O and BS type 2-O, are declared by the manufacturer according to the declarations specified in TS 38.141-2 [4], subclause 4.6.

------------------------------ End of modified section ------------------------------


