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Introduction

This contribution provides text proposal to TS 38.141-2 to correct the list of regional requirements.

Current list indicates the subclause numbers in TS38.104. Regional requirements for conducted requirements shall be removed from TS 38.141-2.
TEXT PROPOSAL:

--------------Start of text proposal-------------
4.4
Regional requirements
Some requirements in the present document may only apply in certain regions either as optional requirements, or set by local and regional regulation as mandatory requirements. It is normally not stated in the 3GPP specifications under what exact circumstances that the requirements apply, since this is defined by local or regional regulation.

Table 4.4-1 lists all requirements in the present specification that may be applied differently in different regions. 

Table 4.4-1: List of regional requirements
	Subclause 
	Requirement
	Comments

	5.2
	Operating bands
	Some NR operating bands may be applied regionally.

	
6.7.2
	
OTA occupied bandwidth
	The requirement may be applied regionally. There may also be regional requirements to declare the occupied bandwidth according to the definition in present specification.

	
6.7.3
	
OTA absolute ACLR, 
	The emission limits specified for OTA absolute ACLR as the basic limit + X [dB] are applicable, unless stated differently in regional regulation.

	
	
	

	
6.7.4
	
OTA out-of-band emissions
	The emission limits specified for OTA out-of-band emissions as the basic limit + X [dB] are applicable, unless stated differently in regional regulation.

	
6.7.5.2
	General 
OTA transmitter spurious emissions
	Category A or Category B spurious emission limits, as defined in ITU-R Recommendation SM.329 [5], may apply regionally.  

The emission limits specified as the basic limit + X [dB] are applicable, unless stated differently in regional regulation.

	
6.7.5.4
	Additional OTA transmitter 
spurious emissions
	These requirements may be applied for the protection of system operating in frequency ranges other than the BS operating band.

	7.7
	
OTA receiver spurious emissions
	The emission limits specified as the basic limit + X [dB] are applicable, unless stated differently in regional regulation.


--------------End of text proposal-------------
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