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---START OF CHANGE 1---
[bookmark: _Toc535476020]9.2.3	Number of cells and number of SSB
9.2.3.1	Requirements for FR1
For each intra-frequency layer, the UE shall be capable of monitoring at least 8 cells.
For each intra-frequency layer, during each layer 1 measurement period, the UE shall be capable of monitoring at least [14] SSBs with different SSB index and/or PCI on the intra-frequency layer, where the number of SSBs in the serving cell (except for the SCell) is no smaller than the number of configured RLM-RS SSB resources.
9.2.3.2	Requirements for FR2
For each intra-frequency layer the UE shall be capable of monitoring at least 6 cells on a single serving carrier (PCC or PSCC or 1 SCC if PCC/PSCC is in a band different from SCC) out of all the serving carriers configured in the same band.
[bookmark: _GoBack]For each intra-frequency layer, during each layer 1 measurement period, the UE shall be capable of monitoring at least 24 SSB(s) with different SSB index and/or PCI on a single serving carrier (PCC or PSCC or 1 SCC where RSRP measurement is configured if PCC/PSCC is in a band different from SCC) out of all the serving carriers configured in the same band. UE shall be capable of monitoring 2 SSB(s) on serving cell for each of the other serving carrier(s) in the same band. UE shall be capable of performing SS-RSRP, SS-RSRQ, and SS-SINR on all above-mentioned SSBs
---END OF CHANGE 1-

