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	  1st Modification        



[bookmark: _Toc535320801]9.8	OTA transmitter intermodulation
[bookmark: _Toc535320802]9.8.1	General
The OTA transmitter intermodulation requirement is a measure of the capability of the transmitter unit to inhibit the generation of signals in its non-linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter unit via the RDN and antenna array from a co-located base station. The requirement shall apply during the transmitter ON period and the transmitter transient period.
The requirement shall apply at each RIB supporting transmission in the operating band.
The transmitter intermodulation level is the total radiated power of the intermodulation products when an interfering signal is injected into the co-location reference antenna.
The OTA transmitter intermodulation requirement is not applicable for BS type 2-O.
[bookmark: _Toc535320803]9.8.2	Minimum requirement for BS type 1-O
For BS type 1-O the transmitter intermodulation level shall not exceed the TRP unwanted emission limits specified for OTA transmitter spurious emission in subclause 9.7.5.2 (except subclause 9.7.5.2.3 and subclause 9.7.5.2.5), OTA operating band unwanted emissions in subclause 9.7.4.2 and OTA ACLR in subclause 9.7.3.2 in the presence of a wanted signal and an interfering signal, defined in table 9.8.2-1.
The requirement is applicable outside the Base Station RF Bandwidth edges. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For RIBs supporting operation in non-contiguous spectrum, the requirement is also applicable inside a sub-block gap for interfering signal offsets where the interfering signal falls completely within the sub-block gap. The interfering signal offset is defined relative to the sub-block edges.
For RIBs supporting operation in multiple operating bands, the requirement shall apply relative to the Base Station RF Bandwidth edges of each operating band. In case the inter RF Bandwidth gap is less than 3*BWChannel (where BWChannel is the minimal BS channel bandwidth of the band), the requirement in the gap shall apply only for interfering signal offsets where the interfering signal falls completely within the inter RF Bandwidth gap.
Table 9.8.2-1: Interfering and wanted signals for
the OTA transmitter intermodulation requirement
	Parameter
	Value

	Wanted signal
	NR signal or multi-carrier, or multiple intra-band contiguously or non-contiguously aggregated carriers

	Interfering signal type
	NR signal of minimum supported BS channel bandwidth (BWChannel) and SCS set to 15 kHz

	Interfering signal level
	The interfering signal level is the same power level as the BS (Prated,t,TRP) fed into a co-location reference antenna.

	Interfering signal centre frequency offset from the lower (upper) edge of the wanted signal or edge of sub-block inside a gap
	
, for n=1, 2 and 3

	NOTE:	The Prated,t,TRP is split between polarizations at the co-location reference antenna.



	 2nd Modification        



[bookmark: _Toc535310633][bookmark: _Toc535441145]10.6	OTA Blocking
[bookmark: _Toc535310634][bookmark: _Toc535320831]10.6.2.2	Co-location minimum requirement
This additional OTA out-of-band blocking requirement may be applied for the protection of BS receivers when NR, E‑UTRA BS, UTRA BS, CDMA BS or GSM/EDGE BS operating in a different frequency band are co-located with a BS.
The requirement is a co-location requirement and applies to the wanted signal for each supported polarization, under the assumption of polarization match, at the RIB when the AoA of the incident wave of the wanted signal is within the minSENS RoAo and the interfering signal arrives from a direction perpendicular to the direction of the wanted signal. The interferer power levels are specified at the co-location reference antenna conducted input. The interfering signal power is specified per supported polarization.
The requirement is valid over the minSENS RoAoA.
For OTA wanted and OTA interfering signal provided at the RIB using the parameters in table 10.6.2.1-1, the following requirements shall be met:
-	The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel. The reference measurement channel for the OTA wanted signal is identified in subclause 10.3.2 for each BS channel bandwidth and further specified in annex A. The characteristics of the interfering signal is further specified in annex D.
For BS type 1-O the OTA blocking requirement for co-location with BS in other frequency bands is applied for all operating bands for which co-location protection is provided.
Table 10.6.2.2-1: OTA blocking requirement for co-location with BS in other frequency bands
	Frequency range of interfering signal
	Wanted signal mean power (dBm)
	Interfering signal mean power for WA BS (dBm)
	Interfering signal mean power for MR BS (dBm)
	Interfering signal mean power for LA BS (dBm)
	Type of interfering signal

	Frequency range of co-located downlink operating band
	EISminSENS + 6 dB
 (Note 1)
	+46
	+38
	+24
	CW carrier

	NOTE 1:	EISminSENS depends on the BS class and on the BS channel bandwidth, see subclause 10.3.
NOTE 2:	The requirement does not apply when the interfering signal falls within any of the supported uplink operating band(s) or in ΔfOOB immediately outside any of the supported uplink operating band(s).




	  End of Modifications        
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