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[bookmark: _Toc61126130][bookmark: _Toc61125969][bookmark: _Toc61111887][bookmark: _Toc52553640][bookmark: _Toc45869081][bookmark: _Toc44584788][bookmark: _Toc36025918][bookmark: _Toc29762743][bookmark: _Toc21093214][bookmark: _Toc52466432][bookmark: _Toc45826266][bookmark: _Toc45826014][bookmark: _Toc45825762][bookmark: _Toc45825510][bookmark: _Toc44754082][bookmark: _Toc37173526][bookmark: _Toc37173274][bookmark: _Toc37162946][bookmark: _Toc35935362][bookmark: _Toc35933074][bookmark: _Toc29478476][bookmark: _Toc20997797]6.6.4.6	NR minimum requirement
For NR, the minimum requirements shall apply outside the Base Station RF Bandwidth or Radio Bandwidth whatever the type of transmitter considered (single carrier or multi-carrier) and for all transmission modes foreseen by the manufacturer's specification.
[bookmark: _Hlk508123083]For a BS operating in non-contiguous spectrum, the ACLR requirement shall apply in sub-block gaps for the frequency ranges defined in table 6.6.4.6-2a, while the CACLR requirement shall apply in sub-block gaps for the frequency ranges defined in table 6.6.4.4-1.
[bookmark: _Hlk508123095]For BS operating in multiple bands, where multiple bands are mapped onto the same antenna connector, the ACLR requirement shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.4.6-2a, while the CACLR requirement in subclause 6.6.4.4 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.4.4-1.
The requirement shall apply during the transmitter ON period. The ACLR is defined with a square filter of bandwidth equal to the transmission bandwidth configuration of the transmitted signal (BWConfig) centred on the assigned channel frequency and a filter centred on the adjacent channel frequency according to the tables below. 
[bookmark: _Hlk508124711]The ACLR absolute limit in table 6.6.4.6-2 or the ACLR (CACLR) limit in table 6.6.4.6-1, 6.6.4.6-2a or 6.6.4.4-1, whichever is less stringent, shall apply for each antenna connector.
For operation in paired and unpaired spectrum, the ACLR shall be higher than the value specified in table 6.6.4.6‑1.
Table 6.6.4.6-1: Base station ACLR limit
	Channel bandwidth of lowest/highest NR carrier transmitted BWChannel [MHz] 
	BS adjacent channel centre frequency offset below the lowest or above the highest carrier centre frequency transmitted
	Assumed adjacent channel carrier (informative)
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20, 25, 30, 35, 40, 45, 50, 60, 70, 80, 90,100 
	BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB

	
	2 x BWChannel
	NR of same BW (Note 2)
	Square (BWConfig)
	45 dB

	
	BWChannel /2 + 2.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	
	BWChannel /2 + 7.5 MHz
	5 MHz E-UTRA
	Square (4.5 MHz)
	45 dB (Note 3)

	NOTE 1:	BWChannel and BWConfig are the channel bandwidth and transmission bandwidth configuration of the lowest/highest NR carrier transmitted on the assigned channel frequency.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	The requirements are applicable when the band is also defined for E-UTRA or UTRA.



[bookmark: _Hlk508123340]The ACLR absolute limit is specified in table 6.6.4.6‑2.
Table 6.6.4.6-2: Base station ACLR absolute limit
	BS category / BS class
	ACLR absolute limit

	Category A Wide Area BS
	-13 dBm/MHz

	Category B Wide Area BS
	-15 dBm/MHz

	Medium Range BS
	-25 dBm/MHz

	Local Area BS
	-32 dBm/MHz



[bookmark: _Hlk508123610]For operation in non-contiguous spectrum or multiple bands, the ACLR shall be higher than the value specified in Table 6.6.4.6‑2a.
Table 6.6.4.6-2a: Base Station ACLR limit in non-contiguous spectrum or multiple bands
	Channel bandwidth of lowest/highest NR carrier transmitted BWChannel [MHz] 
	Sub-block or Inter RF Bandwidth gap size (Wgap) where the limit applies [MHz]
	BS adjacent channel centre frequency offset below or above the sub-block or Base Station RF Bandwidth edge (inside the gap)
	Assumed adjacent channel carrier
	Filter on the adjacent channel frequency and corresponding filter bandwidth
	ACLR limit

	5, 10, 15, 20
	Wgap ≥ 15 (Note 3)
Wgap ≥ 45 (Note 4)
	2.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	Wgap ≥ 20 (Note 3)
Wgap ≥ 50 (Note 4)
	7.5 MHz
	5 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100
	Wgap ≥ 60 (Note 4)
Wgap ≥ 30 (Note 3) 
	10 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	
	Wgap ≥ 80 (Note 4)
Wgap ≥ 50 (Note 3)
	30 MHz
	20 MHz NR (Note 2)
	Square (BWConfig)
	45 dB

	NOTE 1:	BWConfig is the transmission bandwidth configuration of the assumed adjacent channel carrier.
NOTE 2:	With SCS that provides largest transmission bandwidth configuration (BWConfig).
NOTE 3:	Applicable in case the channel bandwidth of the carrier transmitted at the other edge of the gap is 5, 10, 15, 20 MHz.
NOTE 4:	Applicable in case the channel bandwidth of the NR carrier transmitted at the other edge of the gap is 25, 30, 35, 40, 45, 50, 60, 70, 80, 90, 100 MHz.



------------------------------------------------------------- NEXT CHANGE ------------------------------------------------------
[bookmark: _Toc61126166][bookmark: _Toc61126005][bookmark: _Toc61111923][bookmark: _Toc52553676][bookmark: _Toc45869117][bookmark: _Toc44584824][bookmark: _Toc36025954][bookmark: _Toc29762779][bookmark: _Toc21093250]7.7.1	General intermodulation minimum requirement
Interfering signals shall be a CW signal and an E-UTRA or UTRA signal as specified in Annex A. 
The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges.
For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap, in case the gap size is at least twice as wide as the UTRA/E-UTRA interfering signal centre frequency offset from the Base Station RF Bandwidth edge. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the inter Base Station RF Bandwidth gap.
For the wanted signal at the assigned channel frequency and two interfering signals coupled to the base station antenna input, using the parameters in Table 7.7.1-1 and 7.7.1-2, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.
-	For any UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.
-	For any UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [3], subclause 7.2.
-	For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.2.
-	For any NB-IoT carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.
-	For any NR carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 38.104 [17], subclause 7.2.
Table 7.7.1-1: General intermodulation requirement
	Base Station Type
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	-48+y (Note 6)
	PREFSENS +x dB (Note 2)
	See Table 7.7.1-2

	Medium Range BS
	-44+y (Note 6)
	PREFSENS +x dB (Note 3, 5)
	

	Local Area BS
	-38+y (Note 6)
	PREFSENS +x dB (Note 4, 5)
	

	NOTE 1:	PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see subclause 7.2. 
NOTE 2:	For WA BS, "x" is equal to 6 in case of NR or E-UTRA or UTRA or NB-IoT wanted signals and equal to 3 in case of GSM/EDGE wanted signal. 
NOTE 3:	For MR BS supporting GSM and/or UTRA, "x" is equal to 6 in case of UTRA wanted signals, 9 in case of NR or E-UTRA or NB-IoT wanted signal and equal to 3 in case of GSM/EDGE wanted signal. 
NOTE 4:	For LA BS supporting GSM and/or UTRA, "x" is equal to 12 in case of NR or E-UTRA or NB-IoT wanted signals, 6 in case of UTRA wanted signal and equal to 3 in case of GSM/EDGE wanted signal. 
NOTE 5:	For a BS neither supporting GSM nor UTRA, x is equal to 6 for all BS classes if NR is supported, or x is equal to 9 for MR and 12 for LA BS if NR is not supported.
NOTE 6:	For a BS supporting NR but neither UTRA nor GSM; "y" is equal to -4 for the WA BS class, -3 for the MR BS class and -6 for the LA BS class. For all other cases, "y" is equal to zero for all BS classes



Table 7.7.1-2: Interfering signals for intermodulation requirement 
	RAT of the carrier adjacent to the upper/lower Base Station RF Bandwidth edge
	Interfering signal centre frequency offset from the Base Station RF Bandwidth edge [MHz]
	Type of interfering signal

	E-UTRA 1.4 MHz

	[bookmark: OLE_LINK5]±2.0 (BC1 and BC3) / 
±2.1 (BC2)
	CW

	
	±4.9
	1.4MHz E-UTRA signal

	E-UTRA or E-UTRA with NB-IoT in-band 3 MHz

	±4.4 (BC1 and BC3) / 
±4.5 (BC2)
	CW

	
	±10.5
	3MHz E-UTRA signal

	UTRA FDD and 
E-UTRA or E-UTRA with NB-IoT in-band/guard band 5 MHz
	±7.5
	CW

	
	±17.5
	5MHz E-UTRA signal

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 10 MHz

	±7.375
	CW

	
	±17.5
	5MHz E-UTRA signal

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 15 MHz

	±7.25
	CW

	
	±17.5
	5MHz E-UTRA signal

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 20 MHz
	±7.125
	CW

	
	±17.5
	5MHz E-UTRA signal

	GSM/EDGE/NB-IoT standalone
	±7.575
	CW

	
	±17.5
	5MHz E-UTRA signal

	1.28 Mcps UTRA TDD
	±2.3 (BC3)
	CW

	
	±5.6 (BC3)
	1.28Mcps UTRA TDD signal

	NR 5 MHz or NR with NB-IoT operation in NR in-band
	±7.5
	CW

	
	±17.5
	5MHz E-UTRA signal

	NR 10 MHz or NR with NB-IoT operation in NR in-band
	±7.465
	CW

	
	±17.5
	5MHz E-UTRA signal

	NR 15 MHz or NR with NB-IoT operation in NR in-band
	±7.43
	CW

	
	±17.5
	5MHz E-UTRA signal

	NR 20 MHz or NR with NB-IoT operation in NR in-band
	±7.395
	CW

	
	±17.5
	5MHz E-UTRA signal

	NR 25 MHz or NR with NB-IoT operation in NR in-band
	±7.465
	CW

	
	±25
	20MHz E-UTRA signal

	NR 30 MHz or NR with NB-IoT operation in NR in-band
	±7.43
	CW

	
	±25
	20MHz E-UTRA signal

	NR 35 MHz or NR with NB-IoT operation in NR in-band
	±7.44
	CW

	
	±25
	20MHz E-UTRA signal

	NR 40 MHz or NR with NB-IoT operation in NR in-band
	±7.45
	CW

	
	±25
	20MHz E-UTRA signal

	NR 45 MHz or NR with NB-IoT operation in NR in-band
	±7.37
	CW

	
	±25
	20MHz E-UTRA signal

	NR 50 MHz or NR with NB-IoT operation in NR in-band
	±7.35
	CW

	
	±25
	20MHz E-UTRA signal

	NR 60 MHz
	±7.49
	CW

	
	±25
	20MHz E-UTRA signal

	NR 70 MHz
	±7.42
	CW

	
	±25
	20MHz E-UTRA signal

	NR 80 MHz
	±7.44
	CW

	
	±25
	20MHz E-UTRA signal

	 NR 90 MHz
	±7.46
	CW

	
	±25
	20MHz E-UTRA signal

	NR 100 MHz
	±7.48
	CW

	
	±25
	20MHz E-UTRA signal



[bookmark: _Toc61126167][bookmark: _Toc61126006][bookmark: _Toc61111924][bookmark: _Toc52553677][bookmark: _Toc45869118][bookmark: _Toc44584825][bookmark: _Toc36025955][bookmark: _Toc29762780][bookmark: _Toc21093251]7.7.2	General narrowband intermodulation minimum requirement
Interfering signals shall be a CW signal and an E-UTRA 1RB signal as specified in Annex A.
The requirement is applicable outside the Base Station RF Bandwidth or Radio Bandwidth. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges or Radio Bandwidth edges. 
For BS operating in non-contiguous spectrum within each supported operating band, the requirement applies in addition inside any sub-block gap in case the sub-block gap is at least as wide as the channel bandwidth of the E-UTRA interfering signal in Table 7.7.2-2. The interfering signal offset is defined relative to the sub-block edges inside the gap.
For BS capable of multi-band operation, the requirement applies in addition inside any Inter RF Bandwidth gap in case the gap size is at least as wide as the E-UTRA interfering signal in Table 7.7.2-2. The interfering signal offset is defined relative to the Base Station RF Bandwidth edges inside the Inter RF Bandwidth gap.
For the wanted signal at the assigned channel frequency and two interfering signals coupled to the base station antenna input, using the parameters in Table 7.7.2-1 and 7.7.2-2, the following requirements shall be met:
-	For any E-UTRA carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.
-	For any UTRA FDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.104 [2], subclause 7.2.
-	For any UTRA TDD carrier, the BER shall not exceed 0.001 for the reference measurement channel defined in TS 25.105 [3], subclause 7.2.
-	For any GSM/EDGE carrier, the conditions are specified in TS 45.005 [5], Annex P.2.2.
-	For any NB-IoT carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 36.104 [4], subclause 7.2.
-	For any NR carrier, the throughput shall be ≥ 95% of the maximum throughput of the reference measurement channel defined in TS 38.104 [17], subclause 7.2.
Table 7.7.2-1: General narrowband intermodulation requirement 
	Base Station Type
	Mean power of interfering signals [dBm]
	Wanted Signal mean power [dBm]
	Type of interfering signal

	Wide Area BS
	-52
	PREFSENS +x dB (NOTE 1)
	See Table 7.7.2-2

	Medium Range BS
	-47
	
	

	Local Area BS
	-44
	
	

	NOTE 1:	PREFSENS depends on the RAT, the BS class and on the channel bandwidth, see subclause 7.2.
"x" is equal to 6 in case of NR, NB-IoT, E-UTRA or UTRA wanted signals and equal to 3 in case of GSM/EDGE wanted signal.



Table 7.7.2-1a: Void

Table 7.7.2-2: Interfering signals for narrowband intermodulation requirement 
	RAT of the carrier adjacent to the upper/lower Base Station RF Bandwidth edge or sub-block edge
	CW or 1RB interfering signal centre frequency offset from the Base Station RF Bandwidth edge or sub-block edge inside a gap [kHz]
	Type of interfering signal

	E-UTRA 1.4 MHz

	±260 (BC1 and BC3) /  
±270 (BC2)
	CW

	
	±970 (BC1 and BC3) / 
±790 (BC2)
	1.4 MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band 3 MHz

	±260 (BC1 and BC3) / 
±270 (BC2)
	CW

	
	±960 (BC1 and BC3) / 
±780 (BC2)
	3.0 MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 5 MHz
	±360 (NOTE 3)
	CW

	
	±1060
	5 MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 10 MHz
(NOTE 2)
	±325 (NOTE 3)
	CW

	
	±1240
	5 MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 15 MHz
(NOTE 2)
	±380 (NOTE 3)
	CW

	
	±1600
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	E-UTRA or E-UTRA with NB-IoT in-band/guard band 20 MHz
(NOTE 2)
	±345 (NOTE 3)
	CW

	
	±1780
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	UTRA FDD
	±345 (BC1 and BC2)
	CW

	
	±1780 (BC1 and BC2)
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	GSM/EDGE
	±340
	CW

	
	±880
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	NB-IoT standalone
	±340
	CW

	
	±880
	5MHz E-UTRA signal, 1 RB (NOTE 1)

	1.28Mcps UTRA TDD
	±190 (BC3)
	CW

	
	±970 (BC3)
	1.4 MHz E-UTRA signal, 1 RB (NOTE 1)

	NR 5 MHz or NR with NB-IoT operation in NR in-band
	±360
	CW

	
	±1420
	E-UTRA signal, 1 RB (NOTE 1)

	NR 10 MHz or NR with NB-IoT operation in NR in-band
	±370
	CW

	
	±1960
	E-UTRA signal, 1 RB (NOTE 1)

	NR 15 MHz or NR with NB-IoT operation in NR in-band (Note 2)
	±380
	CW

	
	±1960
	E-UTRA signal, 1 RB (NOTE 1)

	NR 20 MHz or NR with NB-IoT operation in NR in-band (Note 2)
	±390
	CW

	
	±2320
	E-UTRA signal, 1 RB (NOTE 1)

	NR 25 MHz or NR with NB-IoT operation in NR in-band (Note 2)
	±325
	CW

	
	±2350
	E-UTRA signal, 1 RB (NOTE 1)

	NR 30 MHz or NR with NB-IoT operation in NR in-band (Note 2)
	±335
	CW

	
	±2350
	E-UTRA signal, 1 RB (NOTE 1)

	NR 35 MHz or NR with NB-IoT operation in NR in-band (Note 2)
	±345
	CW

	
	±2710
	E-UTRA signal, 1 RB (NOTE 1)

	NR 40 MHz or NR with NB-IoT operation in NR in-band (Note 2)
	±355
	CW

	
	±2710
	E-UTRA signal, 1 RB (NOTE 1)

	NR 45 MHz or NR with NB-IoT operation in NR in-band (Note 2)
	±365
	CW

	
	±2710
	E-UTRA signal, 1 RB (NOTE 1)

	NR 50 MHz or NR with NB-IoT operation in NR in-band (Note 2)
	±375
	CW

	
	±2710
	E-UTRA signal, 1 RB (NOTE 1)

	NR 60 MHz (Note 2)
	±395
	CW

	
	±2710
	E-UTRA signal, 1 RB (NOTE 1)

	NR 70 MHz (Note 2)
	±415
	CW

	
	±2710
	E-UTRA signal, 1 RB (NOTE 1)

	NR 80 MHz (Note 2)
	±435
	CW

	
	±2710
	E-UTRA signal, 1 RB (NOTE 1)

	 NR 90 MHz (Note 2)
	±365
	CW

	
	±2530
	E-UTRA signal, 1 RB (NOTE 1)

	NR 100 MHz (Note 2)
	±385
	CW

	
	±2530
	E-UTRA signal, 1 RB (NOTE 1)

	NOTE 1:	Interfering signal consisting of one resource block positioned at the stated offset, the channel bandwidth of the interfering signal is located adjacently to the Base Station RF Bandwidth edge. 
NOTE 2:	This requirement shall apply only for an E-UTRA FRC A1-3 or NR G-FRC mapped to the frequency range at the channel edge adjacent to the interfering signals. 
NOTE 3:	The frequency offset shall be adjusted to accommodate the IMD product to fall in the NB-IoT RB for NB-IoT in-band/guard band operation.
NOTE 4:	If a BS RF receiver fails the test of the requirement, the test shall be performed with the CW interfering signal frequency shifted away from the wanted signal by 180 kHz and the E-UTRA interfering signal frequency shifted away from the wanted signal by 360 kHz. If the BS RF receiver still fails the test after the frequency shift, then the BS RF receiver shall be deemed to fail the requirement.



