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<Start of Change 1>

[bookmark: _Toc383690896][bookmark: OLE_LINK5]10.1.24.2	Measurement Accuracy Requirements
10.1.24.2.1 Absolute PRS RSRP accuracy
[bookmark: OLE_LINK70][bookmark: OLE_LINK71]The absolute accuracy requirements for PRS-RSRP measurement for FR1 defined in Table 10.1.24.2.1-1 are valid under the following conditions:
· Conditions defined in 38.101-1 Clause 7.3 for reference sensitivity are fulfilled.
· PRP 1,2|dBm according to Annex B.2.x for a corresponding Band

The absolute accuracy requirements for PRS-RSRP measurement for FR2 defined in Table 10.1.24.2.1-2 are valid under the following conditions:
· Conditions defined in 38.101-2 Clause 7.3 for reference sensitivity are fulfilled.
· PRP 1,2|dBm according to Annex B.2.x for a corresponding Band

Table 10.1.24.2.1-1: PRS-RSRP absolute accuracy for FR1
TBA

Table 10.1.24.2.1-2: PRS-RSRP absolute accuracy for FR2
TBA

10.1.24.2.2 Relative PRS RSRP accuracy
The relative accuracy of PRS-RSRP is defined as the PRS-RSRP measured from one cell compared to the PRS-RSRP measured from another cell on the same frequency, or between any two PRS-RSRP levels measured on the same cell.
The relative accuracy requirements for PRS-RSRP measurement for FR1 defined in Table 10.1.24.2.2-1 are valid under the following conditions:
· Conditions defined in 38.101-1 Clause 7.3 for reference sensitivity are fulfilled.
· PRP 1,2|dBm according to Annex B.2.x for a corresponding Band

The relative accuracy requirements for PRS-RSRP measurement for FR2 defined in Table 10.1.24.2.2-2 are valid under the following conditions:
· Conditions defined in 38.101-2 Clause 7.3 for reference sensitivity are fulfilled.
· PRP 1,2|dBm according to Annex B.2.x for a corresponding Band

Table 10.1.24.2.2-1: PRS-RSRP relative accuracy for FR1
TBA




Table 10.1.24.2.2-2: PRS-RSRP relative accuracy for FR2
TBA

<End of Change 1>

