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[bookmark: _Toc21338205][bookmark: _Toc29808313][bookmark: _Toc37068232][bookmark: _Toc37083777][bookmark: _Toc37084119][bookmark: _Toc40209481][bookmark: _Toc40209823][bookmark: _Toc45892782]START OF CHANGE 1
[bookmark: _Toc13090672]5.3.2.1.3	Minimum requirements for power saving
During the test the UE shall monitor the DCI format 2_6 PDCCH in DRX off state and decide whether to receive the following PDCCH in DRX on period. 
The parameters specified in Table 5.3.2.1.3-1 are valid for FDD test unless otherwise stated.
Table 5.3.2.1.3-1: Test Parameters
	Parameter
	Unit
	1 Tx Antenna

	CCE to REG mapping type
	
	nonInterleaved

	REG bundle size
	
	6

	Shift Index
	
	0

	DRX cycle
	ms
	10

	ps-WakeUp-r16
	
	absent

	Wake-up indication bit in DCI format 2_6
	
	1

	PDCCH DCI format 2_6 configuration
	PS-offset
	
	

	
	Number of PDCCH candidates
	
	1

	
	Frequency domain resource allocation for CORESET
	
	Start from RB = 0 with contiguous RB allocation

	
	TCI state
	
	TCI state #1

	Slots for PDCCH monitoring
	
	Each slot during DRX-on period

	Note: TminimumTimeGap is signaled as a part of drx-Adaptation-r16 UE capability.



For the parameters specified in Table 5.3.2.1.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) observed on PDCCH during DRX on shall be below the specified value in Table 5.3.2.1.3-2. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.2.1.3-2: Minimum performance for PDCCH with 15 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 
	48
	2
	4
	R.PDCCH. 1-2.4 FDD
	TDLA30-10
	1x2 Low
	1
	[5.5]

	
	
	
	2
	8
	R.PDCCH. 1-2.7 FDD
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START OF CHANGE 2
5.3.3.1.3	Minimum requirements for power saving
During the test the UE shall monitor the DCI format 2_6 PDCCH in DRX off state and decide whether to receive the following PDCCH in DRX on period. 
The parameters specified in Table 5.3.3.1.3-1 are valid for FDD test unless otherwise stated.
Table 5.3.3.1.3-1: Test Parameters
	Parameter
	Unit
	1 Tx Antenna

	CCE to REG mapping type
	
	nonInterleaved

	REG bundle size
	
	6

	Shift Index
	
	0

	DRX cycle
	ms
	10

	ps-WakeUp-r16
	
	absent

	Wake-up indication bit in DCI format 2_6
	
	1

	PDCCH DCI format 2_6 configuration
	PS-offset
	
	

	
	Number of PDCCH candidates
	
	1

	
	Frequency domain resource allocation for CORESET
	
	Start from RB = 0 with contiguous RB allocation

	
	TCI state
	
	TCI state #1

	Slots for PDCCH monitoring
	
	Each slot during DRX-on period

	Note: TminimumTimeGap is signaled as a part of drx-Adaptation-r16 UE capability.



For the parameters specified in Table 5.3.3.1.3-1, the average probability of a missed downlink scheduling grant (Pm-dsg) observed on PDCCH during DRX on shall be below the specified value in Table 5.3.3.1.3-2. The downlink physical setup is in accordance with Annex C.3.1.
Table 5.3.3.1.3-2: Minimum performance for PDCCH with 15 kHz SCS
	Test number
	Bandwidth (MHz)
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 
	48
	2
	4
	R.PDCCH. 1-2.4 FDD
	TDLA30-10
	1x4 Low
	1
	0.2

	
	
	
	2
	8
	R.PDCCH. 1-2.7 FDD
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