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[bookmark: _Toc61184221]8.2.2	Radiated emission, ancillary equipment
This test is only applicable to ancillary equipment not incorporated in the radio equipment and intended to be measured on a stand-alone basis, as declared by the manufacturer. This test shall be performed on a representative configuration of the ancillary equipment.
This test is not applicable for ancillary equipment incorporated in the radio equipment, or for ancillary equipment intended to be measured in combination with the radio equipment. In these cases, the requirements of the relevant product standard for the effective use of the radio spectrum shall apply.
[bookmark: _Toc49507528][bookmark: _Toc53220166][bookmark: _Toc53219016][bookmark: _Toc20994264][bookmark: _Toc29812123][bookmark: _Toc37139311][bookmark: _Toc53219723][bookmark: _Toc37268315][bookmark: _Toc37268409][bookmark: _Toc61184222][bookmark: _Toc45879619]8.2.2.1	Definition
This test assesses the ability of ancillary equipment to limit unwanted emission from the enclosure port.
[bookmark: _Toc53219017][bookmark: _Toc37139312][bookmark: _Toc37268316][bookmark: _Toc49507529][bookmark: _Toc53219724][bookmark: _Toc37268410][bookmark: _Toc61184223][bookmark: _Toc29812124][bookmark: _Toc20994265][bookmark: _Toc53220167][bookmark: _Toc45879620]8.2.2.2	Test method
The test method shall be in accordance with CISPR 32[6].
[bookmark: _Toc61184224][bookmark: _Toc37268317][bookmark: _Toc53219725][bookmark: _Toc29812125][bookmark: _Toc37268411][bookmark: _Toc49507530][bookmark: _Toc53219018][bookmark: _Toc37139313][bookmark: _Toc53220168][bookmark: _Toc20994266][bookmark: _Toc45879621]8.2.2.3	Limits
The ancillary equipment shall meet the limits according to CISPR 32[6] table A.4 and table A.5.
For the referred limit values, the following shall apply:
Where the limits value varies over a given frequency range, it changes linearly with respect to the logarithm of the frequency.
Where there is a step in the relevant limit, the lower value shall be applied at the transition frequency.
Alternatively, for ancillary equipment intended to be used in telecommunication centres only, the class A limits given in CISPR 32 [6], annex A, table A.2 and table A.3 may be used.
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