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----- << Start of Change 1>> -----
[bookmark: OLE_LINK93]11.1.6	Power imbalance performance with two links
11.1.6.1	2RX requirements
11.1.6.1.1	Minimum requirements
The purpose of this test is to check the demodulation performance when receiving PSSCH transmissions from two Sidelink UEs with power imbalance in one slot.
The minimum requirements are specified in Table 11.1.6.1.1-2 with the test parameters specified in Table 11.1.6.1.1-1. The Sidelink UE 1 and 2 are synchronized to GNSS or GNSS-equivalent synchronization reference.
[bookmark: OLE_LINK103]Table 11.1.6.1.1-1:  Test Parameters
	Parameter
	Unit
	Test 1

	Active cell(s)
	
	None

	Active Sidelink UE(s)
	
	Sidelink UE 1, Sidelink UE 2

	Sidelink UE 1
	Sidelink Transmissions
	
	PSCCH + PSSCH

	
	[bookmark: OLE_LINK148]PSSCH DMRS pattern(Note 1)
	
	[bookmark: OLE_LINK149]{2,3}

	
	Sub-channel allocation 
	
	Sub-channel 0

	
	Time offset (Note 2)
	s
	0

	
	Frequency offset (Note 3)
	Hz
	0

	
	Antenna configuration
	
	1x2 Low

	
	PSFCH periodicity
	Slots
	4

	
	MinTimeGapPSFCH
	Slots 
	3

	Sidelink UE 2
	Sidelink Transmissions
	
	PSCCH + PSSCH

	
	PSSCH DMRS pattern(Note 1)
	
	{2,3}

	
	Sub-channel allocation 
	
	Sub-channnel 3

	
	[bookmark: OLE_LINK150]Time offset (Note 2)
	s
	0

	
	Frequency offset (Note 3)
	Hz
	0

	
	Antenna configuration
	
	1x2 Low

	
	PSFCH periodicity
	Slots
	4

	
	MinTimeGapPSFCH
	Slots 
	3

	Note 1:	{x, y}: x and y means the number of DMRS symbols for slot with PSFCH transmission and without PSFCH transmission, respectively.
Note 2:	Time offset of received signal by Sidelink UE with respect to GNSS reference timing.
Note 3:	Frequency offset of received signal by Sidelink UE with respect to GNSS reference frequency.



Table 11.1.6.1.1-2: Minimum performance
	Test number
	Bandwidth (MHz)/
Subcarrier spacing(kHz)
	Sidelink UE
	PSSCH Reference channel
	Modulation format and
code rate
	[bookmark: OLE_LINK17]Propagation condition
	Reference value

	
	
	
	
	
	
	PSSCH BLER (%)
	SNR (dB) of PSSCH

	1
	20 / 30
	1
	R.PSSCH.2-1.4
	QPSK, 0.30
	AWGN
	(Note 1) 
	30.35

	
	
	2
	R.PSSCH.2-1.4
	QPSK, 0.30
	AWGN
	10
	[4.78]

	Note 1: 	There is no BLER requirement for Sidelink UE 1.
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