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TSG-RAN WG4 UMTS 1800/1900 Ad Hoc meeting                                    R4-1800ah-0123

Seattle, USA, 2-3 May, 2001


Agenda Item:
3.2
Source: 
AT&T Wireless Services
Title: 
Proposed Note for R99 Specification on UMTS1900 Operation
Document for:
Discussion and acceptance
___________________________________________________________________________

1. Introduction

According to the agreement reached in 3GPP TSG RAN#11 (Palm Spring), UMTS1900 support in R99 specifications is not complete due to lack of consideration of narrow band interference. A proper statement shall be added to current R99 specification to identify the problem. This contribution proposes the text of the statement for the relevant specifications. 

2. proposed statement

NOTE: UMTS-1900 support is not completely specified in this release. 

3. Action Required

Add the statement to following specifications: 25.101, 25.104 and accept attached CRs

REferences

1. 3GPP TSG RAN #11, RP-01-0082, “Expanding UMTS1800 Co-existence WI to Cover PCS1900 Band Operation”

2. 3GPP RAN Plenary #11 Meeting Summary
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5.1
General

The information presented in this subclause is based on a chip rate of 3.84 Mcps.

NOTE:
Other chip rates may be considered in future releases.

5.2
Frequency bands

UTRA/FDD is designed to operate in either of the following paired bands:

(a)

1920 – 1980 MHz:
Up-link (UE transmit, Node B receive)

2110 – 2170 MHz:
Down-link (Node B transmit, UE receive)

(b)*
1850 – 1910 MHz:
Up-link (UE transmit, Node B receive)


1930 – 1990 MHz:
Down-link (Node B transmit, UE receive)

* Used in Region 2.

Additional allocations in ITU region 2 are FFS.

Deployment in other frequency bands is not precluded.

NOTE:
UMTS-1900 support is not completely specified in this release.
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5.1
General

The information presented in this section is based on a chip rate of 3.84 Mcps.

NOTE 1:
Other chip rates may be considered in future releases.

5.2
Frequency bands

UTRA/FDD is designed to operate in either of the following paired bands;

(a)
1920 - 1980MHz:
Up-link (Mobile transmit, base receive)
2110 - 2170MHz:
Down-link (Base transmit, mobile receive)

(b)
1850 - 1910MHz:
Up-link (Mobile transmit, base receive)
1930 - 1990MHz:
Down-link (Base transmit, mobile receive)
(Note 1)

NOTE 1:
Used in Region 2. Additional allocations in ITU region 2 are FFS.

NOTE 2:
Deployment in other frequency bands is not precluded.

NOTE 3:
UMTS-1900 support is not completely specified in this release.
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