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1 Introduction
This contribution provides a text proposal on general co-existence study for EN-DC combinations based on [1]. 
References
[1] R4-1800459, Consideration on co-existence study for 2UL band combinations, Huawei, HiSilicon.
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<Start of Text Proposal>
2 5
DC band combination of LTE 1DL/1UL + one NR band: General Part
5.3 Harmonics and IMD study
For each inter-band DC band combination, the harmonic and IMD products can be calculated by the formula shown in Table 5.3-1. For 2UL inter-band DC, up to 3rd harmonics and up to 5th IMD shall be considered in the analysis.
Table 5.3-1: Harmonics and IMD products

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	Two tone 2nd order IMD products
	|fy_low – fx_high|
	|fy_high – fx_low|
	|fy_low + fx_low|
	|fy_high + fx_high|

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	|2*fy_low – fx_high|
	|2*fy_high – fx_low|

	Two-tone 3rd order IMD products
	|2*fx_low + fy_low|
	|2*fx_high + fy_high|
	|2*fy_low + fx_low|
	|2*fy_high + fx_high|

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	|3*fy_low – fx_high|
	|3*fy_high – fx_low|

	Two-tone 4th order IMD products
	|3*fx_low + fy_low|
	|3*fx_high + fy_high|
	|3*fy_low + fx_low|
	|3*fy_high + fx_high|

	Two-tone 4th order IMD products
	|2*fx_low – 2*fy_high|
	|2*fx_high – 2*fy_low|
	|2*fx_low + 2*fy_low|
	|2*fx_high + 2*fy_high|

	Two-tone 5th order IMD products
	|fx_low – 4*fy_high| 
	|fx_high – 4*fy_low|
	|fy_low – 4*fx_high|
	|fy_high – 4*fx_low|

	Two-tone 5th order IMD products
	|fx_low + 4*fy_low|
	|fx_high + 4*fy_high|
	|fy_low + 4*fx_low|
	|fy_high + 4*fx_high|

	Two-tone 5th order IMD products
	|2*fx_low – 3*fy_high|
	|2*fx_high – 3*fy_low|
	|2*fy_low – 3*fx_high|
	|2*fy_high – 3*fx_low|

	Two-tone 5th order IMD products
	|2*fx_low + 3*fy_low|
	|2*fx_high + 3*fy_high|
	|2*fy_low + 3*fx_low|
	|2*fy_high + 3*fx_high|


Instead, a concise table in Table 5.3-2 shall be provided for each DC band combination. 

Table 5.3-2 Harmonics and IMD products
	NR DC
Configuration
	E-UTRA/NR band
	DL frequency range (MHz)
	Rx Impact
	Harmonic/IMD orders
	Notes

	DC_xA-nyA
	x
	xxxx-xxxx
	Yes/No
	2nd Harmonic,

IMD2
	

	
	ny
	xxxx-xxxx
	Yes/No
	4th Harmonic,

IMD4
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