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--------------Start of change------------
6.2
Base station output power

6.2.1
General

The BS conducted output power requirement is specified at antenna connector for BS type 1-C, or at TAB connector for BS type 1-H. 

The rated carrier output power of the BS type 1-C shall be as specified in table 6.2.1-1.
Table 6.2.1-1: BS type 1-C rated output power limits for BS classes

	BS class
	Prated,c,AC

	Wide Area BS
	(Note)

	Medium Range BS
	≤ 38 dBm

	Local Area BS
	≤ 24 dBm

	NOTE:
There is no upper limit for the Prated,c,AC rated output power of the Wide Area Base Station.


The rated carrier output power of the BS type 1-H shall be as specified in table 6.2.1-2.
Table 6.2.1-2: BS type 1-H rated output power limits for BS classes

	BS class
	Prated,c,sys
	Prated,c,TABC

	Wide Area BS
	(Note)
	(Note)

	Medium Range BS
	≤ 38 dBm +10log(NTXU,counted)
	≤ 38 dBm

	Local Area BS
	≤ 24 dBm +10log(NTXU,counted)
	≤ 24 dBm

	NOTE:
There is no upper limit for the PRated,c,sys or PRated,c,TABC of the Wide Area Base Station.


--------------End of change------------
