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<< Start of changes>>
[bookmark: _Toc501113929]9.1.3.2	Maximum allowed layers for multiple monitoring
[bookmark: _Hlk503785599]9.1.3.2.1	Maximum allowed layers for multiple monitoring in NSA
If a UE is configured with E-UTRA-NR dual connectivity operation, the UE shall be capable of monitoring at least:
-	Depending on UE capability, [7] NR inter-frequency carriers configured by PScell, and 
-	Depending on UE capability, [7] NR inter-RAT carriers configured by E-UTRA PCell [15], and
-	Depending on UE capability, [6] E-UTRA TDD inter-frequency carriers configured by E-UTRA PCell [15], and
-	Depending on UE capability, [6] E-UTRA FDD inter-frequency carriers configured by E-UTRA PCell [15],
In addition to the requirements defined above, the UE shall be capable of monitoring a total of at least [13] effective carrier frequency layers comprising of any above defined combination of NR, E-UTRA FDD and E-UTRA TDD layers. The UE shall be capable of monitoring a total of at least [7] effective NR carrier frequency layers configured by E-UTRA PCell and/or PScell. 
Note: The E-UTRA-NR dual connectivity capable UE configured with PSCell shall fulfil the requirements defined in only one of Section 9.1.3.2 and Section 8.2.1.1b.1 of [15].

9.1.3.2.2	Maximum allowed layers for multiple monitoring in SA
The UE shall be capable of monitoring at least:
-	[7] NR inter-frequency carriers, and 
-	Depending on UE capability, [6] E-UTRA TDD carriers, and
-	Depending on UE capability, [6] E-UTRA FDD carriers,
In addition to the requirements defined above, the UE shall be capable of monitoring a total of at least [13] effective carrier frequency layers comprising of any above defined combination of NR, E-UTRA FDD and E-UTRA TDD layers. 


<< End of changes>>

