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---Start of changes---

6.2.1
Transmitter power for carrier aggregation

6.2.1.1
Transmitter power for inter-band NR CA in FR1
For inter-band NR CA in FR1, the UE Power Classes in Table 6.2.1-1 define the maximum output power for any transmission bandwidth within the aggregated channel bandwidth. The maximum output power is measured as the sum of the maximum output power at each UE antenna connector. The period of measurement shall be at least one sub frame (1ms). UE maximum output power shall be measured over all component carriers from different bands. If each band has separate antenna connectors, maximum output power is measured as the sum of maximum output power at each UE antenna connector. 
Table 6.2.1-1: Maximum output power for inter-band NR CA
	CA configuration
	
	Power class 3

(dBm)
	Tolerance

(dB)

	
	
	
	

	
	
	
	

	
	
	
	


6.2.1.2
Transmitter power for inter-band NR CA in FR1 and FR2 combined
For inter-band NR CA in FR1 and FR2 combined, the UE shall meet each transmitter power requirement specified in clause 6.2.2 of TS 36.101 and clause 6.2.1 TS 38.101-2 independently.
---Text omitted---

6.2.5
Configured maximum output power for EN-DC

< any intermediate sub-clauses omitted > 

6.2.6
ΔTIB,c for NR CA
For the UE which supports inter-band NR CA configuration, ΔTIB,c in Tables below applies. Unless otherwise stated, ΔTIB,c is set to zero.
---Text omitted---

7.2.1
ΔRIB,c for NR CA


For the UE which supports inter-band NR CA configuration, the minimum requirement for reference sensitivity in Table 7.3.1-1 and Table 7.3.1-1a in TS 36.101, Table 7.3-1 in TS 38.101-1 and Table 7.3.1-1 in TS 38.101-2 shall be increased by the amount given in ΔRIB,c in Tables below. Unless otherwise stated, ΔRIB,c is set to zero.
---End of changes---
