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<< Start of changes>>
9.X Network-indicated measurements on deactivated SCCs
9.X.1	Introduction
This section contains requirements for measurements on deactivated SCells on network-indicated measurement occasions.
The requirements are applicable for a UE which has indicated to the network a need for interruptions during measurements on deactivated SCells.
9.X.2	Requirements
A UE which causes interruptions during measurements on deactivated SCells shall indicate this to the network.
If indicated by the network, the UE shall use the indicated SMTCs for measurements on the deactivated SCells. The UE is not allowed to cause autonomous interruptions due to measurements on the deactivated SCells. The UE is only allowed: 
For E-UTRA PCell and E-UTRA SCell
· an interruption of 1 subframe before and 1 subframe after the network indicated measurement specific SMTC on the deactivated SCell
For PCell, PSCell and SCell
· an interruption as defined in Table 9.X.2-1 before and after the network indicated measurement specific SMTC on the deactivated SCell.
Table 9.X.2-1: Interruption duration for PSCell and SCell in SCG.
	SCS (kHz)
	Interruption duration (slots)

	15
	1

	30
	1

	60
	1

	120
	2

	240
	2



Editor’s note: Measurement requirements for deactivated SCell shall be defined in this section once intra-frequency measurement requirements are finalized.
<< End of changes>>

