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<Start of modifications>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments

	...

	RADIO RESOURCE CONTROL

	...
	
	
	
	

	8.2.6.1
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Success
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.2
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Failure (Unsupported configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.3
	Void
	
	
	

	8.2.6.4
	Void
	
	
	

	8.2.6.5
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Failure (Incompatible simultaneous reconfiguration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.6
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover for code modification): Failure (Invalid message reception and invalid configuration)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.7
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.8
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH: Success (Cell re-selection)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.9
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.10
	Void
	
	
	

	8.2.6.11
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and successful reversion to old configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.12
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Physical channel failure and cellupdate)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.13
	Void
	
	
	

	8.2.6.14
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH: Failure (Invalid message reception and invalid configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.15
	Void
	
	
	

	
	
	
	
	

	8.2.6.16
	Void
	
	
	

	
	
	
	
	

	8.2.6.17
	RRC / Physical Channel Reconfiguration from CELL_DCH to CELL_DCH (Hard Handover for code modification): Success (Subsequently received)
	R99
	C01
	UEs supporting FDD.

	
	
	
	C02
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option

	8.2.6.18
	RRC / Physical Channel Reconfiguration from CELL_FACH to CELL_DCH: Success ( Subsequently received )
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.19
	RRC / Physical channel from CELL_DCH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.20
	RRC / Physical channel from CELL_DCH to URA_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting  3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	8.2.6.21
	RRC / Physical channel reconfiguration for transition from CELL_FACH to URA_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.22
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.23
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing maintain): Success
	R99
	C01
	UEs supporting FDD.

	8.2.6.24
	Void
	
	
	

	8.2.6.25
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_FACH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.26
	RRC / Physical Channel Reconfiguration from CELL_DCH to CELL_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.27
	RRC / Physical channel reconfiguration from CELL_FACH to CELL_PCH: Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.28
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Downlink channelisation code modification): Success
	R99
	C01
	UEs supporting FDD

	8.2.6.29
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Compressed mode initiation): Success
	R99
	C368
	UEs supporting FDD and supporting downlink compressed mode or supporting uplink and downlink compressed mode or supporting uplink compressed mode.

	8.2.6.30
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Modify active set cell): Success
	R99
	C01
	UEs supporting FDD

	8.2.6.31
	RRC / Physical channel reconfiguration transition from CELL_FACH to URA_PCH: Success


	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.32
	RRC / Physical channel reconfiguration for transition from CELL_DCH to URA_PCH (Frequency band modification): Success


	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.33
	RRC / Physical channel reconfiguration for transition from CELL_FACH to CELL_DCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.34
	RRC / Physical channel reconfiguration from CELL_FACH to CELL_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.35
	RRC / Physical channel reconfiguration for transition from CELL_FACH to URA_PCH (Frequency band modification): Success
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.36
	Physical channel reconfiguration for transition from CELL_FACH to CELL FACH with frequency band modification
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.37
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised
	R99
	C01
	UEs supporting FDD.

	8.2.6.37a
	RRC / Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised) (1.28 Mcps TDD)
	Rel-4
	C03
	UEs supporting 1.28 Mcps TDD (LCR TDD)

	8.2.6.38
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised): Failure (Physical channel failure and reversion to old channel)
	R99
	C01
	UEs supporting FDD.

	8.2.6.39
	RRC / Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH (without pending of ciphering)
	R99
	C01
	UEs supporting FDD.

	8.2.6.39a
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change without MAC-hs reset)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.39b
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (serving HS-DSCH cell change with MAC-hs reset)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.40
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Two radio links, change of HS-PDSCH configuration)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.41
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialised hard handover to another frequency, signalling only)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.42
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, Serving HS-DSCH cell change)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.43
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Seamless SRNS relocation with pending of ciphering)
	R99
	C01
	UEs supporting FDD.

	8.2.6.44
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Failure (Radio link failure in new configuration)
	R99
	C01
	UEs supporting FDD.

	8.2.6.45
	Physical Channel Reconfiguration for transition from CELL_DCH to URA_PCH: Failure (Radio link failure in old configuration)
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	8.2.6.46
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Hard handover to another frequency with timing re-initialised. Serving HS-DSCH cell change): Failure (Physical channel failure and reversion to old channel)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH.

	8.2.6.47
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH (Compressed mode initiation, with active HS-DSCH reception): Success
	Rel-5
	C385
	UEs supporting FDD and HS-PDSCH and supporting downlink compressed mode or supporting uplink and downlink compressed mode.

	8.2.6.48
	Physical Channel Reconfiguration for transition from CELL_DCH to CELL_DCH: Success (Timing re-initialized hard handover to another frequency, serving HS-DSCH cell change, compressed mode)
	Rel-5
	C385
	UEs supporting FDD and HS-PDSCH and supporting downlink compressed mode or supporting uplink and downlink compressed mode.

	8.2.6.49
	Physical Channel Reconfiguration for transition from CELL_DCH to URA_PCH: Success (stop of HS-DSCH reception)
	Rel-5
	C371
	UEs supporting FDD and HS-PDSCH

	8.2.6.50
	Physical channel reconfiguration for transition from CELL_DCH to CELL_DCH: Success (with ongoing E-DCH transmission)
	Rel-6
	Cxxx
	UEs supporting FDD and HS-PDSCH and and E-DPDCH  and supporting downlink compressed mode or supporting uplink and downlink compressed mode.

	8.2.7
	RRC / Physical Shared Channel Allocation [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS

	8.2.8
	RRC / PUSCH capacity request [TDD only]
	R99
	[FFS]
	Inclusion of this test cases if FFS

	8.3.1.1
	RRC / Cell Update: cell reselection in CELL_FACH
	R99
	C06
	UEs supporting FDD and supporting PS bearer service.

	
	
	
	C52
	UEs supporting 3.84 Mcps TDD option or 1.28 Mcps TDD option and supporting PS bearer service.

	...
	
	
	
	

	MOBILITY MANAGEMENT

	...

	RADIO BEARER SERVICES

	
	Combinations on DPCH
	
	
	

	...
	
	
	
	

	
	Combinations on PDSCH and DPCH
	
	
	

	...
	
	
	
	

	
	Combinations on SCCPCH
	
	
	

	...
	
	
	
	

	
	Combinations on PRACH
	
	
	

	...
	
	
	
	

	
	Combinations on DPCH and HS-PDSCH
	
	
	

	14.6.1
	Interactive or background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C373
	UE supporting FDD and HS-PDSCH and Interactive or Background / UL:64 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 14.6.2 is applicable then test case 14.6.1 is optional (14.6.1 considered implicitely covered by 14.6.2).

	14.6.2
	Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C374
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:384 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	14.6.3
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C399
	UE supporting FDD and HS-PDSCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	14.6.3a
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C400
	UE supporting FDD and HS-PDSCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
Note. 

For UEs for which test case 14.6.3 is applicable then test case 14.6.3a is optional (14.6.3a considered implicitly covered by 14.6.3).

	14.6.4
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C401
	UE supporting FDD and HS-PDSCH and Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	14.6.4a
	Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C402
	UE supporting FDD and HS-PDSCH and Conversational / unknown / UL:64 DL:64 kbps / CS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 14.6.4 is applicable then test case 14.6.4a is optional (14.6.4a considered implicitly covered by 14.6.4).

	14.6.5
	Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C403
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	14.6.5a
	Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C404
	UE supporting FDD and HS-PDSCH and Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + Interactive or background / UL:64 DL:[Bit rate depending on the UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

Note. 

For UEs for which test case 14.6.5 is applicable then test case 14.6.5a is optional (14.6.5a considered implicitly covered by 14.6.5).

	14.6.6
	Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C405
	UE supporting FDD and HS-PDSCH and Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	14.6.7
	Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH
	Rel-5
	C406
	UE supporting FDD and HS-PDSCH and Conversational / speech / UL:12.2 DL:12.2 kbps / CS RAB + Streaming / unknown / UL:128 DL: [guaranteed 128, max bit rate depending on UE category] kbps / PS RAB + Interactive or background / UL:128 DL: [max bit rate depending on UE category] / PS RAB + UL:3.4 DL:3.4 kbps SRBs for DCCH

	14.6.8
	Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or Background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
	Rel-5
	C407I
	UE supporting FDD and HS-PDSCH and Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or Background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH

	
	Combinations on HS-PDSCH and E-DPDCH
	
	
	

	14.7.1
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: 3.4 DL:3.4 kbps SRBs for DCCH on DCH
	Rel-6
	Cyyy
	UE supporting FDD and HS-PDSCH and E-DPDCH and Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: 3.4 DL:3.4 kbps SRBs for DCCH on DCH

	SMS

	...

	C01
IF A.1/1 THEN R ELSE N/A

	C02
IF A.1/2 OR A.1/3 THEN R ELSE N/A

	C03
IF A.1/3 THEN R ELSE N/A

	C04
IF A.1/1 AND A.2/2 THEN R ELSE N/A

	C05
IF A.1/1 AND A.1/4 THEN R ELSE N/A

	C06
IF A.1/1 AND A.3/2 THEN R ELSE N/A

	C07
IF A.1/1 AND A.20/27 THEN R ELSE N/A

	C08
Void

	C09
IF A.1/1 AND NOT A.20/3 THEN R ELSE N/A

	C10
IF A.20/4 THEN R ELSE N/A

	C11
IF A.20/5 THEN R ELSE N/A

	C12
IF A.3/2 THEN R ELSE N/A

	C13
IF A.2/1 OR A.2/2 OR A.10/2 THEN R ELSE N/A

	C14
IF A.20/4 OR A.20/5 THEN R ELSE N/A

	C15
Void

	C16
Void

	C17
IF A.3/2 AND A.20/7 THEN R ELSE N/A

	C18
IF A.2/3  THEN R ELSE N/A

	C19
Void

	C20
IF A.2/4 THEN R ELSE N/A

	C21
IF A.20/8 AND A.3/1  THEN R ELSE N/A

	C22
IF A.20/9 AND A.3/1 THEN R ELSE N/A

	C23
IF A.3/1 THEN R ELSE N/A

	C24
IF A.20/11 AND A.3/1 THEN R ELSE N/A

	C25
IF A.20/12 AND A.3/1 THEN R ELSE N/A

	C26
IF A.2/5 THEN R ELSE N/A

	C27
IF A.2/6 THEN R ELSE N/A

	C28
IF A.20/8 AND A.3/2  THEN R ELSE N/A

	C29
IF A.20/9 AND A.3/2 THEN R ELSE N/A

	C30
IF A.3/2 AND A.20/31THEN R ELSE N/A

	C31
IF A.20/11 AND A.20/31 AND A.3/2 THEN R ELSE N/A

	C32
IF A.20/12 AND A.20/31 AND A.3/2 THEN R ELSE N/A

	C33
IF A.20/13 AND A.3/1 THEN R ELSE N/A

	C34
IF A.20/14 AND A.2/4 AND A.3/1 THEN R ELSE N/A

	C35
IF A.20/15 AND A.3/1 THEN R ELSE N/A

	C36
IF A.20/16 AND A.3/1 THEN R ELSE N/A

	C37
IF A.20/13 AND A.3/2 THEN R ELSE N/A

	C38
IF A.20/14 AND A.2/6 THEN R ELSE N/A

	C39
Void

	C40
Void

	C41
IF (NOT A.20/17) AND (NOT A.20/6) AND A.20/5 THEN R ELSE N/A

	C42 
IF A.1/1 AND A.3/2 AND A.20/27 THEN R ELSE N/A

	C43  
Void

	C44  
Void

	C45  
Void

	C46  
IF A.3/2 AND A.20/41 THEN R ELSE N/A

	C47  
Void

	C48  
Void

	C49  
Void

	C50  
IF A.20/37 AND A.1/4 AND (A.1/2 OR A.1/3) THEN R ELSE N/A

	C51  
Void

	C52 
IF (A.1/2 OR A.1/3) AND A.3/2 THEN R ELSE N/A

	C53 
IF (A.1/2 OR A.1/3) AND A.20/27 THEN R ELSE N/A

	C54 
IF (A.1/2 OR A.1/3) AND A.3/2 AND A.20/27 THEN R ELSE N/A

	C55 
Void

	C56 
IF (A.1/2 OR A.1/3) AND A.1/4 THEN R ELSE N/A

	C57 
IF A.1/1 AND A.18c/5a THEN R ELSE N/A

	C58 
IF A.1/1 AND A.18c/7a THEN R ELSE N/A

	C59 
IF ((A.1/2 OR A.1/3) AND A.1/4) AND (A.2/1 OR A.2/2) THEN R ELSE N/A

	C60 
IF ((A.1/2 OR A.1/3) AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C61 
IF A.1/1 AND A.18e/4 AND A.2/7 THEN R ELSE N/A

	C62 
IF A.3/2 AND A.20/7 AND A.20/26 THEN R ELSE N/A

	C63 
IF A.3/2 AND A.20/7 AND A.20/26 AND A.20/41 THEN R ELSE N/A

	C64 
IF A.1/1 AND A.18e/5 THEN R ELSE N/A

	C65 
IF A.1/1 AND A.18f/2 THEN R ELSE N/A

	C66 
IF A.18a/7 THEN R ELSE N/A

	C67 
IF A.18b/6 OR A.18b/9 THEN R ELSE N/A

	C68 
IF A.1/3 AND A.18g/9 THEN R ELSE N/A

	C69 
IF A.1/3 AND A.18g/10 THEN R ELSE N/A

	C70 
IF A.1/3 AND A.18g/11 THEN R ELSE N/A

	C71 
IF A.1/3 AND A.18g/12 THEN R ELSE N/A

	C72 
IF A.1/3 AND A.18g/13.1 THEN R ELSE N/A

	C73 
IF A.1/3 AND A.18g/13.2 THEN R ELSE N/A

	C74 
IF A.1/3 AND A.18g/14.1 THEN R ELSE N/A

	C75 
IF A.1/3 AND A.18g/14.2 THEN R ELSE N/A

	C76
IF A.1/1 AND A.18c/23a.2 THEN R ELSE N/A

	C77
IF A.3/2 AND A.20/42 THEN R ELSE N/A

	C78
IF A.3/3 AND A.20/42 THEN R ELSE N/A

	C79
IF A.3/2 AND A.20/35 THEN R ELSE N/A

	C80
void

	C81
void

	C82
void

	C83
void

	C84
void

	C85
void

	C86
void

	C87
void

	C88
IF A.3/3 THEN R ELSE N/A.

	C89
IF (A.1/1 AND A.1/4) AND A.3/2 AND A.20/26 THEN R ELSE N/A

	C90
IF A.1/1 AND A.3/3 THEN R ELSE N/A

	C91
IF (A.1/2 OR A.1/3) AND A.3/3 THEN R ELSE N/A

	C92
Void

	C93
IF A.20/29 THEN R ELSE N/A

	C94
IF A.20/29 AND A.20/30 THEN R ELSE N/A

	C95
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 THEN R ELSE N/A

	C96
IF A.2/2 THEN R ELSE N/A

	C97
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.4/1 OR A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/6 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/11 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C98
IF A.3/1 OR A.3/3 THEN R ELSE N/A.

	C99
IF (A.3/1 OR A.3/3) AND A.20/36 THEN R ELSE N/A.

	C100
IF (A.3/1 OR A.3/3) AND A.7/30 THEN R ELSE N/A.

	C101 
IF A.2/3 AND A.2/4  THEN R ELSE N/A

	C102 
IF A.2/5 AND A.2/6  THEN R ELSE N/A

	C103
IF A.3/3 AND (NOT A.20/38 ) THEN R ELSE N/A

	C104 
IF A.20/37 AND A.1/1 THEN R ELSE N/A

	C105
IF A.20/37 AND (A.1/1 AND A.1/4) THEN R ELSE N/A

	C106
void

	C107
IF A.1/1 AND A.18c/1 THEN R ELSE N/A

	C108
IF A.1/1 AND A.18c/2 THEN R ELSE N/A

	C109
IF A.1/1 AND A.18c/3 THEN R ELSE N/A

	C110
IF A.1/1 AND A.18c/4 THEN R ELSE N/A

	C111
IF A.1/1 AND A.18c/5 THEN R ELSE N/A

	C112
IF A.1/1 AND A.18c/6 THEN R ELSE N/A

	C113
IF A.1/1 AND A.18c/7 THEN R ELSE N/A

	C114
IF A.1/1 AND A.18c/8 THEN R ELSE N/A

	C115
IF A.1/1 AND A.18c/9 THEN R ELSE N/A

	C116
IF A.1/1 AND A.18c/10 THEN R ELSE N/A

	C117
IF A.1/1 AND A.18c/11 THEN R ELSE N/A

	C118
IF A.1/1 AND A.18c/12 THEN R ELSE N/A

	C119
IF A.1/1 AND A.18c/13.1 THEN R ELSE N/A

	C120
IF A.1/1 AND A.18c/13.2 THEN R ELSE N/A

	C121
IF A.1/1 AND A.18c/14.1 THEN R ELSE N/A

	C122
IF A.1/1 AND A.18c/14.2 THEN R ELSE N/A

	C123
IF A.1/1 AND A.18c/15 THEN R ELSE N/A

	C124
IF A.1/1 AND A.18c/16 THEN R ELSE N/A

	C125
IF A.1/1 AND A.18c/17 THEN R ELSE N/A

	C126
IF A.1/1 AND A.18c/18 THEN R ELSE N/A

	C127
IF A.1/1 AND A.18c/19 THEN R ELSE N/A

	C128
Void

	C129
Void

	C130
Void

	C131
IF A.1/1 AND A.18c/23.1 THEN R ELSE N/A

	C132
IF A.1/1 AND A.18c/23.2 THEN R ELSE N/A

	C133
IF A.1/1 AND A.18c/23.3 THEN R ELSE N/A

	C134
IF A.1/1 AND A.18c/23.4 THEN R ELSE N/A

	C135
IF A.1/1 AND A.18c/24.1 THEN R ELSE N/A

	C136
IF A.1/1 AND A.18c/25.1 THEN R ELSE N/A

	C137
IF A.1/1 AND A.18c/25.2 THEN R ELSE N/A

	C138
IF A.1/1 AND A.18c/25.3 THEN R ELSE N/A

	C139
IF A.1/1 AND A.18c/25.4 THEN R ELSE N/A

	C140
IF A.1/1 AND A.18c/26 THEN R ELSE N/A

	C141
IF A.1/1 AND A.18c/27 THEN R ELSE N/A

	C142
IF A.1/1 AND A.18c/28 THEN R ELSE N/A

	C143
IF A.1/1 AND A.18c/29 THEN R ELSE N/A

	C144
IF A.1/1 AND A.18c/30 THEN R ELSE N/A

	C145
IF A.1/1 AND A.18c/31.1 THEN R ELSE N/A

	C146
IF A.1/1 AND A.18c/31.2 THEN R ELSE N/A

	C147
IF A.1/1 AND A.18c/32.1 THEN R ELSE N/A

	C148
IF A.1/1 AND A.18c/32.2 THEN R ELSE N/A

	C149
IF A.1/1 AND A.18c/33.1 THEN R ELSE N/A

	C150
IF A.1/1 AND A.18c/33.2 THEN R ELSE N/A

	C151
IF A.1/1 AND A.18c/34.1 THEN R ELSE N/A

	C152
IF A.1/1 AND A.18c/34.2 THEN R ELSE N/A

	C153
IF A.1/1 AND A.18c/35.1 THEN R ELSE N/A

	C154
IF A.1/1 AND A.18c/35.2 THEN R ELSE N/A

	C155
IF A.1/1 AND A.18c/36.1 THEN R ELSE N/A

	C156
IF A.1/1 AND A.18c/36.2 THEN R ELSE N/A

	C157
IF A.1/1 AND A.18c/37.1 THEN R ELSE N/A

	C158
IF A.1/1 AND A.18c/37.2 THEN R ELSE N/A

	C159
IF A.1/1 AND A.18c/38.1 THEN R ELSE N/A

	C160
IF A.1/1 AND A.18c/38.2 THEN R ELSE N/A

	C161
IF A.1/1 AND A.18c/38.3 THEN R ELSE N/A

	C162
IF A.1/1 AND A.18c/38.4 THEN R ELSE N/A

	C163
IF A.1/1 AND A.18c/39.1 THEN R ELSE N/A

	C164
IF A.1/1 AND A.18c/39.2 THEN R ELSE N/A

	C165
IF A.1/1 AND A.18c/39.3 THEN R ELSE N/A

	C166
IF A.1/1 AND A.18c/39.4 THEN R ELSE N/A

	C167
IF A.1/1 AND A.18c/40 THEN R ELSE N/A

	C168
IF A.1/1 AND A.18c/41 THEN R ELSE N/A

	C169
IF A.1/1 AND A.18c/42.1 THEN R ELSE N/A

	C170
IF A.1/1 AND A.18c/42.2 THEN R ELSE N/A

	C171
IF A.1/1 AND A.18c/43.1 THEN R ELSE N/A

	C172
IF A.1/1 AND A.18c/43.2 THEN R ELSE N/A

	C173
IF A.1/1 AND A.18c/44.1 THEN R ELSE N/A

	C174
IF A.1/1 AND A.18c/44.2 THEN R ELSE N/A

	C175
IF A.1/1 AND A.18c/45 THEN R ELSE N/A

	C176
IF A.1/1 AND A.18c/46 THEN R ELSE N/A

	C177
Void

	C178
Void

	C179
IF A.1/1 AND A.18c/49.1 THEN R ELSE N/A

	C180
IF A.1/1 AND A.18c/49.2 THEN R ELSE N/A

	C181
IF A.1/1 AND A.18c/50.1 THEN R ELSE N/A

	C182
IF A.1/1 AND A.18c/50.2 THEN R ELSE N/A

	C183
IF A.1/1 AND A.18c/51.1 THEN R ELSE N/A

	C184
IF A.1/1 AND A.18c/51.2 THEN R ELSE N/A

	C185
IF A.1/1 AND A.18c/52.1 THEN R ELSE N/A

	C186
IF A.1/1 AND A.18c/52.2 THEN R ELSE N/A

	C187
IF A.1/1 AND A.18c/53.1 THEN R ELSE N/A

	C188
IF A.1/1 AND A.18c/53.2 THEN R ELSE N/A

	C189
Void

	C190
Void

	C191
IF A.1/1 AND A.18d/1.1 THEN R ELSE N/A

	C192
IF A.1/1 AND A.18d/1.2 THEN R ELSE N/A

	C193
IF A.1/1 AND A.18d/2.1 THEN R ELSE N/A

	C194
IF A.1/1 AND A.18d/2.2 THEN R ELSE N/A

	C195
IF A.1/1 AND A.18d/3.1 THEN R ELSE N/A

	C196
IF A.1/1 AND A.18d/3.2 THEN R ELSE N/A

	C197
IF A.1/1 AND A.18d/4.1 THEN R ELSE N/A

	C198
IF A.1/1 AND A.18d/4.2 THEN R ELSE N/A

	C199
IF A.1/1 AND A.18d/5.1 THEN R ELSE N/A

	C200
IF A.1/1 AND A.18d/5.2 THEN R ELSE N/A

	C201
IF A.1/1 AND A.18d/6.1 THEN R ELSE N/A

	C202
IF A.1/1 AND A.18d/6.2 THEN R ELSE N/A

	C203
IF A.1/1 AND A.18e/1 THEN R ELSE N/A

	C204
IF A.1/1 AND A.18e/2 THEN R ELSE N/A

	C205
IF A.1/1 AND A.18e/3 THEN R ELSE N/A

	C206
IF A.1/1 AND A.18f/1 THEN R ELSE N/A

	C207
IF A.1/1 AND A.18c/24.2 THEN R ELSE N/A

	C208
IF (A.1/2 OR A.1/3) AND A.2/2 THEN R ELSE N/A

	C209
IF A.20/37 AND (A.1/2 OR A.1/3) THEN R ELSE N/A

	C210
void

	C211
IF A.3/3 AND A.20/39 THEN R ELSE N/A

	C212
IF A.3/2 AND A.20/40 THEN R ELSE N/A

	C213
IF A.3/2 AND A.19a/1 THEN R ELSE N/A

	C214
IF A.3/2 AND A.19a/1 AND A.19a/3 AND A.19a/4 THEN R ELSE N/A

	C215
IF A.3/2 AND A.19a/1 AND A.19a/2 THEN R ELSE N/A

	C216
IF A.3/2 AND A.2/7 AND A.19b/1 THEN R ELSE N/A

	C217
IF A.3/2 AND A.19b/1 AND A.19b/3 THEN R ELSE N/A

	C218
IF A.3/2 AND A.2/7 AND A.19b/1 AND A.19b/2 THEN R ELSE N/A

	C219 
IF A.3/2 AND A.2/7 THEN R ELSE N/A

	C220
IF A.1/3 AND A.18g/1 THEN R ELSE N/A

	C221
IF A.1/3 AND A.18g/2 THEN R ELSE N/A

	C222
IF A.1/3 AND A.18g/3 THEN R ELSE N/A

	C223
IF A.1/3 AND A.18g/4 THEN R ELSE N/A

	C224
IF A.1/3 AND A.18g/5 THEN R ELSE N/A

	C225
IF A.1/3 AND A.18g/6 THEN R ELSE N/A

	C226
IF A.1/3 AND A.18g/7 THEN R ELSE N/A

	C227
IF A.1/3 AND A.18g/8 THEN R ELSE N/A

	C228
IF A.1/1 AND A.3/3 AND A.7/28 THEN R ELSE N/A

	C291
IF A.1/3 AND A.18g/15 THEN R ELSE N/A

	C292
IF A.1/3 AND A.18g/16 THEN R ELSE N/A

	C293
IF A.1/3 AND A.18g/17 THEN R ELSE N/A

	C294
IF A.1/3 AND A.18g/18 THEN R ELSE N/A

	C295
IF A.1/3 AND A.18g/19 THEN R ELSE N/A

	C296
IF A.1/3 AND A.18g/23.1 THEN R ELSE N/A

	C297
IF A.1/3 AND A.18g/23.2 THEN R ELSE N/A

	C298
IF A.1/3 AND A.18g/23.3 THEN R ELSE N/A

	C299
IF A.1/3 AND A.18g/23.4 THEN R ELSE N/A

	C300
IF A.1/3 AND A.18g/24.1 THEN R ELSE N/A

	C301
IF A.1/3 AND A.18g/24.2 THEN R ELSE N/A

	C302
IF A.1/3 AND A.18g/25.1 THEN R ELSE N/A

	C303
IF A.1/3 AND A.18g/25.2 THEN R ELSE N/A

	C304
IF A.1/3 AND A.18g/25.3 THEN R ELSE N/A

	C305
IF A.1/3 AND A.18g/25.4 THEN R ELSE N/A

	C306
IF A.1/3 AND A.18g/26 THEN R ELSE N/A

	C307
IF A.1/3 AND A.18g/27 THEN R ELSE N/A

	C308
IF A.1/3 AND A.18g/28 THEN R ELSE N/A

	C309
IF A.1/3 AND A.18g/29 THEN R ELSE N/A

	C310
IF A.1/3 AND A.18g/30 THEN R ELSE N/A

	C311
IF A.3/2 AND A.20/26 THEN R ELSE N/A

	C312
IF A.1/3 AND A.18g/31.1 THEN R ELSE N/A

	C313
IF A.1/3 AND A.18g/31.2 THEN R ELSE N/A

	C314
IF A.1/3 AND A.18g/32.1 THEN R ELSE N/A

	C315
IF A.1/3 AND A.18g/32.2 THEN R ELSE N/A

	C316
IF A.1/3 AND A.18g/33.1 THEN R ELSE N/A

	C317
IF A.1/3 AND A.18g/33.2 THEN R ELSE N/A

	C318
IF A.1/3 AND A.18g/34.1 THEN R ELSE N/A

	C319
IF A.1/3 AND A.18g/34.2 THEN R ELSE N/A

	C320
IF A.1/3 AND A.18g/35.1 THEN R ELSE N/A

	C321
IF A.1/3 AND A.18g/35.2 THEN R ELSE N/A

	C322
IF A.1/3 AND A.18g/36.1 THEN R ELSE N/A

	C323
IF A.1/3 AND A.18g/36.2 THEN R ELSE N/A

	C324
IF A.1/3 AND A.18g/37.1 THEN R ELSE N/A

	C325
IF A.1/3 AND A.18g/37.2 THEN R ELSE N/A

	C326
IF A.1/3 AND A.18g/38.1 THEN R ELSE N/A

	C327
IF A.1/3 AND A.18g/38.2 THEN R ELSE N/A

	C328
IF A.1/3 AND A.18g/38.3 THEN R ELSE N/A

	C329
IF A.1/3 AND A.18g/38.4 THEN R ELSE N/A

	C330
IF A.1/3 AND A.18g/39.1 THEN R ELSE N/A

	C331
IF A.1/3 AND A.18g/39.2 THEN R ELSE N/A

	C332
IF A.1/3 AND A.18g/39.3 THEN R ELSE N/A

	C333
IF A.1/3 AND A.18g/39.4 THEN R ELSE N/A

	C334
IF A.1/3 AND A.18g/40 THEN R ELSE N/A

	C335
IF A.1/3 AND A.18g/41 THEN R ELSE N/A

	C336
IF A.1/3 AND A.18g/42.1 THEN R ELSE N/A

	C337
IF A.1/3 AND A.18g/42.2 THEN R ELSE N/A

	C338
IF A.1/3 AND A.18g/43.1 THEN R ELSE N/A

	C339
IF A.1/3 AND A.18g/43.2 THEN R ELSE N/A

	C340
IF A.1/3 AND A.18g/44.1 THEN R ELSE N/A

	C341
IF A.1/3 AND A.18g/44.2 THEN R ELSE N/A

	C342
IF A.1/3 AND A.18g/45 THEN R ELSE N/A

	C343
IF A.1/3 AND A.18g/46 THEN R ELSE N/A

	C344
IF A.1/3 AND A.18g/49.1 THEN R ELSE N/A

	C345
IF A.1/3 AND A.18g/49.2 THEN R ELSE N/A

	C346
IF A.1/3 AND A.18g/50.1 THEN R ELSE N/A

	C347
IF A.1/3 AND A.18g/50.2 THEN R ELSE N/A

	C348
IF A.1/3 AND A.18g/51.1 THEN R ELSE N/A

	C349
Void

	C350
IF A.1/3 AND A.18g/52.1 THEN R ELSE N/A

	C351
IF A.1/3 AND A.18g/52.2 THEN R ELSE N/A

	C352
IF A.1/3 AND A.18g/53.1 THEN R ELSE N/A

	C353
IF A.1/3 AND A.18g/53.2 THEN R ELSE N/A

	C354
IF A.1/3 AND A.18g/54 THEN R ELSE N/A

	C355
IF A.1/3 AND A.18h/1 THEN R ELSE N/A

	C356
IF A.1/1 AND A.3/1 THEN R ELSE N/A

	C357
IF (A.1/2 OR A.1/3) AND A.3/1 THEN R ELSE N/A

	C358
IF A.1/1 AND A.3/2 AND A.20/26 THEN R ELSE N/A

	C359
IF A.1/1 AND A.3/3 AND (A.18a/8 OR A.18a/9 OR A.18a/10) THEN R ELSE N/A

	C360
IF (A.1/1 AND A.18c/26) AND (A.1/4 AND [52] A.2/41) THEN R ELSE N/A

	C361
IF A.1/3 AND A.18h/2 THEN R ELSE N/A

	C362
IF A.1/3 AND A.18h/3 THEN R ELSE N/A

	C363
IF A.1/3 AND A.18i/1 THEN R ELSE N/A

	C364
IF (A.1/2 OR A.1/3) AND A.20/26 THEN R ELSE N/A

	C365 
IF A.1/1 AND A.2/2 AND A.18a/12 THEN R ELSE N/A

	C366 
IF A.1/1 AND A.18a/12 THEN R ELSE N/A

	C367
Void

	C368
IF A.1/1 AND (A.18a/8 OR A.18a/9 OR A.18a/10) THEN R ELSE N/A 

	C369
IF (A.1/1 AND A.1/4) AND (A.18a/8 OR A.18a/9 OR A.18a/10) THEN R ELSE N/A

	C370
Void

	C371 
IF A.1/1 AND A.18a/14 THEN R ELSE N/A

	C372 
IF A.1/1 AND A.18a/14 AND (A.18a.1/7 OR A.18a.1/10) THEN R ELSE N/A

	C373 
IF C374 THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.18f.1/1 THEN R ELSE N/A)

	C374 
IF A.1/1 AND A.18a/14 AND A.18f.1/2 THEN R ELSE N/A

	C375
IF (A.1/1 AND A.1/4) AND A.3/1 AND  A.18c/15  AND [52] A.25/72 THEN R ELSE N/A

	C376
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.4/2 OR A.4/3 OR A.4/4 OR A.4/5 OR A.4/7 OR A.4/8 OR A.4/9 OR A.4/10 OR A.4/12 OR A.4/13 OR A.4/14 OR A.4/15 OR A.4/16 OR A.4/17 OR A.4/18 OR A.4/19 OR A.4/20 OR A.4/21) THEN R ELSE N/A

	C377
IF A.1/3 AND A.18c/63.1 THEN R ELSE N/A

	C378
IF A.1/3 AND A.18c/63.2 THEN R ELSE N/A

	C379
IF A.3/2 AND A.20/63 THEN R ELSE N/A

	C380 
IF A.1/1 AND A.1/4 AND (A.2/1 OR A.2/2) AND A.3/1 AND A.18a/14 THEN R ELSE N/A

	C381
IF A.1/1 AND A.18c/26 AND A.1/4 AND [52] A.2/41 AND A.18a/14 THEN R ELSE N/A

	C382
IF A.3/2 AND A.19a/5 THEN R ELSE N/A

	C383
IF A.1/1 AND A.2/2 AND A.18a/13 THEN R ELSE N/A

	C384 
IF A.1/1 AND A.18a/13 THEN R ELSE N/A

	C385
IF A.1/1 AND A.18a/14 AND (A.18a/9 OR A.18a/10) THEN R ELSE N/A

	C386
IF A.1/1 AND A.18f.2/1 THEN R ELSE N/A

	C387
IF A.1/1 AND A.18c/62 THEN R ELSE N/A

	C388 
IF A.1/1 AND (A.18a/12 OR A.18a/13) AND A.7/31 THEN R ELSE N/A

	C389
IF A.3/2 AND A.19a/2 THEN R ELSE N/A

	C390
IF (A.1/1 AND A.18c/40) AND (A.1/4 AND [52] A.2/41 AND (NOT A.1/7)) AND A.3/3 THEN R ELSE N/A

	C391 
IF A.1/1 AND (A.18a/12 OR A.18a/13) THEN R ELSE N/A

	C392 
IF A.1/1 AND (A.18a/12 OR A.18a/13) AND (NOT A.8a/3) THEN R ELSE N/A

	C393
IF A.1/1 AND A.3/3 AND A.18a/14 THEN R ELSE N/A

	C394
IF (A.1/1 AND A.18c/40) AND (A.1/4 AND [52] A.2/41 AND (A.1/7)) AND A.3/3 THEN R ELSE N/A

	C395
IF A.3/2 AND A.20/66 THEN R ELSE N/A

	C396
IF (A.1/1 AND A.18c/26) AND (A.1/4 AND [52] A.2/41) AND A.20/67 THEN R ELSE N/A

	C397
IF A.18a/4 THEN R ELSE N/A

	C398
IF A.1/1 AND A.18c/23a.1 THEN R ELSE N/A

	C399
IF A.1/1 AND A.18a/14 AND A.18f.1/3 THEN R ELSE N/A

	C400
IF C399 THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.18f.1/3a THEN R ELSE N/A)

	C401
IF A.1/1 AND A.18a/14 AND A.18f.1/4 THEN R ELSE N/A

	C402
IF C401 THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.18f.1/4a THEN R ELSE N/A)

	C403
IF A.1/1 AND A.18a/14 AND A.18f.1/5 THEN R ELSE N/A

	C404
IF C403 THEN O ELSE (IF A.1/1 AND A.18a/14 AND A.18f.1/5a THEN R ELSE N/A)

	C405
IF A.1/1 AND A.18a/14 AND A.18f.1/6 THEN R ELSE N/A

	C406
IF A.1/1 AND A.18a/14 AND A.18f.1/7 THEN R ELSE N/A

	C407
IF A.1/1 AND A.18a/14 AND A.18f.1/8 THEN R ELSE N/A

	C408
IF A.1/1 AND A.3/3 AND A.18a/14 AND A.18a/18 THEN R ELSE N/A

	C409
IF A.1/1 AND A.3/3 AND A.20/72 THEN R ELSE N/A

	C410
IF (A.1/2 OR A.1/3) AND A.3/3 AND A.20/72 THEN R ELSE N/A

	C411
IF (A.3/1 OR A.3/3) AND A.20/72 THEN R ELSE N/A

	C412
IF A.3.2 AND A.20/72 THEN R ELSE N/A

	C413
IF A.3.3 AND A.20/72 THEN R ELSE N/A

	C414
IF A.1/1 AND A.18c/38d THEN R ELSE N/A

	C415
IF A.1/1 AND A.18c/38g THEN R ELSE N/A

	C416
IF A.1/1 AND A.18c/38h THEN R ELSE N/A

	C417
IF A.1/1 AND A.18c/38i THEN R ELSE N/A

	C418
IF A.1/1 AND A.18c/38j THEN R ELSE N/A

	C419
IF A.1/1 AND A.18c/56 THEN R ELSE N/A

	C420
IF A.1/1 AND A.18c/4a THEN R ELSE N/A

	C421
IF A.1/1 AND A.18c/23b THEN R ELSE N/A

	C422
IF A.1/1 AND A.18c/23c THEN R ELSE N/A

	C423
IF A.1/1 AND A.18c/23d THEN R ELSE N/A

	C424
IF A.1/1 AND A.18c/38a THEN R ELSE N/A

	C425
IF A.1/1 AND A.18c/38b THEN R ELSE N/A

	C426
IF A.1/1 AND A.18c/38c THEN R ELSE N/A

	C427
IF A.1/1 AND A.18c/38e THEN R ELSE N/A

	C428
IF A.1/1 AND A.18c/38f THEN R ELSE N/A

	C429
IF A.1/1 AND A.18c/51a THEN R ELSE N/A

	C430
IF A.1/1 AND A.18c/51b THEN R ELSE N/A

	C431
IF A.1/1 AND A.18c/57 THEN R ELSE N/A

	C432
IF A.1/1 AND A.18c/58 THEN R ELSE N/A

	C433
IF A.1/1 AND A.18c/58a THEN R ELSE N/A

	C434
IF A.1/1 AND A.18c/4b THEN R ELSE N/A

	C435
IF (A.1/1 AND A.1/4) AND A.3/1 AND (A.18c/16 OR A.18c/17)  AND [52] A.25/72 THEN R ELSE N/A

	Cxxx 
IF A.1/1 AND A.18a/14 AND A.18a/18 AND (A.18a/9 OR A.18a/10) THEN R ELSE N/A

	Cyyy 
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18f.3/1 THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]


<End of modified section>

 <Skipped unmodified sections>
<Start of modified section>
A.4.3.3.1
FDD Interoperability Radio Bearer Capabilities

The applicability column in table A.18c to A.18f specifies the minimum UE radio access capability for which the reference radio bearer configurations are applicable. The UE radio access capability parameters and their possible value range are defined in TS 25.306 [34a] clause 5.1. The UE does not need to support any RAB which has higher bit rate than the highest value indicated by the UE in “maximum bit rate for uplink” (respectively “maximum bit rate for downlink”) in the Quality of Service information element (TS 24.008 [29] clause 10.5.6.5) for the traffic class of the RAB.

The following labels have been used in tables A.18c to A.18f to represent the various UE radio access capability parameters:

	
	Label
	UE radio access capability parameter as defined in [34a] 25.306.

	Transport channel parameters in downlink
	DL Max TB bits
	Maximum sum of number of bits of all transport blocks being received at an arbitrary time instant

	
	DL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being received at an arbitrary time instant

	
	DL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being received at an arbitrary time instant

	
	DL Max TrCHs
	Maximum number of simultaneous transport channels

	
	DL Max CCTrCH
	Maximum number of simultaneous CCTrCH

	
	DL Max TTI TB
	Maximum total number of transport blocks received within TTIs that end within the same 10 ms interval

	
	DL Max TFS
	Maximum number of TFC in the TFCS

	
	DL Max TF
	Maximum number of TF

	
	DL TC
	Support for turbo decoding

	Transport channel parameters in uplink
	UL Max TB bits
	Maximum sum of number of bits of all transport blocks being transmitted at an arbitrary time instant

	
	UL Max CC TB bits
	Maximum sum of number of bits of all convolutionally coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TC TB bits
	Maximum sum of number of bits of all turbo coded transport blocks being transmitted at an arbitrary time instant

	
	UL Max TrCHs
	Maximum number of simultaneous transport channels

	
	UL Max TTI TB
	Maximum total number of transport blocks transmitted within TTIs that start at the same time

	
	UL Max TFS
	Maximum number of TFC in the TFCS

	
	UL Max TF
	Maximum number of TF

	
	UL TC
	Support for turbo encoding


<Skipped unmodified Tables>
Table A.18f.2: FDD radio bearer capabilities for specific combinations on DPCH

	Item
	FDD radio bearer capabilities for specific combinations on DPCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Streaming / unknown / UL:16 DL:64 kbps / PS RAB + Interactive or background / UL:16 DL:64 kbps / PS RAB + UL:13.6 DL:13.6 kbps SRBs for DCCH
	34.123-1, 

7.1.3.2
	DL Max TB bits
	3108
	pc_RAB_A_18f2_1
	

	 
	 
	 
	DL Max CC TB bits
	592
	
	 

	 
	 
	 
	DL Max TC TB bits
	2960
	
	 

	 
	 
	 
	DL Max TrCHs
	3
	
	 

	 
	 
	 
	DL Max CCTrCH
	1
	
	 

	 
	 
	 
	DL Max TTI TB
	8
	
	 

	 
	 
	 
	DL Max TFS
	15
	
	 

	 
	 
	 
	DL Max TF
	9
	
	 

	 
	 
	 
	DL TC
	Yes
	
	 

	 
	 
	 
	UL Max TB bits
	928
	
	 

	 
	 
	 
	UL Max CC TB bits
	592
	
	 

	 
	 
	 
	UL Max TC TB bits
	672
	
	 

	 
	 
	 
	UL Max TrCHs
	3
	
	 

	 
	 
	 
	UL Max CCTrCH
	1
	
	 

	 
	 
	 
	UL Max TTI TB
	5
	
	 

	 
	 
	 
	UL Max TFS
	22
	
	 

	 
	 
	 
	UL Max TF
	13
	
	 

	 
	 
	 
	UL TC
	Yes
	
	 

	 
	 
	 
	Other required UE radio access capability
	None
	
	 


Table A.18f.3: FDD interoperability radio bearer capabilities for combinations on HS-PDSCH and E-DPDCH
	Item
	FDD interoperability radio bearer configuration for combination on DPCH and HS-PDSCH
	Ref.
	Applicability
(Minimum UE radio access capability)
	Mnemonic
	Comments

	1
	Interactive or background / UL: [max bit rate depending on UE category and TTI] DL: [max bit rate depending on UE category] / PS RAB + UL: 3.4 DL:3.4 kbps SRBs for DCCH on DCH
	34.108 
6.10.2.4.6.1
	HS-PDSCH
E-DPDCH
	Yes
Yes
	pc_RAB_A_18f3_1
	

	
	
	
	UL Max TB bits
	TBD
	
	

	
	
	
	UL Max CC TB bits
	TBD
	
	

	
	
	
	UL Max TC TB bits
	TBD
	
	

	
	
	
	UL Max TrCHs
	TBD
	
	

	
	
	
	UL Max TTI TB
	TBD
	
	

	
	
	
	UL Max TFS
	TBD
	
	

	
	
	
	UL Max TF
	TBD
	
	

	
	
	
	UL TC
	TBD
	
	

	
	
	
	Other required UE radio access capability
	TBD
	
	


<End of modified sections>
A.4.3.3.2
TDD Radio Bearer Capabilities (1.28 Mcps option)
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