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C.5
Downlink reference parameters for MBMS tests

C.5.1
MCCH

C.5.1.1
3.84 Mcps TDD Option

The parameters for the MCCH demodulation tests are specified in Table C.5.1.1a and Table C.5.1.1b.

Table C.5.1.1a: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level

	Channel bit rate
	kbps
	22.8

	Channel symbol rate 
	ksps
	11.4

	Slot Format #i
	-
	3

	TFCI
	-
	ON


Table C.5.1.1b: Transport channel parameters for S-CCPCH

	Parameter
	MCCH

	User Data Rate
	7.2 kbps

	Number Transport Channel 
	1 

	Transport Block Size
	581

	Transport Block Set Size
	581

	RLC SDU block size
	4088 

	Transmission Time Interval
	80 ms

	Repetition period
	640 ms

	Modification period
	1280 ms

	Type of Error Protection
	Turbo

	Coding Rate
	1/3

	Rate Matching attribute
	256

	Size of CRC
	16


C.5.1.2
1.28 Mcps TDD Option
FFS
C.5.1.3
7.68 Mcps TDD Option

The parameters for the MCCH demodulation tests are specified in Table C.5.1.3a and Table C.5.1.3b.

Table C.5.1.3a: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level

	Channel bit rate
	kbps
	22.8

	Channel symbol rate 
	ksps
	11.4

	Slot Format #i
	-
	3

	TFCI
	-
	ON


Table C.5.1.3b: Transport channel parameters for S-CCPCH

	Parameter
	MCCH

	User Data Rate
	7.2 kbps

	Number Transport Channel 
	1 

	Transport Block Size
	581

	Transport Block Set Size
	581

	RLC SDU block size
	4088 

	Transmission Time Interval
	80 ms

	Repetition period
	640 ms

	Modification period
	1280 ms

	Type of Error Protection
	Turbo

	Coding Rate
	1/3

	Rate Matching attribute
	256

	Size of CRC
	16


C.5.2
MTCH

C.5.2.1
3.84 Mcps TDD Option
The parameters for the MTCH demodulation tests are specified in Table C.5.2.1a and Table C.5.2.1b.

Table C.5.2.1a: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level
	Level

	User Data Rate
	kpbs
	256
	128

	Channel bit rate
	kbps
	388.8
	388.8

	Channel symbol rate 
	ksps
	194.4
	194.4

	Slot Format #i
	-
	3 and 0
	3 and 0

	TFCI
	-
	ON
	ON


Table C.5.2.1b: Transport channel parameters for S-CCPCH

	Parameter
	MTCH

	User Data Rate
	256 kbps
	128 kbps

	Number of Transport Channel 
	1 
	1

	Transport Block Size
	2561
	2561

	Transport Block Set Size
	10244
	5122 

	Nr of transport blocks/TTI
	4
	2 

	RLC SDU block size
	10160 
	5072 

	Transmission Time Interval
	40 ms
	40 ms

	Type of Error Protection
	Turbo
	Turbo

	Coding Rate
	1/3
	1/3

	Rate Matching attribute
	256
	256

	Size of CRC
	16
	16


C.5.2.2
1.28 Mcps TDD Option

FFS
C.5.2.3
7.68 Mcps TDD Option
The parameters for the MTCH demodulation tests are specified in Table C.5.2.3a and Table C.5.2.3b.

Table C.5.2.3a: Physical channel parameters for S-CCPCH

	Parameter
	Unit
	Level
	Level

	User Data Rate
	kpbs
	256
	128

	Channel bit rate
	kbps
	388.8
	388.8

	Channel symbol rate 
	ksps
	194.4
	194.4

	Slot Format #i
	-
	3 and 0
	3 and 0

	TFCI
	-
	ON
	ON


Table C.5.2.3b: Transport channel parameters for S-CCPCH

	Parameter
	MTCH

	User Data Rate
	256 kbps
	128 kbps

	Number of Transport Channel 
	1 
	1

	Transport Block Size
	2561
	2561

	Transport Block Set Size
	10244
	5122 

	Nr of transport blocks/TTI
	4
	2 

	RLC SDU block size
	10160 
	5072 

	Transmission Time Interval
	40 ms
	40 ms

	Type of Error Protection
	Turbo
	Turbo

	Coding Rate
	1/3
	1/3

	Rate Matching attribute
	256
	256

	Size of CRC
	16
	16
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