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Introduction
This document provides a summary of CRs for LCR TDD to be presented in RAN5 meeting #34 signalling group. 

This summary will be presented in agenda item 6.3.1, 6.3.2 and 6.3.4. The companies who interested are asked to review in detail offline for LCR TDD. If no objections are received before the last day of RAN5 meeting this group of CRs will be agreed.

 TS 34.123-1

	R5-070108
	Addition of LCR TDD contents in testcase 8.4.1.31, 8.4.1.33, 8.4.1.44, 8.4.1.45 and 8.4.1.46
	CATT/CCSA

	R5-070111
	Change the Message Content of Testcase 8.1.5.1
	CATT/CCSA

	R5-070198
	Supplement to HS-DSCH radio bearer test parameters in TDD
	ZTE Corporation


TS 34.108
	R5-070109
	Correction to contents of System Information Block type 5 (1.28 Mcps TDD)
	CATT/CCSA

	R5-070110
	Remove DCH information from RRC Connection Setup message to Cell_FACH state
	CATT/CCSA

	R5-070199
	Improve the test case of “Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH(TDD)”
	ZTE Corporation


Contents
	R5-070108
	Addition of LCR TDD contents in testcase 8.4.1.31, 8.4.1.33, 8.4.1.44, 8.4.1.45 and 8.4.1.46
	CATT/CCSA


Reason for change:

There is no description and contents of the received MEASUREMENT CONTROL message for TDD in testcase 8.4.1.31, 8.4.1.33, 8.4.1.44, 8.4.1.45 and 8.4.1.46
Summary of change:

To add TDD part in testcase 8.4.1.31, 8.4.1.33, 8.4.1.44, 8.4.1.45 and 8.4.1.46
	R5-070109
	Correction to contents of System Information Block type 5 (1.28 Mcps TDD)
	CATT/CCSA


Reason for change:

Reference clause 6.10 is parameter sets for FDD and HCR TDD, Reference clause 6.11 is parameter sets for LCR TDD.
Summary of change:

To modify Reference clause 6.10 "Parameter Set" to Reference clause 6.11 "Parameter Set"
	R5-070110
	Remove DCH information from RRC Connection Setup message to Cell_FACH state
	CATT/CCSA


Reason for change:

There is no for DCH information needed at Cell_FACH state 
Summary of change:

Remove DCH information from RRC Connection Setup message to Cell_FACH state
	R5-070111
	Change the Message Content of Testcase 8.1.5.1
	CATT/CCSA


Reason for change:
The message content is not consistent with ASN.1 type
Summary of change:

Change the message content of step 4 for 1.28M TDD
	R5-070198
	Supplement to HS-DSCH radio bearer test parameters in TDD
	ZTE Corporation


Reason for change:

Supplement to HS-DSCH radio bearer test parameters in TDD
Summary of change:

1 .Supplement to HS-DSCH radio bearer test parameters in TDD

2. Editorial corrections.
	R5-070199
	Improve the test case of “Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH(TDD)”
	ZTE Corporation


Reason for change:

To update the test case of  “Stand-alone UL:13.6 DL:13.6 kbps SRBs for DCCH(TDD)”
Summary of change:

To increase the efficience of the low chip signalling transmissions, a new TFS configuration is updated to {0*148，1*148，4*148} and the TTI is also updated to 40ms.
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