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	Several RRM test cases that use MeasObjectGERAN IE need the default parameter set for offsetFreq. For example, the Event B1 (Inter RAT neighbour becomes better than threshold) defines the offsetFreq as being within the measObject corresponding to the frequency of the neighbour inter-RAT cell. In TS 36.331 it states for the MeasObjectGERAN IE that the offsetFreq default value is 0 and the offsetFreq parameter setting is not optional.

	
	

	Summary of change:
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	The measurement information element for MeasObjectGERAN offsetFreq default parameter is changed to be in alignment with core specification as such:
· Table 4.6.6-2A: MeasObjectGERAN-GENERIC(Freq)

· offsetFreq is changed from “Not present” to “0” (dB 0) to be in alignment with core specification TS 36.331
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4.6.6
Measurement information elements
-
MeasConfig-DEFAULT
Table 4.6.6-1: MeasConfig-DEFAULT
	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	Not present
	
	

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	  quantityConfig
	Not present
	
	

	
	QuantityConfig-DEFAULT
	
	UTRAN, GERAN, CDMA2000

	  measGapConfig
	Not present
	
	

	
	MeasGapConfig-GP1
	
	INTER-FREQ,

UTRAN

	
	MeasGapConfig-GP2
	
	GERAN, INTER-RAT

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	INTER-FREQ
	For E-UTRA inter-freq measurements

	UTRAN
	For inter-RAT measurements with UTRAN

	GERAN
	For inter-RAT measurements with GERAN

	INTER-RAT
	For inter-RAT measurements with UTRAN and GERAN

	CDMA2000
	For inter-RAT measurements with CDMA2000


-
MeasGapConfig-GP1
Table 4.6.6-1A: MeasGapConfig-GP1
	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP1 ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	     gp0 
	0
	TGRP = 40 ms
	

	   }
	
	
	

	  }
	
	
	

	}
	
	
	


-
MeasGapConfig-GP2
Table 4.6.6-1B: MeasGapConfig-GP2
	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasGapConfig-GP2 ::= CHOICE {
	
	
	

	 setup SEQUENCE {
	
	
	

	   gapOffset CHOICE {
	
	
	

	      gp1 
	0
	TGRP = 80 ms
	

	      }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MeasObjectCDMA2000-GENERIC

Table 4.6.6-1C: MeasObjectCDMA2000-GENERIC

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectCDMA2000-GENERIC ::= SEQUENCE {
	
	
	

	  cdma2000-Type
	FFS
	[type1XRTT, typeHRPD]
	

	  carrierFreq SEQUENCE {
	
	
	

	    bandClass
	FFS
	Should be one of the following: bc0, bc1, bc2, bc3, bc4, bc5, bc6, bc7, bc8, bc9, bc10, bc11, bc12, bc13, bc14, bc15, bc16, bc17, spare14, spare13, spare12, spare11, spare10,spare9, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1, ...
	

	    arfcn
	Downlink channel numberFFS
	INTEGER (0 to 2047)
	

	  }
	
	
	

	  searchWindowSize
	FFS
	INTEGER (0..15)
	

	  offsetFreq
	0 (0 dB)
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList 
	[Not present]
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


-
MeasObjectEUTRA-GENERIC
Table 4.6.6-2: MeasObjectEUTRA-GENERIC(Freq)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreq 
	Downlink EARFCN for Freq
	
	

	  allowedmeasBandwidth
	The number of the resource blocks for Freq 
	
	

	  presenceAntennaPort1
	FALSE
	
	

	  neighbourCellConfig
	'01'B (No MBSFN subframes are present in all neighbour cells)
	MBSFN doesn’t apply by default.
	

	  offsetFreq
	0 (dB 0)
	
	

	  cellsToRemoveList
	Not present
	
	

	  cellsToAddModList
	Not present
	
	

	  blackCellsToRemoveList
	Not present
	
	

	  blackCellsToAddModList
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
	
	
	


-
MeasObjectGERAN-GENERIC
Table 4.6.6-2A: MeasObjectGERAN-GENERIC(Freq)

	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectGERAN-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  carrierFreqs SEQUENCE {
	
	
	

	    startingARFCN
	Downlink GERAN ARFCN of Freq
	
	

	    bandIndicator 
	Set according to the band used for GERAN cells under test
	
	

	    followingARFCNs CHOICE {
	
	
	

	      explicitListOfARFCNs
	Set the corresponding ARFCN of GERAN cells under test
	
	

	     }
	
	
	

	   }
	
	
	

	  offsetFreq
	0 (dB 0)
	
	

	  ncc-Permitted
	Not present
	
	

	  cellForWhichToReportCGI
	Not present
	
	

	}
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