Page 1



3GPP TSG-RAN WG5 Meeting #45 
(
R5-095525
Philadelphia, USA, 26 - 30 Oct 2009
	CR-Form-v9.6

	CHANGE REQUEST

	

	(

	36.523-1
	CR
	CRNum
	(

rev
	-
	(

Current version:
	8.3.2
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	GCF Priority 2 - Update of EMM test case 9.3.1.7a

	
	

	Source to WG:
(

	Qualcomm Europe

	Source to TSG:
(

	R5

	
	

	Work item code:
(

	LTE-UEConTest_SIG
	
	Date: (

	26/10/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)

	
	

	Reason for change:
(

	1) To update handling of IP address allocation during Attach procedure as per the outcome of AP#44.06.
2)  To remove yellow highlighting left in TS 36.523-1 v8.3.2 of “last” and “and/or APN” at Step 9a1, and of “and/or APN” at Step 9a2.

	
	

	Summary of change:
(

	1)  Text on handling of IP address allocation during Attach procedure was added as per the outcome of AP#44.06.
2)  Yellow highlighting was removed at Steps 9a1 & 9a2.

	 
	

	Consequences if 
(

not approved:
	Test specification will remain incomplete.

	
	

	Clauses affected:
(

	9.3.1.7a

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


<Start of modified section>
9.3.1.7a
Service Request / Rejected / UE implicitly detached

9.3.1.7a.1
Test Purpose (TP)

(1)

with { UE having sent a SERVICE REQUEST message }

ensure that {
  when { UE receives a SERVICE REJECT message with the EMM cause set to 'Implicitly detached' }

    then { UE enters the state EMM-DEREGISTERED.NORMAL-SERVICE, delete the EPS mapped EPS security context if any and performs a new attach procedure }

            }

9.3.1.7a.2
Conformance requirements
References: The conformance requirements covered in the present TC are specified in: TS 24.301, clause 5.6.1.5.

[TS 24.301, clause 5.6.1.5]

If the service request cannot be accepted, the network shall return a SERVICE REJECT message to the UE including an appropriate EMM cause value. 

…

On receipt of the SERVICE REJECT message, the UE shall stop timer T3417 and take the following actions depending on the received EMM cause value.

…

#10
(Implicitly detached);


The UE shall enter the state EMM-DEREGISTERED.NORMAL-SERVICE. The UE shall delete the EPS mapped EPS security context if any. The UE shall then perform a new attach procedure.

9.3.1.7a.3
Test description

9.3.1.7a.3.1
Pre-test conditions

System Simulator:

-
Cell A.

UE:

None.
Preamble:

-
The UE is in state Registered, Idle mode (state 2) on Cell A according to [18].

9.3.1.7a.3.2
Test procedure sequence

Table 9.3.1.7a.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS pages the UE using S-TMSI with CN domain indicator set to "PS".
	-
	-
	-
	-

	2
	The UE transmits a SERVICE REQUEST message.
	-->
	SERVICE REQUEST
	-
	-

	3
	The SS transmits a SERVICE REJECT message with the EMM cause set to 'Implicitly detached'.
	<--
	SERVICE REJECT
	-
	-

	4
	Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message and integrity protected using the native security context resulting from authentication during the test preamble?
	-->
	ATTACH REQUEST
	1
	P

	5
	The SS transmits an AUTHENTICATION REQUEST message to initiate the EPS authentication and AKA procedure.
	<--
	AUTHENTICATION REQUEST
	-
	-

	6
	The UE transmits an AUTHENTICATION RESPONSE message and establishes mutual authentication.
	-->
	AUTHENTICATION RESPONSE
	-
	-

	7
	The SS transmits a NAS SECURITY MODE COMMAND message to activate NAS security.
	<--
	SECURITY MODE COMMAND
	-
	-

	8
	The UE transmits a NAS SECURITY MODE COMPLETE message and establishes the initial security configuration.
	-->
	SECURITY MODE COMPLETE
	-
	-

	-
	EXCEPTION: Steps 9a1 to 9a2 describe behaviour that depends on UE configuration;

the "lower case letter" identifies a step sequence that takes place if the UE has ESM information which needs to be transferred.
	-
	-
	-
	-

	9a1
	IF the UE sets the ESM information transfer flag in the last PDN CONNECTIVITY REQUEST message THEN the SS transmits an ESM INFORMATION REQUEST message to initiate exchange of protocol configuration options and/or APN.
	<--
	 ESM INFORMATION REQUEST
	-
	-

	9a2
	The UE transmits an ESM INFORMATION RESPONSE message to transfer protocol configuration options and/or APN.
	-->
	 ESM INFORMATION RESPONSE
	-
	-

	10
	The SS transmits an ATTACH ACCEPT message. The ACTIVATE DEFAULT EPS BEARER CONTEXT REQUEST message is piggybacked in the ATTACH ACCEPT message.
	<--
	ATTACH ACCEPT

	-
	-

	-
	EXCEPTION: In parallel to the event described in step 11 below the generic procedure for IP address allocation in the U-plane specified in TS 36.508 subclause 4.5A.1 takes place performing IP address allocation in the U-plane if requested by the UE.
	-
	-
	-
	-

	11
	The UE transmits an ATTACH COMPLETE message. The ACTIVATE DEFAULT EPS BEARER CONTEXT ACCEPT message is piggybacked in ATTACH COMPLETE.
	-->
	ATTACH COMPLETE

	-
	-

	12
	The SS releases the RRC connection.
	-
	-
	-
	-


9.3.1.7a.3.3
Specific message contents
Table 9.3.1.7a.3.3-1: SERVICE REJECT (step 3, Table 9.3.1.7a.3.2-1)

	Derivation Path: TS 36.508 Table 4.7.2-22

	Information Element
	Value/remark
	Comment
	Condition

	EMM cause
	'0000 1010'B
	Implicitly detached
	


Table 9.3.1.7a.3.3-2: ATTACH REQUEST (step 4, Table 9.3.1.7a.3.2-1)

	Derivation Path: 36.508, Table 4.7.2-4

	Information Element
	Value/remark
	Comment
	Condition

	NAS key set identifier
	
	
	

	  NAS key set identifier
	NAS key set identifier allocated to UE during authentication in test preamble
	
	

	  TSC
	‘0’B
	Native security context
	

	Old GUTI or IMSI
	GUTI allocated to UE during previous attach on Cell A.
	
	

	Last visited registered TAI
	TAI-1
	
	

	Old location area identification
	Not present
	
	

	TMSI status
	Not present
	
	

	
	'0'B
	no valid TMSI available
	pc_CSfallback
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