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1
Introduction

At the RAN#44 meeting in May 2009 a Rel-8 RAN5 work item for conformance test aspects of UMTS ETWS (Earthquake and Tsunami Warning Systems) (FDD) was approved [1].

The purpose of present document is to provide a work plan for the RAN5 work item for UMTS ETWS (Earthquake and Tsunami Warning Systems) (FDD) [RANimp-UEConTest_UMTS_ETWS]. The work plan is updated after each RAN5 meeting to give the latest status of the work item. 

Section 2 gives an overview of the work item status and section 3 lists the planned UMTS ETWS (Earthquake and Tsunami Warning Systems) (FDD) test cases and the detailed status. 

2
Work item status
The completeness of the UMTS ETWS (Earthquake and Tsunami Warning Systems) (FDD) work item after RAN5#45 is:

	Test specification
	Testing area
	Completeness
	3 Month Target
	6 Month Target
	Comments
	History

	TS 34.108
	Common test environment
	15%
	100%
	
	
	

	TS 34.123-1 TS 34.123-2
	Protocol testing area
	15%


	100%
	
	
	


Estimation of WI overall completeness:

The estimate of the overall WI completeness is based on the number of work plan items per area. 

	Overall completeness
	15%
	


Colour coding: 

	
	Not started

	
	Ongoing

	
	Ready


3
UMTS ETWS (Earthquake and Tsunami Warning Systems) (FDD) test case work plan

	Area
	TS
	Clause
	Release
	Title
	Test purpose / Description
	Company
	Target
	Status
	TDOC
	Comments

	34.108 – Common test environment

	Common test procedures
	34.108
	
	Rel-8
	Default message contents for UMTS ETWS
	
	NTT DOCOMO
	RP#47
	100%
	R5-096171
	

	34.123-1 – Layer 3

	RRC
	34.123-1
	8.1.1.13
	Rel-8
	ETWS primary and secondary notification without security reception via S-CCPCH in idle mode, URA_PCH and CELL_PCH state / CELL_FACH state
	To verify that the UE receives ETWS messages correctly  and discards ETWS messages correctly when duplicate notifications are received
	NTT DOCOMO
	RP#47
	80%
	R5-096170
	TS 25.331 8.6.8a.1.



	RRC
	34.123-1
	8.1.1.14
	Rel-8
	ETWS primary and secondary notification without security reception via HS-DSCH in URA_PCH and CELL_PCH state / CELL_FACH state
	To verify that the UE receives ETWS messages correctly  and discards ETWS messages correctly when duplicate notifications are received
	Sony Ericsson Mobile
	RP#47
	0%
	
	TS 25.331 8.6.8a.1.



	
	
	
	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	
	
	


	
	
	
	
	
	
	
	
	
	
	


	RRC
	34.123-1
	8.1.1.15
	Rel-8
	ETWS primary and secondary notification with security reception via S-CCPCH in idle mode, URA_PCH and CELL_PCH state / CELL_FACH state
	To verify that the UE receives ETWS messages correctly  and discards ETWS messages correctly when duplicate notifications are received
	Qualcomm
	RP#47
	0%
	
	TS25.331 8.1.17

	RRC
	34.123-1
	8.1.1.16
	Rel-8
	ETWS primary and secondary notification with security reception via HS-DSCH in URA_PCH and CELL_PCH state
	To verify that the UE receives ETWS messages correctly  and discards ETWS messages correctly when duplicate notifications are received
	
	RP#47
	0%
	
	TS25.331 8.1.17

	
	
	
	
	
	
	
	
	
	
	

	RRC
	34.123-1
	8.1.1.17
	Rel-8
	ETWS primary and secondary notification with security reception via HS-DSCH in CELL_FACH state, DRX not configured
	To verify that the UE receives ETWS messages correctly  and discards ETWS messages correctly when duplicate notifications are received
	
	RP#47
	0%
	
	TS25.331 8.1.17

	RRC
	34.123-1
	8.1.1.18
	Rel-8
	ETWS primary and secondary notification with security reception via HS-DSCH in CELL_FACH state, DRX configured
	To verify that the UE receives ETWS messages correctly  and discards ETWS messages correctly when duplicate notifications are received
	
	RP#47
	0%
	
	TS25.331 8.1.17

	RRC
	34.123-1
	8.1.1.19
	Rel-8
	Cell reselection from non ETWS cell to ETWS cell.
	To verify ETWS is set to ON after reselection to ETWS OFF cell with CS MT call during ETWS reception and ETWS is set to OFF in the ETWS ON cell.
	NTT DOCOMO
	RP#47
	0%
	
	TS 25.331 8.6.8a.1.
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