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<BEGIN OF MODIFIED SECTION>
4
Recommended test case applicability

<Text skipped>
Table 1: Applicability of tests

	Clause
	Title
	Release
	Applicability
	Comments
	Number of TC Executions (informative)

	
	IDLE MODE
	
	
	
	

	<skipped items>

	6.2.1.11
	Selection of PLMN and RAT in shared network environment, Manual mode
	Rel-6
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	6.2.2.1
	Cell reselection if cell becomes barred or S<0; UTRAN to GSM
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.2.2
	Cell reselection if cell becomes barred or C1<0; GSM to UTRAN
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.2.3
	Cell reselection timings; GSM to UTRAN
	R99
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	
	
	
	C56
	UEs supporting TDD and GSM
	

	6.2.2.4
	Cell reselection in multi-mode shared network environment
	Rel-6
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	6.2.2.5
	Cell reselection using SIB18; UTRAN to GSM
	Rel-6
	C05
	UEs supporting FDD and GSM
	1 Execution: CS+PS preferred

	6.3.1.1
	Manual CSG ID Selection
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred

	6.3.1.2
	UE in automatic network selection mode to select a suitable CSG cell
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred

	6.3.2.1
	Intra-frequency cell reselection from a non-CSG cell to an allowed CSG cell
	Rel-8
	C650
	UEs supporting FDD and  CSG
	1 Execution: CS+PS preferred

	6.3.3.1
	Intra frequency CSG Cell Reselection / UE is in Idle, Cell_PCH and URA_PCH states
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred

	6.3.3.2
	Inter frequency CSG Cell Reselection / UE is in Idle, Cell_PCH and URA_PCH states
	Rel-8
	C650
	UEs supporting FDD and CSG
	1 Execution: CS+PS preferred

	
	LAYER 2
	
	
	
	

	7.1.1.1
	CCCH mapped to RACH/FACH / Invalid TCTF
	R99
	R
	All UEs
	1 Execution: PS preferred

	<skipped items>

	
	MOBILITY MANAGEMENT
	
	
	
	

	9.1
	TMSI reallocation
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS

	<skipped items>

	9.4.2.5
	Location updating / rejected / No Suitable Cells In Location Area
	R99
	C98
	UEs supporting CS domain services
	1 Execution: CS

	9.4.2.6
	Location updating request / rejected / Not authorized for this CSG
	Rel-8
	Cxxx
	UEs supporting CS domain services and CSG
	1 Execution: CS

	9.4.3.2
	Location updating / abnormal cases / attempt counter less or equal to 4, LAI different
	R99
	C98 
	UEs supporting CS domain services

 
	

	<skipped items>

	12.2.1.5a
	PS attach / rejected / roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.2.1.5b
	PS attach / rejected / No Suitable Cells In Location Area
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS

	12.2.1.5c
	PS attach / rejected / Location area not allowed
	R99
	C12
	UE supporting PS domain services.
	

	12.2.1.5d
	PS attach / rejected / PS services not allowed in this PLMN
	R99
	 C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS

	12.2.1.5e
	PS attach / rejected / Not authorized for this CSG
	Rel-8
	Cyyy
	UE supporting PS domain services, CS domain services (UE supports UE operation mode A) and CSG.
	1 Execution: CS+PS

	12.2.1.6
	PS attach / abnormal cases / access barred due to access class control
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	<skipped items>

	12.2.2.7c
	Combined PS attach / rejected / Roaming not allowed in this location area
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.7d
	Combined PS attach / rejected / PS services not allowed in this PLMN
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.2.2.7e
	Combined PS attach / rejected / Not authorized for this CSG
	Rel-8
	Cyyy
	UE supporting PS domain services, CS domain services (UE supports UE operation mode A) and CSG.
	1 Execution: CS+PS

	12.2.2.8
	Combined PS attach / abnormal cases / attempt counter check / miscellaneous reject causes
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	<skipped items>

	12.4.1.4c
	Routing area updating / rejected / PS services not allowed in this PLMN
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.4.1.4d
	Routing area updating / rejected / Roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.4.1.4e
	Routing area updating / rejected / Not authorized for this CSG
	Rel-8
	Czzz
	UE supporting PS domain services and CSG.
	1 Execution: PS

	12.4.1.5
	Routing area updating / abnormal cases / attempt counter check / miscellaneous reject causes
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	<skipped items>

	12.4.2.5c
	Combined routing area updating / rejected / Location area not allowed
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.4.2.5d
	Combined routing area updating / rejected / PS services not allowed in this PLMN
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	12.4.2.5e
	Combined routing area updating request rejected / Not authorized for this CSG
	Rel-8
	Cyyy
	UE supporting PS domain services, CS domain services (UE supports UE operation mode A) and CSG.
	1 Execution: CS+PS

	12.4.2.6
	Combined routing area updating / abnormal cases / access barred due to access class control
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	1 Execution: CS+PS

	12.4.2.7
	Combined routing area updating / abnormal cases / attempt counter check / procedure timeout
	R99
	C88
	UE supporting PS domain services and CS domain services (UE supports UE operation mode A).
	

	<skipped items>

	12.9.7b
	Service Request / rejected / No Suitable Cells In Location Area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.7c
	Service Request / rejected / Roaming not allowed in this location area
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	12.9.7d
	Service Request / rejected / Not authorized for this CSG
	Rel-8
	Czzz
	UE supporting PS domain services and CSG.
	1 Execution: PS

	12.9.8
	Service Request / Abnormal cases / Access barred due to access class control
	R99
	C12
	UE supporting PS domain services.
	1 Execution: PS

	<skipped items>


Table 1a: Applicability of tests Conditions

	C01
IF A.1/1 THEN R ELSE N/A

	<skipped items>


	C647
IF A.1/1 AND A.18a/34 THEN R ELSE N/A

	C648
IF A.1/1 AND A.18a/24 AND (A.18a.1a/15 OR A.18a.1a/16 OR A.18a.1a/17 OR A.18a.1a/18) THEN R ELSE N/A

	C649
IF A.1/1 AND A.18a/14 AND A.18a/18 AND A.18a/28 OR A.18a.2a/1 THEN R ELSE N/A

	C650
IF A.1/1 AND A.10/12 THEN R ELSE N/A

	Cxxx         IF ( A.3/1 OR A.3/3 ) AND A.10/12 THEN R ELSE N/A

	Cyyy         IF A.3/3 AND A.10/12 THEN R ELSE N/A

	Czzz         IF A.3/2 AND A.10/12 THEN R ELSE N/A

	NOTE:
A reference to and item in TS 51.010-2 is preceded with the normative reference [52]
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