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	Reason for change:
(

	The intention of “UE-DTX”-case is to describe the case when the SS does not receive anything from the UE, which does not (at least theoretically) definitely imply that the UE really does not transmit anything. This clarification is missing.

	
	

	Summary of change:
(

	Clarification “(as observed by SS)” added for the case of “UE-DTX”
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not approved:
	The description “UE-DTX” remains confusing and does not correctly describe the intended case. 
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	Other comments:
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	The clarification proposed in this CR reflects the comments to the agreed R&S CR R5-104103 (RAN5#48)


< Unchanged sections omitted >
5
E-UTRAN RRC_CONNECTED State Mobility

When the UE is in RRC_CONNECTED state on a cell, network-controlled UE-assisted handovers are performed. The UE makes measurements of attributes of the serving and neighbour cells to enable the handover process. This process allows the UE to transfer a connection between the UE and current cell to target cell.
SS transmits PDSCH via PDCCH DCI format 1A for C_RNTI to transmit the DL RMC according to Annex A1. The SS sends downlink MAC padding bits on the DL RMC.

Due to the undefined UE behaviour regarding the sending of HARQ-ACK after receiving a RRC message triggering an handover (acc. 3GPP TS 36.331 [5] Subclause 5.3.5.4), the SS behaviour when waiting for the appropriate HARQ acknowledgement should be as follows:

- Reception of an HARQ-ACK will cause no HARQ delay exclusion (acc. subclause 3A.1). 
- Reception of an HARQ-NACK will cause HARQ retransmission and HARQ delay exclusion (acc. subclause 3A.1).
- UE-DTX (as observed by SS) will cause HARQ retransmission, but no HARQ delay exclusion (acc. subclause 3A.1).
Uplink for E-UTRA cell(s) is configured according to Annex A.3.

< End of changes >
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