3GPP TSG-RAN WG5 meeting #49 
R5-106166
Shanghai, China, 15 - 19 November 10


Agenda Item:
6.6.1.1
Source: 
Panasonic 
Title: 
List of test cases/scenarios proposal for LTE Protocol Testing in Cell Reselection
Document for:
Discussion and Approval.


1
Introduction

This document proposes an update of the list of test cases and/or scenarios or features to be tested for 3G Long Term Evolution Terminal Protocol Conformance Test Specifications for Cell Reselection.
In TS 36.304 specification, the parameter "Snonintrasearch" is use to specifies the threshold (in dB) for E-UTRAN inter-frequency and inter-RAT measurements. However, in the current LTE SIG test list, the parameter "Sintersearch" is being defined in the Title and TC Scope of TC 6.1.2.13. Thus, to align with the core specification (TS 36.304), the texts in the Title and TC Scope for TC 6.1.2.13 is update as follow:
Changes:

- Modify the current test case title to " Cell re-selection, Sintrasearch, Snonintrasearch ";

- Modify the TC Scope to "The purpose of this test case is to verify that the UE performs measurements and evaluation of intra/inter frequency cells if the serving cell attribute is below “Sintrasearch/Snonintrasearch”".
2 List of LTE scenarios for Cell Reselection Procedures
The number of test cases scenarios listed under each main area is summarized below: 
Table 1: List of Protocol test cases

	Area
	TS
	Clause
	Rel.
	Title
	TC Scope
	Company
	Target
	Status
	TDOC
	Comments

	6.1.2 Cell Reselection
	
	
	
	
	
	
	

	<skipped rows>

	
	36.523-1
	6.1.2.12
	Rel-8
	Cell reselection / Cell-specific reselection parameters provided by the network in a neighbouring cell list
	The purpose of this test case is to verify that the UE correctly performs cell reselection and uses the information received in the NCL
	NEC
	RP#47
	100%
	R5-103458
	TS 36.300 v8.2.0 clause 10.1.1.2
 
“An NCL can be provided by the serving cell to handle specific cases. This NCL can contain cell specific cell re-selection parameter for specific neighbouring cells”


	
	36.523-1
	6.1.2.13
	Rel-8
	Cell re-selection, Sintrasearch, Snonintrasearch
	The purpose of this test case is to verify that the UE performs measurements and evaluation of intra/inter frequency cells if the serving cell attribute is below “Sintrasearch/Snonintrasearch”
	NEC, CATR,
	RP#46
	0%
	
	TS 36.304 v1.0.0 clause 5.2.4
TS 36.300 v8.2.0 clause 10.1.1.2

“Measurements may be omitted if the serving cell attribute fulfils particular search or measurement criteria


	
	36.523-1
	6.1.2.14
	Rel-8
	Speed-dependent cell reselection
	The purpose of this test case is to verify that if indicated by the network the UE applies the scaling factor to the Tresel timer
	NTT DOCOMO
	RP#47
	100%
	R5-054173
	TS 36.304 v1.0.0 clause 5.2.4.2 high mobility state and 5.2.4.4
TS 36.300 v8.2.0 clause 10.1.1.2

“Cell re-selection can be speed dependent (speed detection based on UTRAN solution”)”

Tcrmax, Ncr, TcrmaxHyst and ScalingFactor parameters will be tested here


	<skipped rows>


3
Conclusions and proposal

It is proposed to consider this updated list of features and/or scenarios as identified above as the new baseline for the Work Plan of LTE/SAE protocol testing part. 
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