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<< Unchanged sections omitted >>
9.1
RSRP

9.1.1
FDD Intra frequency RSRP Accuracy

9.1.1.1
FDD Intra Frequency Absolute RSRP Accuracy

<< Unchanged sections omitted >>
Table 9.1.1.1.5-3: RSRP FDD Intra frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23, 24
	Bands 2, 5, 7, 26
	Band 25
	Bands 3, 8, 12, 13, 14, 17, 20, 22
	Band 9

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_29
	RSRP_45
	RSRP_17
	RSRP_19
	RSRP_21
	RSRP_20
	RSRP_18

	Highest reported value (Cell 2)
	RSRP_43
	RSRP_64
	RSRP_32
	RSRP_34
	RSRP_35
	RSRP_35
	RSRP_33

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_26
	RSRP_42
	RSRP_14
	RSRP_16
	RSRP_18
	RSRP_17
	RSRP_15

	Highest reported value (Cell 2)
	RSRP_46
	RSRP_67
	RSRP_35
	RSRP_37
	RSRP_38
	RSRP_38
	RSRP_36 


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.1.2
FDD Intra Frequency Relative Accuracy of RSRP

<< Unchanged sections omitted >>

Table 9.1.1.2.5-3: RSRP FDD Intra frequency relative accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	Bands 1, 4, 6, 10, 11, 18, 19,21, 23, 24
	Bands 2, 5, 7, 26
	Band 25
	Bands 3, 8, 12,13, 14, 17, 20, 22
	Band 9

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_x-9
	RSRP_x-9
	RSRP_x-8
	RSRP_x-8
	RSRP_x-8
	RSRP_x-8
	RSRP_x-8

	Highest reported value (Cell 2)
	RSRP_x+1
	RSRP_x+1
	RSRP_x+2
	RSRP_x+2
	RSRP_x+2
	RSRP_x+2
	RSRP_x+2

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_x-9
	RSRP_x-9
	RSRP_x-8
	RSRP_x-8
	RSRP_x-8
	RSRP_x-8
	RSRP_x-8

	Highest reported value (Cell 2)
	RSRP_x+1
	RSRP_x+1
	RSRP_x+2
	RSRP_x+2
	RSRP_x+2
	RSRP_x+2
	RSRP_x+2

	RSRP_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.1.3.1
FDD - FDD Inter Frequency Absolute RSRP Accuracy

<< Unchanged sections omitted >>

Table 9.1.3.1.5-3: RSRP FDD Inter frequency absolute accuracy requirements for the reported values

	
	Test 1
	Test 2

	
	All bands
	Bands 1, 4, 6, 10, 11 18, 19, 21, 23, 24
	Bands 2, 5, 7, 26
	Band 25
	Bands 3, 8, 12, 13, 14, 17, 20, 22
	Band 9

	
	
	
	
	
	
	

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_52
	RSRP_13
	RSRP_15
	RSRP_17
	RSRP_16
	RSRP_14

	Highest reported value (Cell 2)
	RSRP_71
	RSRP_28
	RSRP_30
	RSRP_31
	RSRP_31
	RSRP_29

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_49
	RSRP_10
	RSRP_12
	RSRP_14
	RSRP_13
	RSRP_11

	Highest reported value (Cell 2)
	RSRP_74
	RSRP_31
	RSRP_33
	RSRP_34
	RSRP_34
	RSRP_32


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.
9.1.6.1
FDD Absolute RSRP Accuracy E-UTRA for Carrier Aggregation

<< Unchanged sections omitted >>

Table 9.1.6.1.5-3: RSRP FDD Carrier Aggregation absolute accuracy requirements for the reported values

	
	Test 1
	

	
	Bands 1, 4, 6, 10, 11, 18, 19, 21, 23, 24
	Bands 2, 5, 7, 26
	Band 25
	Bands 28
	Bands 3, 8, 12, 13, 14, 17, 20, 22
	Band 9

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRP_21
	RSRP_23
	RSRP_25
	RSRP_27
	RSRP_24
	RSRP_22

	Highest reported value (Cell 2)
	RSRP_33
	RSRP_35
	RSRP_37
	RSRP_39
	RSRP_36
	RSRP_34

	Lowest reported value (Cell 3)
	RSRP_17
	RSRP_19
	RSRP_22
	RSRP_24
	RSRP_20
	RSRP_18

	Highest reported value (Cell 3)
	RSRP_29
	RSRP_31
	RSRP_34
	RSRP_36
	RSRP_32
	RSRP_30

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRP_19
	RSRP_21
	RSRP_23
	RSRP_25
	RSRP_22
	RSRP_20

	Highest reported value (Cell 2)
	RSRP_35
	RSRP_37
	RSRP_39
	RSRP_41
	RSRP_38
	RSRP_36

	Lowest reported value (Cell 3)
	RSRP_19
	RSRP_17
	RSRP_20
	RSRP_22
	RSRP_18
	RSRP_16

	Highest reported value (Cell 3)
	RSRP_31
	RSRP_33
	RSRP_36
	RSRP_38
	RSRP_34
	RSRP_32


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

<< Unchanged sections omitted >>

Table 9.3.1.5-3: UTRAN FDD CPICH RSCP absolute measurement accuracy requirements for the reported values

	
	Test 1
	Test 2

	
	All bands
	Bands 1, 4, 6, 10, 11 18, 19, 21
	Bands 2, 5, 7, 17
	Band 25, 26
	Bands 3, 8, 12, 13, 14, 22
	Band 9

	Normal Conditions

	Lowest reported value (Cell 2)
	CPICH_RSCP_46
	CPICH_RSCP_-04
	CPICH_RSCP_-02
	CPICH_RSCP_-01
	CPICH_RSCP_-01
	CPICH_RSCP_-03

	Highest reported value (Cell 2)
	CPICH_RSCP_63
	CPICH_RSCP_9
	CPICH_RSCP_11
	CPICH_RSCP_13
	CPICH_RSCP_12
	CPICH_RSCP_10

	Extreme Conditions

	Lowest reported value (Cell 2)
	CPICH_RSCP_43
	CPICH_RSCP_-05
	CPICH_RSCP_-05
	CPICH_RSCP_-04
	CPICH_RSCP_-04
	CPICH_RSCP_-05

	Highest reported value (Cell 2)
	CPICH_RSCP_66
	CPICH_RSCP_12
	CPICH_RSCP_14
	CPICH_RSCP_16
	CPICH_RSCP_15
	CPICH_RSCP_13


<< Unchanged sections omitted >>

Table 9.3.2.5-3: UTRAN FDD CPICH RSCP absolute measurement accuracy requirements for the reported values

	
	Test 1
	Test 2

	
	All bands
	Bands 1, 4, 6, 10, 11 18, 19, 21
	Bands 2, 5, 7, 17
	Band 25, 26
	Bands 3, 8, 12, 13, 14, 22
	Band 9

	Normal Conditions

	Lowest reported value (Cell 2)
	CPICH_RSCP_46
	CPICH_RSCP_-04
	CPICH_RSCP_-02
	CPICH_RSCP_-01
	CPICH_RSCP_-01
	CPICH_RSCP_-03

	Highest reported value (Cell 2)
	CPICH_RSCP_63
	CPICH_RSCP_9
	CPICH_RSCP_11
	CPICH_RSCP_13
	CPICH_RSCP_12
	CPICH_RSCP_10

	Extreme Conditions

	Lowest reported value (Cell 2)
	CPICH_RSCP_43
	CPICH_RSCP_-05
	CPICH_RSCP_-05
	CPICH_RSCP_-04
	CPICH_RSCP_-04
	CPICH_RSCP_-05

	Highest reported value (Cell 2)
	CPICH_RSCP_66
	CPICH_RSCP_12
	CPICH_RSCP_14
	CPICH_RSCP_16
	CPICH_RSCP_15
	CPICH_RSCP_13


<< Unchanged sections omitted >>
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