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<< Unchanged sections omitted >>
6.2.5B
Configured UE transmitted Output Power for UL-MIMO


6.2.5B.1
Test purpose

To verify the UE does not exceed the minimum between the PEMAX maximum allowed UL TX Power for UL-MIMO signalled by the E-UTRAN and the PUMAX maximum UE power for the UE power class.
6.2.5B.2
Test applicability

This test applies to all types of E-UTRA UE release 10 and forward that support UL- MIMO.

6.2.5B.3
Minimum conformance requirements

For UE with multiple transmit antenna connectors, the transmitted power is configured per each UE.

The definitions of configured maximum output power PCMAX, the lower bound PCMAX_L, and the higher bound PCMAX_H specified in Section 6.2.5 shall apply to UE with multiple transmit antenna connectors, where

-
PPowerClass and TC are specified in Section 6.2.2B
-
MPR is specified in Section 6.2.3B

-
A-MPR is specified in Section 6.2.4B
The measured configured maximum output power PUMAX shall be within the following bounds:


PCMAX_L  –  T LOW(PCMAX_L)  ≤  PUMAX  ≤  PCMAX_H  +  T HIGH(PCMAX_H)

where TLOW(PCMAX_L) and THIGH(PCMAX_H) are defined as the tolerance and applies to PCMAX_L and PCMAX_H separately.

For UE with two transmit antenna connectors, the tolerance is specified in Table 6.2.5B.3-1 with UL-MIMO configurations specified in Table 6.2.2B.3-2.

Table 6.2.5B.3-1: PCMAX tolerance in closed-loop spatial multiplexing scheme
	PCMAX (dBm)
	Tolerance

TLOW(PCMAX_L) (dB)
	Tolerance

THIGH(PCMAX_H) (dB)

	PCMAX=23
	3.0
	2.0

	[22] ≤ PCMAX < [23]
	[5.0]
	[2.0]

	[21] ≤ PCMAX < [22]
	[5.0]
	[3.0]

	[20] ≤ PCMAX < [21]
	[6.0]
	[4.0]

	[16] ≤ PCMAX < [20]
	[5.0]

	[11] ≤ PCMAX < [16]
	[6.0]

	[-40] ≤ PCMAX < [11]
	[7.0]


The normative reference for this requirement is TS 36.101 [2] clause 6.2.5B.

<< Unchanged sections omitted >>
6.2.5B.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 6.2.5B.4.3-1: SystemInformationBlockType1: Test point 1

	Derivation Path: TS 36.508 [7] clause 4.4.3.2, Table 4.4.3.2-3 SystemInformationBlockType1

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	-10
	
	


Table 6.2.5B.4.3-2: SystemInformationBlockType1: Test point 2

	Derivation Path: TS 36.508 [7] clause 4.4.3.2, Table 4.4.3.2-3 SystemInformationBlockType1

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	13
	
	


Table 6.2.5B.4.3-3: SystemInformationBlockType1: Test point 3

	Derivation Path: TS 36.508 [7] clause 4.4.3.2, Table 4.4.3.2-3 SystemInformationBlockType1

	Information Element
	Value/remark
	Comment
	Condition

	p-Max
	18
	
	


6.2.5B.5
Test requirement

The maximum output power measured shall not exceed the values specified in Table 6.2.5B.5-1.
Table 6.2.5B.5-1: PCMAX configured UE output power
	
	Channel bandwidth / maximum output power 

	
	1.4

MHz
	3.0

MHz
	5

MHz
	10

MHz
	15

MHz
	20

MHz

	Measured UE output power test point 1
	For carrier frequency f ≤ 3.0GHz: -10 dBm ± 7.7dB
For carrier frequency 3.0GHz < f ≤ 4.2GHz: -10 dBm ± 8 dB

	Measured UE output power test point 2
	For carrier frequency f ≤ 3.0GHz: 13 dBm ±6.7 dB
For carrier frequency 3.0GHz < f ≤ 4.2GHz: 13 dBm ± 7 dB

	Measured UE output power test point 3
	For carrier frequency f ≤ 3.0GHz: 18 dBm ± 5.7 dB
For carrier frequency 3.0GHz < f ≤ 4.2GHz: 18 dBm ± 6 dB

	Note:
In addition note 2 in Table 6.2.2B.3-1 shall apply to the tolerances.


<< Unchanged sections omitted >>
F.1.2
Measurement of transmitter

Table F.1.2-1: Maximum Test System Uncertainty for transmitter tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	<Unchanged skipped>
	
	

	6.2.5A.1 Configured UE transmitted Output Power for CA (intra-band contiguous DL CA and UL CA)
	TBD
	

	6.2.5B Configured trasmitted output power for UL-MIMO
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz
	

	6.3.2 Minimum Output Power
	±1.0 dB, f ≤ 3.0GHz

±1.3 dB, 3.0GHz < f ≤ 4.2GHz
	

	<Unchanged skipped>
	
	


<< Unchanged sections omitted >>
F.3.2
Measurement of transmitter

Table F.3.2-1: Derivation of Test Requirements (Transmitter tests)

	Test 
	Minimum Requirement in TS 36.101
	Test Tolerance
(TT)
	Test Requirement in TS 36.521-1

	<Unchanged skipped>
	
	
	

	6.2.5A.1 Configured UE transmitted Output Power for CA (intra-band contiguous DL CA and UL CA)
	TBD
	TBD
	TBD

	6.2.5B Configured trasmitted output power for UL-MIMO
	f ≤ 3.0GHz
16 ≤ PCMAX < 20 ± 5.0
11 ≤ PCMAX < 16 ± 6.0
-40 ≤ PCMAX < 11 ± 7.0
3.0GHz < f ≤ 4.2GHz
16 ≤ PCMAX < 20 ± 5.0
11 ≤ PCMAX < 16 ± 6.0
-40 ≤ PCMAX < 11 ± 7.0
	0.7 dB

0.7 dB

0.7 dB

1.0 dB

1.0 dB

1.0 dB
	Formula:

Upper limit + TT, Lower limit – TT

16 ≤ PCMAX < 20 ± 5.7
11 ≤ PCMAX < 16 ± 6.7
-40 ≤ PCMAX < 11 ± 7.7
16 ≤ PCMAX < 20 ± 6.0
11 ≤ PCMAX < 16 ± 7.0
-40 ≤ PCMAX < 11 ± 8.0

	6.3.2 Minimum Output Power
	f ≤ 3.0GHz
-40 dBm

3.0GHz < f ≤ 4.2GHz
-40 dBm
	1.0 dB

1.3 dB
	Formula:

Minimum Requirement  + TT

UE min. output power =–39 dBm
UE min. output power =–38.7 dBm

	<Unchanged skipped>
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