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	In the latest TS 36.101 v11.2.0, CA configuration and bandwidth combination set for CA_7, CA_38, CA_41, CA_1-18, CA_1-19, CA_1-21, CA_2-17, CA_3-5, CA_3-7, CA_3-8, CA_3-20, CA_4-12, CA_4-13, CA_4-17, CA_7-20 are added. However, they are still missing in the current version of TS 36.521-1.
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This is an update to agreed CR R5-124183 from Seoul, the additional changes from original CR are highlighted in green. If this CR is agreed R5-124183 will be withdrawn.


<<Unchanged sections omitted>>

5.4.2A.1
Channel bandwidths per operating band for CA

The requirements for carrier aggregation in this specification are defined for carrier aggregation configurations with associated bandwidth combination sets. For inter-band carrier aggregation, a carrier aggregation configuration is a combination of operating bands, each supporting a carrier aggregation bandwidth class. For intra-band contiguous carrier aggregation, a carrier aggregation configuration is a single operating band supporting a carrier aggregation bandwidth class.

For each carrier aggregation configuration, requirements are specified for all bandwidth combinations contained in a bandwidth combination set, which is indicated per supported band combination in the UE radio access capability. A UE can indicate support of several bandwidth combination sets per band combination. Furthermore, if the UE indicates support of a bandwidth combination set that is a superset of another applicable bandwidth combination set, the latter is supported by the UE even if not indicated.

Requirements for intra-band contiguous carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.4.2A.1-1. Requirements for inter-band carrier aggregation are defined for the carrier aggregation configurations and bandwidth combination sets specified in Table 5.4.2A.1-2.


DL component carrier combinations for a given CA configuration shall be symmetrical in relation to channel centre unless stated otherwise in table 5.4.2A.1-1 or 5.4.2A.1-2.
Table 5.4.2A.1-1:  E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	CA Configuration / NRB_agg

	CA Configuration
	E-UTRA Band
	50RB+100RB

(10 MHz + 20 MHz)
	75RB+75RB (15 MHz + 15 MHz)
	75RB+100RB

(15MHz + 20 MHz)
	100RB+100RB

(20 MHz + 20 MHz)
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA_1C
	1
	
	Yes
	
	Yes
	40
	0

	CA_7C
	7
	
	Yes
	
	Yes
	
	

	CA_38C
	38
	
	Yes
	
	Yes
	
	

	CA_40C
	40
	Yes
	Yes
	
	Yes
	40
	0

	CA_41C
	41
	Yes
	Yes
	Yes
	Yes
	40
	0

	NOTE 1:
The CA Configuration refers to an operating band and a CA bandwidth class specified in Table 5.4.2A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal


	

	
	
	

	

	


	
	
	
	
	

	
	
	
	
	


Table 5.4.2A.1-2:  E-UTRA CA configurations and bandwidth combination sets defined for inter-band CA
	CA operating / Channel bandwidth

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	Maximum aggregated bandwidth

[MHz]
	Bandwidth combination set

	CA_1A-5A
	1
	
	
	
	Yes
	
	
	20
	0

	
	5
	
	
	
	Yes
	
	
	
	

	CA_1A-18A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	18
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-19A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	35
	0

	
	19
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_1A-21A
	1
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	21
	
	
	Yes
	Yes
	Yes
	
	
	

	CA_2A-17A
	2
	
	
	Yes
	Yes
	
	
	
	

	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-5A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	5
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	
	Yes
	
	
	20
	1

	
	5
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-7A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	CA_3A-8A
	3
	
	
	
	Yes
	Yes
	Yes
	30
	0

	
	8
	
	
	Yes
	Yes
	
	
	
	

	
	3
	
	
	
	Yes
	
	
	20
	1

	
	8
	
	
	Yes
	Yes
	
	
	
	

	CA_3A-20A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-12A
	4
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	12
	
	
	Yes
	Yes
	
	
	
	

	CA_4A-13A
	4
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	13
	
	
	
	Yes
	
	
	
	

	CA_4A-17A
	4
	
	
	Yes
	Yes
	
	
	20
	0

	
	17
	
	
	Yes
	Yes
	
	
	
	

	CA_7A-20A
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	20
	
	
	Yes
	Yes
	
	
	
	

	NOTE 1:
The CA Configuration refers to a combination of an operating band and a CA bandwidth class specified in Table 5.4.2A-1 (the indexing letter). Absence of a CA bandwidth class for an operating band implies support of all classes.

NOTE 2:
For each band combination, all combinations of indicated bandwidths belong to the set

NOTE 3:
For the supported CC bandwidth combinations, the CC downlink and uplink bandwidths are equal
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