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Table 4.1-4a: Applicability of Protocol conformance Mobility and Session management test cases, ref. TS 38.523-1 [2]

	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	9
	Mobility management
	
	
	

	9.1
	5GS mobility management
	
	
	

	9.1.6
	De-registration
	
	
	

	9.1.6.1
	UE-initiated de-registration
	
	
	

	9.1.6.1.6
	UE-initiated de-registration / Abnormal / Transmission failure with TAI change from lower layers
	Rel-15
	FFS
	UEs supporting 5GC

	9.1.6.1.7
	UE-initiated de-registration / Abnormal / Transmission failure without TAI change from lower layers
	Rel-15
	FFS
	UEs supporting 5GC

	9.1.6.2
	Network-initiated de-registration
	
	
	

	9.1.6.2.5
	Network-initiated de-registration / de-registration for 3GPP access / re-registration not required / Roaming not allowed in this tracking area
	Rel-15
	FFS
	UEs supporting 5GC

	9.1.6.2.8
	Network-initiated de-registration / de-registration for 3GPP access / re-registration not required / N1 mode not allowed
	Rel-15
	FFS
	UEs supporting 5GC

	9.1.6.2.10
	Network-initiated de-registration / Abnormal / re-registration not required / no 5GMM cause values or not included
	Rel-15
	FFS
	UEs supporting 5GC

	10
	Session management
	
	
	

	10.1
	5GS session management
	
	
	

	10.2
	EN-DC session management
	
	
	

	10.2.1
	Network initiated procedures
	
	
	

	10.2.1.1
	Default EPS bearer context activation
	Rel-15
	C01
	UEs supporting EN-DC

	10.2.1.2
	Dedicated EPS bearer context activation
	Rel-15
	C01
	UEs supporting EN-DC

	10.2.2
	UE initiated procedures
	
	
	

	10.2.2.1
	EPS bearer resource allocation / modification
	Rel-15
	C16
	UEs supporting EN-DC and UE requested bearer resource allocation and modification procedures


