Page 1



3GPP TSG-RAN WG5 Meeting #81 
R5-187869
Spokane, US, 12th – 16th November 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	36.521-3
	CR
	2302
	rev
	1
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Add band group FDD B1 and B2 to RSRQ tests - Rel11

	
	

	Source to WG:
	Rohde & Schwarz

	Source to TSG:
	R5

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2018-11-16

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Band groups FDD_B1 and FDD_B2 are missing for most of the RRM RSRQ test cases. However, these band groups have been added to TS 36.133

	
	

	Summary of change:
	Band groups FDD_B1 and FDD_B2 added

	
	

	Consequences if not approved:
	Some bands cannot be tested for RSRQ accuracy

	
	

	Clauses affected:
	9.2.5, 9.2.7, 9.2.9, 9.2.11, 9.2.15, 9.2.21, 9.2.23

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	Revised to correct the title in the coverpage


< Unchanged sections omitted >
9.2.5
FDD RSRQ for E-UTRA Carrier Aggregation

9.2.5.1
FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation

9.2.5.1.1
Test purpose

To verify that FDD absolute RSRQ measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the FDD absolute RSRQ accuracy requirements of the primary component carrier and the secondary component carrier.

9.2.5.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.5.1.3
Minimum conformance requirements

The FDD RSRQ measurements of cells on the primary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. The FDD RSRQ measurements of cells on the secondary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. 

The accuracy requirements in Table 9.2.5.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.2.5.1.3-1: FDD RSRQ absolute accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B1, FDD_B2
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.5.1.3-2.

Table 9.2.5.1.3-2: FDD RSRQ absolute accuracy measurement report mapping for Carrier Aggregation

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.1, clause 9.1.11.2, clause 9.1.5.1 and A.9.2.5.

9.2.5.1.4
Test description

9.2.5.1.4.1
Initial conditions 

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.5.1.4.3.

4.
There are two E-UTRA FDD carriers with one cell on one E-UTRA FDD carrier and two cells on the other E-UTRA FDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF. 

9.2.5.1.4.2
Test procedure

The test consists of Cell 1 the PCell, Cell 2 the SCell on the Secondary Component Carrier (SCC), and Cell 3 the neighbouring cell on the SCC. The SCell (Cell 2) and neighbouring cell (Cell 3) on the SCC are configured. The SCell (Cell 2) on the SCC is activated. The absolute accuracy of RSRQ is defined as the RSRQ measured from the primary component carrier (Cell 1) and the RSRQ measured from the secondary component carrier (Cell 2).
1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2. Configure SCC according to Annex C.0 and C.1 for all downlink physical channels.

3. The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4. 

4. SS activates SCC by sending the MAC-CE according to TS 36.321 [11] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [4] clause 8.3.3.2.

5. Set the parameters according to Table 9.2.5.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

6. SS shall transmit an RRCConnectionReconfiguration message.

7. The UE shall transmit RRCConnectionReconfigurationComplete message.

8. UE shall transmit periodically MeasurementReport messages.

9. After 10s wait from Step 6, SS shall check the reported RSRQ values in periodical MeasurementReport messages. The reported RSRQ values for Cell 1 and Cell 2 by the UE are compared to the actual RSRQ values according to Table 9.2.5.1.5-2. This counts respectively as a Pass or Fail for the events “Cell 1” and “Cell 2”. If the UE fails to report the measurement value for Cell 2, the number of failed iterations for the respective event ”Cell 2” is increased by one.

10. The SS shall check MeasurementReport messages transmitted by the UE until a test verdict has been achieved.

Each of the events “Cell 1” and “Cell 2” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. Different events may require different times for a verdict.
If both events pass, the test passes. If one event fails, the test fails.

9.2.5.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.5.1.4.3-1: Common Exception messages for FDD RSRQ absolute accuracy for Carrier Aggregation test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-4

Table H.4.1-5

Table H.4.2-1


9.2.5.1.5
Test requirement

Table 9.2.5.1.5-1 defines the primary level settings including test tolerances for all tests.

The FDD RSRQ absolute accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.5.1.5-2.

Table 9.2.5.1.5-1: Cell Specific Test requirement Parameters for FDD RSRQ absolute accuracy for Carrier Aggregation

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel_CA
	MHz
	10
	10
	10

	Time offset to Cell 1
	(s
	-
	0
	3(s or 92*Ts

	Time alignment error between cell 2 and cell 1
	
	-
	( Time alignment error as specified in 3GPP TS 36.104 [29] clause 6.5.3.1.
	-

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	R.0 FDD
	-

	PDSCH allocation
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	13—36
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1

FDD
	OP.1

FDD
	OP.2

FDD

	PBCH_RA
	dB
	0
	0
	0

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote1
	
	
	
	

	OCNG_RBNote1 
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	Bands FDD_A
	dBm/15 kHz
	-119.5
	-116

	
	Bands:

FDD_B1FDD_B2
	
	-119
	-115.5

	
	Bands FDD_C
	
	-118.5
	-115

	
	Bands FDD_D
	
	-118
	-114.5 

	
	Bands FDD_E, FDD_F Note 6
	
	-117.5
	-114

	
	Bands FDD_G
	
	-116.5
	-113

	
	Bands FDD_H
	
	-116
	-112.5
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	dB
	-4.0
	-5.16
	-5.54

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-123.5
	-119.7
	-120

	
	Bands:

FDD_B1FDD_B2
	
	-123
	-119.2
	-119.5

	
	Bands FDD_C
	
	-122.5
	-118.7
	-119

	
	Bands FDD_D
	
	-122
	-118.2
	-118.5

	
	Bands FDD_E, FDD_F Note 6
	
	-121.5
	-117.7
	-118

	
	Bands FDD_G
	
	-120.5
	-116.7
	-117

	
	Bands FDD_H
	
	-120
	-116.2
	-116.5

	RSRQNote3
	Bands FDD_A
	dB
	-16.25
	-17.10
	-17.40

	
	Bands:

FDD_B1FDD_B2
	
	
	
	

	
	Bands FDD_C
	
	
	
	

	
	Bands FDD_D
	
	
	
	

	
	Bands FDD_E, FDD_F Note 6
	
	
	
	

	
	Bands FDD_G
	
	
	
	

	
	Bands FDD_H
	
	
	
	

	IoNote3
	Bands FDD_A
	dBm/9 MHz
	-90.26
	-85.61

	
	Bands:

FDD_B1FDD_B2
	
	-89.76
	-85.11

	
	Bands FDD_C
	
	-89.26
	-84.61

	
	Bands FDD_D
	
	-88.76
	-84.11 

	
	Bands FDD_E, FDD_F Note 6
	
	-88.26
	-83.67

	
	Bands FDD_G
	
	-87.26
	-82.61

	
	Bands FDD_H
	
	-86.76
	-82.11
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	dB
	-4.0
	-3.7
	-4.0

	Propagation condition
	-
	AWGN

	NOTE 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

NOTE 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

NOTE 5:
The selection of the bands for testing depends on the configuration of the carrier aggregation supported by the UEs

NOTE 6:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz

NOTE 7:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.

Note 8:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.2.5.1.5-2: FDD RSRQ absolute accuracy requirements for the reported values for Carrier Aggregation
	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_15

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_14

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_16

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_15


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.5.2
FDD Relative RSRQ Accuracy E-UTRA for Carrier Aggregation

9.2.5.2.1
Test purpose

To verify that FDD relative RSRQ measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the FDD relative RSRQ accuracy requirements between the primary and secondary component carriers.

9.2.5.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.5.2.3
Minimum conformance requirements

The FDD RSRQ measurements of cells on the primary component carrier are compared with measurements of cells on the secondary component carrier defined in TS 36.133 [4] clause 9.1.6.2. The applicable relative accuracy requirements are the RSRQ inter-frequency accuracy requirements as defined in TS 36.133 [4] clause 9.1.6.2. 

The accuracy requirements in Table 9.2.5.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band.
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Table 9.2.5.2.3-1: FDD RSRQ relative accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 4
	dBm/BWChannel

	(3
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B1, FDD_B2
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(4
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.5.2.3-2.

Table 9.2.5.2.3-2: FDD RSRQ relative accuracy measurement report mapping for Carrier Aggregation

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.3, clause 9.1.6.2 and A.9.2.5.

9.2.5.2.4
Test description

9.2.5.2.4.1
Initial conditions 

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.5.2.4.3.

4.
There are two E-UTRA FDD carriers with one cell on one E-UTRA FDD carrier and two cells on the other E-UTRA FDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF. 

9.2.5.2.4.2
Test procedure

The test consists of Cell 1 the PCell, Cell 2 the SCell on the Secondary Component Carrier (SCC), and Cell 3 the neighbouring cell on the SCC. The SCell (Cell 2) and neighbouring cell (Cell 3) on the SCC are configured. The SCell (Cell 2) on the SCC is activated. The relative accuracy of RSRQ is defined as the RSRQ measured cells on the primary component carrier compared with measurements of cells on the secondary component carrier,
1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2. Configure SCC according to Annex C.0 and C.1 for all downlink physical channels.

3. The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4. 

4. SS activates SCC by sending the MAC-CE according to TS 36.321 [11] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [4] clause 8.3.3.2.

5. Set the parameters according to Table 9.2.5.2.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

6. SS shall transmit an RRCConnectionReconfiguration message.

7. The UE shall transmit RRCConnectionReconfigurationComplete message.

8. UE shall transmit periodically MeasurementReport messages.

9. After 10s wait from Step 6, SS shall check the reported RSRQ values in periodical MeasurementReport messages. The reported RSRQ value for Cell 2 is compared to the reported RSRQ value for Cell 1 for each MeasurementReport message according to Table 9.2.5.2.5-2. If the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one.

10. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to table G.2.3-1 in Annex G.2 is achieved.

9.2.5.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.5.2.4.3-1: Common Exception messages for FDD RSRQ relative accuracy for Carrier Aggregation test requirement

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-4

Table H.4.1-5

Table H.4.2-1


9.2.5.2.5
Test requirement

Table 9.2.5.2.5-1 defines the primary level settings including test tolerances for all tests. 

The FDD RSRQ relative accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.5.2.5-2.

Table 9.2.5.2.5-1: Cell Specific Test requirement Parameters for FDD RSRQ relative accuracy for Carrier Aggregation
	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel_CA
	MHz
	10
	10
	10

	Time offset to Cell 1
	(s
	-
	0
	3(s or 92*Ts

	Time alignment error between cell 2 and cell 1
	
	-
	( Time alignment error as specified in 3GPP TS 36.104 [29] clause 6.5.3.1.
	-

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	R.0 FDD
	-

	PDSCH allocation
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	13—36
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD) and D.1.2 (OP.2 FDD)
	
	OP.1

FDD
	OP.1

FDD
	OP.2

FDD

	PBCH_RA
	dB
	0
	0
	0

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote1
	
	
	
	

	OCNG_RBNote1 
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	Bands FDD_A
	dBm/15 kHz
	-119.5
	-116

	
	Bands:

FDD_B1FDD_B2
	
	-119
	-115.5

	
	Bands FDD_C
	
	-118.5
	-115

	
	Bands FDD_D
	
	-118
	-114.5

	
	Bands FDD_E, FDD_F Note 6
	
	-117.5
	-114



	
	Bands FDD_G
	
	-116.5
	-113

	
	Bands FDD_H
	
	-116
	-112.5
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	dB
	-4.0
	-5.16
	-5.54

	RSRPNote3
	Bands FDD_A
	dBm/15 kHz
	-123.5
	-119.7
	-120

	
	Bands:

FDD_B1FDD_B2
	
	-123
	-119.2
	-119.5

	
	Bands FDD_C
	
	-122.5
	-118.7
	-119

	
	Bands FDD_D
	
	-122
	-118.2
	-118.5

	
	Bands FDD_E, FDD_F Note 6
	
	-121.5
	-117.7
	-118

	
	Bands FDD_G
	
	-120.5
	-116.7
	-117

	
	Bands FDD_H
	
	-120
	-116.2
	-116.5

	RSRQNote3
	Bands FDD_A
	dB
	-16.25
	-17.10
	-17.40

	
	Bands:

FDD_B1FDD_B2
	
	
	
	

	
	Bands FDD_C
	
	
	
	

	
	Bands FDD_D
	
	
	
	

	
	Bands FDD_E, FDD_F Note 6
	
	
	
	

	
	Bands FDD_G
	
	
	
	

	
	Bands FDD_H
	
	
	
	

	IoNote3
	Bands FDD_A
	dBm/9 MHz
	-90.26
	-85.61

	
	Bands:

FDD_B1FDD_B2
	
	-89.76
	-85.11

	
	Bands FDD_C
	
	-89.26
	-84.61

	
	Bands FDD_D
	
	-88.76
	-84.11

	
	Bands FDD_E, FDD_F Note 6
	
	-88.26
	-83.61

	
	Bands FDD_G
	
	-87.26
	-82.61

	
	Bands FDD_H
	
	-86.76
	-82.11
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	dB
	-4.0
	-3.7
	-4.0

	Propagation condition
	-
	AWGN

	NOTE 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

NOTE 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

NOTE 5:
The selection of the bands for testing depends on the configuration of the carrier aggregation supported by the UEs

NOTE 6:
For Band 26, the tests shall be performed with  the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz

NOTE 7:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.

NOTE 8:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.2.5.2.5-2: FDD RSRQ relative accuracy requirements for the reported values for Carrier Aggregation

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.6
TDD RSRQ for E-UTRA Carrier Aggregation

9.2.6.1
TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation

9.2.6.1.1
Test purpose

To verify that TDD absolute RSRQ measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the TDD absolute RSRQ accuracy requirements of the primary component carrier and the secondary component carrier.

9.2.6.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.6.1.3
Minimum conformance requirements

The TDD RSRQ measurements of cells on the primary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. The TDD RSRQ measurements of cells on the secondary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1.

The accuracy requirements in Table 9.2.6.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.2.6.1.3-1: TDD RSRQ absolute accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.6.1.3-2.

Table 9.2.6.1.3-2: TDD RSRQ absolute accuracy measurement report mapping for Carrier Aggregation

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.1, clause 9.1.11.2, clause 9.1.5.1 and A.9.2.6.

9.2.6.1.4
Test description

9.2.6.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.6.1.4.3.

4.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF. 

9.2.6.1.4.2
Test procedure

The test consists of Cell 1 the PCell, Cell 2 the SCell on the Secondary Component Carrier (SCC), and Cell 3 the neighbouring cell on the SCC. The SCell (Cell 2) and neighbouring cell (Cell 3) on the SCC are configured. The SCell (Cell 2) on the SCC is activated. The absolute accuracy of RSRQ is defined as the RSRQ measured from the primary component carrier (Cell 1) and the RSRQ measured from the secondary component carrier (Cell 2) [and (Cell 3)].
1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2. Configure SCC according to Annex C.0 and C.1 for all downlink physical channels.

3. The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4. 

4. SS activates SCC by sending the MAC-CE according to TS 36.321 [11] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [4] clause 8.3.3.2.

5. Set the parameters according to Table 9.2.6.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

6. SS shall transmit an RRCConnectionReconfiguration message.

7. The UE shall transmit RRCConnectionReconfigurationComplete message.

8. UE shall transmit periodically MeasurementReport messages.

9. After 10s wait from Step 6, SS shall check the reported RSRQ values in periodical MeasurementReport messages. The reported RSRQ values for Cell 1 and Cell 2 by the UE are compared to the actual RSRQ values according to Table 9.2.6.1.5-2. This counts respectively as a Pass or Fail for the events “Cell 1” and “Cell 2”. If the UE fails to report the measurement value for Cell 2, the number of failed iterations for the respective event ”Cell 2” is increased by one.

10. The SS shall check MeasurementReport messages transmitted by the UE until a test verdict has been achieved.

Each of the events “Cell 1” and “Cell 2” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. Different events may require different times for a verdict.
If both events pass, the test passes. If one event fails, the test fails.

9.2.6.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.6.1.4.3-1: Common Exception messages for TDD RSRQ absolute accuracy for Carrier Aggregation test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-4

Table H.4.1-5

Table H.4.2-1


9.2.6.1.5
Test requirement

Table 9.2.6.1.5-1 defines the primary level settings including test tolerances for all tests.

The TDD RSRQ absolute accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.6.1.5-2.

Table 9.2.6.1.5-1: Cell Specific Test requirement Parameters for TDD RSRQ absolute accuracy for Carrier Aggregation

	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel
	MHz
	10

	Timing offset to cell1
	(s
	-
	0
	3(s or 92*Ts

	Time alignment error between cell 2 and cell 1
	
	-
	( Time alignment error as specified in 3GPP TS 36.104 [29] clause 6.5.3.1.
	-

	Special subframe configurationNote1 
	
	6

	Uplink-downlink configurationNote1
	
	1

	Measurement bandwidth
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	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2

TDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote2
	
	
	
	

	OCNG_RBNote2 
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	Bands TDD_A
	dBm/15 kHz
	-119.5
	-116

	
	Bands TDD_C
	
	-118.5
	-115

	
	Bands TDD_E
	
	-117.5
	-114
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	dB
	-4.0
	-5.16
	-5.54

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-123.50
	-119.7
	-120

	
	Bands TDD_C
	
	-122.50
	-118.7
	-119

	
	Bands TDD_E
	
	-121.50
	-117.7
	-118

	RSRQNote4
	Bands TDD_A
	dB
	-16.25
	-17.10
	-17.40

	IoNote4
	Bands TDD_C
	dBm/9 MHz
	-90.26
	-85.61

	
	Bands TDD_E
	
	-89.26
	-84.61

	
	Bands TDD_A
	
	-88.26
	-83.61
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	dB
	-4.0
	-3.70
	-4.0

	Propagation condition
	-
	AWGN

	NOTE 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

NOTE 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

NOTE 4:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 5:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

NOTE 6:
The selection of the bands for testing depends on the configuration of the carrier aggregations supported by the UEs.

NOTE 7:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.

NOTE 8:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.2.6.1.5-2: TDD RSRQ absolute accuracy requirements for the reported values for Carrier Aggregation
	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_15

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value Cell 2)
	RSRQ_14

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_16

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value Cell 2)
	RSRQ_15


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.6.2
TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation

9.2.6.2.1
Test purpose

To verify that TDD relative RSRQ measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions. This test will verify the TDD relative RSRQ accuracy requirements between the primary and secondary component carriers.

9.2.6.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.6.2.3
Minimum conformance requirements

The TDD RSRQ measurements of cells on the primary component carrier are compared with measurements of cells on the secondary component carrier defined in TS 36.133 [4] clause 9.1.6.2. The applicable relative accuracy requirements are the RSRQ inter-frequency accuracy requirements as defined in TS 36.133 [4] clause 9.1.6.2. 

The accuracy requirements in Table 9.2.6.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band.
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Table 9.2.6.2.3-1: TDD RSRQ relative accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 4
	dBm/BWChannel

	(3
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(4
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.6.2.3-2.

Table 9.2.6.2.3-2: TDD RSRQ relative accuracy measurement report mapping for Carrier Aggregation

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.3, clause 9.1.6.2 and A.9.2.6.

9.2.6.2.4
Test description

9.2.6.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.6.2.4.3.

4.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF. 

9.2.6.2.4.2
Test procedure

The test consists of Cell 1 the PCell, Cell 2 the SCell on the Secondary Component Carrier (SCC), and Cell 3 the neighbouring cell on the SCC. The SCell (Cell 2) and neighbouring cell (Cell 3) on the SCC are configured. The SCell (Cell 2) on the SCC is activated. The relative accuracy of RSRQ is defined as the RSRQ measured cells on the primary component carrier compared with measurements of cells on the secondary component carrier,
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2.
Configure SCC according to Annex C.0 and C.1 for all downlink physical channels.

3.
The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4. 

4.
SS activates SCC by sending the MAC-CE according to TS 36.321 [11] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [4] clause 8.3.3.2.

5.
Set the parameters according to Table 9.2.6.2.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

6.
SS shall transmit an RRCConnectionReconfiguration message.

7.
The UE shall transmit RRCConnectionReconfigurationComplete message.

8.
UE shall transmit periodically MeasurementReport messages.

9.
After 10s wait from Step 6, SS shall check the reported RSRQ values in periodical MeasurementReport messages. The reported RSRQ value for Cell 2 is compared to the reported RSRQ value for Cell 1 for each MeasurementReport message according to Table 9.2.6.2.5-2. If the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one.

10.
The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to table G.2.3-1 in Annex G.2 is achieved.

9.2.6.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.6.2.4.3-1: Common Exception messages for TDD RSRQ relative accuracy for Carrier Aggregation test requirement

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-4

Table H.4.1-5

Table H.4.2-1


9.2.6.2.5
Test requirement

Table 9.2.6.2.5-1 defines the primary level settings including test tolerances for all tests. 

The TDD RSRQ relative accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.5.2.5-2.

Table 9.2.6.2.5-1: Cell Specific Test requirement Parameters for TDD RSRQ relative accuracy
for Carrier Aggregation
	Parameter
	Unit
	Test 1

	
	
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	2
	2

	BWchannel
	MHz
	10

	Timing offset to cell1
	(s
	-
	0
	3(s or 92*Ts

	Time alignment error between cell 2 and cell 1
	
	-
	( Time alignment error as specified in 3GPP TS 36.104 [29] clause 6.5.3.1.
	-

	Special subframe configurationNote1 
	
	6

	Uplink-downlink configurationNote1
	
	1

	Measurement bandwidth
	
[image: image21.wmf]PRB

n


	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	R.0 TDD
	-

	PDSCH allocation
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	13—36 
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.1 TDD
	OP.2

TDD

	PBCH_RA
	dB
	0
	0
	0

	PBCH_RB
	
	
	
	

	PSS_RA
	
	
	
	

	SSS_RA
	
	
	
	

	PCFICH_RB
	
	
	
	

	PHICH_RA
	
	
	
	

	PHICH_RB
	
	
	
	

	PDCCH_RA
	
	
	
	

	PDCCH_RB
	
	
	
	

	PDSCH_RA
	
	
	
	

	PDSCH_RB
	
	
	
	

	OCNG_RANote2
	
	
	
	

	OCNG_RBNote2 
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	Bands TDD_A
	dBm/15 kHz
	-119.5
	-116

	
	Bands TDD_C
	
	-118.5
	-115

	
	Bands TDD_E
	
	-117.5
	-114
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	dB
	-4.0
	-5.16
	-5.54

	RSRPNote4
	Bands TDD_A
	dBm/15 kHz
	-123.50
	-119.7
	-120

	
	Bands TDD_C
	
	-122.50
	-118.7
	-119

	
	Bands TDD_E
	
	-121.5
	-117.7
	-118

	RSRQNote4
	Bands TDD_A, TDD_C, TDD_E
	dB
	-16.25
	-17.10
	-17.40

	IoNote4
	Bands TDD_A
	dBm/9 MHz
	-90.26
	-85.61

	
	Bands TDD_C
	
	-89.26
	-84.61

	
	Bands TDD_E
	
	-88.26
	-83.61
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	dB
	-4.0
	-3.7
	-4.0

	Propagation condition
	-
	AWGN

	NOTE 1:
For special subframe and uplink-downlink configurations see Tables 4.2-1 and 4.2-2 in 3GPP TS 36.211.

NOTE 2:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

NOTE 3:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled.

NOTE 4:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 5:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

NOTE 6:
The selection of the bands for testing depends on the configuration of the carrier aggregations supported by the UEs.

NOTE 7:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.

NOTE 8:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.2.6.2.5-2: TDD RSRQ relative accuracy requirements for the reported values
for Carrier Aggregation

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.7
FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with Non-MBSFN ABS 

9.2.7.1
FDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
9.2.7.1.1
Test purpose

The purpose of this test is to verify that the RSRQ measurement accuracy under time domain measurement resource restriction is within the specified limits for all bands.

9.2.7.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support for FGI bit 115.
9.2.7.1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRQ in this section shall apply to a cell on the same frequency as that of the serving cell when a time domain measurement resource restriction pattern for performing RSRQ measurements of this cell is configured by higher layers according to TS 36.331 [5].

The accuracy requirements in Table 9.2.7.1.3-1 are valid under the following conditions:

Cell specific reference signals in the measured cell are transmitted either from one, two or four antenna ports,

Conditions defined in TS 36.101 [2] Section 7.3 for reference sensitivity are fulfilled,

RSRP|dBm according to Annex I.3.9 for a corresponding Band,
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRQ measurement,

The RSRQ measurement is not performed in any subframe other than those indicated by the time domain measurement resource restriction pattern configured for the measured cell,

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern.
Table 9.2.7.1.3-1: RSRQ Intra frequency absolute accuracy under time domain measurement resource restriction

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 2 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/
15kHz Note 1, 4
	dBm/BWChannel

	(2.5
	(4
	(-2 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B1, FDD_B2
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-4 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in that symbol.

NOTE 2:
Io is defined in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRQ measurements of this cell. The Io range defined by the minimum and the maximum Io levels applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.7.1.3-2.

Table 9.2.7.1.3-2: RSRQ FDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clauses 9.1.5.2 and A.9.2.7.

9.2.7.1.4
Test description

9.2.7.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.20.

2. The general test parameter settings are set up according to Table 9.2.7.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.2.7.1.4.3. 

5. There is one E-UTRA FDD carrier and two cells specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 9.2.7.1.4.1-1: General test parameters for E-UTRAN FDD RSRQ intra frequency test parameters under time-domain measurement resource restriction with non-MBSFN ABS

	Parameter
	Unit
	Value
	Comment

	Serving cell (PCell)
	
	Cell 1
	The aggressor cell to Cell 2

	Neighbour cell
	
	Cell 2
	Cell to be measured

	PCell ABS configuration
	
	Non-MBSFN ABS
	As defined in Table C.3.1.1.1-1

	CP length
	
	Normal
	For both cells in the test

	DRX
	
	
	OFF

	Time offset between cells
	
	3 (s
	Synchronous cells

3(s or 92*Ts

	Physical cell ID PCI
	
	(PCIcell1 - PCIcell2 )mod6 !=0
	Cell PCIs for Cell 1 and Cell 2 are selected randomly so that the condition is met.

	ABS pattern
	
	‘1000000010000000100000001000000010000000’
	Non-MBSFN ABS. FDD ABS Pattern Info IE, as defined in TS 36.423 [28], clause 9.2.54. Configured in Cell 1.

The first/leftmost bit corresponds to the subframe #0 of a radio frame satisfying SFN mod x = 0, where x is the size of the bit string (40) divided by 10. No MBSFN subframes are configured in the ABS subframes in Cell 1.

	Time-domain measurement resource restriction pattern for neighbour cell measurements on RF Channel 1
	
	‘1000000010000000100000001000000010000000’
	Configured for Cell 2 measurements by measSubframePattern-Neigh IE in measSubframePatternConfig-Neigh, as defined in TS 36.331 [5], clause 6.3.5. measSubframeCellList contains Cell 2.

	Time-domain measurement resource restriction pattern for serving cell measurements
	
	‘0100000001000000010000000100000001000000’
	Configured for measurements on Cell 1.


9.2.7.1.4.2
Test procedure

In this test case all cells are on the same carrier frequency. The absolute accuracy of RSRQ intra frequency measurements under time domain measurement resource restriction is tested by using the parameters in Table 9.2.7.1.4.1-1 and Table 9.2.7.1.5-1 for non-MBSFN ABS with non-colliding CRS. In all test cases, Cell 1 is the serving cell and also the aggressor cell to Cell 2. Cell 2 is the target cell to be measured for RSRQ.

The UE is configured by higher layers via Cell 1 with a time-domain measurement resource restriction pattern for performing E-UTRAN FDD intra-frequency measurements on neighbour cells and provided with a neighbour cell list associated with the pattern, where the cell list includes Cell 2. The UE is also configured with a time-domain measurement resource restriction pattern for the serving cell measurements. The information for both patterns shall be provided to the UE before the measurements start.

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Set the parameters according to Table 9.2.7.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. After 10s wait from Step 3, SS shall check the RSRQ value in periodical MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ value according to Table 9.2.7.1.5-2. If the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.7.1.5-1 as appropriate.

9.2.7.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.2.7.1.4.3-1: Common Exception messages for RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

Table H.2.7-2

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4

Table H.3.5-5


Table 9.2.7.1.4.3-2: MeasResults: Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 9.2.7.1.4.3-3: MeasResultListEUTRA: Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	Not present
	
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 9.2.7.1.4.3-4: RadioResourceConfigDedicated-SRB2-DRB(n,m): Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘0100000001000000010000000100000001000000’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.7.1.4.3-5: MeasObjectEUTRA-GENERIC(Freq): Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-2 MeasObjectEUTRA-GENERIC

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  measSubframePatternConfigNeigh-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      measSubframePatternNeigh-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	‘1000000010000000100000001000000010000000’
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	      measSubframeCellList-r10 SEQUENCE {
	
	
	

	        start
	Physical Cell ID of Cell 2
	
	

	        range
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.2.7.1.5
Test requirement

Table 9.2.7.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRQ FDD intra frequency absolute accuracy test shall meet the reported values test requirements in Table 9.2.7.1.5-2.

Table 9.2.7.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD RSRQ intra frequency test parameters under time domain measurement resource restriction with non-MBSFN ABS
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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	13—36
	-
	13—36
	-
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1.5 (OP.5 FDD) and D.1.6 (OP.6 FDD)
	
	OP.5 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6 FDD

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	

	PSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0

	SSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0
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	Bands FDD_A
	dBm/15 kHz
	-85.76
	-103.85
	-116

	
	Bands: FDD_B1, FDD_B2
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	-114

	
	Bands FDD_G
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5

	CRS 
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	dB
	5
	-1.2
	5
	-1.2
	5
	-3.05

	CRS 
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ot
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Ê

 Note 5
	dB
	2.55
	-1.20
	2.55
	-1.20
	3.25
	-3.05

	SCH 
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	dB
	-1.45
	-4.74
	-1.45
	-4.74
	-0.75
	-6.59

	RSRPNote3,4,5
	Bands FDD_A
	dBm/15 kHz
	-80.76
	-86.96
	-98.85
	-105.05
	-111
	-119.05

	
	Bands: FDD_B1, FDD_B2
	
	
	
	
	
	-110.5
	-118.55

	
	Bands FDD_C
	
	
	
	
	
	-110
	-118.05

	
	Bands FDD_D
	
	
	
	
	
	-109.5
	-117.55

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-109
	-117.05

	
	Bands FDD_G
	
	
	
	
	
	-108
	-116.05

	
	Bands FDD_H
	
	
	
	
	
	-107.5
	-115.55
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RSRQ

meas

 Note3,4,5
	Bands FDD_A, FDD_B1, FDD_B2, FDD_C, FDD_E, FDD_F Note 7, FDD_G, FDD_H
	dB
	-12.71
	-14.80
	-12.71
	-14.80
	-12.47
	-16.01

	
[image: image34.wmf](

)

meas

Io

 Note3
	Bands FDD_A
	dBm/9 MHz
	-51.06
	-54.39
	-69.15
	-72.48
	-81.54
	-85.16

	
	Bands: FDD_B1, FDD_B2
	
	
	
	
	
	-81.04
	-84.66

	
	Bands FDD_C
	
	
	
	
	
	-80.54
	-84.16

	
	Bands FDD_D
	
	
	
	
	
	-80.04
	-83.66

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-79.54
	-83.16

	
	Bands FDD_G
	
	
	
	
	
	-78.54
	-82.16

	
	Bands FDD_H
	
	
	
	
	
	-78.04
	-81.66

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes of the respective cell.

Note 6:
Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.1-1

Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.2.7.1.5-2: RSRQ FDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_04
	RSRQ_04
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_16
	RSRQ_16
	RSRQ_16

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_01
	RSRQ_01
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_19
	RSRQ_19
	RSRQ_19


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.8
TDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with Non-MBSFN ABS 

9.2.8.1
TDD RSRQ under Time Domain Measurement Resource Restriction with Non-MBSFN ABS (eICIC)
9.2.8.1.1
Test purpose

The purpose of this test is to verify that the RSRQ measurement accuracy under time domain measurement resource restriction is within the specified limits for all bands.

9.2.8.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support for FGI bit 115.

9.2.8.1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRQ in this section shall apply to a cell on the same frequency as that of the serving cell when a time domain measurement resource restriction pattern for performing RSRQ measurements of this cell is configured by higher layers according to TS 36.331 [5].

The accuracy requirements in Table 9.2.8.1.3-1 are valid under the following conditions:

Cell specific reference signals in the measured cell are transmitted either from one, two or four antenna ports,

Conditions defined in TS 36.101 [2] Section 7.3 for reference sensitivity are fulfilled,

RSRP|dBm according to Annex I.3.9 for a corresponding Band,
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRQ measurement,

The RSRQ measurement is not performed in any subframe other than those indicated by the time domain measurement resource restriction pattern configured for the measured cell,

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern.
Table 9.2.8.1.3-1: RSRQ Intra frequency absolute accuracy under time domain measurement resource restriction

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 2 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/
15kHz Note 1, 4
	dBm/BWChannel

	(2.5
	(4
	(-2 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-4 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in that symbol.

NOTE 2:
Io is defined in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRQ measurements of this cell. The Io range defined by the minimum and the maximum Io levels applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.8.1.3-2.

Table 9.2.8.1.3-2: RSRQ TDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clauses 9.1.5.2 and A.9.2.8.

9.2.8.1.4
Test description

9.2.8.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.20.

2. The general test parameter settings are set up according to Table 9.2.8.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.2.8.1.4.3. 

5. There is one E-UTRA TDD carrier and two cells specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 9.2.8.1.4.1-1: General test parameters for E-UTRAN TDD RSRQ intra frequency test parameters under time-domain measurement resource restriction with non-MBSFN ABS

	Parameter
	Unit
	Value
	Comment

	Serving cell (PCell)
	
	Cell 1
	Also the aggressor cell.

	Neighbour cell
	
	Cell 2
	Cell to be measured

	PCell ABS configuration
	
	Non-MBSFN ABS
	As defined in Table C.3.1.1.1-1

	
	
	
	

	
	
	
	

	Special subframe configuration
	
	6
	For Cell 1 and Cell 2. For special subframe configurations see Table 4.2-1 in [9].

	Uplink/downlink subframe configuration
	
	1
	For Cell 1 and Cell 2. For uplink-downlink subframe configurations see Table 4.2-2 in [9].

	CP length
	
	Normal
	For both cells in the test

	DRX
	
	
	OFF

	Time offset between cells
	
	3 (s
	Synchronous cells

3(s or 92*Ts

	Physical cell ID PCI
	
	(PCIcell1 - PCIcell2 )mod6 !=0
	Cell PCIs for Cell 1 and Cell 2 are randomly selected so that the condition is met

	ABS pattern
	
	‘00000000010000000001’
	Non-MBSFN ABS. TDD ABS Pattern Info IE, as defined in TS 36.423 [28], clause 9.2.54. Configured in Cell 1.

The first/leftmost bit corresponds to the subframe #0 of a radio frame satisfying SFN mod x = 0, where x is the size of the bit string (20) divided by 10. No MBSFN subframes are configured in the ABS subframes in Cell 1.

	Time-domain measurement resource restriction pattern for neighbour cell measurements on RF Channel 1
	
	‘00000000010000000001’
	Configured for Cell 2 measurements by measSubframePattern-Neigh IE in measSubframePatternConfig-Neigh, as defined in TS 36.331 [5], clause 6.3.5. measSubframeCellList contains Cell 2. 

	Time-domain measurement resource restriction pattern for serving cell measurements
	
	‘10000000001000000000’
	Configured for Cell 1 measurements.


9.2.8.1.4.2
Test procedure

In this test case all cells are on the same carrier frequency. The absolute accuracy of RSRQ intra frequency measurements under time domain measurement resource restriction is tested by using the parameters in Table 9.2.8.1.4.1-1 and Table 9.2.8.1.5-1 for non-MBSFN ABS with non-colliding CRS. In all test cases, Cell 1 is the serving cell and also the aggressor cell to Cell 2. Cell 2 is the target cell to be measured for RSRQ.

The UE is configured by higher layers via Cell 1 with a time-domain measurement resource restriction pattern for performing E-UTRAN TDD intra-frequency measurements on neighbour cells and provided with a neighbour cell list associated with the pattern, where the cell list includes Cell 2. The UE is also configured with a time-domain measurement resource restriction pattern for the serving cell measurements. The information for both patterns shall be provided to the UE before the measurements start.

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Set the parameters according to Table 9.2.8.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. After 10s wait from Step 3, SS shall check the RSRQ value in periodical MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ value according to Table 9.2.8.1.5-2. If the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.8.1.5-1 as appropriate.

9.2.8.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 9.2.8.1.4.3-1: Common Exception messages for RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4


Table 9.2.8.1.4.3-2: MeasResults: Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 9.2.8.1.4.3-3: MeasResultListEUTRA: Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	Not present
	
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 9.2.8.1.4.3-4: RadioResourceConfigDedicated-SRB2-DRB(n,m): Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternTDD-r10 CHOICE {
	
	
	

	        subframeConfig1-5-r10
	‘10000000001000000000’
	BIT STRING (SIZE (20))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.8.1.4.3-5: MeasObjectEUTRA-GENERIC(Freq): Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-2 MeasObjectEUTRA-GENERIC

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  measSubframePatternConfigNeigh-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      measSubframePatternNeigh-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	‘00000000010000000001’
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	      measSubframeCellList-r10 SEQUENCE {
	
	
	

	        start
	Physical Cell ID of Cell 2
	
	

	        range
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.2.8.1.5
Test requirement

Table 9.2.8.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRQ TDD intra frequency absolute accuracy test shall meet the reported values test requirements in Table 9.2.8.1.5-2.

Table 9.2.8.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD RSRQ intra frequency test parameters under time domain measurement resource restriction with non-MBSFN ABS
	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13—36
	-
	13—36
	-
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD) 
	
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1
	
	
	
	
	
	
	

	PSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0

	SSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0
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	Bands TDD_A
	dBm/15 kHz
	-85.76
	-103.85
	-116

	
	Bands TDD_C
	
	
	
	-115

	
	Bands TDD_E
	
	
	
	-114

	CRS 
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	dB
	5
	-1.2
	5
	-1.2
	5
	-3.05

	CRS 
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 Note 5
	dB
	2.55
	-1.20
	2.55
	-1.20
	3.25
	-3.05

	SCH 
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	dB
	-1.45
	-4.74
	-1.45
	-4.74
	-0.75
	-6.59

	RSRPNote3,4,5
	Bands TDD_A
	dBm/15 kHz
	-80.76
	-86.96
	-98.85
	-105.05
	-111
	-119.05

	
	Bands TDD_C
	
	
	
	
	
	-110
	-118.05

	
	Bands TDD_E
	
	
	
	
	
	-109
	-117.05
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RSRQ

meas

  Note3,4,5
	Bands TDD_A, TDD_C, TDD_E
	dB
	-12.71
	-14.80
	-12.71
	-14.80
	-12.47
	-16.01
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 Note3
	Bands TDD_A
	dBm/9 MHz
	-51.06
	-54.39
	-69.15
	-72.48
	-81.54
	-85.16

	
	Bands TDD_C
	
	
	
	
	
	-80.54
	-84.16

	
	Bands TDD_E
	
	
	
	
	
	-79.54
	-83.16

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes of the respective cell.

Note 6:
Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.1-1.


Table 9.2.8.1.5-2: RSRQ TDD Intra frequency under time domain measurement resource restriction with non-MBSFN ABS absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_04
	RSRQ_04
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_16
	RSRQ_16
	RSRQ_16

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_01
	RSRQ_01
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_19
	RSRQ_19
	RSRQ_19


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.9
FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with MBSFN ABS 

9.2.9.1
FDD Absolute RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
9.2.9.1.1
Test purpose

The purpose of this test is to verify that the RSRQ measurement accuracy under time domain measurement resource restriction with MBSFN ABS is within the specified limits for all bands.

9.2.9.1.2
Test applicability

This test applies to all types of E-UTRA FDD UE release 10 and forward. Applicability requires support of FGI bit 115.

9.2.9.1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRQ in this section shall apply to a cell on the same frequency as that of the serving cell when a time domain measurement resource restriction pattern for performing RSRQ measurements of this cell is configured by higher layers according to TS 36.331 [5].

The accuracy requirements in Table 9.2.9.1.3-1 are valid under the following conditions:

Cell specific reference signals in the measured cell are transmitted either from one, two or four antenna ports,

Conditions defined in TS 36.101 [2] Section 7.3 for reference sensitivity are fulfilled,

RSRP|dBm according to Annex I.3.9 for a corresponding Band,
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRQ measurement,

The RSRQ measurement is not performed in any subframe other than those indicated by the time domain measurement resource restriction pattern configured for the measured cell,

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern.
Table 9.2.9.1.3-1: RSRQ Intra frequency absolute accuracy under time domain measurement resource restriction with MBSFN ABS

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 2 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/
15kHz Note 1, 4
	dBm/BWChannel

	(2.5
	(4
	(-2 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B1, FDD_B2
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-4 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in that symbol.

NOTE 2:
Io is defined in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRQ measurements of this cell. The Io range defined by the minimum and the maximum Io levels applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.9.1.3-2.

Table 9.2.9.1.3-2: RSRQ FDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clauses 9.1.5.2 and A.9.2.9.

9.2.9.1.4
Test description

9.2.9.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.20.

2. The general test parameter settings are set up according to Table 9.2.9.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.2.9.1.4.3. 

5. Cell 1 is the serving cell as well as aggressor cell to Cell 2, Cell 2 is the neighbouring cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.

Table 9.2.9.1.4.1-1: General test parameters for E-UTRAN FDD RSRQ intra frequency test parameters under time-domain measurement resource restriction with MBSFN ABS

	Parameter
	Unit
	Value
	Comment

	PDSCH parameters Note 1
	
	DL Reference Measurement Channel R.0 FDD
	As specified in section A.1.1

	PCFICH/PDCCH/PHICH parameters Note 1
	
	DL Reference Measurement Channel R.6 FDD
	As specified in section A.2.1

	Serving cell (PCell)
	
	Cell 1
	Also the aggressor cell on E-UTRA RF channel number 1

	Neighbour cell
	
	Cell 2
	Cell to be identified on E-UTRA RF channel number 1

	E-UTRA RF Channel Number
	
	1
	One  E-UTRA FDD carrier frequency is used

	Channel Bandwidth (BWchannel)
	MHz
	10
	For all cells in the test

	PCell ABS configuration
	
	MBSFN ABS
	As defined in Table C.3.1.2.1-1

	CP length
	
	Normal
	

	DRX
	
	OFF
	

	Time offset between cells
	
	3 (s
	Synchronous cells

	Physical cell ID PCI
	
	(PCIcell1 - PCIcell2 ) mod 6 = 0, PCIcell1 not equal to PCIcell2
	Cell PCIs are selected so that the condition is met (colliding CRS)

	Cell 1 MBSFN ABS pattern
	
	‘0100000010000000100000000010000001000000’
	ABS subframe is only MBSFN subframe. FDD ABS Pattern Info IE, as defined in TS 36.423 [28], clause 9.2.54. The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string (40) divided by 10. Configured in Cell 1.

	Time domain measurement resource restriction pattern for PCell (Cell 1) measurements on RF Channel 1
	
	‘0001000000010000000100000001000000010000’
	Time domain measurement resource restriction pattern for PCell measurement signalled to the UE in measSubframePatternPCell. The IE MeasSubframePattern is used to specify the time domain measurement resource restriction as defined in TS 36.331 [5], clause 6.3.6. Configured for Cell 1 measurements.

	Time domain measurement resource restriction pattern for neighbour cell (Cell 2) measurements on RF Channel 1
	
	‘0100000010000000100000000010000001000000’
	Time domain measurement resource restriction pattern for neighbour cell measurement signalled to the UE in measSubframePatternNeigh The IE MeasSubframePattern is used to specify the time domain measurement resource restriction as defined in TS 36.331 [5], clause 6.3.6. Configured for Cell 2 measurements.

	Note 1:
Applies to restricted measurement subframes of the respective cell.


9.2.9.1.4.2
Test procedure

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2.A.3.

2. Set the parameters according to Table 9.2.9.1.5-1 and 9.2.9.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.

3. SS shall transmit an RRCConnectionReconfiguration message on Cell 1.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. After 10s wait from Step 3, SS shall check the reported RSRQ values in periodical MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ value according to Table 9.2.9.1.5-2. If the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one.

7. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.9.1.5-1 as appropriate.

9.2.9.1.4.3
Message contents

Table 9.2.9.1.4.3-1: Common Exception messages for RSRQ FDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4 

Table H.3.5-5


Table 9.2.9.1.4.3-2: MeasResults: Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 9.2.9.1.4.3-3: MeasResultListEUTRA: Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	Not present
	
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 9.2.9.1.4.3-4: RadioResourceConfigDedicated-SRB2-DRB(n,m): Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘0001000000010000000100000001000000010000’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.9.1.4.3-5: MeasObjectEUTRA-GENERIC(Freq): Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-2 MeasObjectEUTRA-GENERIC

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  measSubframePatternConfigNeigh-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      measSubframePatternNeigh-r10 CHOICE {
	
	
	

	        subframePatternFDD-r10
	‘0100000010000000100000000010000001000000’
	BIT STRING (SIZE (40))
	

	      }
	
	
	

	      measSubframeCellList-r10 SEQUENCE {
	
	
	

	        start
	Physical Cell ID of Cell 2
	
	

	        range
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.9.1.4.3-6: SystemInformationBlockType2: Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType2 ::= SEQUENCE {
	
	
	

	  mbsfn-SubframeConfiguration
	Not present
	
	Cell 2

	}
	
	
	


Table 9.2.9.1.4.3-7: SystemInformationBlockType3: Additional RSRQ FDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	neighCellConfig
	'01'B (No MBSFN subframes are present in all neighbour cells)
	
	Cell 1

	
	‘00’B (Not all neighbour cells have the same MBSFN subframe allocation as serving cell)
	
	Cell 2


9.2.9.1.5
Test requirement

Table 9.2.9.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRQ FDD intra frequency absolute accuracy test shall meet the reported values test requirements in Table 9.2.9.1.5-2.

Table 9.2.9.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD RSRQ intra frequency test parameters under time domain measurement resource restriction with MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	OCNG Patterns defined in D.1.8 (OP.8 FDD) and D.1.6 (OP.6 FDD) Note5
	
	OP.8 FDD
	OP.6 FDD
	OP.8 FDD
	OP.6 FDD
	OP.8 FDD
	OP.6 FDD

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH allocation
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	13—36
	-
	13—36
	-
	13—36
	-

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	

	PSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0

	SSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0
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	Bands FDD_A
	dBm/15 kHz
	-85.76
	-103.85
	-116

	
	Bands: FDD_B1, FDD_B2
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	-114

	
	Bands FDD_G
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5

	CRS 
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	dB
	5
	-1.2
	5
	-1.2
	5
	-3.05

	CRS 
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 Note5, Note 7 in the
1st  OFDM symbol
	dB
	2.55
	-7.39
	2.55
	-7.39 
	3.25
	-9.39

	CRS 
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 note 5 in OFDM symbols 4,7,11
	dB
	2.55
	-1.2
	2.55
	-1.2 
	3.25
	-3.05

	SCH 
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	dB
	-1.45
	-4.74
	-1.45
	-4.74
	-0.75
	-6.59

	RSRP Note3,4,5
	Bands FDD_A
	dBm/15 kHz
	-80.76
	-86.96
	-98.85
	-105.05
	-111
	-119.05

	
	Bands: FDD_B1, FDD_B2
	
	
	
	
	
	-110.5
	-118.55

	
	Bands FDD_C
	
	
	
	
	
	-110
	-118.05

	
	Bands FDD_D
	
	
	
	
	
	-109.5
	-117.55

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	
	
	-109
	-117.05

	
	Bands FDD_G
	
	
	
	
	
	-108
	-116.05

	
	Bands FDD_H
	
	
	
	
	
	-107.5
	-115.55

	(RSRQ) meas Note3,4,5
	Bands FDD_A
	dB
	-12.71
	-14.54
	-12.71
	-14.54
	-12.47
	-15.70

	
	Bands: FDD_B1, FDD_B2
	
	
	
	
	
	
	

	
	Bands FDD_C
	
	
	
	
	
	
	

	
	Bands FDD_D
	
	
	
	
	
	
	

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	
	
	
	

	
	Bands FDD_G
	
	
	
	
	
	
	

	
	Bands FDD_H
	
	
	
	
	
	
	

	(Io) meas Note3

1st OFDM symbol


	Bands FDD_A
	dBm/9 MHz
	-51.06
	-54.39
	-69.15
	-72.48
	-81.55
	-85.20

	
	Bands: FDD_B1, FDD_B2
	
	
	
	
	
	-81.05
	-84.70

	
	Bands FDD_C
	
	
	
	
	
	-80.55
	-84.20

	
	Bands FDD_D
	
	
	
	
	
	-80.05
	-83.70

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	
	
	-79.55
	-83.20

	
	Bands FDD_G
	
	
	
	
	
	-78.55
	-82.20

	
	Bands FDD_H
	
	
	
	
	
	-78.05
	-81.70

	(Io) meas Note3

OFDM symbols other than the 1st one
	Bands FDD_A
	dBm/9 MHz
	-51.06
	-55.53
	-69.15
	-73.62 
	-81.54
	-86.47

	
	Bands: FDD_B1, FDD_B2
	
	
	
	
	
	-81.04
	-85.97

	
	Bands FDD_C
	
	
	
	
	
	-80.54
	-85.47

	
	Bands FDD_D
	
	
	
	
	
	-80.04
	-84.97

	
	Bands FDD_E, FDD_F Note 8
	
	
	
	
	
	-79.54
	-84.47

	
	Bands FDD_G
	
	
	
	
	
	-78.54
	-83.47

	
	Bands FDD_H
	
	
	
	
	
	-78.04
	-82.97

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
[image: image52.wmf]oc
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes of the respective cell.

Note 6:
Non-ABS and ABS subframe channel powers defined in Table C.3.1.2.1-1.

Note 7:
In the 1st  OFDM symbol, Cell 2 is not expected to meet the Es/Iot side condition in TS 36.133 [4] 9.1.5.2.
Note 8:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 9:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.2.9.1.5-2: RSRQ FDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_04
	RSRQ_04
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_16
	RSRQ_16
	RSRQ_16

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_01
	RSRQ_01
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_19
	RSRQ_19
	RSRQ_17


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.10
TDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with MBSFN ABS 

9.2.10.1
TDD RSRQ under Time Domain Measurement Resource Restriction with MBSFN ABS (eICIC)
9.2.10.1.1
Test purpose

The purpose of this test is to verify that the RSRQ measurement accuracy under time domain measurement resource restriction with MBSFN ABS is within the specified limits for all bands.

9.2.10.1.2
Test applicability

This test applies to all types of E-UTRA TDD UE release 10 and forward. Applicability requires support of FGI bit 115

9.2.10.1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRQ in this section shall apply to a cell on the same frequency as that of the serving cell when a time domain measurement resource restriction pattern for performing RSRQ measurements of this cell is configured by higher layers according to TS 36.331 [5].

The accuracy requirements in Table 9.2.10.1.3-1 are valid under the following conditions:

Cell specific reference signals in the measured cell are transmitted either from one, two or four antenna ports,

Conditions defined in TS 36.101 [2] Section 7.3 for reference sensitivity are fulfilled,

RSRP|dBm according to Annex I.3.9 for a corresponding Band,
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRQ measurement,

The RSRQ measurement is not performed in any subframe other than those indicated by the time domain measurement resource restriction pattern configured for the measured cell,

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern.
Table 9.2.10.1.3-1: RSRQ Intra frequency absolute accuracy under time domain measurement resource restriction with MBSFN ABS

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 2 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/
15kHz Note 1, 4
	dBm/BWChannel

	(2.5
	(4
	(-2 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-4 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
This minimum Io condition is expressed as the average Io per RE over all REs in that symbol.

NOTE 2:
Io is defined in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRQ measurements of this cell. The Io range defined by the minimum and the maximum Io levels applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections B.4.2 and B.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.10.1.3-2.

Table 9.2.10.1.3-2: RSRQ TDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clauses 9.1.5.2 and A.9.2.10.

9.2.10.1.4
Test description

9.2.10.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.20.

2. The general test parameter settings are set up according to Table 9.2.10.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.2.9.1.4.3.

5. Cell 1 is the serving cell as well as aggressor cell to Cell 2, Cell 2 is the neighbouring cell. Cell 1 is the cell used for connection setup with the power levels set according to Annex C.0 and C.1 for this test.

Table 9.2.10.1.4.1-1: General test parameters for E-UTRAN TDD RSRQ intra frequency test parameters under time-domain measurement resource restriction with MBSFN ABS

	Parameter
	Unit
	Value
	Comment

	Serving cell (PCell)
	
	Cell 1
	The aggressor cell to Cell 2

	Neighbour cell
	
	Cell 2
	Cell to be measured

	E-UTRA RF Channel Number
	
	1
	One TDD carrier frequency is used

	Channel Bandwidth (BWchannel)
	MHz
	10
	For both cells in the test

	PCell ABS configuration
	
	MBSFN ABS
	As defined in Table C.3.1.2.1-1

	Special subframe configuration
	
	6
	For Cell 1 and Cell 2. For special subframe configurations see Table 4.2-1 in [16].

	Uplink/downlink subframe configuration
	
	1
	For Cell 1 and Cell 2. For uplink-downlink subframe configurations see Table 4.2-2 in [16].

	CP length
	
	Normal
	For both cells in the test

	DRX
	
	
	OFF

	Time offset between cells
	
	3 (s
	Synchronous cells

	Physical cell ID PCI
	
	(PCIcell1 - PCIcell2 )mod6 =0 PCIcell1 not equal to PCIcell2
	Cell PCIs for Cell 1 and Cell 2 are selected randomly so that the condition is met

	ABS pattern
	
	‘00001000000000100000’
	MBSFN ABS pattern. TDD ABS Pattern Info IE, as defined in TS 36.423 [28], clause 9.2.54. Configured in Cell 1.

The first/leftmost bit corresponds to the subframe #0 of a radio frame satisfying SFN mod x = 0, where x is the size of the bit string (20) divided by 10. All ABS subframes are MBSFN subframes.

	Time-domain measurement resource restriction pattern for neighbour cell measurements on RF Channel 1
	
	‘00001000000000100000’
	Configured for Cell 2 measurements by measSubframePattern-Neigh IE in measSubframePatternConfig-Neigh, as defined in TS 36.331 [5], clause 6.3.5. measSubframeCellList contains Cell 2.

	Time-domain measurement resource restriction pattern for serving cell measurements
	
	‘10000000001000000000’
	Configured for measurements on Cell 1.


9.2.10.1.4.2
Test procedure

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.

2. Set the parameters according to Table 9.2.9.1.5-1 and 9.2.9.1.5-2 as appropriate. Propagation conditions are set according to Annex B clause B.1.

3. SS shall transmit an RRCConnectionReconfiguration message on Cell 1.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. After 10s wait from Step 3, SS shall check the reported RSRQ values in periodical MeasurementReport messages. The RSRQ value of Cell 2 reported by the UE is compared to the actual RSRQ values according to Table 9.2.10.1.5-2. If the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one.

7. SS shall check the MeasurementReport messages transmitted by the UE until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. 

9.2.10.1.4.3
Message contents

Table 9.2.10.1.4.3-1: Common Exception messages for RSRQ TDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4


Table 9.2.10.1.4.3-2: MeasResults: Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 9.2.10.1.4.3-3: MeasResultListEUTRA: Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	Not present
	
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 9.2.10.1.4.3-4: RadioResourceConfigDedicated-SRB2-DRB(n,m): Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternTDD-r10 CHOICE {
	
	
	

	        subframeConfig1-5-r10
	‘10000000001000000000’
	BIT STRING (SIZE (20))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.10.1.4.3-5: MeasObjectEUTRA-GENERIC(Freq): Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.6.6, Table 4.6.6-2 MeasObjectEUTRA-GENERIC

	Information Element
	Value/remark
	Comment
	Condition

	MeasObjectEUTRA-GENERIC(Freq) ::= SEQUENCE {
	
	
	

	  measSubframePatternConfigNeigh-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      measSubframePatternNeigh-r10 CHOICE {
	
	
	

	        subframePatternTDD-r10 CHOICE {
	
	
	

	          subframeConfig1-5-r10
	‘00001000000000100000’
	BIT STRING (SIZE (20))
	

	        }
	
	
	

	      }
	
	
	

	      measSubframeCellList-r10 SEQUENCE {
	
	
	

	        start
	Physical Cell ID of Cell 2
	
	

	        range
	Not present
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 9.2.10.1.4.3-6: SystemInformationBlockType2: Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: Clause 4.4.3.3, Table 4.4.3.3-1 SystemInformationBlockType2

	Information Element
	Value/remark
	Comment
	Condition

	  mbsfn-SubframeConfigList ::= SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF SEQUENCE {
	
	
	Cell 1

	    radioframeAllocationPeriod
	n1
	Every radio frame is with MBSFN subframe
	

	    radioframeAllocationOffset
	0
	
	

	    subframeAllocation CHOICE {
	
	
	

	        oneFrame
	‘010000’B
	Subframe 4 is used for MBSFN
	

	    }
	
	
	

	  }
	
	
	


Table 9.2.10.1.4.3-7: SystemInformationBlockType3: Additional RSRQ TDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy test requirement

	Derivation Path: TS 36.508 [7] clause 4.4.3.3, Table 4.4.3.3-2 SystemInformationBlockType3

	Information Element
	Value/remark
	Comment
	Condition

	neighCellConfig
	‘00’B (Not all neighbour cells have the same MBSFN subframe allocation as serving cell)
	
	Cell 2


9.2.10.1.5
Test requirement

Table 9.2.10.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRQ TDD intra frequency absolute accuracy test shall meet the reported values test requirements in Table 9.2.10.1.5-2.

Table 9.2.10.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD RSRQ intra frequency test parameters under time domain measurement resource restriction with MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22—27
	22—27
	22—27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation 
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	13—36
	-
	13—36
	-
	13—36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.5 (OP.5 TDD) and D.2.2 (OP.2 TDD) 
	
	OP.5 TDD
	OP.2 TDD
	OP.5 TDD
	OP.2 TDD
	OP.5 TDD
	OP.2 TDD

	PBCH_RA
	dB
	Note 6
	0
	Note 6
	0
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	

	OCNG_RBNote1 
	
	
	
	
	
	
	

	PSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0

	SSS_RA
	dB
	-4
	0
	-4
	0
	-4
	0
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Note2

	Bands TDD_A
	dBm/15 kHz
	-85.76
	-103.85
	-116

	
	Bands TDD_C
	
	
	
	-115

	
	Bands TDD_E
	
	
	
	-114

	CRS [image: image56.wmf]oc

s

N

Ê


	dB
	5
	-1.2
	5
	-1.2
	5
	-3.05

	CRS
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 Note 5
In the 1st OFDM symbol
	dB
	2.55
	-7.39
	2.55
	-7.39
	3.25
	-9.39

	CRS [image: image58.wmf](

)

meas

s

Iot

Ê

 note 5 in OFDM symbols 4,7,11
	dB
	2.55
	-1.2
	2.55
	-1.2
	3.25
	-3.05

	SCH 
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	dB
	-1.45
	-4.74
	-1.45
	-4.74
	-0.75
	-6.59

	RSRPNote 3,4,5
	Bands TDD_A
	dBm/15 kHz
	-80.76
	-86.96
	-98.85
	-105.05
	-111
	-119.05

	
	Bands TDD_C
	
	
	
	
	
	-110
	-118.05

	
	Bands TDD_E
	
	
	
	
	
	-109
	-117.05
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RSRQ

meas

 Note3,4,5
	Bands TDD_A, TDD_C, TDD_E
	dB
	-12.71
	-14.54
	-12.71
	-14.54
	-12.47
	-15.70
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  Note3 in the 1st OFDM symbol
	Bands TDD_A
	dBm/9 MHz
	-51.06
	-54.39
	-69.15
	-72.48
	-81.55
	-85.20

	
	Bands TDD_C
	
	
	
	
	
	-80.55
	-84.20

	
	Bands TDD_E
	
	
	
	
	
	-79.55
	-83.20
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 Note3
in OFDM symbols other than the 1st one
	Bands TDD_A
	dBm/9 MHz
	-51.06
	-55.53
	-69.15
	-73.62
	-81.54
	-86.47

	
	Bands TDD_C
	
	
	
	
	
	-80.54
	-85.47

	
	Bands TDD_E
	
	
	
	
	
	-79.54
	-84.47

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for [image: image63.wmf]oc
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes of the respective cell.

Note 6:
Non-ABS and ABS subframe channel powers defined in Table C.3.1.2.1-1.

Note 7:
In the 1st  OFDM symbol, Cell 2 is not expected to meet the Es/Iot side condition in TS 36.133 [4] 9.1.5.2.


Table 9.2.10.1.5-2: RSRQ TDD Intra frequency under time domain measurement resource restriction with MBSFN ABS absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 2)
	RSRQ_04
	RSRQ_04
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_16
	RSRQ_16
	RSRQ_16

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_01
	RSRQ_01
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_19
	RSRQ_19
	RSRQ_17


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%

9.2.11
FDD RSRQ for E-UTRA Carrier Aggregation for 20MHz

9.2.11.1
FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz

9.2.11.1.1
Test purpose

To verify that FDD absolute RSRQ measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions for 20MHz. This test will verify the FDD absolute RSRQ accuracy requirements of the primary component carrier and the secondary component carrier.

9.2.11.1.2
Test applicability

This test case applies to all types of E-UTRA FDD UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA FDD UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.11.1.3
Minimum conformance requirements

The FDD RSRQ measurements of cells on the primary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. The FDD RSRQ measurements of cells on the secondary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1.

The accuracy requirements in Table 9.2.11.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.2.11.1.3-1: FDD RSRQ absolute accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B1, FDD_B2
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.11.1.3-2.

Table 9.2.11.1.3-2: FDD RSRQ absolute accuracy measurement report mapping for Carrier Aggregation

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.1, clause 9.1.11.2, clause 9.1.5.1 and A.9.2.11.
9.2.11.1.4
Test description

9.2.11.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 20 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.11.1.4.3.

4.
There are two E-UTRA FDD carriers with one cell on one E-UTRA FDD carrier and two cells on the other E-UTRA FDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.11.1.4.2
Test procedure

The test consists of Cell 1 the PCell, Cell 2 the SCell on the Secondary Component Carrier (SCC), and Cell 3 the neighbouring cell on the SCC. The SCell (Cell 2) and neighbouring cell (Cell 3) on the SCC are configured. The SCell (Cell 2) on the SCC is activated. The absolute accuracy of RSRQ is defined as the RSRQ measured from the primary component carrier (Cell 1) and the RSRQ measured from the secondary component carrier (Cell 2).
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2.
Configure SCC according to Annex C.0 and C.1 for all downlink physical channels.

3.
The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4.

4.
The SS activates SCC by sending the MAC-CE according to TS 36.321 [11] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [4] clause 8.3.3.2.

5.
Set the parameters according to Table 9.2.11.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

6.
The SS shall transmit an RRCConnectionReconfiguration message.

7.
The UE shall transmit RRCConnectionReconfigurationComplete message.

8.
UE shall transmit periodically MeasurementReport messages.

9.
After 10s wait from Step 6, the SS shall check the reported RSRQ values in periodical MeasurementReport messages. The reported RSRQ values for Cell 1 and Cell 2 by the UE are compared to the actual RSRQ values according to Table 9.2.11.1.5-2. This counts respectively as a Pass or Fail for the events “Cell 1” and “Cell 2”. If the UE fails to report the measurement value for Cell 2, the number of failed iterations for the respective event ”Cell 2” is increased by one.

10.
The SS shall check MeasurementReport messages transmitted by the UE until a test verdict has been achieved.

Each of the events “Cell 1” and “Cell 2” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. Different events may require different times for a verdict.
If both events pass, the test passes. If one event fails, the test fails.

9.2.11.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.11.1.4.3-1: Common Exception messages for FDD RSRQ absolute accuracy for Carrier Aggregation for 20MHz test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.5-4

Table H.4.1-5
Table H.4.2-1


9.2.11.1.5
Test requirement

Table 9.2.11.1.5-1 defines the primary level settings including test tolerances for all tests.

The FDD RSRQ absolute accuracy for carrier aggregation for 20MHz test shall meet the reported values test requirements in Table 9.2.11.1.5-2.

Table 9.2.11.1.5-1: Cell Specific Test requirement Parameters for FDD RSRQ absolute accuracy for Carrier Aggregation for 20MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note 1
	MHz
	20
	20
	20

	Measurement bandwidth
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n


	47-52
	47-52
	47-52

	PDSCH Reference measurement channel defined in A.1.1
	
	R.4 FDD
	R.4 FDD
	-

	PDSCH allocation
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	38-61
	38-61
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.10 FDD
	R.10 FDD
	R.10  FDD

	OCNG Patterns defined in D.1.11 (OP.11 FDD) and D.1.12 (OP.12 FDD)
	
	OP.11 FDD
	OP.11 FDD
	OP.12 FDD

	IoNote2
	Bands FDD_A Note 5
	dBm/18 MHz
	-87.26
	-82.67

	
	Bands: FDD_B1, FDD_B2 Note 5
	
	-86.76
	-82.17

	
	Bands FDD_C Note 5
	
	-86.26
	-81.67

	
	Bands FDD_D Note 5
	
	-85.76
	-81.17

	
	Bands FDD_E Note 5
	
	-85.26
	-80.67

	
	Bands FDD_G Note 5
	
	-84.26
	-79.67

	
	Bands FDD_H Note 5
	
	-83.76
	-79.17

	NOTE 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
NOTE 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 3:
See Table 9.2.5.2.5-1 for the other parameters.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.

NOTE 5:
The test applies for E-UTRA operating bands in this band group which are supporting 20 MHz channel bandwidth.


Table 9.2.11.1.5-2: FDD RSRQ absolute accuracy requirements for the reported values for Carrier Aggregation for 20MHz

	
	Test 1

	
	All bands

	Normal Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_15

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_14

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_16

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_15


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.11.2
FDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz

9.2.11.2.1
Test purpose

To verify that FDD relative RSRQ measurement accuracy in carrier aggregation for 20MHz is within the specified limits under AWGN propagation conditions. This test will verify the FDD relative RSRQ accuracy requirements between the primary and secondary component carriers.

9.2.11.2.2
Test applicability

This test case applies to all types of E-UTRA FDD UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA FDD UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.11.2.3
Minimum conformance requirements

The FDD RSRQ measurements of cells on the primary component carrier are compared with measurements of cells on the secondary component carrier defined in TS 36.133 [4] clause 9.1.6.2. The applicable relative accuracy requirements are the RSRQ inter-frequency accuracy requirements as defined in TS 36.133 [4] clause 9.1.6.2. 

The accuracy requirements in Table 9.2.11.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band.
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Table 9.2.11.2.3-1: FDD RSRQ relative accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 4
	dBm/BWChannel

	(3
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B1, FDD_B2
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(4
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.11.2.3-2.

Table 9.2.11.2.3-2: FDD RSRQ relative accuracy measurement report mapping for Carrier Aggregation

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.3, clause 9.1.6.2 and A.9.2.11.
9.2.11.2.4
Test description

9.2.11.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 20 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.11.2.4.3.

4.
There are two E-UTRA FDD carriers with one cell on one E-UTRA FDD carrier and two cells on the other E-UTRA FDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.11.2.4.2
Test procedure

The test consists of Cell 1 the PCell, Cell 2 the SCell on the Secondary Component Carrier (SCC), and Cell 3 the neighbouring cell on the SCC. The SCell (Cell 2) and neighbouring cell (Cell 3) on the SCC are configured. The SCell (Cell 2) on the SCC is activated. The relative accuracy of RSRQ is defined as the RSRQ measured cells on the primary component carrier compared with measurements of cells on the secondary component carrier,
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2.
Configure SCC according to Annex C.0 and C.1 for all downlink physical channels.

3.
The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4.

4.
The SS activates SCC by sending the MAC-CE according to TS 36.321 [11] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [4] clause 8.3.3.2.

5.
Set the parameters according to Table 9.2.11.2.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

6.
The SS shall transmit an RRCConnectionReconfiguration message.

7.
The UE shall transmit RRCConnectionReconfigurationComplete message.

8.
The UE shall transmit periodically MeasurementReport messages.

9.
After 10s wait from Step 6, the SS shall check the reported RSRQ values in periodical MeasurementReport messages. The reported RSRQ value for Cell 2 is compared to the reported RSRQ value for Cell 1 for each MeasurementReport message according to Table 9.2.11.2.5-2. If the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one.

10.
The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to table G.2.3-1 in Annex G.2 is achieved.

9.2.11.2.4.3
Message contents

Table 9.2.11.2.4.3-1: Common Exception messages for FDD RSRQ relative accuracy for Carrier Aggregation for 20MHz test requirement

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.5-4

Table H.4.1-5
Table H.4.2-1


9.2.11.2.5
Test requirement

Table 9.2.11.2.5-1 defines the primary level settings including test tolerances for all tests.

The FDD RSRQ relative accuracy for carrier aggregation for 20MHz test shall meet the reported values test requirements in Table 9.2.11.2.5-2.

Table 9.2.11.2.5-1: Cell Specific Test requirement Parameters for FDD RSRQ relative accuracy
for Carrier Aggregation

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note 1
	MHz
	20
	20
	20

	Measurement bandwidth
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n


	47-52
	47-52
	47-52

	PDSCH Reference measurement channel defined in A.1.1
	
	R.4 FDD
	R.4 FDD
	-

	PDSCH allocation
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n


	38-61
	38-61
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.10 FDD
	R.10 FDD
	R.10 FDD

	OCNG Patterns defined in D.1.11 (OP.11 FDD) and D.1.12 (OP.12 FDD)
	
	OP.11 FDD
	OP.11 FDD
	OP.12 FDD

	IoNote2
	Bands FDD_A Note 5
	dBm/18 MHz
	-87.26
	-82.67

	
	Bands: FDD_B1, FDD_B2 Note 5
	
	-86.76
	-82.17

	
	Bands FDD_C Note 5
	
	-86.26
	-81.67

	
	Bands FDD_D Note 5
	
	-85.76
	-81.17

	
	Bands FDD_E Note 5
	
	-85.26
	-80.67

	
	Bands FDD_G Note 5
	
	-84.26
	-79.67

	
	Bands FDD_H Note 5
	
	-83.76
	-79.17

	NOTE 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
NOTE 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

NOTE 3:
See Table 9.2.5.2.5-1 for the other parameters.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.

NOTE 5:
The test applies for E-UTRA operating bands in this band group which are supporting 20 MHz channel bandwidth.


Table 9.2.12.2.5-2: FDD RSRQ relative accuracy requirements for the reported values
for Carrier Aggregation for 20MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 2)
	RSRQ_x – 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x – 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.12
TDD RSRQ for E-UTRA Carrier Aggregation for 20MHz

9.2.12.1
TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz

9.2.12.1.1
Test purpose

To verify that TDD absolute RSRQ measurement accuracy in carrier aggregation is within the specified limits under AWGN propagation conditions for 20MHz. This test will verify the TDD absolute RSRQ accuracy requirements of the primary component carrier and the secondary component carrier.

9.2.12.1.2
Test applicability

This test case applies to all types of E-UTRA TDD UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA TDD UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.12.1.3
Minimum conformance requirements

The TDD RSRQ measurements of cells on the primary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1. The TDD RSRQ measurements of cells on the secondary component carrier shall meet the intra frequency absolute accuracy requirements defined in TS 36.133 [4] clause 9.1.5.1.

The accuracy requirements in Table 9.2.12.1.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP|dBm according to Annex I.3.1 for a corresponding Band.

Table 9.2.12.1.3-1: TDD RSRQ absolute accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 4
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 3
	dBm/BWChannel

	(2.5
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-6 dB
	Note 2
	Note 2
	Note 2

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 3:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 4:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.12.1.3-2.

Table 9.2.12.1.3-2: TDD RSRQ absolute accuracy measurement report mapping for Carrier Aggregation

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.1, clause 9.1.11.2, clause 9.1.5.1 and A.9.2.12.

9.2.12.1.4
Test description

9.2.12.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 20 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.12.1.4.3.

4.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF. 

9.2.12.1.4.2
Test procedure

The test consists of Cell 1 the PCell, Cell 2 the SCell on the Secondary Component Carrier (SCC), and Cell 3 the neighbouring cell on the SCC. The SCell (Cell 2) and neighbouring cell (Cell 3) on the SCC are configured. The SCell (Cell 2) on the SCC is activated. The absolute accuracy of RSRQ is defined as the RSRQ measured from the primary component carrier (Cell 1) and the RSRQ measured from the secondary component carrier (Cell 2).
1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2. Configure SCC according to Annex C.0 and C.1 for all downlink physical channels.

3. The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4.

4. The SS activates SCC by sending the MAC-CE according to TS 36.321 [11] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [4] clause 8.3.3.2.

5. Set the parameters according to Table 9.2.12.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

6. The SS shall transmit an RRCConnectionReconfiguration message.

7. The UE shall transmit RRCConnectionReconfigurationComplete message.

8. UE shall transmit periodically MeasurementReport messages.

9. After 10s wait from Step 6, The SS shall check the reported RSRQ values in periodical MeasurementReport messages. The reported RSRQ values for Cell 1 and Cell 2 by the UE are compared to the actual RSRQ values according to Table 9.2.12.1.5-2. This counts respectively as a Pass or Fail for the events “Cell 1” and “Cell 2”. If the UE fails to report the measurement value for Cell 2, the number of failed iterations for the respective event ”Cell 2” is increased by one.

10. The SS shall check MeasurementReport messages transmitted by the UE until a test verdict has been achieved.

Each of the events “Cell 1” and “Cell 2” is evaluated independently for the statistic, resulting in an event verdict: pass or fail. Each event is evaluated only until the confidence level according to Table G.2.3-1 in Annex G.2 is achieved. Different events may require different times for a verdict.
If both events pass, the test passes. If one event fails, the test fails.

9.2.12.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.12.1.4.3-1: Common Exception messages for TDD RSRQ absolute accuracy for Carrier Aggregation for 20MHz test requirement
	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.5-4

Table H.4.1-5
Table H.4.2-1


9.2.12.1.5
Test requirement

Table 9.2.12.1.5-1 defines the primary level settings including test tolerances for all tests.

The TDD RSRQ absolute accuracy for carrier aggregation for 20MHz test shall meet the reported values test requirements in Table 9.2.12.1.5-2.

Table 9.2.12.1.5-1: Cell Specific Test requirement Parameters for TDD RSRQ absolute accuracy for Carrier Aggregation for 20MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note1
	MHz
	20
	20
	20

	Measurement bandwidth
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n


	47-52
	47-52
	47-52

	PDSCH Reference measurement channel defined in A.1.2
	
	R.3 TDD
	R.3 TDD
	-

	PDSCH allocation
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n


	38-61
	38-61
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.2.2
	
	R.10 TDD
	R.10 TDD
	R.10  TDD

	OCNG Patterns defined in D.2.7 (OP.7 TDD) and D.2.8 (OP.8 TDD)
	
	OP.7 TDD
	OP.7 TDD
	OP.8 TDD

	IoNote2
	Bands TDD_A Note 5
	dBm/18 MHz
	-87.26
	-82.60

	
	Bands TDD_C Note 5
	
	-86.26
	-81.60

	
	Bands TDD_E Note 5
	
	-85.26
	-80.60

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in TS 36.133 [4] section A.3.6.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table 9.2.6.1.5-1 for the other parameters.

Note 4:
E-UTRA operating band groups are as defined in Section 3.5.

Note 5:
The test applies for E-UTRA operating bands in this band group which are supporting 20 MHz channel bandwidth.


Table 9.2.12.1.5-2: TDD RSRQ absolute accuracy requirements for the reported values for Carrier Aggregation for 20MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_15

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value Cell 2)
	RSRQ_14

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_16

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value Cell 2)
	RSRQ_15


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.12.2
TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 20MHz

9.2.12.2.1
Test purpose

To verify that TDD relative RSRQ measurement accuracy in carrier aggregation for 20MHz is within the specified limits under AWGN propagation conditions. This test will verify the TDD relative RSRQ accuracy requirements between the primary and secondary component carriers.

9.2.12.2.2
Test applicability

This test case applies to all types of E-UTRA TDD UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA TDD UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.12.2.3
Minimum conformance requirements

The TDD RSRQ measurements of cells on the primary component carrier are compared with measurements of cells on the secondary component carrier defined in TS 36.133 [4] clause 9.1.6.2. The applicable relative accuracy requirements are the RSRQ inter-frequency accuracy requirements as defined in TS 36.133 [4] clause 9.1.6.2.

The accuracy requirements in Table 9.2.12.2.3-1 are valid under the following conditions:

Cell specific reference signals are transmitted either from one, two or four antenna ports.
Conditions defined in TS 36.101 [2] clause 7.3 for reference sensitivity are fulfilled.

RSRP1,2|dBm according to Annex I.3.4 for a corresponding Band.
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Table 9.2.12.2.3-1: TDD RSRQ relative accuracy for Carrier Aggregation

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 2
	Io Note 1 range

	
	
	
	E-UTRA operating band groups Note 5
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 4
	dBm/BWChannel

	(3
	(4
	(-3 dB
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(4
	(4
	(-6 dB
	Note 3
	Note 3
	Note 3

	NOTE 1:
Io is assumed to have constant EPRE across the bandwidth.

NOTE 2:
The parameter Ês/Iot is the minimum Ês/Iot of the pair of cells to which the requirement applies.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.12.2.3-2.

Table 9.2.12.2.3-2: TDD RSRQ relative accuracy measurement report mapping for Carrier Aggregation

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clause 9.1.11.3, clause 9.1.6.2 and A.9.2.12.

9.2.12.2.4
Test description

9.2.12.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 20 MHz as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.12.2.4.3.

4.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.12.2.4.2
Test procedure

The test consists of Cell 1 the PCell, Cell 2 the SCell on the Secondary Component Carrier (SCC), and Cell 3 the neighbouring cell on the SCC. The SCell (Cell 2) and neighbouring cell (Cell 3) on the SCC are configured. The SCell (Cell 2) on the SCC is activated. The relative accuracy of RSRQ is defined as the RSRQ measured cells on the primary component carrier compared with measurements of cells on the secondary component carrier,
1.
Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3.
2.
Configure SCC according to Annex C.0 and C.1 for all downlink physical channels.

3.
The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [7] clause 5.2A.4.

4.
The SS activates SCC by sending the MAC-CE according to TS 36.321 [11] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [4] clause 8.3.3.2.

5.
Set the parameters according to Table 9.2.12.2.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

6.
The SS shall transmit an RRCConnectionReconfiguration message.

7.
The UE shall transmit RRCConnectionReconfigurationComplete message.

8.
The UE shall transmit periodically MeasurementReport messages.

9.
After 10s wait from Step 6, the SS shall check the reported RSRQ values in periodical MeasurementReport messages. The reported RSRQ value for Cell 2 is compared to the reported RSRQ value for Cell 1 for each MeasurementReport message according to Table 9.2.12.2.5-2. If the UE fails to report the measurement value for Cell 2, the number of failed iterations is increased by one.

10.
The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to table G.2.3-1 in Annex G.2 is achieved.

9.2.12.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.12.2.4.3-1: Common Exception messages for TDD RSRQ relative accuracy for Carrier Aggregation for 20MHz test requirement

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.3.5-4

Table H.4.1-5
Table H.4.2-1


9.2.12.2.5
Test requirement

Table 9.2.12.2.5-1 defines the primary level settings including test tolerances for all tests.

The TDD RSRQ relative accuracy for carrier aggregation for 20MHz test shall meet the reported values test requirements in Table 9.2.12.2.5-2.

Table 9.2.12.2.5-1: Cell Specific Test requirement Parameters for TDD RSRQ relative accuracy
for Carrier Aggregation
	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note1
	MHz
	20
	20
	20

	Measurement bandwidth
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n


	47-52
	47-52
	47-52

	PDSCH Reference measurement channel defined in A.1.2
	
	R.3 TDD
	R.3 TDD
	-

	PDSCH allocation
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	38-61
	38-61
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.2.2
	
	R.10 TDD
	R.10 TDD
	R.10 TDD

	OCNG Patterns defined in D.2.7 (OP.7 TDD) and D.2.8 (OP.8 TDD)
	
	OP.7 TDD
	OP.7 TDD
	OP.8 TDD

	IoNote2
	Bands TDD_A Note 5
	dBm/18 MHz
	-87.26
	-82.60

	
	Bands TDD_C Note 5
	
	-86.26
	-81.60

	
	Bands TDD_E Note 5
	
	-85.26
	-80.60

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in TS 36.133 [4] section A.3.6.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table 9.2.6.2.5-1 for the other parameters.

Note 4:
E-UTRA operating band groups are as defined in Section 3.5.

Note 5:
The test applies for E-UTRA operating bands in this band group which are supporting 20 MHz channel bandwidth.


Table 9.2.12.2.5-2: TDD RSRQ relative accuracy requirements for the reported values
for Carrier Aggregation for 20MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.13
Void

9.2.14
Void

9.2.15
FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS
9.2.15.1
FDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)

9.2.15.1.1
Test purpose

The purpose of this test is to verify that the RSRQ measurement accuracy under time domain measurement resource restriction with CRS assistance information and non-MBSFN ABS within the specified limits.

9.2.15.1.2
Test applicability

This test applies to all types of E-UTRA FDD and CRS interference handling UE release 11 and forward. Applicability requires support of FGI bit 115.
9.2.15.1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRQ in this section shall apply to a cell on the same frequency as that of the serving cell when a time domain measurement resource restriction pattern for performing RSRQ measurements of this cell is configured by higher layers according to TS 36.331 [5].

The accuracy requirements in Table 9.2.15.1.3-1 are valid under the following conditions:

Cell specific reference signals in the measured cell are transmitted either from one, two or four antenna ports,

Conditions defined in TS 36.101 [2] Section 7.3 for reference sensitivity are fulfilled,

RSRP|dBm according to Annex I.3.9 for a corresponding Band,
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRQ measurement,

The RSRQ measurement is not performed in any subframe other than those indicated by the time domain measurement resource restriction pattern configured for the measured cell,

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern,

The UE is provided with the CRS assistance information (TS 36.331 [5]) and the CRS assistance information is valid throughout the entire evaluation period.

Table 9.2.15.1.3-1: RSRQ Intra frequency absolute accuracy under time domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 5
	Io Note 2 range

	
	
	
	E-UTRA operating band groups Note 6
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 1, 4
	dBm/BWChannel

	(2.5
	(4
	(-6.96
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_B1, FDD_B2
	-120.5
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-9.46
	Note 3
	Note 3
	Note 3

	NOTE 1:
This Io condition is expressed as the average Io per RE over all REs in that symbol.

NOTE 2:
Io is defined in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRQ measurements of this cell. The specified Io range applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
The gap between the Es/Iot level in TS 36.133 [4] table 9.1.5.3-1 and TS 36.133 [4] 9.1.5.2-1 is due to the interference from either PCell or at least one neighbour cell indicated within the CRS assistance information.

NOTE 6:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.15.1.3-2.

Table 9.2.15.1.3-2: RSRQ FDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clauses 9.1.5.3 and A.9.2.15.

9.2.15.1.4
Test description

9.2.15.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.54 (without faders).

2. The general test parameter settings are set up according to Table 9.2.15.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.2.15.1.4.3.

5. There is one E-UTRA FDD carrier and three cells specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 9.2.15.1.4.1-1: General test parameters for E-UTRAN FDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Parameter
	Unit
	Value
	Comment

	PCell
	
	Cell 1
	Serving/aggressor cell

	Neighbour cells
	
	Cell 2
	Neighbour/aggressor cell

	
	
	Cell 3
	Cell to be measured

	ABS transmission configuration
	
	Non-MBSFN ABS
	As defined in Table C.3.1.1.1-1

	CP length
	
	Normal
	For all cells in the test

	DRX
	
	
	OFF

	Time offset between cells
	(s
	Cell 2 offset with respect to Cell 1: 0

Cell 3 offset with respect to Cell 1: -2.5
	Three synchronous cells

	Physical cell IDs
	
	(PCIcell1 - PCIcell3 )mod6 = 0

(PCIcell2 - PCIcell3 )mod6 != 0

PCIcell1 not equal to PCIcell3
	Cell PCIs are selected so that all conditions are met

	ABS pattern
	
	‘1000000010000000100000001000000010000000’
	FDD ABS Pattern Info IE, as defined in TS 36.423 [28], clause 9.2.54. 

The first/leftmost bit corresponds to the Pcell subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string (40) divided by 10. No MBSFN subframes are configured in the ABS subframes.

Configured in Cell 1 and Cell 2.

	Time domain measurement resource restriction pattern for neighbour cell measurements on RF Channel 1
	
	‘1000000010000000100000001000000010000000’
	Time domain measurement resource restriction pattern for neighbour cell measurement signalled to the UE in measSubframePatternNeigh IE in measSubframePatternConfigNeigh, as defined in TS 36.331, clause 6.3.5.

Configured for Cell 3 measurements. The cell list in measSubframeCellList IE shall contain Cell 3 but not Cell 2.

	Time-domain measurement resource restriction pattern for serving cell measurements
	
	‘0100000001000000010000000100000001000000’
	Configured for measurements on Cell 1.

	CRS assistance information
	physCellId
	
	see PCI conditions above
	Only the CRS information of Cell 2 is provided in CRS-AssistanceInfo. It includes a single MBSFN-SubframeConfig element with subframe allocation one Frame=’000000’.

	
	antennaPortsCount
	
	1
	

	
	mbsfn-SubframeConfigList
	
	oneFrame = ‘000000’
	


9.2.15.1.4.2
Test procedure

In this test case all cells are on the same carrier frequency. The absolute accuracy of RSRQ intra frequency measurements under time domain measurement resource restriction with CRS assistance information is tested by using the parameters in Table 9.2.15.1.4.1-1 and Table 9.2.15.1.5-1 for non-MBSFN ABS with colliding CRS between Cell 1 and Cell 3 and non-colliding CRS between Cell1 and Cell 2. In all test cases, Cell 1 is the serving/aggressor cell, Cell 2 is the neighbour/aggressor cell and Cell 3 is the target cell to be measured for RSRQ.

The UE is configured by higher layers via Cell 1 with a time domain measurement resource restriction pattern for performing E-UTRAN FDD intra-frequency measurements on neighbour cells, namely Cell 3 measurements with a neighbour cell list, where the cell list includes Cell 3. The UE is also provided via higher layers with the CRS assistance information of Cell 2. The information for both measurement pattern and the CRS assistance information shall be provided to the UE before the measurements start.

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3 with exceptions listed in 7.2A.6.

2. Set the parameters according to Table 9.2.15.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. After 10s wait from Step 3, SS shall check the RSRQ value in periodical MeasurementReport messages. The RSRQ value of Cell 3 reported by the UE is compared to the actual RSRQ value according to Table 9.2.15.1.5-2. If the UE fails to report the measurement value for Cell 3, the number of failed iterations is increased by one.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.15.1.5-1 as appropriate.

9.2.15.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 7.2A.6 with the following exceptions:

Table 9.2.15.1.4.3-1: Common Exception messages for E-UTRAN FDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

Table H.2.7-2

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4a

Table H.3.5-5

Table H.5.1-1

Table H.5.1-2

Table H.5.1-3


Table 9.2.15.1.4.3-2: MeasResults: Additional E-UTRAN FDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 9.2.15.1.4.3-3: MeasResultListEUTRA: Additional E-UTRAN FDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity of Cell 3
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	Not present
	
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 9.2.15.1.4.3-4: RadioResourceConfigDedicated-SRB2-DRB(n,m): Additional E-UTRAN FDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternFDD-r10
	‘0100000001000000010000000100000001000000’
	BIT STRING (SIZE (40))
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.2.15.1.5
Test requirement

Table 9.2.15.1.5-1 defines the primary level settings including test tolerances for all tests.

Each RSRQ FDD intra frequency absolute accuracy test shall meet the reported values test requirements in Table 9.2.15.1.5-2.

Table 9.2.15.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN FDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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n


	22—27
	22—27 
	22—27 

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	-
	R.0 FDD
	-
	R.0 FDD
	-

	PDSCH allocation
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n


	13—36 
	-
	13—36 
	-
	13—36 
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.6 FDD
	R.6 FDD

	OCNG Patterns defined in D.1
	
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6 FDD
	OP.6 FDD
	OP.5 FDD
	OP.6FDD
	OP.6 FDD

	PBCH_RA
	dB
	Note 6
	Note 6
	0
	Note 6
	Note 6
	0
	Note 6
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	
	
	
	

	OCNG_RA Note 1
	
	
	
	
	
	
	
	
	
	

	OCNG_RB Note 1 
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Note 2


	Bands FDD_A
	dBm/15 kHz
	-84.76
	-103.85
	-116

	
	Bands: FDD_B1, FDD_B2
	
	
	
	-115.5

	
	Bands FDD_C
	
	
	
	-115

	
	Bands FDD_D
	
	
	
	-114.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	-114

	
	Bands FDD_G
	
	
	
	-113

	
	Bands FDD_H
	
	
	
	-112.5

	CRS 
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	dB
	4
	2
	-0.5
	4
	2
	-0.5
	4
	2
	-3

	CRS 
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 Note 5
	dB
	-1.41
	-0.77
	-5.96
	-1.41
	-0.77
	-5.96
	-0.89
	0.24
	-8.46

	RSRP Note 3,4,5
	Bands FDD_A
	dBm/15 kHz
	-80.76
	-82.76
	-85.26
	-99.85
	-101.85
	-104.35
	-112
	-114
	-119

	
	Bands: FDD_B1, FDD_B2
	
	
	
	
	
	
	
	-111.5
	-113.55
	-118.5

	
	Bands FDD_C
	
	
	
	
	
	
	
	-111
	-113
	-118

	
	Bands FDD_D
	
	
	
	
	
	
	
	-110.5
	-112.5
	-117.5

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	
	
	-110
	-112
	-117

	
	Bands FDD_G
	
	
	
	
	
	
	
	-109
	-111
	-116

	
	Bands FDD_H
	
	
	
	
	
	
	
	-108.5
	-110.5
	-115.5
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RSRQ

meas

 Note 3,4,5
	Bands FDD_A, FDD_B1, FDD_B2, FDD_C, FDD_D, FDD_E, FDD_F Note 7, FDD_G, FDD_H
	dB
	-14.56
	-11.99
	-14.49
	-14.56
	-11.99
	-14.49
	-14.27
	-11.09
	-16.09
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meas

Io

 Note 3
	Bands FDD_A
	dBm/9 MHz
	-49.21
	-52.87
	-68.30
	-71.96
	-80.74
	-84.83

	
	Bands: FDD_B1, FDD_B2
	
	
	
	
	
	-80.24
	-84.33

	
	Bands FDD_C
	
	
	
	
	
	-79.74
	-83.83

	
	Bands FDD_D
	
	
	
	
	
	-79.24
	-83.33

	
	Bands FDD_E, FDD_F Note 7
	
	
	
	
	
	-78.74
	-82.83

	
	Bands FDD_G Note 9
	
	
	
	
	
	-77.74
	-81.83

	
	Bands FDD_H
	
	
	
	
	
	-77.24
	-81.33

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes for only Cell 2 and Cell 3. For Cell 1, the corresponding value is derived from the normal subframes other than the subframes indicated in the time domain measurement resource restriction pattern for intra-frequency measurements. 

Note 6:
Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.1-1.

Note 7:
For Band 26, the tests shall be performed with the carrier frequency of the assigned E-UTRA channel bandwidth within 865-894 MHz.

Note 8:
E-UTRA operating band groups are as defined in Section 3.5.

Note 9:
Except Band 29 and Band 32.


Table 9.2.15.1.5-2: RSRQ FDD Intra frequency under time domain measurement resource restriction with CRS assistance information and non-MBSFN ABS absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 3)
	RSRQ_05
	RSRQ_05
	RSRQ_00

	Highest reported value (Cell 3)
	RSRQ_17
	RSRQ_17
	RSRQ_16

	Extreme Conditions

	Lowest reported value (Cell 3)
	RSRQ_02
	RSRQ_02
	RSRQ_00

	Highest reported value (Cell 3)
	RSRQ_20
	RSRQ_20
	RSRQ_17


9.2.16
TDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS

9.2.16.1
TDD RSRQ Accuracy under Time Domain Measurement Resource Restriction with CRS Assistance Information and Non-MBSFN ABS (feICIC)

9.2.16.1.1
Test purpose

The purpose of this test is to verify that the RSRQ measurement accuracy under time domain measurement resource restriction with CRS assistance information and non-MBSFN ABS within the specified limits.

9.2.16.1.2
Test applicability

This test applies to all types of E-UTRA TDD and CRS interference handling UE release 11 and forward. Applicability requires support of FGI bit 115.
9.2.16.1.3
Minimum conformance requirements

The requirements for absolute accuracy of RSRQ in this section shall apply to a cell on the same frequency as that of the serving cell when a time domain measurement resource restriction pattern for performing RSRQ measurements of this cell is configured by higher layers according to TS 36.331 [5].

The accuracy requirements in Table 9.2.16.1.3-1 are valid under the following conditions:

Cell specific reference signals in the measured cell are transmitted either from one, two or four antenna ports,

Conditions defined in TS 36.101 [2] Section 7.3 for reference sensitivity are fulfilled,

RSRP|dBm according to Annex I.3.9 for a corresponding Band,
The time domain measurement resource restriction pattern configured for the measured cell indicates at least one subframe per radio frame for performing the RSRQ measurement,

The RSRQ measurement is not performed in any subframe other than those indicated by the time domain measurement resource restriction pattern configured for the measured cell,

Four symbols containing CRS are available in all subframes indicated by the time domain measurement resource restriction pattern,

The UE is provided with the CRS assistance information (TS 36.331 [5]) and the CRS assistance information is valid throughout the entire evaluation period.

Table 9.2.16.1.3-1: RSRQ Intra frequency absolute accuracy under time domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Accuracy
	Conditions

	Normal condition
	Extreme condition
	Ês/Iot Note 5
	Io Note 2 range

	
	
	
	E-UTRA operating band groups Note 6
	Minimum Io
	Maximum Io

	dB
	dB
	dB
	
	dBm/15kHz Note 1, 4
	dBm/BWChannel

	(2.5
	(4
	(-6.96
	FDD_A, TDD_A
	-121
	-50

	
	
	
	FDD_C, TDD_C
	-120
	-50

	
	
	
	FDD_D
	-119.5
	-50

	
	
	
	FDD_E, TDD_E
	-119
	-50

	
	
	
	FDD_F
	-118.5
	-50

	
	
	
	FDD_G
	-118
	-50

	
	
	
	FDD_H
	-117.5
	-50

	
	
	
	FDD_N
	-114.5
	-50

	(3.5
	(4
	(-9.46
	Note 3
	Note 3
	Note 3

	NOTE 1:
This Io condition is expressed as the average Io per RE over all REs in that symbol.

NOTE 2:
Io is defined in subframes indicated by the time domain measurement resource restriction pattern configured for performing RSRQ measurements of this cell. The specified Io range applies to CRS and non-CRS symbols. Io may be different in different symbols within a subframe.

NOTE 3:
The same bands and the same Io conditions for each band apply for this requirement as for the corresponding highest accuracy requirement.

NOTE 4:
The condition level is increased by ∆>0, when applicable, as described in Sections I.4.2 and I.4.3.

NOTE 5:
The gap between the Es/Iot level in TS 36.133 [4] table 9.1.5.3-1 and TS 36.133 [4] 9.1.5.2-1 is due to the interference from either PCell or at least one neighbour cell indicated within the CRS assistance information.

NOTE 6:
E-UTRA operating band groups are as defined in Section 3.5.


The reporting range of RSRQ is defined from -19.5 dB to -3 with 0.5 dB resolution. The mapping of measured quantity is defined in Table 9.2.16.1.3-2.

Table 9.2.16.1.3-2: RSRQ FDD Intra frequency absolute accuracy measurement report mapping

	Reported value
	Measured quantity value
	Unit

	RSRQ_00
	RSRQ ( -19.5
	dB

	RSRQ_01
	-19.5 ( RSRQ < -19
	dB

	RSRQ_02
	-19 ( RSRQ < -18.5
	dB

	…
	…
	…

	RSRQ_32
	-4 ( RSRQ < -3.5
	dB

	RSRQ_33
	-3.5 ( RSRQ < -3
	dB

	RSRQ_34
	-3 ( RSRQ
	dB


The normative reference for this requirement is TS 36.133 [4] clauses 9.1.5.3 and A.9.2.16.

9.2.16.1.4
Test description

9.2.16.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1.

Channel Bandwidth to be tested: 10 MHz as defined in TS 36.508 [7] clause 4.3.1.

1. Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as shown in TS 36.508 [7] Annex A figure A.54 (without faders).

2. The general test parameter settings are set up according to Table 9.2.16.1.4.1-1.

3. Propagation conditions are set according to Annex B clause B.0.

4. Message contents are defined in clause 9.2.16.1.4.3.

5. There is one E-UTRA TDD carrier and three cells specified in each test. Cell 1 is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test.

Table 9.2.16.1.4.1-1: General test parameters for E-UTRAN TDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Parameter
	Unit
	Value
	Comment

	PCell
	
	Cell 1
	Serving/aggressor cell

	Neighbour cells
	
	Cell 2
	Neighbour/aggressor cell

	
	
	Cell3
	Cell to be measured

	Special subframe configuration
	
	6
	For Cell 1, Cell 2 and Cell 3. For special subframe configurations see Table 4.2-1 in 36.211 [9].

	Uplink/downlink subframe configuration
	
	1
	For Cell 1, Cell 2 and Cell 2. For uplink-downlink subframe configurations see Table 4.2-2 in TS 36.211 [9].

	ABS transmission configuration
	
	Non-MBSFN ABS
	As defined in Table C.3.1.1.1-1

	CP length
	
	Normal
	For all cells in the test

	DRX
	
	
	OFF

	Time offset between cells
	(s
	Cell 2 offset with respect to Cell 1: 0

Cell 3 offset with respect to Cell 1: -2.5
	Three synchronous cells

	Physical cell IDs
	
	(PCIcell1 - PCIcell3 )mod6 = 0

(PCIcell2 - PCIcell3 )mod6 != 0

PCIcell1 not equal to PCIcell3
	Cell PCIs are selected so that all conditions are met

	ABS pattern
	
	‘00000000010000000001’
	TDD ABS Pattern Info IE, as defined in TS 36.423 [28], clause 9.2.54. 

The first/leftmost bit corresponds to the Pcell subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string (20) divided by 10. No MBSFN subframes are configured in the ABS subframes.

Provided to the UE for Cell 1 and Cell 2.

	Time domain measurement resource restriction pattern for neighbour cell measurements on RF Channel 1
	
	‘00000000010000000001’
	Time domain measurement resource restriction pattern for neighbour cell measurement signalled to the UE in measSubframePatternNeigh IE in measSubframePatternConfigNeigh, as defined in TS 36.331, clause 6.3.5.

Provided to the UE for Cell 3 measurements. The cell list in measSubframeCellList IE shall contain Cell 3 but not Cell 2.

	Time-domain measurement resource restriction pattern for serving cell measurements
	
	‘10000000001000000000’
	Configured for Cell 1 measurements.

	CRS assistance information
	physCellId
	
	see PCI conditions above
	Only the CRS assistance information of cell 2 is provided for Cell 2 only in CRS-AssistanceInfo. It includes a single MBSFN-SubframeConfig element with subframe allocation one Frame=’000000’.

	
	antennaPortsCount
	
	1
	

	
	mbsfn-SubframeConfigList
	
	oneFrame = ‘000000’
	


9.2.16.1.4.2
Test procedure

In this test case all cells are on the same carrier frequency. The absolute accuracy of RSRQ intra frequency measurements under time domain measurement resource restriction with CRS assistance information is tested by using the parameters in Table 9.2.16.1.4.1-1 and Table.9.2.16.1.5-1 for non-MBSFN ABS with colliding CRS between Cell 1 and Cell3 and non-colliding CRS between Cell 1 and Cell 2. In all test cases, Cell 1 is the serving/aggressor cell, Cell 2 is the neighbour/aggressor cell and Cell 3 is the target cell to be measured for RSRQ.
The UE is configured by higher layers via Cell 1 with a time domain measurement resource restriction pattern for performing E-UTRAN TDD intra-frequency measurements on neighbour cells, namely Cell 3 measurements with a neighbour cell list, where the cell list includes Cell 3. The UE is also provided via higher layers with the CRS assistance information of Cell 2. The information for both measurement pattern and the CRS assistance information shall be provided to the UE before the measurements start.

1. Ensure the UE is in State 3A-RF according to TS 36.508 [7] clause 7.2A.3 with exceptions listed in 7.2A.6.

2. Set the parameters according to Table 9.2.16.1.5-1 as appropriate. Propagation conditions are set according to Annex B clause B.1.1.

3. SS shall transmit an RRCConnectionReconfiguration message.

4. The UE shall transmit RRCConnectionReconfigurationComplete message.

5. UE shall transmit periodically MeasurementReport messages.

6. After 10s wait from Step 3, SS shall check the RSRQ value in periodical MeasurementReport messages. The RSRQ value of Cell 3 reported by the UE is compared to the actual RSRQ value according to Table 9.2.16.1.5-2. If the UE fails to report the measurement value for Cell 3, the number of failed iterations is increased by one.

7. The SS shall check MeasurementReport messages transmitted by the UE until the confidence level according to G.2.3-1 in Annex G.2 is achieved.

8. Repeat step 1-7 for each sub-test in Table 9.2.16.1.5-1 as appropriate.

9.2.16.1.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 7.2A.6 with the following exceptions:

Table 9.2.16.1.4.3-1: Common Exception messages for E-UTRAN TDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.7-1

Table H.2.7-2

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.3.5-1

Table H.3.5-4a

Table H.3.5-5

Table H.5.1-1

Table H.5.1-2

Table H.5.1-3


Table 9.2.16.1.4.3-2: MeasResults: Additional E-UTRAN TDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	 MeasResults ::= SEQUENCE {
	
	
	

	   measId
	1
	Identifies the measurement id for the reporting being performed
	

	   measResultServCell SEQUENCE {
	
	
	

	     rsrpResult
	
	Set according to specific test
	

	     rsrqResult
	
	Set according to specific test
	

	   }
	
	
	

	   measResultNeighCells CHOICE {
	
	
	

	      measResultListEUTRA
	MeasResultListEUTRA 
	
	

	   }
	
	
	

	}
	
	
	


Table 9.2.16.1.4.3-3: MeasResultListEUTRA: Additional E-UTRAN TDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Derivation Path: TS 36.331 [5] clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasResultListEUTRA::= SEQUENCE (SIZE (1..maxCellReport)) OF SEQUENCE {
	
	
	

	  physCellId
	PhysicalCellIdentity of Cell 3
	
	

	  measResult SEQUENCE {
	
	
	

	    rsrpResult
	Not present
	
	

	    rsrqResult
	
	Set according to specific test
	

	  }
	
	
	

	}
	
	
	


Table 9.2.16.1.4.3-4: RadioResourceConfigDedicated-SRB2-DRB(n,m): Additional E-UTRAN TDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-16 RadioResourceConfigDedicated-SRB2-DRB(n,m)

	Information Element
	Value/remark
	Comment
	Condition

	RadioResourceConfigDedicated-SRB2-DRB(n, m) ::= SEQUENCE {
	
	
	

	  MeasSubframePatternPCell-r10 CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      subframePatternTDD-r10 CHOICE {
	
	
	

	        subframeConfig1-5-r10
	‘10000000001000000000’
	BIT STRING (SIZE (20))
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


9.2.16.1.5
Test requirement

Table 9.2.16.1.5-1 defines the primary level settings including test tolerances for all tests.

Table 9.2.16.1.5-1: Cell Specific Test requirement Parameters for E-UTRAN TDD RSRQ intra frequency under time-domain measurement resource restriction with CRS assistance information and non-MBSFN ABS

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3
	Cell 1
	Cell 2
	Cell 3

	E-UTRA RF Channel Number
	
	1
	1
	1

	BWchannel
	MHz
	10
	10
	10

	Measurement bandwidth
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	22-27
	22-27
	22-27

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	-
	R.0 TDD
	-
	R.0 TDD
	-

	PDSCH allocation
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	13-36
	-
	13—36
	-
	13-36
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.6 TDD
	R.6 TDD

	OCNG Patterns defined in D.2.1 (OP.1 TDD) and D.2.2 (OP.2 TDD)
	
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD
	OP.1 TDD
	OP.2 TDD
	OP.2 TDD

	PBCH_RA
	dB
	Note 6
	Note 6
	0
	Note 6
	Note 6
	0
	Note 6
	Note 6
	0

	PBCH_RB
	
	
	
	
	
	
	
	
	
	

	PSS_RA
	
	
	
	
	
	
	
	
	
	

	SSS_RA
	
	
	
	
	
	
	
	
	
	

	PCFICH_RB
	
	
	
	
	
	
	
	
	
	

	PHICH_RA
	
	
	
	
	
	
	
	
	
	

	PHICH_RB
	
	
	
	
	
	
	
	
	
	

	PDCCH_RA
	
	
	
	
	
	
	
	
	
	

	PDCCH_RB
	
	
	
	
	
	
	
	
	
	

	PDSCH_RA
	
	
	
	
	
	
	
	
	
	

	PDSCH_RB
	
	
	
	
	
	
	
	
	
	

	OCNG_RANote1
	
	
	
	
	
	
	
	
	
	

	OCNG_RBNote1 
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Note2


	Bands TDD_A
	dBm/15 kHz
	-84.76
	-103.85
	-116

	
	Bands TDD_C
	
	
	
	-115

	
	Bands TDD_E
	
	
	
	-114

	CRS 
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	dB
	4
	2
	-0.5
	4
	2
	-0.5
	4
	2
	-3

	CRS 
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)

meas

ot

s

I

Ê

 Note 5
	dB
	-1.41
	-0.77
	-5.96
	-1.41
	-0.77
	-5.96
	-0.89
	0.24
	-8.46

	RSRPNote3,4,5
	Bands TDD_A
	dBm/15 kHz
	-80.76
	-82.76
	-85.26
	-99.85
	-101.85
	-104.35
	-112
	-114
	-119

	
	Bands TDD_C
	
	
	
	
	
	
	
	-111
	-113
	-118

	
	Bands TDD_E
	
	
	
	
	
	
	
	-110
	-112
	-117
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RSRQ

meas

 Note3,4,5
	Bands TDD_A, TDD_C, TDD_E
	dB
	-14.56
	-11.96
	-14.49
	-14.56
	-11.99
	-14.49
	-14.27
	-11.09
	-16.09
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Io

 Note3
	Bands TDD_A
	dBm/9 MHz
	-49.21
	-52.87
	-68.30
	-71.96
	-80.74
	-84.83

	
	Bands TDD_C
	
	
	
	
	
	-79.74
	-83.83

	
	Bands TDD_E
	
	
	
	
	
	-78.74
	-82.83

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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 to be fulfilled. Applies to all subframes.

Note 3:
RSRQ, RSRP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io levels are calculated in CRS symbols of measurement restricted subframes.

Note 4:
RSRP and RSRQ minimum requirements are specified assuming independent interference and noise at each receiver antenna port.

Note 5:
Applies to restricted measurement subframes for only Cell 2 and Cell 3. For Cell 1, the corresponding value is derived from the normal subframes other than the subframes indicated in the time domain measurement resource restriction pattern for intra-frequency measurements. 

Note 6:
Non-ABS and ABS subframe channel powers defined in Table C.3.1.1.1-1.

Note 7:
E-UTRA operating band groups are as defined in Section 3.5.


Table 9.2.16.1.5-2: RSRQ TDD Intra frequency under time domain measurement resource restriction with CRS assistance information and non-MBSFN ABS absolute accuracy requirements for the reported values

	
	Test 1
	Test 2
	Test 3

	
	All bands
	All bands
	All bands

	Normal Conditions

	Lowest reported value (Cell 3)
	RSRQ_05
	RSRQ_05
	RSRQ_00

	Highest reported value (Cell 3)
	RSRQ_17
	RSRQ_17
	RSRQ_16

	Extreme Conditions

	Lowest reported value (Cell 3)
	RSRQ_02
	RSRQ_02
	RSRQ_00

	Highest reported value (Cell 3)
	RSRQ_20
	RSRQ_20
	RSRQ_17


9.2.21
FDD RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz

9.2.21.1
FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz

9.2.21.1.1
Test purpose

Same test purpose as in clause 9.2.5.1.

9.2.21.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support CA.

9.2.21.1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.5.1.3.

9.2.21.1.4
Test description

9.2.21.1.4.1
Initial conditions 

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz for Cell 1 on the PCC, 5MHz for Cell 2 on the SCC as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.21.1.4.3.

4.
There are two E-UTRA FDD carriers with one cell on one E-UTRA FDD carrier and two cells on the other E-UTRA FDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.21.1.4.2
Test procedure

Same test procedure as in clause 9.2.5.1.4.2 with the following exceptions:

-
Instead of Table 9.2.5.1.5-1 ( use Table 9.2.21.1.5-1.
-
Instead of Table 9.2.5.1.5-2 ( use Table 9.2.21.1.5-2.
9.2.21.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.21.1.4.3-1: Common Exception messages for FDD RSRQ absolute accuracy for Carrier Aggregation test requirement for 10MHz+5MHz

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.4.2-1
Table H.3.5-4
Table H.4.1-5


9.2.21.1.5
Test requirement

Table 9.2.21.1.5-1 defines the primary level settings including test tolerances for all tests.

The FDD RSRQ absolute accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.21.1.5-2.

Table 9.2.21.1.5-1: Cell Specific Test requirement Parameters for FDD RSRQ absolute accuracy for Carrier Aggregation for 10MHz+5MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note 1
	MHz
	10
	5

	Measurement bandwidth
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	22-27
	10-15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	R.5 FDD
	-

	PDSCH allocation
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	13-36
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD),

 D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.1 FDD
	OP.15 FDD
	OP.16 FDD

	IoNote2
	Bands FDD_A
	dBm/9MHz
	-90.26
	N/A

	
	Bands: FDD_B1, FDD_B2
	
	-89.76
	

	
	Bands FDD_C
	
	-89.26
	

	
	Bands FDD_D
	
	-88.76
	

	
	Bands FDD_E, FDD_F 
	
	-88.26
	

	
	Bands FDD_G
	
	-87.26
	

	
	Bands FDD_H
	
	-86.76
	

	
	Bands FDD_A
	dBm/4.5MHz
	N/A
	-88.62

	
	Bands: FDD_B1, FDD_B2
	
	
	-88.12

	
	Bands FDD_C
	
	
	-87.62

	
	Bands FDD_D
	
	
	-87.12

	
	Bands FDD_E, FDD_F 
	
	
	-86.62

	
	Bands FDD_G
	
	
	-85.62

	
	Bands FDD_H
	
	
	-85.12

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table 9.2.5.1.5-1 for the other parameters.


Table 9.2.21.1.5-2: FDD RSRQ absolute accuracy requirements for the reported values for Carrier Aggregation for 10MHz+5MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_15

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_14

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_16

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_15


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.21.2
FDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz

9.2.21.2.1
Test purpose

Same test purpose as in clause 9.2.5.2.1.

9.2.21.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support CA.

9.2.21.2.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.5.2.3.

9.2.21.2.4
Test description

9.2.21.2.4.1
Initial conditions 

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz for Cell 1 on the PCC, 5MHz for Cell 2 on the SCC as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.21.2.4.3.

4.
There are two E-UTRA FDD carriers with one cell on one E-UTRA FDD carrier and two cells on the other E-UTRA FDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.21.2.4.2
Test procedure

Same test procedure as in clause 9.2.5.2.4.2 with the following exceptions:

-
Instead of Table 9.2.5.2.5-1 ( use Table 9.2.21.2.5-1.
-
Instead of Table 9.2.5.2.5-2 ( use Table 9.2.21.2.5-2.

9.2.21.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.21.2.4.3-1: Common Exception messages for FDD RSRQ relative accuracy for Carrier Aggregation test requirement for 10MHz+5MHz

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.4.2-1

Table H.3.5-4
Table H.4.1-5


9.2.21.2.5
Test requirement

Table 9.2.21.2.5-1 defines the primary level settings including test tolerances for all tests.

The FDD RSRQ relative accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.21.2.5-2.

Table 9.2.21.2.5-1: Cell Specific Test requirement Parameters for FDD RSRQ relative accuracy for Carrier Aggregation for 10MHz+5MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note 1
	MHz
	10
	5

	Measurement bandwidth
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n


	22-27
	10-15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.0 FDD
	R.5 FDD
	-

	PDSCH allocation
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n


	13-36
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.1
	
	R.6 FDD
	R.11 FDD

	OCNG Patterns defined in D.1.1 (OP.1 FDD),

 D.1.15 (OP.15 FDD) and

D.1.16 (OP.16 FDD)
	
	OP.1 FDD
	OP.15 FDD
	OP.16 FDD

	IoNote2
	Bands FDD_A
	dBm/9MHz
	-90.26
	N/A

	
	Bands: FDD_B1, FDD_B2
	
	-89.76
	

	
	Bands FDD_C
	
	-89.26
	

	
	Bands FDD_D
	
	-88.76
	

	
	Bands FDD_E, FDD_F 
	
	-88.26
	

	
	Bands FDD_G
	
	-87.26
	

	
	Bands FDD_H
	
	-86.76
	

	
	Bands FDD_A
	dBm/4.5MHz
	N/A
	-88.62

	
	Bands: FDD_B1, FDD_B2
	
	
	-88.12

	
	Bands FDD_C
	
	
	-87.62

	
	Bands FDD_D
	
	
	-87.12

	
	Bands FDD_E, FDD_F 
	
	
	-86.62

	
	Bands FDD_G
	
	
	-85.62

	
	Bands FDD_H
	
	
	-85.12

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves. 

Note 3:
See Table 9.2.5.2.5-1 for the other parameters


Table 9.2.21.2.5-2: FDD RSRQ relative accuracy requirements for the reported values for Carrier Aggregation for 10MHz+5MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x +9

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.22
TDD RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz

9.2.22.1
TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz

9.2.22.1.1
Test purpose

Same test purpose as in clause 9.2.6.1.1.

9.2.22.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support CA.

9.2.22.1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.6.2.13.

9.2.22.1.4
Test description

9.2.22.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 5 MHz for Cells on both the PCC and the SCC as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.22.1.4.3.

4.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.22.1.4.2
Test procedure

Same test procedure as in clause 9.2.6.1.4.2 with the following exceptions:

-
Instead of Table 9.2.6.1.5-1 ( use Table 9.2.22.1.5-1.
-
Instead of Table 9.2.6.1.5-2 ( use Table 9.2.22.1.5-2.

9.2.22.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.22.1.4.3-1: Common Exception messages for TDD RSRQ absolute accuracy for Carrier Aggregation test requirement for 10MHz+5MHz

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.4.2-1
Table H.3.5-4
Table H.4.1-5


9.2.22.1.5
Test requirement

Table 9.2.22.1.5-1 defines the primary level settings including test tolerances for all tests.

The TDD RSRQ absolute accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.22.1.5-2.

Table 9.2.22.1.5-1: Cell Specific Test requirement Parameters for TDD RSRQ absolute accuracy for Carrier Aggregation for 10MHz+5MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note1
	MHz
	10
	5

	Measurement bandwidth
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	22-27
	10-15

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	R.4TDD
	-

	PDSCH allocation
	
[image: image95.wmf]PRB

n


	13-36
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.11 TDD

	OCNG Patterns defined in 
D.2.1 (OP.1 TDD),

D.2.9 (OP.9 TDD) and

D.2.10 (OP.10 TDD)
	
	OP.1 TDD
	OP.9 TDD
	OP.10 TDD

	IoNote2
	Bands TDD_A
	dBm/9MHz
	-90.26
	N/A

	
	Bands TDD_C
	
	-89.26
	

	
	Bands TDD_E
	
	-88.26
	

	
	Bands TDD_A
	dBm/4.5MHz
	N/A
	-88.62

	
	Bands TDD_C
	
	
	-87.62

	
	Bands TDD_E
	
	
	-86.62

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves

Note 3:
See Table 9.2.6.1.5-1 for the other parameters


Table 9.2.22.1.5-2: TDD RSRQ absolute accuracy requirements for the reported values for Carrier Aggregation for 10MHz+5MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_15

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value Cell 2)
	RSRQ_14

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_16

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value Cell 2)
	RSRQ_15


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.22.2
TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 10MHz+5MHz

9.2.22.2.1
Test purpose

Same test purpose as in clause 9.2.6.2.1.

9.2.22.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 11 and forward that support CA.

9.2.22.2.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.6.2.3.

9.2.22.2.4
Test description

9.2.22.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 10 MHz for Cell 1 on the PCC, 5MHz for Cell 2 on the SCC  as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.22.2.4.3.

4.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.22.2.4.2
Test procedure

Same test procedure as in clause 9.2.6.2.4.2 with the following exceptions:

-
Instead of Table 9.2.6.2.5-1 ( use Table 9.2.22.2.5-1.
-
Instead of Table 9.2.6.2.5-2 ( use Table 9.2.22.2.5-2.

9.2.22.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.22.2.4.3-1: Common Exception messages for TDD RSRQ relative accuracy for Carrier Aggregation test requirement for 10MHz+5MHz

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.4.2-1

Table H.3.5-4
Table H.4.1-5


9.2.22.2.5
Test requirement

Table 9.2.22.2.5-1 defines the primary level settings including test tolerances for all tests.

The TDD RSRQ relative accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.5.2.5-2.

Table 9.2.22.2.5-1: Cell Specific Test requirement Parameters for TDD RSRQ relative accuracy
for Carrier Aggregation for 10MHz+5MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note1
	MHz
	10
	5

	Measurement bandwidth
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n


	22-27
	10-15

	PDSCH Reference measurement channel defined in A.1.2
	
	R.0 TDD
	R.4TDD
	-

	PDSCH allocation
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	13-36
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined in A.2.2
	
	R.6 TDD
	R.11 TDD

	OCNG Patterns defined in 
D.2.1 (OP.1 TDD),

D.2.9 (OP.9 TDD) and

D.2.10 (OP.10 TDD)
	
	OP.1 TDD
	OP.9 TDD
	OP.10 TDD

	IoNote2
	Bands TDD_A
	dBm/9MHz
	-90.26
	N/A

	
	Bands TDD_C
	
	-89.26
	

	
	Bands TDD_E
	
	-88.26
	

	
	Bands TDD_A
	dBm/4.5MHz
	N/A
	-88.62

	
	Bands TDD_C
	
	
	-87.62

	
	Bands TDD_E
	
	
	-86.62

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table 9.2.6.2.5-1 for the other parameters.


Table 9.2.22.2.5-2: TDD RSRQ relative accuracy requirements for the reported values
for Carrier Aggregation for 10MHz+5MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.23
FDD RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz

9.2.23.1
FDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz

9.2.23.1.1
Test purpose

Same test purpose as in clause 9.2.5.1.

9.2.23.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.23.1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.5.1.3.

9.2.23.1.4
Test description

9.2.23.1.4.1
Initial conditions 

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 5 MHz for cells on both the PCC and the SCC as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.23.1.4.3.

4.
There are two E-UTRA FDD carriers with one cell on one E-UTRA FDD carrier and two cells on the other E-UTRA FDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.23.1.4.2
Test procedure

Same test procedure as in clause 9.2.5.1.4.2 with the following exceptions:

-
Instead of Table 9.2.5.1.5-1 ( use Table 9.2.23.1.5-1.
-
Instead of Table 9.2.5.1.5-2 ( use Table 9.2.23.1.5-2.
9.2.23.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.23.1.4.3-1: Common Exception messages for FDD RSRQ absolute accuracy for Carrier Aggregation test requirement for 5MHz+5MHz

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.4.2-1
Table H.3.5-4
Table H.4.1-5


9.2.23.1.5
Test requirement

Table 9.2.23.1.5-1 defines the primary level settings including test tolerances for all tests.

The FDD RSRQ absolute accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.23.1.5-2.

Table 9.2.23.1.5-1: Cell Specific Test requirement Parameters for FDD RSRQ absolute accuracy for Carrier Aggregation for 5MHz+5MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note 1
	MHz
	5
	5
	5

	Measurement bandwidth
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	10-15
	10-15
	10-15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	R.5 FDD
	N/A

	PDSCH allocation
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	7-17
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.2.1
	
	R.11 FDD
	R.11 FDD
	R.11  FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.15 FDD
	OP.16FDD

	IoNote2
	Bands FDD_A Note 5
	dBm/4.5MHz 
	-93.26
	-88.62

	
	Bands: FDD_B1, FDD_B2
	
	-92.76
	-88.12

	
	Bands FDD_C Note 5
	
	-92.26
	-87.62

	
	Bands FDD_D
	
	-91.76
	-87.12

	
	Bands FDD_E, FDD_F Note 5
	
	-91.26
	-86.62

	
	Bands FDD_G Note 5
	
	-90.26
	-85.62

	
	Bands FDD_H Note 5
	
	-89.76
	-85.12

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table 9.2.5.1.5-1 for the other parameters.

Note 4:
E-UTRA operating band groups are as defined in Section 3.5.1.

Note 5:
The test applies for E-UTRA operating bands in this band group which are supporting 5MHz + 5MHz channel bandwidth.


Table 9.2.23.1.5-2: FDD RSRQ absolute accuracy requirements for the reported values for Carrier Aggregation for 5MHz+5MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_15

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_14

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_16

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value (Cell 2)
	RSRQ_15


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.23.2
FDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz

9.2.23.2.1
Test purpose

Same test purpose as in clause 9.2.5.2.1.

9.2.23.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.23.2.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.5.2.3.

9.2.23.2.4
Test description

9.2.23.2.4.1
Initial conditions 

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 5 MHz for cells on both the PCC and the SCC as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.23.2.4.3.

4.
There are two E-UTRA FDD carriers with one cell on one E-UTRA FDD carrier and two cells on the other E-UTRA FDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.23.2.4.2
Test procedure

Same test procedure as in clause 9.2.5.2.4.2 with the following exceptions:

-
Instead of Table 9.2.5.2.5-1 ( use Table 9.2.23.2.5-1.
-
Instead of Table 9.2.5.2.5-2 ( use Table 9.2.23.2.5-2.

9.2.23.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.23.2.4.3-1: Common Exception messages for FDD RSRQ relative accuracy for Carrier Aggregation test requirement for 5MHz+5MHz

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.4.2-1

Table H.3.5-4
Table H.4.1-5


9.2.23.2.5
Test requirement

Table 9.2.23.2.5-1 defines the primary level settings including test tolerances for all tests.

The FDD RSRQ relative accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.23.2.5-2.

Table 9.2.23.2.5-1: Cell Specific Test requirement Parameters for FDD RSRQ relative accuracy for Carrier Aggregation for 5MHz+5MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note 1
	MHz
	5
	5
	5

	Measurement bandwidth
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n


	10-15
	10-15
	10-15

	PDSCH Reference measurement channel defined in A.1.1
	
	R.5 FDD
	R.5 FDD
	N/A

	PDSCH allocation
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n


	7-17
	7-17
	-

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.2.1
	
	R.11 FDD
	R.11 FDD
	R.11  FDD

	OCNG Patterns defined in D.1.15 (OP.15 FDD) and D.1.16 (OP.16 FDD)
	
	OP.15 FDD
	OP.15 FDD
	OP.16FDD

	IoNote2
	Bands FDD_A Note 5
	dBm/4.5MHz 
	-93.26
	-88.62

	
	Bands: FDD_B1, FDD_B2
	
	-92.76
	-88.12

	
	Bands FDD_C Note 5
	
	-92.26
	-87.62

	
	Bands FDD_D
	
	-91.76
	-87.12

	
	Bands FDD_E, FDD_F Note 5
	
	-91.26
	-86.62

	
	Bands FDD_G Note 5
	
	-90.26
	-85.62

	
	Bands FDD_H Note 5
	
	-89.76
	-85.12

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table 9.2.5.1.5-1 for the other parameters.

Note 4:
E-UTRA operating band groups are as defined in Section 3.5.1.

Note 5:
The test applies for E-UTRA operating bands in this band group which are supporting 5MHz + 5MHz channel bandwidth.


Table 9.2.23.2.5-2: FDD RSRQ relative accuracy requirements for the reported values for Carrier Aggregation for 5MHz+5MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.24
TDD RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz

9.2.24.1
TDD Absolute RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz

9.2.24.1.1
Test purpose

Same test purpose as in clause 9.2.6.1.1.

9.2.24.1.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.24.1.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.6.2.13.

9.2.24.1.4
Test description

9.2.24.1.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 5 MHz for Cells on both the PCC and SCC as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.24.1.4.3.

4.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.24.1.4.2
Test procedure

Same test procedure as in clause 9.2.6.1.4.2 with the following exceptions:

-
Instead of Table 9.2.6.1.5-1 ( use Table 9.2.24.1.5-1.
-
Instead of Table 9.2.6.1.5-2 ( use Table 9.2.24.1.5-2.

9.2.24.1.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.24.1.4.3-1: Common Exception messages for TDD RSRQ absolute accuracy for Carrier Aggregation test requirement for 5MHz+5MHz

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1
Table H.4.2-1
Table H.3.5-4
Table H.4.1-5


9.2.24.1.5
Test requirement

Table 9.2.24.1.5-1 defines the primary level settings including test tolerances for all tests.

The TDD RSRQ absolute accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.24.1.5-2.

Table 9.2.24.1.5-1: Cell Specific Test requirement Parameters for TDD RSRQ absolute accuracy for Carrier Aggregation for 5MHz+5MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note1
	MHz
	10
	5
	5

	Measurement bandwidth
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n


	10-15
	10-15
	10-15

	PDSCH Reference measurement channel defined in A.2.1
	
	R.4 TDD
	R.4 TDD
	N/A

	PDSCH allocation
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n


	7-17
	7-17
	N/A

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.2.2
	
	R.11 TDD
	R.11 TDD
	R.11 TDD

	OCNG Patterns defined in D.2.9 (OP.9 TDD) and D.2.10 (OP.10 TDD)
	
	OP.9 TDD
	OP.9 TDD
	OP.10 TDD

	IoNote2
	Bands TDD_A Note 5
	dBm4.5MHz 
	-93.26
	-88.62

	
	Bands TDD_C Note 5
	
	-92.26
	-87.62

	
	Bands TDD_E Note 5
	
	-91.26
	-86.62

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves 

Note 3:
See Table 9.2.6.1.5-1 for the other parameters

Note 4:
E-UTRA operating band groups are as defined in Section 3.5.1.

Note 5:
The test applies for E-UTRA operating bands in this band group which are supporting 5MHz + 5MHz channel bandwidth.


Table 9.2.24.1.5-2: TDD RSRQ absolute accuracy requirements for the reported values for Carrier Aggregation for 5MHz+5MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_15

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value Cell 2)
	RSRQ_14

	Extreme Conditions

	Lowest reported value (Cell 1)
	RSRQ_00

	Highest reported value Cell 1)
	RSRQ_16

	Lowest reported value (Cell 2)
	RSRQ_00

	Highest reported value Cell 2)
	RSRQ_15


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

9.2.24.2
TDD Relative RSRQ Accuracy for E-UTRA Carrier Aggregation for 5MHz+5MHz

9.2.24.2.1
Test purpose

Same test purpose as in clause 9.2.6.2.1.

9.2.24.2.2
Test applicability

This test case applies to all types of E-UTRA UE release 10 and forward that support CA with Intra-band contiguous CA, or Inter-band CA.

This test case applies to all types of E-UTRA UE release 11 and forward that support CA with Intra-band non-contiguous CA.

9.2.24.2.3
Minimum conformance requirements

Same minimum conformance requirements as in clause 9.2.6.2.3.

9.2.24.2.4
Test description

9.2.24.2.4.1
Initial conditions

Test Environment: Normal, TL/VL, TL/VH, TH/VL, TH/VH; as defined in TS 36.508 [7] clause 4.1.

Frequencies to be tested: According to Annex E table E-1 and TS 36.508 [7] clauses 4.4.2 and 4.3.1 for different CA bandwidth classes.

Channel Bandwidth to be tested: 5 MHz for Cells on both the PCC and SCC as defined in TS 36.508 [7] clause 4.3.1 for different CA configurations as defined in TS 36.521-1 [10] clause 5.4.2A.

1.
Connect the SS (node B emulator) and AWGN noise sources to the UE antenna connectors as follows:

-
For UEs supporting only 2Rx in all the bands under test, use TS 36.508 [7] Annex A, Figure group A.41 as appropriate.

-
For UEs supporting 4Rx in any of the bands under test use TS 36.508 [7] Annex A, Figure A.90, without neighbour on Pcell. Use the 2Rx module for cells on bands supporting 2Rx and the 4Rx module for cells on bands supporting 4Rx.

2.
Propagation conditions are set according to Annex B clause B.0.

3.
Message contents are defined in clause 9.2.24.2.4.3.

4.
There are two E-UTRA TDD carriers with one cell on one E-UTRA TDD carrier and two cells on the other E-UTRA TDD carrier specified in the test. Cell 1 is PCell on the PCC, Cell 2 is the SCell on the Secondary Component Carrier (SCC), and Cell 3 is a neighbour cell on the SCC. PCell (Cell 1) is the cell used for connection setup with the power level set according to Annex C.0 and C.1 for this test. Cell 2 and Cell 3 shall be powered OFF.

9.2.24.2.4.2
Test procedure

Same test procedure as in clause 9.2.6.2.4.2 with the following exceptions:

-
Instead of Table 9.2.6.2.5-1 ( use Table 9.2.24.2.5-1.
-
Instead of Table 9.2.6.2.5-2 ( use Table 9.2.24.2.5-2.

9.2.24.2.4.3
Message contents

Message contents are according to TS 36.508 [7] values 4.6 with the following exceptions:

Table 9.2.24.2.4.3-1: Common Exception messages for TDD RSRQ relative accuracy for Carrier Aggregation test requirement for 5MHz+5MHz

	Default Message Contents

	Common contents of system information blocks exceptions
	

	Default RRC messages and information elements contents exceptions
	Table H.3.1-1

Table H.4.2-1

Table H.3.5-4
Table H.4.1-5


9.2.24.2.5
Test requirement

Table 9.2.24.2.5-1 defines the primary level settings including test tolerances for all tests.

The TDD RSRQ relative accuracy for carrier aggregation test shall meet the reported values test requirements in Table 9.2.5.2.5-2.

Table 9.2.24.2.5-1: Cell Specific Test requirement Parameters for TDD RSRQ relative accuracy
for Carrier Aggregation for 5MHz+5MHz

	Parameters
	Test 1

	
	Units
	Cell 1
	Cell 2
	Cell 3

	BWchannel_CA Note1
	MHz
	10
	5
	5

	Measurement bandwidth
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n


	10-15
	10-15
	10-15

	PDSCH Reference measurement channel defined in A.2.1
	
	R.4 TDD
	R.4 TDD
	N/A

	PDSCH allocation
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	7-17
	7-17
	N/A

	PDCCH/PCFICH/PHICH Reference measurement channel defined  in A.2.2
	
	R.11 TDD
	R.11 TDD
	R.11 TDD

	OCNG Patterns defined in D.2.9 (OP.9 TDD) and D.2.10 (OP.10 TDD)
	
	OP.9 TDD
	OP.9 TDD
	OP.10 TDD

	IoNote2
	Bands TDD_A Note 5
	dBm4.5MHz 
	-93.26
	-88.62

	
	Bands TDD_C Note 5
	
	-92.26
	-87.62

	
	Bands TDD_E Note 5
	
	-91.26
	-86.62

	Note 1:
This test verifies the RRM requirement which is independent of channel bandwidth and is performed according to the principle defined in section C.3.3.1.
Note 2:
Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.

Note 3:
See Table 9.2.6.1.5-1 for the other parameters.

Note 4:
E-UTRA operating band groups are as defined in Section 3.5.1.

Note 5:
The test applies for E-UTRA operating bands in this band group which are supporting 5MHz + 5MHz channel bandwidth.


Table 9.2.24.2.5-2: TDD RSRQ relative accuracy requirements for the reported values
for Carrier Aggregation for 5MHz+5MHz

	
	Test 1

	
	All bands

	Normal Conditions 

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	Extreme Conditions

	Lowest reported value (Cell 2)
	RSRQ_x - 12

	Highest reported value (Cell 2)
	RSRQ_x + 9

	RSRQ_x is the reported value of Cell 1


For the test to pass, the ratio of successful reported values in each test shall be more than 90% with a confidence level of 95%.

< End of changes >
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