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	Item
	NR DL-PRS Capability
	Ref.
	Release
	Mnemonic
	Comments

	1
	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourceSetPerTrpPerFrequencyLayer
	

	2
	maxNrOfTRP-AcrossFreqs
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfTRP_AcrossFreqs
	

	3
	maxNrOfPosLayer
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfPosLayer
	

	4
	maxNrOfDL-PRS-ResourcesPerResourceSet
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesPerResourceSet
	

	5
	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesPerPositioningFrequencylayer
	

	6
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-fr1-Only
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesAcrossAllFL_TRP_ResourceSet_fr1_Only
	

	7
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-fr2-Only
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesAcrossAllFL_TRP_ResourceSet_fr2_Only
	

	8
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-fr1-FR2Mix-fr1
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesAcrossAllFL_TRP_ResourceSet_fr1_FR2Mix_fr1
	

	9
	Support of ssb-FromNeighCellAsQCL for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_ssb_FromNeighCellAsQCL
	

	10
	Support of prs-FromServNeighCellAsQCL for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_prs_FromServNeighCellAsQCL
	

	11
	maxSupportedFreqLayers
	37.355, 6.4.3
	Rel-16
	pc_maxSupportedFreqLayers
	

	12
	Support of simulLTE-NR-PRS
	37.355, 6.4.3
	Rel-16
	pc_simulLTE_NR_PRS
	

	13
	supportedBandwidthPRS in FR1 for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_supportedBandwidthPRS_FR1
	

	14
	supportedBandwidthPRS in FR2 for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_supportedBandwidthPRS_FR2
	

	15
	dl-PRS-BufferType for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_dl_PRS_BufferType
	

	16
	durationOfPRS-ProcessingSymbols for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_durationOfPRS_ProcessingSymbols
	

	17
	PRS-ProcessingSymbolsInEveryTms for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_PRS_ProcessingSymbolsInEveryTms
	

	18
	maxNumOfDL-PRS-ResProcessedPerSlot in 15kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumOfDL_PRS_ResProcessedPerSlot_SCS15
	

	19
	maxNumOfDL-PRS-ResProcessedPerSlot in 30kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumOfDL_PRS_ResProcessedPerSlot_SCS30
	

	20
	maxNumOfDL-PRS-ResProcessedPerSlot in 60kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumOfDL_PRS_ResProcessedPerSlot_SCS60
	

	21
	maxNumOfDL-PRS-ResProcessedPerSlot in 120kHz SCS for at least one NR band
	37.355, 6.4.3
	Rel-16
	pc_maxNumOfDL_PRS_ResProcessedPerSlot_SCS120
	

	22
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-fr1-FR2Mix-fr2
	37.355, 6.4.3
	Rel-16
	pc_maxNrOfDL_PRS_ResourcesAcrossAllFL_TRP_ResourceSet_fr1_FR2Mix_fr2
	



